AD=-A087 977  ADVISORY GROUP FOR AEROSPACE RESEARCH AND DEVELOPMENT--ETC F/6 21/S
THE APPLICATION OF DESIGN TO COST AND LIFE CYCLE TO AIRCRAFT EN=--ETC(U)

MAY 80
UNCLASSIFIED AGARD-LS-107




)

s 28 J2s

L0 =& =

=Rl
&

[

lle2

B2 flis s

AATIOMAL






)
b
[E

I 'AGARD-LS-107

NORTH ATLANTIC TREATY ORGANIZATION
ADVISORY GROUP FOR AEROSPACE RESEARCH AND DEVELOPMENT

(ORGANISATION DU TRAITE DE L’ATLANTIQUE NORD)

A Arw=hs =¥ 1y |

-5c O aa——

4 y ) A
- AGARD Lecture deries.Lo.lm
THE APPLICATION OF DESIGN TO COST AND LIFE CYCLE COST
-, - s - e - -

j = !

L_m___,_,.‘,w/”/'f TO AIRCRAFT ENGINES,
13 - - - !
I (_
( i1 /. 4 ‘ ‘/ \

f This document has beon approved
for public rel~ase aad salo; jis

| distribution 1s unlimited,

The material in this publication was assembled to support a Lecture Series under the sponsorship
of the Propulsion and Energetics Panel and the Consultant and Exchange Programme of AGARD,
presented on: 12—13 May 1980, Saint Louis, France; 15-16 May 1980, London, UK.




AT RS TR MR o g

THE MISSION OF AGARD
The mission of AGARD is to bring together the leading personalities of the NATO nations in the fields of science
and technology relating to aerospace for the following purposes:
- Exchanging of scientific and technical information;

— Continuously stimulating advances in the aerospace sciences relevant to strengthening the common defence
posture;

— Improving the co-operation among member nations in aerospace research and development;

— Providing scientific and technical advice and assistance to the North Atlantic Military Committee in the field
of aerospace research and development;

— Rendering scientific and technical assistance, as requested, to other NATO bodies and to member nations in
connection with research and development problems in the aerospace field;

— Providing assistance to member nations for the purpose of increasing their scientific and technical potential;

— Recommending effective ways for the member nations to use their research and development capabilities for
the common benefit of the NATO community.

The highest authority within AGARD is the National Delegates Board consisting of officially appointed senior
representatives from cach member nation. The mission of AGARD is carried out through the Panels which are
composed of experts appointed by the National Delegates, the Consultant and Exchange Programme and the Aerospace
Applications Studies Programme. The results of AGARD work are reported to the member nations and the NATO
Authorities through the AGARD series of publications of which this is one.

Participation in AGARD activities is by invitation only and is normally limited to citizens of the NATO nations.

The content of this publication has been reproduced
directly from material supplied by AGARD or the authors.

Published May 1980

Copyright © AGARD 1980
All Rights Reserved

ISBN 92-8350265-5

&

Printed by Technical Editing and Reproduction Lid
Harford House, 7-9 Charlotte St, London, W1P i HD

&
3

e

% “rbi’"m:z -

(Rt

T T e ey TR e




P
¥

b 57

-

FOREWORD

All of the NATO nations are faced with a major concern for the growing cost of defence
and the need to ensure that cost and performance are optimized. The requirements and
related costs of weapon systems have come under close examination. The entire life cycle of
a weapon system and its subsystems must be examined. The cost of design and development
must now include not only the cost of production but also deployment, training, operational
use, and support. The use of new technology and new management techniques are essential
to obtaining the most for the available money.

The purpose of this Lecture Series is to examine the latest methodologies of cost/performance
comparison and trade-offs for aircraft engines. Information will include data collection,
analysis, modelling and estimating all development and operations costs. Also addressed will
be contractual provisions and the costs related to incentives for performance and reliabiiity.
The latest applications in both government and industry will be covered, with examples and
experiences from the military and civilian sectors.

R.W.ACKERMAN
Lecture Series Director
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INTRODUCTION TO
THE APPLICATION OF DESIGN TO COST AND
LIFE CYCLE COST TO AIRCRAFT ENGINES

by
ROBERT W. ACKERMAN
Vice-President and General Manager
State of the Art Seminars
5959 W. Century Blvd., Sulte 1016
Los Angeles, California 90045

1. Introduction

Traditionally, military procurements have emphasized unit cost as the major deter-
mining factor in systems acquisition. In the past, engineers were improving efficiency
and reliability at ever-increasing cost factcrs, without regard to final unit cost or a
total system view. As military budgets tightened, inflation increased, and cost overruns
grew, the American Department of Defense began attempts to develop more realistic approaches
to systems acquisition. Whereas previous procurements were judged on lowest cost-per-unit
at delivery, the early 1960's brought the "Total Package Procurement" concept into the
acquisition process. Although these early forerunners of Life Cycle Costing were generally
unsuccessful attemptas at viewing a total system cost, they laid important groundwork for
today's Design to Cost/Life Cycle Cost principles.

At 1ts very basic level, Design to Cost/Life Cycle Costing is simply the awareness
of system and subsystem cost from the earliest conceptual studles to the end of system
life: in other words, DTC/LCC is cost analysis, including design considerations which
reduce cost, from "cradle to grave". LCC is based on groups of assumptions about the
future and as long as these assumptions hold true, an accurate prediction of cost curves
can bz obtained. In the event that certain assumptions prove false, e.g. fuel costs,
manpower predictions, etc., it 18 likely that the basic principles will hold true and
that all systems will be affected by the unpredicted changes, not jJust a particular system
under LCC study.

Thus, DTC/LCC is a viable tool relying on much more than just "crystal ball" method-
ology to achieve usable results. Increasingly, cost conscious governments are viewing
the principles of DTC/LCC as invaluable in long-range planning and budgeting - in many
instances, crucial to final system approval. LCC allows for a comparison of competing
programs along several®"phases” of the acquisition process and can be used to compare the
basic logistics concepts of several competing contractors. This ability to carefully
weigh alternatives can also produce decisions about equipment renewal needs and can con-
trol ongoing programs. Finally, an important application that 1is rapidly increasing in
use, particularly within the American military community, is the selection of a prime
contractor based on DTC/LCC data. Early U.S. DoD directives issued in the 1970's have
met cultural resistance (e.g. engineers have traditionally designed systems to increase
efficiency while ignoring cost), but a general trend toward acceptance has steadily expanded.
Both buyer and seller see DTC/LCC as a commonsense, practical method for determining overall
system cost and, increasingly, as a determinant in systems acquisition. It is as 1if the
military establishment is applying principles from the private sector, a sector which has,
for many years, used basic practical DTC/LCC concepts.

2. Lecture Series Summary

AGARD Lecture Series No. 107 will concentrate on applying DTC/LCC concepts to a major
subsystem: the aircraft engine. As the program develops, it should become clear that
these concepts must be applied to the total system in all its facets. The speakers from
France, UK, and the U.S. represent both the customer who develops requirements (government
procurement activities and the airframe manufacturers), and the engine manufacturer who
designs propulsion systems to meet those requirements. The program will provide informa-
tion on the latest techniques used within both government and industry as 1t relates to
both military and civil aircraft engines.

The following are summaries of the presentations:

"Aipcraft Turbine Engine Life Cycle Analysis” by Dr. J.R, Nelson, The Rand Corporation,
USA: e presentation describes the methodology for 11fe cycle cost analysis of aircraft
engines. This process enables the weapon system planner to obtain visibllity of cost,
1dentify "drivers” that increase cost, and can lower capability. A most important point
is developed by applying the methodology at the engine subsystem and aircraft system level
to demonstrate that decisions about engine performance/schedule/cost must be made at the
system level. The results of an extensive study of military and commercial engines are
explained.

'WWLW%M&A" by Mr. E.J, Jones,
Ministry o ence rocurement Executive), : sed upon government requirements for

military aircraft, an examination is made of the three main elements of aircraft costs:

(1) Airframe Structure, (2) Propulsion, and (3) Equipment (Avionics). The potential for
cost reduction is discussed as it applies to the main phases of a project programme (de-
velopment, production, and operational life). The means of reducing engine costs at each
phase will be covered. Emphasis will be on the complete aircraft system and, particularly,
the interaction of engine and airframe which is a significant factor in choosing the means
to reduce engine costs.




U.S. Air Porce Approach for Practical Management of Engine Life Cycle Costs™ by
Colonel R.E. Steere, USAF Aeronautical Systems Division, USA: Both technical and busi-
ness practices applied to new gas turbine engines will be covered. The latest U.S.
Defense Department approaches to influencing life cycle costs from exploratory development
through phase-out technical and management activities, as well as business concepts and
strategies will be explained. A new viewpoint being taken by the USAF Propulsion System
Program Office 1s systems management of the life cycle process. Specifically, what can
really be done today from a practical standpoint versus what may be possible tomorrow.

"Life Cycle Cost Programme for Military Engines" by Mr. Claude Foure, formerly with
SNECMA, France: Presentation covers the various approaches leading to value engineering,

reliability and maintainability studies, and direct engine operating costs. Cost predic-
tion techniques will be discussed relating to their credibility, the effort needed for
their development, and the decisions to be made on the basis of their results. Also
covered will be trade-off factors, actions relating to fixed and revised targets with or
without design changes. Finally, a look at measures of economy brought about by fuel
cost uses.

"Loglistics Forecasting for Achleving Low Life Cycle Costs"™ by Mr. G.I. Walker,
General Electric Co., USA: This presentation examines engines designed under the DTC/LCC
discipline. The "On Condition Maintenance (OCM)" concept is identified as a major con-
tributor to the achlevement of lower 1life cycle costs. This concept provides for reduced
LCC by taking into consideration potential parts life (wear out characteristics and usage
severity), and reduced maintenance workload. The information given relates to sophisticated
methods for representing the dynamics of logistics systems inherent in such a maintenance
philosophy. Also covered will be the use and impact of engine history recorders and parts
tracking systems.

"Application of Design to Cost in Engineering and Manufacturing" by Mr. R.J. Symon and
Mr. K.J. Dangerfield, Rolls Royce Ltd., UK: The presentation covers a procedure developed

by Rolls Royce called Product Cost Control and its use to control the generation of costs
during design and production phases. Examples will be given relating to implementation
problems and solutions for controlling costs at the generation stage. Some examples of
component design influenced by thils procedure will also be provided. The results to date
and a look at the next steps to be taken will be assessed.

"Turbine Engine Technology and Fighter Aircraft Life Cycle Costs" by Dr. F.A., Timson,
Northrop Airecraft, USA: This paper discusses the fighter alrcraft 1ife cycle cost reduc-

tions being achieved through improvements in turbine engine technology. The engine charac-
teristics that impact aircraft size are thrust-to-welght ratio and specific fuel consumption.
Technology improvements in engines are reflected in aircraft that are resized (made smaller)
to perform the same mission requirements. The cost analysis provided considers the savings
in airframe design, production and maintenance costs, plus the savings resulting from lower
fuel consumption. These savings are then avallable for application to further engine
improvements.

"Evaluating and Selecting the Preferred Air-Breating Weapon System" by Mr. F.A. Watts,
Boeing Aerospace Co., USA: This presentation provides a look at the big picture of cost

versus need versus effectiveness. A top-down perspective of the applications of cost
analysis and reduction 1s given to illustrate the basis and results of effective selection
of alternatives. This is a philosophical, yet comprehensive, look at the real costs for
weapon systems; a fitting conclusion to this lecture series on aircraft engines and the
interrelationship of technology, costs, and defense needs.
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AN APPROACH TO THE LIFE-CYCLE ANALYSIS
OF AIRCRAFT TURBINE ENGINES
by
J. R. Nelson
Senior Staff Member
The Rand Corporation
2100 M Street, N.W.
Washington, D.C. 20037
USA

SUMMARY

1 This paper presents the results of a study that describes a methodology derived
i from historical data for life-cycle analysis of aircraft turbine engines and ap-

plies that methodology at the engine subsystem and aircraft system levels. The 4
methodology enables the weapon-system planner to acquire early visibility of 1
cost magnitudes, proportions, and trends associated with a new engine's life cy- ’
cle, and to identify "drivers" that increase cost and can lower capability. The A

procedure followed was to develop a theoretical framework for each phase of the
life cycle; collect and analyze data for each phase; develop parametric cost-
estimating relationships (CERs) for each phase; use the CERs in examples to as- E
certain behavior and obtain insights into cost magnitudes, proportions, and
trends, and to identify cost-drivers and their effects; and examine commercial
experience for cost data and operational and maintenance practices.

i

SYMBOLS g
ATBO = Average time between overhaul, hours
CAB = Civil Aeronautics Board
CIP = Component improvement program cost, millions of 1975 dollars
CPUSP = Current production unit selling price, thousands of 1975 dollars
DMQTC = Development cost to MQT, millions of 1975 dollars
DEVTIME = Development time from start to MQT, calendar quarters y
EFH = Engine flying hour p
EFHC = Engine flying hour consumed by operating fleet :
: EFHR = Engine flying hour restored to fleet by depot maintenance
IRED = Independent Research and Development R
KPRATE = Average production rate, 1000 engines/quarter
KPUSP = 1000th unit production cost, millions of 1975 dollars
LCC = Life-cycle cost
MACH = Maximum flight envelope Mach number (measure of speed related to speed of sound)
MCDUM = Military-commercial dummy (1 = commercial, 0 = military)
MFRDUM = Manufacturer dummy (1 = Pratt § Whitney, 0 = others)
MQT = Model Qualification Test
MQTQTR = Man-rated 150-hr Model Qualification Test date, calender quarters (October

1942 = 1)

= Total quantity produced, millions of units

= Maximum time between overhaul, hours

MVOLUME = Engine volume (maximum diameter and length, cu. in./109)

= Time since operational use began, quarters

= Production quantity cumulative cost at quantity purchased, millions of 1975

dollars

Maximum dynamic pressure in flight envelope, 1b/ft?2

Quantity of production engines procured

Research, development, test, and evaluation

Resource Management System

Specific fuel consumption at military thrust, sea-level static (SLS),
ib/hr/1b thrust

= Maximum turbine inlet temperature °R

THRMAX = Maximum thrust (with afterburner if afterburner configuration), SLS, 1b

Time of arrival
Time of arrival of demonstrated performance obtained from model derived using
26 military turbojet and turbofan engines, calendar quarters
TOA37 = Time of arrival of demonstrated performance obtained from model derived using 26
military and 11 commercial turbojet and turbofan engines, calendar quarters
ATOA26 = TOA26-MQTQTR, calendar quarters
TDC = To;al development cost including MQT and product improvement, millions of 1975 #
ollars :
TOTPRS = Pressure term (product of QMAX X pressure ratio), lb/ftl
b NGT = Weight of engine at configuration of interest, 1b

<
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* Several variables are expressed in what appear to be unusual units in order to obtain
_significant figures in the computer output for various equations.




I. INTRODUCTION

Over the past several decades, the U.S. Department of Defense has placed increasing
emphasis on understanding and assessing acquisition strategies and cost considerations
in the development and procurement of new weapon systems. In the present era of budget
constraints, and with an increasing share of the military budget devoted to operating
and supporting forces in being, it has become even more important to be able to measure
the contribution of both new and existing weapon systems to the overall defense posture
in a life-cycle context--that is, their benefits relative to their total life-cycle costs.

Attention has recently focused on attempts to understand and predict total life-
cycle costs for new weapon systems and important subsystems, including aircraft turbine
engines. In this context, aggregation of costs is not enough; the key is to understand
total life-cycle costs in terms of magnitude, distribution among cost elements, and trends
over time relative to the benefits to be obtained. Such cost elements include not only
those of acquisition (development and procurement) of a new weapon system, but also all
the costs of operating and sugporting the system in the field during its inventory life-
time. The latter costs, for both existing and proposed weapon systems, must be more
clearly understood to make effective trade-offs during new developments and procurements.

OBJECTIVE OF THE STUDY

The study of the life-cycle analysis of aircraft turbine engines has a two-fold ob-
jective: (1) to develop a methodology for assessing life-cycle benefits and costs; and
(2) to apply that methodology to imprové understanding of policy options for engine acqui-
sition and ownership.

The problem addressed is the weapon-system planner's lack of detailed information
and a methodology to enable him to make early decisions concerning the selection of a new
engine for a new weapon system, all within a life-cycle context. Accordingly, this paper
presents information on and a methodology for life-cycle analysis, derived from the study
of historical data on military and commercial engines, to provide a weapon-system planner
with an early analytical perspective. This methodology, when backed up with appropriate
data collection, should equip the weapon-system planner with improved early visibility
of the magnitudes, proportions, and trends of costs associated with the various phases of
an engine's life cycle. He should then be able to identify influential parameters that
drive costs and exert leverages between life-cycle phases, and thus be able to assess
trade-offs among quality, schedule, and cost in the search for policies appropriate to
the various phases of a new engine's life cycle.

The major concern in this study, then, is to illuminate the entire life-cycle process
for military aircraft turbine engines in terms of overall benefits and costs and their
interactions. Commercial experience is also investigated to identify practices that the
military might profitably adopt.

The procedure followed was to: (1) develop a theoretical framework for each phase
of the life cycle, one feature of which was use of a technique for assessing the state-
of-the-art advance represented by a new engine; (2) collect and analyze data for each
phase; (3) develop and ‘test parametric cost-estimating relationships (CERs) for each
phase; (4) use the CERs in examples to ascertain behavior and obtain insights into cost
magnitudes, proportions, and trends and to identify cost-drivers and their effects; and
(5) examine commercial practice for cost data and operational and maintenance practices.

BACKGROUND

Aircraft turbine engines are a particularly promising subject for study because:
(1) they are extremely important in weapon-system applications; (2) they are felt to be
the pacing subsystem in aircraft weapon-system development; (3) they represent a large
inventory and budgetary expense; (4) their 40-year history of continuing technological
improvement furnishes a sizable (though fragmentary) data base for analysis; and (5) they
could provide insights, from a subsystem viewpoint, across the life-cycle spectrum, that
may be readily applicable to the weapon-system level. The subject also has an immediate
practical urgency: Engines are a topic of considerable interest today because of prob-
lemz arising in the operational inventory with aircraft grounded owing to engine-related
problems.

RESULTS OF PREVIOUS STUDIES

Many past studies have attempted to shed light on the engine life-cycle process, and
current studies within the military community tend to emphasize life-cycle cost estimates.
The central question is, How much does it cost to acquire and own a new military engine
over its life cycle? No previous study has been able to answer that question fully. It
is obvious that the two major problems are: (1) accurately measuring what has already
taken place; and (2) using such information to predict the future.

The most recent studies examined have been more qualitative than quantitative, or
for the most part have addressed only a portion of the life cycle. (See, for example,
Ref. 1.) Some previous studies have attempted to quantify operating and support costs
and total life-cycle costs for specific engines, but no study to date has clearly and
consistently defined all of the relevant cost elements and obtained their associated

actual costs for any ongoing engine program. Furthermore, no methodology has been pro-
vided for predicting costs for new engines over the entire life cycle. The lack of data

5
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is the persistent obstacle. For existing engines in the USAF inventory, studies of oper-
ating and support costs have been performed with cross-sectional data; in many cases,

they cover only a single fiscal year or even less. For a new engine, the procedure has
been to select a closely similar existing engine and use modified cross-sectional data
from that engine's current experience (usually at steady-state conditions) in an attempt
to project operating costs over the proposed engine's entire life cycle. The combined
lack of disaggregated, homogeneous, longitudinal data and of a reliable methodology for
projecting detailed cost estimates over a new engine's life cycle have frustrated attempts
to estimate life-cycle costs. Furthermore, none of these previous studies have attempted
quantitative calculations of the effect of state-of-the-art advances on life-cycle costs.

All these difficulties have led earlier studies to the erroneous conclusion that
engine base and depot maintenance costs are a relatively minor fraction of total life-
cycle costs for an engine--as little as one-tenth to one-fifth, with the range being af-
fected by whether or not fuel consumption attributed to a mission was considered within
the total cost estimate. These earlier studies suffered from the difficulty of defining
the cost elements associated with each of the phases of the life cycle, and ascertaining
whether these cost elements were consistent over time and whether all relevant cost ele-
ments were indeed included; their results further depended heavily on the data sources
and assumptions they employed. For instance, hourly labor rates used to estimate base
and depot labor costs will vary markedly, depending on the extent to which the direct
labor cost is burdened by applying appropriate overhead charges. Many studies have omit-
ted significant portions of the direct labor-hour cost burden. Another difficulty lies
in assuming that cross-sectional operating and support costs are average costs sustained
over the entire life cycle. The cross-section is likely to have been taken either during
the steady state of a mature engine or during its immature dynamic state; since neither
state is "average," a cross-section can sericusly distort the estimate eithe; up or down.
The impact of advanced technology is to bias cost estimates on the low side.

Previous studies have estimated engine ownership costs in a range of $20 to $200 per
engine flying hour. Recent data obtained for this study indicate that costs can be as
much as an order of magnitude higher (even after adjusting for inflation) for the newer,
high-technology engines for comparable mission objectives. It is possible that some pre-
vious cost figures were valid for earlier weapon systems at specific points in time, but
current systems are tending toward considerably higher average operating and support costs,
and future systems threaten to be even more costly if no actions are taken to change the
direction of this trend. Relying on older engine steady-state costs to directly reflect
new engine average costs over a 15-year time span can seriously underestimate future costs.

II. LIFE-CYCLE ANALYSIS

The life-cycle analysis of a new weapon system must be based on an understanding of
all phases of the life-cycle process, both separately and as they interact. Phases in-
clude concept formulation, validation, development, procurement, deployment, operational
use, and disposal. The life-cycle process extends over two to three decades, depending
upon the quality originally sought and the quality obtained, the length of time spent in
each phase, and the importance of the system in the inventory. The creation of a weapon
system involves many organizations within the Government, military service, and private
industry. While life-cycle analysis must be sensitive to institutional practices, the
central concern of this study is to develop a methodology that can be applied to benefit/
cost trade-offs at the subsystem and system level,

DEFINITIONS AND QUANTITATIVE MEASUREMENT OF BENEFITS AND COSTS

It is often extremely difficult to evaluate quantitatively the benefits to be gained
from a new weapon system. For example, the new system may incorporate a technical char-
acteristic that appzars to provide a marginal improvement at best over a previous system,
but in reality creates a significant combat advantage--but how is that advantage to be
measured? In the commercial arena, the bottom line is profit earned for the service pro-
vided (where safety is one implied part of service), but it is far from easy to assign
a dollar-equivalent to the benefits a weapon system produces in a wartime environment.

In attempting benefit and cost assessments for engines, it must also be recognized that
analysis at the subsystem level must ultimately be related back to the system; engine
output must be measured in terms of its contribution to the weapon system. The true mea-
sures are the engine's impact on weapon-system availability and utilization, mission re-
liability, effectiveness, mobility, and inventory life, It is the task of the weapon-
system planner to transform the output measures dealt with in this study into their ulti-
mate value to the system; the methodology presented here should enable him to do so with
more confidence than has heretofore been possible.

DEFINING BENEFIT MEASURES FOR AIRCRAFT TURBINE ENGINES

The aircraft turbine engine has been characterized as one of the highly significant
inventions of the twentieth century. Certainly, no one can deny the tremendous importance
of the changes its military and commercial applications have wrought on our history and
the way we live. But everything comes with a price tag. It has been said, somewhat
wryly, that the only trouble with a turbine engine is that it weighs something, it gulps

[p—

* Defense programs are not the only examples of this problem. See Ref. 2 for examples in
, the energy sector.
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fuel, it takes up space, it creates drag, and it breaks now and then. Like all other in-
ventions, it has its benefits, and it has its costs.

Benefit measures for an engine hinge on its design, how it is used, and how it af-
fects weapon-system quality. Quality is an extremely complex measure that defies absolute
quantification in a military context. For an engine, it embraces the sum of the charac-
teristics it is to contribute to a new weapon system (performance, durability, reliability,
maintainability, safety), just as life-cycle cost 1s the sum of all cost elements. How-
ever, military quality is partly a subjective matter, more difficult to assess than cost.
How much is an extra 50 miles per hour worth to a fighter aircraft? What is it worth to
have the aircraft available more frequently? In the weapon-system context, it is pos-
sible--and necessary--to arrive at rational dollar figures for the answers, but subjec-
tive judgment will always enter the calculations.

In a life-cycle analysis, we seek to clarify, at least in part, the trade-offs among
product quality, schedule, and total cost. When one characteristic of an engine is
changed, other characteristics are affected. Since guality is a combination of many
things, it is not certain that an improvement in one characteristic of quality necessar-
1ly leads to an overall improvement in quality for the end use desired. For instance, 1if
performance 1s increased to the detriment of reliability, it is not clear that overall
quality is improved if a higher performance aircraft is less available to perform its
mission. In this study, quality is considered closely synonymous with performance in a
military context, and engine performance characteristics will be related to the state of
the art to assess schedule and cost impacts in selecting a new engine.

For military systems, quality has primarily meant performance, with other character-
istics considered secondary. The goal commonly has been to obtain thrust at a minimum
fuel consumption, weight, and installed volume, but other characteristics should be con-
sidered. (Commercial practice emphasizes safety, reliability, and cost.) Durability and
reliability are so closely related that they are somewhat difficult to distinguish; but
durability can be related to design life--the engine's continuing ability to perform the
mission in the aircraft during its inventory lifetime. This may entail consideration of
several system output measures: flying hours, sorties, takeoffs and landings, engine
cycles (throttle movement)}, and calendar time. Reliability can be expressed as the en-
gine's ability to be ready to go on any given mission and to perform it successfully.
Measures of interest are engine removal rates, mission aborts, and time between scheduled
base maintenance and depot repair visits. Maintainability is the ease with which the
aircraft/engine combination can be maintained in the field. Safety can include design
features that may appear to detract from performance--for example, designing engine cas-
ings so blades cannot go through them if they separate from the rotor. Such a feature
increases engine weight but reduces the chance of substantial airframe damage. Environ-
mental impacts include noise and smoke, which can be veduced at some penalty to engine
performance.

The most widely used output measure of ownership cost for a given engine is cost per
engine flying hour. In the future, however, other measures may become more relevant.
With the advent of the high cost of fuel, flying training may be accomplished in fewer
flying hours. But pilots can make fuller use of these flying hours so as not to cut down
on critical portions of their training. Thus, in the future, flying hours may decrease,
but not the number of sorties, takeoffs and landings, and engine cycles; if so, cost per
flying hour may not be an appropriate measure. The cost of maintaining the engine inven-
tory may not decrease even though there is a decrease in flying hours and fuel cost.

This is especially true if maintenance is staffed to handle peak workloads in wartime.
Another measure is calendar time. The longer an engine is out in the field without major
depot rework, the more opportunity it has to undergo corrosive and secondary damage. When
it does finally return to the depot, the damage may be more extensive than might be ex-
pected on the basis of flying hours alone.

Although this study will primarily use engine performance characteristics to roiate
to state-of-the-art and life-cycle costs, and the engine fiying hour as an output meisure
for ownership costs, future data collection efforts should encompass other benefit mea-
sures--notably, sorties, takeoffs and landings, engine throttle executions, and calendar
time.

THE AIRCRAFT TURBINE ENGINE LIFE-CYCLE PROCESS

Just as there is a life-cycle process at the weapon-system level, there is also such
a process at the subsystem level. The subsystems of an aircraft weapon system include ‘he
airframe, engine, avionics, armament, and support equipment. It must be clearly under-
stood that optimizing engine quality/schedule/cost does not necessarily do the same for
the system. In the final analysis, decisions must be made at the system level; however,
understanding the subsystem level can aid in understanding the system level.

The life-cycle process of an aircraft turbine engine encompasses the entire spectrum
of research, development, procurement, and ownership. The requirement for a new engine
is tightly interwoven with the requirement for a new weapon system. Figure 1 depicts
this process, which is iterative during the design phase and makes use of feedback from
operational experience as well as expectations from new technulogy. The characteristics
of the weapon system required to satisfy the military need combine airframe, engine,
avionics, armament, and support subsystems technology; the particular selection of charac-
teristics is based on technical considerations tempered by operationzl experience.
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This study focuses on development, procurement, and ownership; it does not explicit-
ly consider basic research or exploratory and advanced development, the reduction of new
knowledge to hardware, or the testing of advanced prototypes. The process also includes
independent research and development conducted by companies active in the field and re-
search conducted under government contracts. The sum total of these activities consti-
tutes the technological base for aircraft turbine engines.

DEFINING THE LIFE-CYCLE COST ELEMENTS"

The life-cycle cost of an aircraft turbine engine is the sum of all elements of
acquisition and ownership costs. To enable effective trade-off decisions, detailed defini-
tions of those elements are necessary, particularly in terms of what belongs under acqui-
sition cost and what belongs under ownership cost. Table 1 lists those elements as they
are used in this study. There are three columns in the table: (1) engine acquisition
i costs, comprising the RDTEE and procurement portions of the acquisition phase involving
design, development, test, manufacture, and delivery to the field; (2) engine ownership
costs, comprising operating and support maintenance costs for all base and depot activi-
ties; and (3) weapon-system-related costs for fuel and for attrition due to accidents and
catastrophic failures. .

P

Certain cost elements appear under both "acquisition" and '"ownership," as for in-
stance, ECP/mod/retrofit costs. In one situation they are in the '"acquisition' column
because they are associated with enhancement of performance or a change in requirement
that should be attributed to acquisition. In another situation, they are associated
with changes for correction of a deficiency and improvement of reliability and thus are
attributable to ownership. Other costs appearing in both columns include AGE (common and
peculiar), transportation, management, and training. These cost elements are not usually
large in either acquisition or ownership (on-the-job training is significant, but diffi-
cult to separate from all other maintenance labor costs at the base or depot; also, ini-
tial recruitment training is not considered here). Facilities are usually a one-time
expenditure and vary widely from program to program. They are included in the definition,
but will not be considered further in this study. With the increasing complexity of new
weapon systems, peculiar support ~~. nment may become increasingly costly, particularly
if it is considered to include software design and development as well as hardware, and
if simulators and diagnostic systems are regarded as support equipment. This should be
considered in future systems, particularly if engine health monitoring becomes an in-
creasingly important factor in the design of new engines.

Engine attrition and fuel are classified as weapon-system-related because these cost
elements depend primarily on the design and use of the particular weapon system. (Fuel
consumption is a function not only of engine design but also of mission use; attrition

4 rates depend on single-engine versus multi-engine application as well as other features.)

) ATIRCRAFT TURBINE ENGINE DATA

Researchers attempting a life-cycle study of a weapon system constantly run up
against the same obstacle: obtaining all the relevant data required. The problem is
much like trying to put together a jigsaw puzzle when some of the pieces are missing and
other pieces seem to have wandered in from another similar puzzle. Not only must the
researcher comb through a large number of data systems, but there is the additional prob-
lem of inconsistency of data sources--two different data systems not agreeing when both
supposedly use the same data from the same basic source.

The data most readily available for ownership cost-estimating in this study have
been aggregated, heterogeneous, and cross-sectional, that is, gross weapon-system level
or engine-family cost totals for only a few fiscal years and sometimes inconsistently
defined across those years. A sound life-cycle analysis requires disaggregated, homo-
geneous, longitudinal cost data broken down below weapon-system level into consistently
defined categories and available over a considerable period of time, preferably at least
ten years. In general, military practice is to save costs for about three to four years.

For engines, the contractor is the best source of RDTEE/CIP and procurement data,
since he is in the best position to break out the detailed cost elements for each portion
of the costs associated with a particular contract, and he saves cost data for many years.
! These data are valuable to him for analyzing new engine programs, whereas the military
: services, because specific contracts may cover a multitude of items procured by a lump-

sum cost, are hard pressed to attempt a detailed breakout of costs long after the fact.
For instance, an Air Force contract may include not only the procurement of whole engines,
but some allotment to spare parts, management data, field support, and so forth.

The only source of all relevant ownership data is the using military service. It is
critically important to obtain all relevant costs in a particular area. For instance,
; depot costs are a large expense for engines. The total depot cost includes not only
’ overhaul of whole engines, but also repair of reparable parts for whole-engine overhaul,
v the cost of expendable parts, modifications, and the repair of components received

b * In this study, all costs are expressed in constant dollars. Discounting may change
X some of the findings, depending on the distribtuion of cost outlays over the time
horizon of interest and the discount rate assumed.
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directly from the field and returned to the field. Some of these costs have not been
included in previous studies attempting to obtain total depot costs.

The operating base has similar data problems. This is one area in which specific
weapon-system costs are significantly lacking. To obtain cost elements at the base, for
example, the Resource Management System (RMS) is useful for costs associated with spe-
cific base cost centers. This system provides the cost associated with operating the
engine shop. However, several difficulties hamper the collection of engine-related base
costs: The engine shop is not the only source of labor related to engines; costs associ-
ated with the engine shop involve fixing all of the engines on a base, not merely the
engine type of interest; and costs are not separated by weapon system. The analyst there-
fore must exercise care in obtaining the correct costs properly allocated, or apply some
estimation technique that includes allocation.

IITI. AIRCRAFT TURBINE ENGINE LIFE-CYCLE ANALYSIS METHODOLOGY

Aircraft turbine engines have been one of the most successful inventions of the
twentieth century. In revolutionizing certain aspects of military warfare and commer-
cial travel, they have provided to military and commercial users very large benefits for
the costs they have incurred. The benefits include higher performance, which is the pri-
mary objective for the military, and higher reliability, lower cost, and improved effi-
ciency and productivity, which are usually the commercial objectives. Costs have included
large and continuing expenditures in early research, exploratory development, advanced de-
velopment, independent research and development, and the funding of development, procure-
ment, product improvement, and maintenance for specific engine programs.

Military mission requirements have expanded so that fighter aircraft now fly faster
and farther and at higher altitudes or very close to the ground; transports can lift
more payload, fly over a longer distance, and take off and land in shorter distances.
Commercial aircraft are much more productive today in terms of ton-miles delivered with
the advent of wide-bodied jets powered by high-bypass turbofans compared to piston engine
aircraft or even first-generation turbojets.

The attainment of military or commercial performance, reliability, and efficiency
levels requires the judicious use of available technology in determining not only the
level of performance or reliability that can be attained, but when and at what cost.
Performance, schedule, and cost must be considered in a total context at the system level.
Performance and reliability are tied together by the schedule. There is a trade-off be-
tween increased performance or improved reliability with regard to the available tech-
nology at a specific point in time. If improved levels of both performance and reli-
ability are desired, then additional technology is necessary and more time is required to
achieve that level of technology maturation. This is evident from comparing the mili-
tary and commercial experience, although currently commercial objectives are approaching
those of the military in some aspects of performance as well as in attempts to maintain
high reliability.

In looking at the history of the development of specific engine subsystems and air-
craft systems, it can be seen that evolutionary improvements have been obtained during
the past four decades. It appears that the benefits of new engine subsystems in specific
applications, such as military fighter aircraft or commercial transports, have indeed
been worth the technology R§D support. Thus, the overall evolutionary trend of aircraft
turbine engine technology is providing substantial benefits for the costs that have been
incurred, and this is true in both military and commercial applications.

There are two levels at which benefits and costs for engines are usually analyzed:
(1) the macro-subsystem level (the overall engine's performance and installation in the
aircraft system), and (2) the micro-component level (the part or component's impact on
the engine and on the aircraft). At the macro-subsystem level, parametric analysis is
usually employed to select the appropriate design point for a new system prior to exten-
sive engineering design. The available data base of historical engine programs is uti-
lized to obtain parametric relationships. At the micro-component level, detailed engi-
neering analysis is usually employed in evaluating whether an anticipated improvement in
cycle performance, or materials, or a new design technique for a particular part or com-
ponent may be expected to provide a positive benefit. In both approaches value judgment
plays a large role.

This section will present the methodology for a parametric life-cycle analysis of
aircraft turbine engines. An example of a performance/schedule/cost parametric analysis
at the engine subsystem/aircraft system level for the F100 engine and F-15 aircraft will
be provided.

*
PERFORMANCE /SCHEDULE/COST CONSIDERATIONS

The approach employed in this analysis is to use a proxy for the state-of-the-art
advance in engines. The proxy is a time trend of a particular set of aircraft turbine
engine characteristics at the U.S. military 150-hour Model Qualification Test (MQT) date.
A multiple regression technique was used to obtain the equation that predicts the trend
of the 150-hour MQT; the significant variables were thrust. --*-ht, turbine inlet

L
For a more detailed description of the methodology, see Ref. 3, Geniis Saaued
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temperature, specific fuel consumption, and a pressure term that is the product of the
pressure ratio and the maximum dynamic pressure of the engine's operating envelope--all
important performance and technology measures. The initial efforts in obtaining a trend
for military engines concentrated primarily on performance measures since they were most
readily available and the military process has been essentially performance-oriented.
Many additional variables were examined but did not add significantly to the quality of
the model obtained.

The data base for this approach consisted of 26 turbojet and turbofan engines span-
ning a 30-year time period of aircraft turbine engine history (1942 to 1972). Some of
the technological highlights of this time period are shown in Table 2. Although sporadic
surges of technological advance have occurred at various times in specific areas, the
overall trend has been one of reasonably steady evolution. Time can therefore be used as
a proxy for evolutionary change when evaluating performance/schedule/cost trade-offs in
the selection of a new engine for a new aircraft.

The 26 engines in the data base are shown by date of start of development in Table 3;
the detailed data appear in Table 4. The model and the data points are portrayed in
Fig. 2. The 26 points are plotted by the number of quarters of years from an arbitrary
origin, October 1942, when the first U.S. turbojet-powered aircraft flew. The equation
obtained is displayed in the figure.

The statistical qualities of the model are very good, as is shown by the RZ and the
standard error; the F and t tests for the model and coefficients were also extremely sig-
nificant. Perhaps most important, all the variables have entered into the relationship
in a manner consistent with theoretical considerations and operational experience.

As will be shown in the cost analysis to follow, the continuing development of en-
gines after the completion of the MQT when they have entered operational military service
is often more costly than the entire development program up to the MQT. As an illustra-
tion of the application of the time trend technique, an analysis was made of the addi-
tional technological growth of 13 engines after their original MQT. It would be expected
intuitively that the growth version of an engine already in production would have limited
design flexibility, because many of its features are constrained by the existing hardware
and production capabilities. Hence, technology improvement for updated engines should be
slower than that for new engines. This expectation is borne out by Fig. 3, portraying
post-MQT technology growth for 13 engines. The left-hand point of each pair of points
is the original MQT engine, and the right-hand point is the most improved version. The
connecting line indicates the rate of technological growth for each engine relative to
the state of the art. All engines showed growth curves of less than 45 degrees.

To compare commercial experience with the military, a commercial engine data base of
11 points was also obtained. The detailed data for these engines are in Table 5. The
results for the 11 data points relative to the time trend are shown in Fig. 4. The com-
mercial trend line lies below and appears to be approaching the 45-degree-line military
model as time increases. The implication is that commercial engines are more "conserva-
tive" than their performance-oriented military counterparts. It also appears that the
commercial line is converging with the military model, indicating that commercial engines
may approach military engines in the future. Indeed, some engine designers feel that
commercial technology could surpass military technology in the future, especially if
noise abatement and smoke elimination requirements are explicitly considered. All com-
mercial engines were direct derivatives of military programs until development of the
Pratt § Whitney JT9D. The JT9D is the first example of a major new aircraft turbine en-
gine entering commercial service with no prior military experience. Another possible
factor is the absence of new military programs in the early 1960s.

The 11 commercial engines were then added to the data base of 26 military engines,
and an equation was obtained that uses the combined 37-point data base. A dummy variable
(MCDUM) was employed for the commercial engines to differentiate them from the military.
The results are shown in Fig. 5. The indication is that the commercial engines are
more conservative than military engines because of their higher reliability goals. The
dummy variable has a positive value of about ten quarters, indicating that commercial
engines are about 2-1/2 years behind military engines.

The relationship obtained for the performance characteristics sought by the military
or commercial user over time can serve as a proxy for the measurement of the state of the
art with time, In this analysis, not only the time trend but also a time difference (the
characteristics sought at a certain date compared with when those characteristics were
expected to arrive) are employed in a series of cost models to obtain a life-cycle cost
for engines. These models are useful to ascertain the cost effect of not only the trend
of the state of the art, but also whether a particular engine is "pushing'" the state of
the art relative to the trend of time and how that might affect cost.

L]

Table 6 presents the models obtained to date. The state-of-the art trend (time of
arrival) is shown with the other important characteristics sought in an engine, as dis-
cussed above. In addition to all of the models having statistical significance, the
variables entering the models are perceived to behave correctly with regard to theoretical
relationships; they corroborate the experience of the designers and users that the
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direction of the variables is correct, giving additional confidence to the validity of
the models. This is true for all the models presented. For instance, in the state-of-
the-art trend, where it is expected that technology will be improving with time, turbine
inlet temperature is a highly desirable characteristic in an engine; it has indeed im-
proved with time, and we do have a positive coefficient for how it enters the time trend
relationship. Variables that would be expected tc be reduced with time, such as weight
and specific fuel consumption, have negative coefficients. Thrust is positive; the
average thrust size of engines has been growing with time.

We use time trend parameters (TOA and ATOA) in the cost models. For instance, a
model for development cost has been obtained. Here, the development cost of the engine
to the 150-hour MQT is a function of the development time period (how long the engine was
under development), thrust (the physical size of the engine), the A time trend (how the
engine compared to the time trend), and the complexity of the engine (Mach number measur-
ing the flight environment). All of these variables enter positively, all having the ef-
fect of increasing the development cost of the engine. We see similar results in looking
at production costs. We show several ways of achieving development and production costs.
Thus, a method for trading off the acquisition performance/schedule/cost for a new engine
is presented.

To complete an analysis of engine life-cycle cost, models for depot and base costs
are required. These two areas are principal cost elements in ownership of engines (in

addition, whole spare engines and CIP are also considered part of ownership in this study).

Note that these two models each use a different definition of engine flying hour, the
utilization measure that was used for engine ownership costs. Costs incurred at the air
base depend on "consumed" flying hours, the flying hours "restored" by the depot; that is,
the depot repairs engines and restores flying time to the engines and returns them to the
user. In a steady-state situation of supply equal to demand, the user is demanding (con-
suming) in the field and the depot is supplying (restoring) to flying status. Thus, in a
steady-state situation, consumed and restored flying hours would be approximately the
same. A problem arises in the analysis because the life cycle is dynamic. Furthermore,
we have only limited cross-sectional data at the depot (for a year or two) and in any
given year the consumed and restored flying hours can be very different. For instance,
in the initial phase of a program when new engines are being introduced, the fleet may be
flying at a higher rate, yet not many engines would be showing up at the depot until time
is accumulated on them. Thus, consumed flying hours are much higher than restored hours.
Also, across the total program, consumed hours would exceed restored hours because when
an engine is finally condemned and disposed of, it has some flying hours on it (it is not
sent back to the depot to be restored to zero time before being thrown away). Thus, more
hours are consumed than restored during the engine life cycle. In any particular year,
however, more engine hours may be restored in the depot than consumed in the field (for
example, a major modification program may cause engines to be sent to the depot for re-
pairs even though they have accumulated relatively few hours). Thus, these two measures
are important to understand and keep separate; in the depot, the restored flying hour is
the preferred unit for tracking depot costs, and at the base, the consumed flying hour

is the preferred unit for tracking base costs.

The key independent variables for depot and base costs are time between overhaul and
current unit selling price of the engine. At the depot, the average time between overhaul
(ATBO) is of interest--when an engine actually comes in to be fixed. At a base, the maxi-
mum time between overhaul (MTBO) is of concern since it is the policy that sets how long
an engine can stay in the field before it is mandatory for it to be returned to the depot
for overhaul. This is of interest at the base because the base keys its scheduled peri-
odic inspection, which is a major part of the propulsion shop workload, to the MTBO. It
is also interesting to note that the engine unit selling price indirectly brings into the
cost relationships the state of the art in terms of TOA and ATOA because they were uti-
lized in determining the production unit price. Thus, the time of arrival technique is
indirectly represented in the depot and base cost estimation models.

IV. PARAMETRIC ANALYSIS AT THE ENGINE SUBSYSTEM/AIRCRAFT SYSTEM LEVEL

How have the costs of fighter engines changed over the past decades? Does technology
improvement have a payoff? The F-15 will be presented as an example of subsystem/system
level analysis intended to provide some insight into the value of engine technology im-
provements. But first the performance/cost trends of fighter engines will be discussed.

ENGINE SUBSYSTEM LEVEL ANALYSIS

Figure 6 presents a hypothetical baseline program to calculate on a common basis
life-cycle costs for various fighter aircraft engines employed in the 1950s, 1960s, and
1970s. Costs are in constant 1975 dollars; no discounting has been employed in this ex-
ample, nor are any costs allocated for fuel or attrition due to a specific application.
The engines were all "advanced"” for their time.

Using the models derived, Fig. 7 presents a comparison of life-cycle cost breakdowns
for these hypothetical engine programs. 1In spite of increases in development and procure-
ment costs of engines (in constant dollars) from one decade to the next, the ownership
cost portion dominates and tends to represent an increasingly larger portion of the total.
Depot maintenance cost, the largest cost, is the reason for this trend. Miscellaneous
costs were estimated to be approximately 3 percent of total costs for this example. The
table indicates that total life-cycle cost has more than doubled from the 1950s to the
1970s and that the depot is accounting for an increasing portion of that larger cost.
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must be remembered that the 1970s engine is significantly more advanced in technology,
and is larger in thrust and faster in Mach number, than the 1950s engine, and those im-
provements are what the military is paying for in attempting to obtain better weapon
systems.

When these engines are normalized to the trend of technology advance and the same
thrust and Mach number as the 1950s engine, the second set of bars is obtained (Fig. 8).
Analysis reveals that present engines with higher technological content are more expen-
sive than their older counterparts. But what is not revealed by this figure is what
the improved technology is buying: 1lighter, smaller, more efficient engines. These
highly desirable characteristics can only demonstrate their value in a specific weapon
system. We now turn to such an example.

AIRCRAFT SYSTEM LEVEL ANALYSIS

The objective at the system level is to determine how engine technology improvements
interact with specific mission requirements and system/subsystem specifications to obtain
the "best" possible design. It was necessary to seek assistance from an airframe manu-
facturer to obtain the necessary understanding of how system/subsystem interactions de-
pend on a specific mission requirement. McDonnell-Douglas provided assistance in examin-
ing an air superiority mission requirement. The Rand engine life-cycle models and Rand
airframe RDTSE and procurement models were then utilized, together with the airframe in-
formation on system design and fuel consumption for the particular mission requirement,
to determine the costs that are given here.

Certainly, "optimum" answers were not obtainable for the time and effort involved
in this illustrative analysis, but this example can give system-level trade-off considera-
tions, which in turn improve the perception of the usefulness of the subsystem results.

The F-15 air superiority mission was investigated at the system/subsystem level.
This illustrative analysis is of limited scope. A total optimization study for each
particular mission requirement, variation of engine thrust/weight, engine thermodxnamic
cycle, and aircraft configuration would have resulted in a very complex analysis. For
this example, a range of engine thrust/weight ratios was studied for a family of state-
of-the-art engines of the 1960s, 1970s, and 1980s. For analytical simplicity. the thermo-
dynamic cycle of the F100 engine was used throughout the analysis and a fixed procurement
of twin-engine aircraft at a constant airframe technology was an additional ground rule.

Figure 9 presents the results of the variation of parametric aircraft takeoff gross
weight designs with changes in engine thrust/weight ratio for the McDonnell-Douglas F-15
air superiority mission payload and performance. The improvement obtained in reducing
aircraft takeoff gross weight as thrust/weight ratic is doubled is particularly evident.
The design point for the F-15 is shown. It is seen that a considerably smaller aircraft
gross weight (and engine thrust size) results as engine thrust/weight increases. It
should be noted that further improvements in thrust/weight ratio apparently provide much
less reduction in airframe takeoff gross weight for this particular air superiority mis-
sion. Aircraft trade-offs assume equal reliability and availability.

A hypothetical system baseline program is presented in Fig. 10. In this case, the
fuel costs and airframe development and procurement costs are also discussed. For this
F-15 air superiority mission, the F100 engine was calculated to consume 1250 gallons of
fuel per average flight hour (at 44 cents per gallon) with fuel consumption at other
engine thrust/weight design points scaled to the thrust of the engine. At a thrust/
weight ratio of four, for example, the aircraft takeoff gross weight is double that of a
thrust/weight ratio of eight. Fuel consumption was scaled to thrust level. The number
of airframes procured is consistent with the number of engines being procured. RDT§E
and procurement costs assume fixed airframe technology; no airframe operating and support
costs were estimated. Again, in this case the airframe technology remained constant and
only the thrust/weight ratio varied.

The cost results for the air superiority mission at selected engine thrust/weight

values corresponding to aircraft gross weight are presented in Fig. 11. The thrust7

weight ratio of eight is the design point for the F-15. The figure indicates that for

the air superiority mission requirement, increasing the engine thrust/weight ratio lowers
the total system costs, even though more technology is required, resulting in a more ex-

pensive engine. Total cost comprises the engine life-cycle cost, airframe RDTSE and
rocurement cost, and fuel cost. The cost is lower when using the more advanced engine

gecnuse the physical size and weight of the engine and airframe are reduced, resulting

in a smaller airframe to achieve the same mission. Improvement in thrust/weight from
eight to twelve results in little additional cost reduction because the size of the air-
frame is not reduced as much and because the specific fuel consumption is the same (only
the thrust/weight ratio for the engine is varied). Figure 12 shows a second set of bar
charts in which a 50 gercent improvement in ATBO/MTBO for the engine is presented. Again,
notable savings for the engine are achieved, particularly because of cost reduction at

the depot. Thus, in this particular air superiority mission, it would appear that use

of advanced tochno[ogy. resulting In a 50 percent Increase in ATBO/MTBO, would reduce
costs more than if the same technology advance were used to increase the thrust/weight

* An extensive study investigating variations in all these areas would normally be accom-
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ratio from eight to twelve. Overall, advanced technolog{ (from 1950s to 1970s) apparent-
ly saved several billion dollars in this one fighter application in terms of gross weight
reduction of the aircraft system, and further savings are possible if aircraft turbine
engine endurance as well as performance can be appreciably improved.

V. COMMERCIAL CONSIDERATIONS

What lessons can be learned from commercial experience that might be relevant to
the military? The primary concern of an airline is to make a profit, and the primary
operational benefit measure for an airline is aircraft utilization. For engines, utili-
zation is usually expressed in flying hours or operating cycles. The commercial flying-
hour experience is considerably different from the military. The airlines follow estlg-
lished routes with known demand rates for flying-hour segments and takeoffs and landings
over a given calendar period. The U.S. military has varying requirements, except perhaps
for a portion of the fairly well-scheduled airlift fleet. The airlines accumulate engine
ogeratinx hours faster than the military, even for comparable aircraft. The airlines fly
about three times more hours in a given year than the airlift fleet aircraft, and ten
times more than supersonic fighter aircraft. But are there commercial operational and
maintenance practices that the military might consider to improve their capabilities?

OPERATIONAL PRACTICE

Commercial operational practices and procedures also differ from those of the mili-
tary. Operationally, the airlines require pilots to devote considerable "tender loving
care” to their aircraft. The throttle is used only to the extent made necessary by gross
weight, field length, altitude, and tempcrature for takeoffs and landings. On almost all
Air Force aircraft, there is no way to determine how much "hot-time" the engine accrues
during a known mission profile, although there has been some initial work on engine diag-
nostic systems thac count throttle excursions. (The F100 engine on the F-15 aircraft has
such a counter, but it is not yet working well in operational Krnctice.) Squeezing out
the last percent of power is considered very costly to engine hot-section life. Airlines
require flight crews to monitor engine performance in flight and to supply data for trend
analysis of engine performance after each flight. Careful throttle management enables
the airlines to achieve important dollar savings by trading performance for temperature
(and thus parts life). The Air Force could do the same. Since the military operation
of an engine is even further up on the higher end of the power curve (approaching maximum
performance), even a nominal reduction in throttle excursions could yield a significant
improvement in parts life.

MAINTENANCE PRACTICE

Commercial maintenance practice has been extolled as an example the military might
emulate. Airline maintenance practice today has turned away from the military's "hard-
time" philosophy (certain actions are taken at certain times regardless of how well the
engine is operating) toward what is geanerally termed on-condition maintenance.

There is some semantic confusion concerning the meaning of on-condition maintenance.
Current airline maintenance procedures fa!l into three areas: maintenance of life-
limited, high-time parts; condition monitoring of certain nonsafety-of-flight parts for
which there are no fixed time limits; snd on-condition maintenance of critical safety-
of-flight parts that require regular periodic inspections. Various airlines cause con-
fusion by using these terms somewhat differently, but in general they distinguish be-
tween on-condition maintenance and condition-monitored maintenance by the level of in-
spection activity and the effect of the part on safety of flight.

The intent of the on-condition maintenance program is to leave the hardware alone
as long as it is working well and symptoms of potential problems are not developing.
This pgilosophy is not one of "fly-to-failure" when safety-of-flight items are involved.
This maintenance program is expected to reduce the shop visit rate, determine which
parts are causing removals and at what time intervals, increase the engine's accumulation
of flying hours and cycles by maintaining its availability on-wing, reduce secondary
damage resulting from serious failures, and maintain and improve the normal distribution
of failures expected for engines,

Prolonging the interval between shop visits for maturing commercial engines is
equivalent to increasing the average time between overhauls in the military. The result
o} this action is to prevent the truncation of the engine overhaul distribution caused
by fixing the maximum allowable operating time between overhauls and the subsequent large
increases in engine removal rate when maximum hard-time overhaul is reached. Commercial
practice could therefore provide insights to the military on what parts are determining
failure rates and how CIP funds might best be apportioned among various engine problems.

On-condition maintenance has several specific requirements: (1) periodic on-aircraft
inspection of engine safety-of-flight areas at ground stations (borescoping, X-ray, oil
sampling and anagysis. careful examination of the ensine); (2) engine performance checks
and data gathering in flight, where the data are used for trend analysis at a central
data-processing center (usually at the main overhaul facility) to nnticitate problems
before they occur; and (3) tracking of critical parts by part number to keep account of
the amount of operating time and operating cycles the parts have undergone.

When an engine problem is discovered or anticipated from trend analysis, the engine
is removed from the airframe and repaired at a base if possible (by replaciag a part gr
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module, which is then returned to the shop); or the entire engine is sent back to the
shop; or the aircraft is scheduled for a flight to the maintenance base so that the en-
gine can be removed and another engine installed overnight with no loss of scheduled
flight time. It is estimated that 90 percent of engine repair activity is performed at
the shop; very little fixing of hardware is done at bases except removal and replacement
of engines or modules or of major parts easily reached with minimum disassembly. (The
base also performs other tasks primarily concerned with ground inspections, and handles
lube, o0il, and maintenance associated with day-to-day activities.) It may be asked why
the Air Force cannot operate in this manner. The reason is that the airlines operate in
a relatively stable peacetime environment. Some Air Force units may be able to operate
in a similar manner, but others must be prepared to be self-sufficient in an overseas
wartime contingency and thus are required to maintain a larger labor force at the base
level.

When a commercial engine is returned to the shop, the data system is expected to
furnish the engineering and maintenance people with records of how much operating time
has accumulated on particular parts so they can judge whether to fix only the part that is
broken (or that they anticipate will break shortly) or to fix other parts as well while
they have the engine in the shop. They attempt to rebuild the engine to some minimum
expected operating time.

Newer commercial engines are of modular design. Modular means that the engine can
be readily separated into major subassemblies. The intent is to add flexibility to main-
tenance procedures at the shop and at the base. Engines can be removed and replaced over-
night and modules can be "swapped out' at a base in several days, with only the modules
returned to the shop for repair. One result is that airlines turn engines around faster
than do U.S. military depots (15 to 30 days versus 45 to 90 days) and consequently re-
quire substantially fewer spare engines.

The U.S. Air Force has begun to procure modular-designed engines; the F100 engine
on the F-15 is an example. The Air Force is implementing a modular engine maintenance
information system like that of the airlines for keeping track of the operating time on
parts and for helping in decisions concerning the operating life agpropriate for each
module and engine. The Air Force will have to be able to do this kind of analysis at the
depot and base if it plans tc adopt the commercial maintenance philosophy regarding modu-
lar engines and, especially, regarding on-condition maintenance.

Maintenance experience and skill levels are very high in airline central shops. Most
mechanics are FAA-qualified, have a long continuity in service, and with their years of
experience get to know the individual engines and aircraft, since the fleet is not so
large for a given airline. The civilian labor force at the Air Force depot also has con-
siderable continuity of service, but the base inventery and the current practice of com-
pletely disassembling an engine during overhaul and reassembling it with different parts
prevents them from getting to know individual engines--besides which, the engins changes
its identity every time through the depot. It is not clear how much of an edge this
gives the airlines, but airline people consider it substantial. The commercial work force
is also more flexible about scheduling overtime during peak periods and laying off during
slumps. The military depot does not have this flexibility in the short term.

Several airline officials have expressed concern that they have gone too far too fast
with on-condition maintenance as applied to current high-bypass-engine experience. Their
worry is that they might be merely postponing certain problems to a later date. They be-
lieve they are obtaining more operating hours, but at a cost. When an engine finally
does return to the shop, more has to be done to it in terms of parts replacement than if
it had come in sooner. The problem is to determine the "optimum" point. The military
attempt to do so by setting an engine MTBO at some point that the user and supplier be-
lieve is the optimum in terms of operational availability on the one hand, and the amount
of work required when it is returned to the depot, on the other hand. The choice lies
between the two extremes; a short-fixed-time philosophy is one, and on-condition mainte-
nance running to failure or close to the anticipated point of failure is the other. There
may be some optimum intermediate point derived from a combination of hard-time and on-
condition maintenance, and this optimum could vary, depending upon the individual airline
or military situation. One airline's (or service's) optimum is not necessarily another's
because of differences in route structure and ogerating conditions (mission), utilization
of the fleet, economic environment, and so forth. At any rate, it would appear desirabdble
for the nilitarz to move away from its strict hard-time philosoghy, but no doubt there is
some point on the on-condition maintenance spectrum beyond which it may not be desirable
to go for the sake of economic efficiency. Appropriate data are required to assist in
seeking this optimum.

COMMERCIAL ENGINE COSTS

What does it cost the airlines to own and operste their commercial engines? Do they
do a better job at cost control than their military counterparts? These questions are
more difficult to answer than would first appear, even though manufacturers preserve s
great deal of engine cost data over a period of time for their cost analyses. (Airlines
are also required to provide certain cost data to the Civil Aeronautics Board (CAB),
separated into certain cost categories.)

Because accou?ting racticosinopor:tions and economics vary among airlines, howsver,
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conditions. Therefore, difficulties arise in attempting to use airline cost dats direct-
ly. The purchase price of an engine that an airline reports to CAB may reflect the cost
of the entire pod, which is the total installed engine in its nacelle ready for mounting
on the aircraft wing, or it may reflect the bare engine and certain spare parts. It may
also include, as in the case of reported Air Force contract prices, spare parts and ac-
cessories, technical data, and field service costs. Thus, it may be difficult to use the
aggregated data reported to CAB to arrive at standardized procurement costs that will be
comparable among the commercial airlines. At least an estimate can be obtained, however,
if it is known whether the purchase was for a bare engine or & podded engine, and if some
idea can be gained of what additional costs are involved in the purchase price.

The matter of proprietary information can be a further stumbling block. To gather
information on military engines for this study, it was necessary to go to the manufac-
turers for disaggregated, homogeneous, longitudinal data. They were willing to supply
military data on a proprietary basis, but they were not willing to supply commercial cost
gatg at all, except in the most unusual circumstances and then only on a very limited

asis.

In sum, the analyst faces the dual difficulty of determining the content of the CAB
data and of obtaining information the airlines and manufacturers consider highly pro-
prietary. Thus, the major problem in comparing commercial and military engines is gener-
ating comparable costs. At present, the most pressing need is to understand what the
commercial cost data actually include; nor is it sufficient to do so for only a one-year
or two-year cross-section. Cost analysts in both the engine industry and the airline
industry agree that five to seven years worth of historical data are needed to gain a re-
liable picture of the trend for a particular piece of equipment. This appears to be true
for both technical and economic reasons.

Analysis of Available Data

Figure 13 depicts an approximation of typical 14-year life-cycle costs for the older
first- and second-generation commercial turbojet and turbofan engines. New third-genera-
tion high-bypass engines may be different in terms of cost magnitude and proportions, and
their life-cycle may be extended to cover their higher costs, with depreciation spread
over more years--perhaps 16 rather than 14. The figure reveals that 75 to 80 percent of
cost is ownership. It should be recalled, however, that the procurement cost of the en-
gine includes allocations for development and IR§D, and certain ownership cost (spare
parts purchases) also includes, besides CIP and warranty add-ons, a charge for develop-
ment; consequently, acquisition and ownership costs are not cleanly defined even for air-
lines. It is interesting to note from the figure than an airline buys an engine twice
over in spare parts alone during its operational lifetime.

Data obtained from five commercial airlines in the course of this study indicate
that the older and smaller turbofan engines such as the JT8D and the JT3D are costing be-
tween $500,000 and $100,000 per shop visit for engines that have been operating for 2000
to 4000 hours, while the newer and larger high-bypass engines such as the CF6, JT9D, and
RB-211 are costing between $100,000 and $200,000 (1975 dollars) per shop visit for engines
that have been operating for 1000 to 2000 hours. The cost range appears to be affected by
the size of the engine, the state of the art, engine maturity, usage since the last shop
visit, and airline policy on refurbishment to some minimum operational time prior to the
engine's next shop visit. The costs are quite different from those obtained from the
military for comparable engings with similar operating experience. Airline shop costs
are apparently fully burdened” and reflect around 90 percent of base and shop costs com-
bined. At the military depot, a cost increment of at least 50 to 100 percent must be
added to the major overhaul cost to obtain the total depot cost per engine processed in
a given year.

What does it cost to maintain a commercial engine? From the data presented, owner-
ship constitutes 75 to 80 percent of total life-cycle cost (not including fuel). The
first- and second-generation commercial engines are estimated to have a peak cost of
asround $40 to $80 per flying hour for ownership and $50 to $100 per flying hour total (all
costs are expressed in 1975 dollars). Steady-state costs with the advent of maturity
fall to a range of $20 to $30 per flying hour for engine maintenance. Peak costs appear
to be two to three times steady-state costs. A total of about 35,000 to 45,000 operating
hours in a 14- to 16-year period is expected. New third-generation high-bypass engines
will peak at well over $100 per flying hour if the same percentage breakdown applies.

The airlines hope that long-term steady-state ownership costs can be reduced to around

$40 to $50 per flying hour when maturity is attained for these new-generation engines.
Since these engines are of higher technology, with at least twice the thrust and consid-
erably inﬁroved specific fuel consumption, they are expected to be well worth the higher
cost to the airlines in the service they will provide with the new wide-bodied transports.

In examining the available commercial cost data over a number of years, a general
cost profile trend is distinguishable. A hypothetical cost profile is shown in Fig. 14.
It presents expected cost patterns on the basis of consumed and restored engine hours
with peak, average, and steady-state values indicated. Also shown are two general prob-
lem areas that seem to occur in engine maturation: an early peak (occurring usually
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because of problems in the hot section in the engine's maturation) and later on, an addi-
tional hump on the way to steady-state conditions (some cold-section problems tend to
show up later). Shop visit rates show the same pattern (leading the reported cost data
by six to nine months because of reporting delays). The JT9D, operating since 1970, ap-
parently is approaching maturity and will be an interesting example to watch as an indi-
cator of cost differences between the current generation of high-bypass engines and pre-
vious generations' experience. It does appear that the high-bypass engines are at least
twice as costly to operate. The question still to be answered by the operators is whether
or not they will be as profitable as expected in the long term. They were expected to
return their investment and increase airline profits when they were purchased in the late
1960s. The difficulty has been the slower than expected increase in air transportsation
growth in the early 1970s. One indication that things may be different for a high-bypass
engine is that some airlines are now using 16 years as the depreciation period for tax
purposes rather than 14 years, because these newer engines are not accumulating flying
time as rapidly as the older engines at similar points in their life cycle. Consequently,

the extra time is needed to achieve the expected 35,000 to 45,000 operating hours on the
hardware.

In short, it is possible to construct a cost profile for the life cycle of an engine.
The data examined here are consistent with the general trend indicated regarding matura-
tion and steady-state operation. This commercial cost profile of peak, steady-state, and
average costs should be helpful in attempting to understand overall military life-cycle
costs, which should behave similarly (at perhaps a higher cost level). The use of only
cross-sectional data to estimate costs for a given engine can be misleading if the engine's
relative position in its overall life cycle is not understood, and if the data are heavily

weighted to the steady-state situation, when overall average costs are needed to determine
overall life-cycle cost.

VI. ENGINE MONITORING SYSTEMS

How can operational data be obtained for users to understand day-to-day problems and
costs, for military planners to obtain required data for engine life-cycle cost models,
and for the engine designer to obtain the feedback necessary to improve current designs
and future generations of engines? The use of engine monitoring systems has received
increasing emphasis lately, with these objectives in mind. The experiences gained from
several military and commercial aircraft turbine engine monitoring systems over the last
decade and a half were examined in this light (see Ref. 4). Table 7 lists the six sys-
tems examined. They span the gamut of military and commercial, U.S. and British, and
fighter and transport applications. The examination reveals that two different approaches
to engine monitoring have evolved in attempts to achieve the varied goals of improved day-
to-day engine operations, maintenance, and management, while reducing long-term support
costs and providing feedback to engine designers. The first approach concentrated on the
short-term day-to-day operations, maintenance, and management practices and was usually
accomplished by recordin¥ in-flight data in a snapshot mode, i.e., a few seconds of data
either at predefined performance windows or when certain engine operating limits are ex-
ceeded. The second approach focused on the long-term design-oriented cost reductions
through improved knowledge of the engine operating environment. To achieve the design-
oriented benefits, data must be recorded continuously on at least a few aircraft at each
operational location for each type of mission.

U.S. monitoring systems have initially focused on short-term maintenance-oriented
benefits, whereas the British initially develoged a system that focused on long-term,
design-oriented benefits. The benefits of each are listed in Fig. 15. From a life-cycle
analysis viewpoint, it would seem that both types of benefits are worthy of consideration
in any new monitoring system. Both countries are now moving in that direction.

In addition, ongoing engine duty-cycle research being conducted by the U.S. military
services was also reviewed. This research domonstrates that neither the services nor the
engine manufacturers have a clear idea of fighter aircraft engine operational usage--i.e.,
of power requirements and throttle transients on actual mission flight profiles. Figures
16 and 17 present one example for a U.S. Navy fighter, comparing the design power required
cycle and actual mission power required cycles during operation. As a result of this
lack of knowledge of the correct duty cycle, engine parts life has generally been over-
estimated and expected life-cycle costs have been understated. While this situation has
improved during the past several years, further improvement is clearly needed. Expanded
testing during an engine development program is one solution.

Much uncertainty exists about the benefits and costs (increases and reductions) at-
tributable to engine monitoring systems. It is clear, however, that the narrow sense of
cost savings over the short term should not be the sole criter{on on which engine monitor-
in, systems are judged. 6 The potential benefits of anticipated maintenance, improving
maintenance crews' undorst:nding of problems as they arise, verifying that maintenance
is properly performed, establishing relevant engine test cycles, and the effects of future
on(inc design--all of which we are unable to quantify to date--have substantial value.
This is especially so when the U.S. military services are moving to an on-condition main-
tenance posture ss envisioned for the F100 and TF34 engines. Also, the modular design
of the engine requires some type of sophisticated fault isolation as the engine matures
if on-condition maintenance is to be applied st the engine component level.

The U.S. military continues to investigate and develop turbine engine monitoring
systems for engines recently introduced into service and for future engines. The obl -
tives of any new engine monitoring system should include the valuable contribution that
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continuous recorded data can make to the engine designer over the long term. Of par-
ticular importance to new engine design and new applications of current engines is the
correlation between testing and operational duty cycles. Engines with different appli-
cations will have quite different mission profiles and each application should be tested
to its relevant duty cycles. Such information should help the services in maturing ex-
isting engines during comporent improvement programs, as well as in feedback to future
engine design programs, especially now that reliability, durability, and cost issues are
apparently on an equal footing with performance. Future aircraft turbine engine life-
gycle agaiyses should benefit immeasurably from the availability of such information and
etaile ata.

CONCLUSIONS

This paper has presented the results of a study that described a methodology derived
from historical data for life-cycle analysis of aircraft turbine engines. The methodology
was applied at the engine subsystem and aircraft system levels to demonstrate the insights
and information that could be obtained. The methodology enables the weapon-system plan-
ner to acquire early visibility of cost magnitudes, proportions, and trends associated
with a new engine's life cycle, and to identify “drivers™ that increase cost and can
lower capability. The procedure followed was to develop a theoretical framework for each
phase of the life cycle; collect and analyze data for each phase; develop parametric cost-
estimating relationships (CERs) for each phase; use the CERs in examples to ascertain
behavior and obtain insights into cost magnitudes, proportions, and trends, and to iden-
tify cost-drivers and their effects; and examine commercial experience for cost data and
operational and maintenance practices.

The methodology was applied at the engine subsystem and aircraft system levels for
a military fighter aircraft to demonstrate that decisions about engine performance/sched-
ule/cost must be made at the system level. Commercial considerations were also discussed,
as was some limited historical experience on engine monitoring--an approach to obtaining
the necessary information and preocedures for performance and cost feedback to the opera-
tional user, military planner, and engine designer.

The study was prompted by the steadily escalating costs of acquiring and cwning
turbine engines for both military and commercial users. Most of the causes are readily
apparent. Demands for higher overall quality--meaning performance, primarily, for the
military--have resulted in larger engines that produce greater thrust, run hotter, are
costlier to maintain, and entail higher basic engine prices. Material costs associated
with engine price have also risen rapidly in the recent past; over the long term, how-
ever, labor costs, primarily in the manufacturing sector, have risen proportionately more
so.

The chief problem confronting this study, as it has confronted past researche:s, was
the lack of disaggregated, homogeneous, longitudinal ownership data that are specific to
particular engine types, notably at the base and depot level. The collection of such
data will be necessary for perfecting the methodology, which weapon-system planners can
then use to calculate the costs and benefits of a proposed engine for a new aircraft in
the early stages of planning and selection.

For a new military engine (acquired and owned under conditions similar to those of
previous engines constituting the data base) that will have an operational lifespan of
15 years, the findings indicate that:

o Engine ownership costs are significantly larger than and different from those
found in previously published studies. For instance, engine depot and base
maintenance costs, not including fuel and attrition, can exceed engine acquisi-
tion costs. This finding is true for current fighter and transport engines.

o Depot costs alone can exceed procurement costs.

) Component improvement programs (CIP) conducted during the operational life of
an engine can cost as much as it did to develop the engine to its initial model
qualification.

° If component improvement and whole spare engine procurement are considered owner-
ship costs, then ownership currently constitutes at least two-thirds of total
engine 1life-cycle cost. This is true for current supersonic fighter and sub-
sonic transport/bomber engines.

o Satisfying results, in terms of statistical quality, theoretical behavior, and
experience from past programs, were obtained from modeling performance/schedule/
cost relationships for the development and production of military engines; mixed
butipromising results were obtained in modeling ownership costs for military
engines.

0 Application of the models derived in this study indicates that there is a con-
tinuing trend toward higher ownership costs, measured in both absolute dollars
and as a percentage of total life-cycle costs. Increasing depot cost is the
primary reason for this trend. The production cost of the engine (and its
pa{:si is a contributor to depot and base support costs, but so are ownership
policies.




. o S22 il gk e il T g
ST, S

2-15

o The engine maturation process must be more fully understood if improved analyti-
cal results are to be obtained and applied to new engine selection. It takes an
engine a long time to mature (commercial experience indicates five to seven
years). Consequently, average ownership costs are significantly higher during
that period than mature engine steady-state costs in terms of dollars per flying
hour, the yardstick most commonly used. It is believed that engine monitoring
systems Will assist in providing designers with the necessary information in
the future.

o Finally, and most importantly, the selection of engine design parameters and

the appropriate engine technology level and performance/reliability criteria
must be made at the aircraft system level.
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TABLE 1
F : Classification of Life-Cycle Costs
Weapon-
Cost Element Acquisition Ownership System-Related
RDT&E X
Flight test X
Tooling X
Proc. of install engine X
CIP X
Spare engine X
Spare parts (base/depot) X
Depot labor X
1 Base labor X
ECPs—mod/retro X X
AGE (peculiar/common) X X
Transportation X X
Management X X
Facilities X X
Training X X
Engine attrition X
Fuel X
TABLE 2
Synopsis of Aircraft Turbine Engine Developments
Early 19408 Early 19508 Late 1960s
(WWII) Late 1940s {Korean War) Late 1950s Eady 1960s (Vietnam) Eerty 1970s
Engine Types
“Turbojet, Turbojet Turbojet,
Turbojet, Turbojet, turboprop/ turboprop/ turboprop/
turboprop/ turboprop/ turboshaft, turboshaft, turbosheft,
Turbojet Turbojet turboshaft turboshaft turbofan turbofan turbofan
Trends in Engineering Development
Is d thrust Augmentat High pressure Cooled turbine Supersonic High-bypass High thrust/weight
ratio, variable turbofan turbofan (military
Centrifugal to Two-posi tat Mach 3 and commercial)  High component
axial compressor nozzle Multidesign performance
Titanium begins to Small lightweight point missi High P
Single-desig:: Stainless steel, pl Jumi gt turbine High-temperature F
point mission aluminum, con- Superalloy materials
ventional steel Sustsined Commercial turbojet  materials Cooling techniques
Limited use of supersonic flight Cooling techniques ]
high p Higher p: Subsonic turbofan Lightweig'it 3-spool rotor §
steels; primarily ratio, dual rotor Small helicopter design Composite materials 3
conventional steels engines Titantum and Compatibility {
superalloy material Component integration
Reliability/ improvements improvements
durability Increasing
Transonic compressor C: ial histicati
Moderately higher turbofan of development
turbine temperature
Commercial technol- P
ogy and require-
ments becoming as
advanced as military
Companies
Gengral Electric Allison Allison Allison Allison Allison Allison
Westinghouse Boeing Boeing Boeing Boeing Continental Continental
Curtiss Wright Continental Continental Continental Garrett Garrett
Fairchild Curties Wright Curtiss Wright Curtiss Wright  General Blectric General Electric
General Electric Fairchild Fairchild Garrett Lycoming Lycoming
Pratt & Whitney General Electric General Electric General Electric Pratt & Whitney Pratt & Whitney
Westinghouse Lycoming Lycoming Lycoming
Pratt & Whitney Pratt & Whitney Pratt & Whitney
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Dates of Development Initiation for the US Aircraft

TABLE 3

Turbine Engine Data Base
Early Late Early Late Early Late
1940s 1940s 1950s 1950s 1960s 1960s
J3OW JAOW J52 PW J58 PW TF34 GE
J31 GE J42 PW J65 CW J6o PW TF39 GE o
J33 GE/A J46 W J6és C J85 GE TF41 A
J34 W J47 GE J15 PW TF30 PW
J35 GE/A J48 PW J79 GE TF33 PW
J57 PW
J71 A
J73 GE
NOTE: W = Westinghouse; GE = General Electric; A = Allison; PW =
Pratt & Whitney; C = Continental; CW = Curtiss Wright.
TABLE 4
Technical Data for US Military Aircraft Turbine Engines
Turbine Specific
Inlet Thrust Pressure Fuel Max.
Temp. Max. Weight Ter? Consumption Mach Dia. Length MQT
Engine (’R) {1b) (1b) (Ib/ft*) (Yb/hr/lb) No. (in.) (in.) (qtr)
J30 1830 1560 686 15756 1.17 0.9 19.0 94 17
J31 1930 1600 850 1710 1.25 0.9 41.5 72 11
J33 1960 3825 1875 3400 1.22 1.0 50.5 103 19
J34 1895 3250 1200 3400 1.06 1.0 27.0 120 27
J35 2010 4000 2300 3400 1.08 1.0 40.0 168 21
J40 19856 10900 3580 5750 1.08 1.8 41.0 287 45
J42 1825 5000 1729 3640 1.25 1.0 49.5 103 25
J46 1985 6100 1863 6626 1.01 1.8 29.0 192 44
J47 2080 4850 2475 53756 1.10 1.0 37.0 144 26
J48 2030 6250 2040 4880 1.14 1.0 50.0 107 33
352 2060 8500 2050 12840 0.82 1.8 31.5 150 74
J57 2060 10000 4160 11400 0.80 1.4 41.0 158 41
J58 (a) (a) (a) (a) (a) (a) (a) (a) 87
Jeo 2060 3000 460 10360 0.96 1.0 24.0 80 7
Jéb 2030 7220 2816 8500 0.92 18 38.0 127 46
Jéo 1985 920 333 3400 1.12 1.0 22.0 44 56
J71 2160 95670 4090 11000 0.88 1.5 40.0 196 47
473 2060 8920 3826 8750 0.92 1.9 37.0 147 49
J76 2060 235600 5950 16724 0.80 2.0 43.0 2569 659
J79 2160 16000 3225 18056 0.87 2.0 37.6 208 57
J8b 2100 3850 570 10360 1.03 2.0 20.0 109 74
TF30 (a) (a) (a) (a) (a) (a) (a) (a) 92
TF33 2060 17000 3900 19240 0.52 1.0 53.0 136 71
TF34 (a) (2) (a) (a) (a) (a) (a) (=) 120
TF39 (a) (a) (a) (2) (a) (a) (a) (a) 109
TF41 (2) (2) (s) (a) (a) (a) (a) (a) 107

%Deleted for security or proprietary reasons.
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TABLE §
Technology Data for Commercial US Turbine Engines
Turbine
Inlet Thrust Pressure Period of

Temp. Max. Weight Term SFC MQT Development
Engine CR) (1b) (ib) (ib/ft2) (ib/hr/1b) (qtr) Initiation
JT3C 1996 13,500 4234 11,0560 0.78 59 Late 19508
JT4A 1995 15,800 5020 10,200 0.80 59 Late 1950s
JT3D 1995 17,000 4150 11,050 0.52 7 Late 1950s
JT8D 2180 14,000 3160 13,600 0.59 81 Late 19508
JT12 2000 2,700 465 5,626 0.96 71 Late 19508
CJ805-3 2100 11,200 2800 11,050 0.83 71 Late 1950s
CJ805-23 2100 16,100 3800 11,050 0.56 71 Late 1950s
CJ610 2060 2,850 399 5,780 0.99 82 Early 1960s
CF700 2100 4,125 725 5,525 0.65 87 Early 1960s
JT9D (a) (a) (a) (a) (a) 107 Late 1960s
CFé6 (a) (a) (a) (a) (a) 112 Late 1960s

3Deleted for security or proprietary considerations.
TABLE 6
Military Life-Cycle Analysis
(In 1975 dollars)

State-of-Art Trend TOA26 = -856.38 + 110.10InTEMP + 11.41/n'TOTPRS - 26.08/nWGT - 16.02inSFCMIL
R2 = 96 (5.8 3.1) (5.1) (2.8)

SE=6.9 +18.37InTHRMAX
F = 92.0 (5, 20) (2.8)

Development Cost ($M) inDMQTC = -1.3098 + 0.08538DEVTIME + 0.49630InTHRMAX + 0.040994TOA26 + 0.41368InMACH
RZ= 96 (7.6) (7.1 (4.9) (2.3)
SE = .18

F =557 (4,9)

Component Improvement
Cost ($M):
R2 = 88
SE = .29
F = 60.5 (3, 22)

Total Development
Cost ($M)
R2=.94
SE = .18
F =114.8(4,29)

1000th Unit Cost ($M)
R2 =95
SE = 215
F = 63.0 (4,13)

Cumulative Production
Quantity Cost ($M)
R2= 97
SE = 22
F = 501.7 (6, 81)

Depot Maintenance Cost
Per Engine Flying Hour
Restored ($/EFHR)

R2 = .97
SE = .22
F=676(4,7)

Base Maintensnce Cost
Per Engine Flying Hour
Consumed ($/EFHC)

R2=.79
SE = .26
F=10.0(3,8)

InCIP = -2.79026 + 0.78862InTHRMAX + 0.04312/TOA26 + 0.007220PSPAN
(9.1) (5.7) (2.5)

InTDC = 0.97355 + 1.23809InMACH + 0.07345(nQTY + 0.40386(nTHRMAX + 0.009182TOA26
(10.3) (6.8) (8.5) (2.1)

InKPUSP = -8.2070 + 0.70532InTHRMAX + 0.00674TOA26 + 0.45710inMACH + 0.018044TOA26
(9.2) (2.8) (2.8) (24)

InPRQTYC » -7.8504 + 0.8697InQTY + 0.82204InTHRMAX + MFRDUM + 0.018582TOA 26

(45.) (24.) (6.) 5.
+.34478InMACH + 0.00277TOA 26

4) (2.4)

InDCEFHR = 2.76182 - 0.90604/nATBO + 1.26074InCPUSP + 0.011040PSPAN - 0.022454TOA26
(10.2) (4.2) (2.2) (1.9)

InBMCEFHC = 3.50819 - 0.47457InMTBO + 0.012990PSPAN + 0.56739InCPUSP
(4.5) (2.2) (1.8)
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TABLE 7 ]
Engine Monitoring Case Studies
_ Application
3 System (Engine/Aircraft) Time Period
5 Time-Temperature
! Recorder J57/F100D 1967-1969 b
A3 Engine Health Monitoring
System J85/T-38A 1973-1977
Malfunction Detection
Analysis Recording
System TF39/C-5A 1969-Present ]
In-Flight Engine ,
Condition Monitoring 1
System TF41/A-7E 1973-Present
Airborne Integrated Data
System Commercial 1969-Present
Engine Usage Monitoring
System British Aircraft Early 1970s~Present
Airframe {
Military and Avionics FS'yIslen:g System Operational . 1
Need . .:;o; a.inn Dc:el::r:em Production Service b E
Technology Sy Dﬁ:::::ﬂ Engine Engine Component ‘
Base = Requirement and Full-scale Production Imp " i
Programs ety Detaited Design Development Programs j
i
- Engine 1
Technology Preli Y o] 4
Forecast Design and 1
Data E
Experience System
from __J Preliminary L
Current Design
Programs Evaluation

Fig.1  Aircraft turbine engine design and development process
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HYPOTHETICAL PROGRAM: 1975 DOLLARS

5 YEAR DEVELOPMENT (ADVANCED ENGINES)

15 YEAR OPERATIONAL SPAN

6 MILLION ENGINE FLYING HOURS CONSUMED (OPERATIONAL)
5 MILLION ENGINE FLYING HOURS RESTORED (DEPOT REPAIR)
1935 ENGINES
90% LEARNING (PRODUCTION)

75071200 ATBO/ MTBO

NO FUEL OR ATTRITION INCLUDED

TOTAL
LIFE-CYCLE
Cost
BILLIONS
OfF 1975
DOLLARS

Fig.7

Fig.6 A life-cycle cost example (fighter engines: 1950s/1960s/1970s

~N)

(J79) (TF30) (F100))

19605 1970
(TF30) # 100)

Life-cycle cost trend example (advanced engines: growth thrust, MACH)
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Fig.8 Life-cycle cost trend example (advanced engines: growth thrust, MACH;
TOA trend engines: constant thrust, MACH)

== Fixed Force Size

= Twin Engine Configurations

2.00 -
LIS
RELATIVE PO
AIRCRAFT 1.5}
TOGW Lo b

0.75 McDonnell F-15 Air Superiority Mission

{Fixed F 100 Engine Cycle—Fixed F-15

# Airframe Technology)
A 1 1 |
MY 1.0 1.5

RELATIVE ENGINE THRUST/WEIGHT RATIO

Fig.9 Mission requirement impact on aircraft takeoff — gross weight and
engine thrust/weight tradeoff
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BILLIONS
19758

ENGINE

® 1975 DOLLARS

@ 5 YEAR DEVELOPMENT

©® 15 YEAR OPERATIONAL SPAN

©® 6 MILLION ENGINE FLYING HOURS CONSUMED (OPERATIONAL)
® 5 MILLION ENGINE FLYING HOURS RESTORED (DEPOT REPAIR)
® 1935 ENGINES PROCURED

©® 90% LEARNING (PRODUCTION)

© 750/1200 HRS ATBO/MTBO

©® F15/F 100 — 1250 GAL/FH @ 44¢/GAL WITH FUEL
CONSUMPTION SCALED TO THRUST

© ATF/F100 — 1100 GAL/FH @ 44¢/GAL WITH 10%
SFC IMPROVEMENT FOR ADVANCED ENGINE

AIRFRAME

16

"

10

—

-

=

FUEL

AIRFRAME
ROTa&E

PROCUR.

ENGINE |-
Tice

©® 1975 DOLLARS

© 729 AIRFRAMES PROCURED

©® RDT&E AND PROCUREMENT ONLY
©® FIXED AIRFRAME TECHNOLOCY

Fig.10 Hypothetical baseline program

AIR SUPERIORITY MISSION
TREND ENGINES

FIXED ENGINE CYCLE-F 100
FIXED FORCE 812€

TWIN ENGINE CONFIGURATIONS
FIXED AIRFRAME TECHNOLOGY
(McDONNELL -DOUGLAS DESIGNS)

AND

TW=4
(1900's)

0 3
ATBOMTRO 750/1200 780/1200 780/1200
Nt ——r

\————— e ——
TWe=0 ™7™ =12
(1970%) (1980%)

Fig.11 System-level cost differences with engine thrust/weight variations
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Fig.12 System-level cost differences with engine thrust/weight
and-depot repair variations
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Fig.13 Typical 14-year life-cycle costs for first — and second-generation
commercial turbojet and turbofan engines
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Fig.14 Cost profile for commercial turbine engines

MAINTENANCE ORIENTED
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@ MAINTENANCE

v = LESS MAINTENANCE MANPOWER
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Fig.15 Summary of engine monitoring systems outcomes
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ENGINE START ENGINE STOP
MISSION TIME

Fig.16 F-14 proposed power required profile

= RFP
= FLIGHT TESY DATA
IMPACT ON ENGINE COMPONENT LIVES

j : ORIGINAL  REVISED
DESIGN LIFE EST. LIFE
COMPONENT (HOURS)  (HOURS)
Ist FAN DISK 80 "~ 900
10th COMPRESSOR DISK 4000 1400
1st TURBINE DISK 5600 900
v
ENGINE START ENGINE
MISSION TIME

Fig.17 F-14 actual power required profile

Source of Figures 16 and 17 is Ref.S
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DESIGN TO LIFE CYCLE COSTS
INTERACTION OF ENGINE AND AIRCRAFT

by
E J JONES
United Kingdom Ministry of Defence

SUMMARY

The distribution of Life Cycle Costs for a typical combat aircraft between airframe,
avionics and engine is discussed. The distribution of Life Cycle Cost for the aircraft
between development, production, initial support and operation and support is compared
with the distribution for the engine. The effect of fleet size and service life upon
the Life Cycle Costs are indicated. The large commitment of Life Cycle Costs early in
the conceptual and feasibility phase of the programme is indicated. The choice of
engine 1s an example of this early commitment. The relative effect of the

choice of single or twin engine installation, of a de-rated engine or the use of an
existing engine upon the engine Life Cycle Costs and the interaction with aircraft
costs is discussed. The severe operating conditions for the engine of a combat
aircraft are reviewed. Reduced support costs are not expected to give a large-fold
return on extra engine development investment,

Copyright @ Controller HMSO London 1980




DESIGN TO LIFE CYCLE COSTS
INTERACTION OF ENGINE AND AIRCRAFT
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INTRODUCIION

1. The particular aspect of the Design to Life Cycle Costs (DTLCC) which is discussed
is the interaction and contribution of the engine to aircraft Life Cycle Costs (ICC).
This necds to be explored before an optimum decision and programme for DTICC for the
entire aircraft may be made. There is an implicit assumption that the criterion for
deciding the optimum may be defined and agreed; that is perhaps not least of the
roblems., Design to Cost (DIC) and more recently peacetime Design to Life Cycle Cost
fnmzcc) have engendered a great deal of enthusiasm, but the criterion for DTICC is by
no means clear, apart from the obvious desire to have aircraft better in all respects
at lower costo. Better reliability is sought but it is not clear whether this is to
reduce operating and support costs or to reduce LCC or for the quite different benefits
of improved aircraft availability.

LIFE CYCLE COSTS

2. Predictions of ICC are of great value, if not essential, for various trades off
of different design features to be assessed, and this may be the greatest importance
of DTICC.

3. Por analysis of the Life Cycle Cost of an aircraft it is convenient to consider
the main technology sub-systems of Airframe including hydraulic and electro-mechianical-
equipment, Avionics and Engine. It is also instructive to consider the ICC for the
variqus programme phases of the project, ie

Development including definition
Production Acquisition ‘
In Service Support - Initial and ongoing - and operation.

In the discussion UK terminology - perhaps it is jargon - is used, but the terms are
broad and sufficiently general for my argument without the need for detailed definition.
All the avionics or engine costs for the flight development programme are ascribed to
those sub-systems.

4. TFor some purposes the distinction is made between the front end investment or non-
recurring costs which include development, production and initiazl support, and the
recurring operating and support costs.

5. At an early stage of a programme development and production costs may be predicted
with some confidence but there is much less experience and less confidence in the
ability to predict operating and support costs. Nevertheless LCC are required and
should be considered from the earliest phases to assist formulation of the concept and
configuration of the aircraft; indeed for rational decision whether a new design is
required or whether an existing design should be adapted or even whether available
aircraft should be modified, upgraded or retro-fitted to satisfy the staff target or
requirement the prediction of LCC at an early phase is essential.

DISTRIBUTION OF ICC

6. Various distributions of ICC have been put forward. To illustrate the engine
contribution to and the interaction with the complete aircraft ICC, a distribution
appropriate to a combat aircraft is discussed. Consider a combat aireraft with
development of a new engine and avionics system as well as airframe. For such a single
seat, twia engine aircraft the peacetime ICC for a modest buy of about 300 aircraft and
operation over 15 years might be distributed between airframe and equipment, engines
and avionics as indicated in Figure 1. Some items of ICC do obviously fall into these
three areas of cost; eg fuel costs but for this indication fuel is included wiith engine
costs, and operating costs which are here shown with the airframe. The airframe and
associated sub-systems - hydraulic, electro-mechanical, pneumatic etc amount to about
40%, and the avionics and engine each amount to about 30;.

7. The effect of fleet size and years in service are illustrated in Figure 2, A
difference of five years in operations increases or reduces the ICC by about 20%.
Doubling the fleet increases the ICC by about two-thirds, but halving the fleet

reduces the LCC by about one-third. To a first approximation the effect of annual
flying rate and years in service are interchangeable, as the total flying hours are the
more significant effect on ICC.

8. The distribution of the datum programme aircraft LCC between development, production
and operation and au{port is in Figure 3. Approximately half the LCC is for operation
and support of the fleet over 15 years, whereas development is about 20% and production

is less than a third; the investment ie less than two-thirds. The distribution of ICC
between these phases of the total programme degends upon the size of the fleet, the

flying.

service peacetime life and the amount of annua




9. The distribution of the engine LCC into development, production, initial support -
including uninstalled reserve engines and modules - and operating and support costs -

excluding fuel - is indicated in Figure 4. Compared with the distribution for the complete
aircraft, Figure 1, the development sector at 40% is twice the proportion for the complete
ajrcraft, but the support sector without fuel but. including initial support is sub-
stantially lower for the engine than for the complete aircraft. The production sector

for the engine is somewhat less than for the complete aircraft, although the initial
investment sector-consisting of development, production and Initial Support - for the
engine is greater than for the complete aircraft.

DESIGN T0 LIFE CYCLE COSTS

10. The opportunity for DTILCC to influence the ICC at each phase of the programme is
limited by the proportion of the ICC committed in earlier phases. Figure 5 is familiar
and indicates how the commitment of ICC increase quickly in the early concept, feasibility
and project definition phases of the programme, The particular importance of Figure 5 is h
to emphasise the high proportion of LCC which is committed by the end of the conceptual
and definition phase of the programme. TIhis is when the main characteristics of the
aircraft and weapons systems are decided - the technology, the aircraft size and
performance, the avionics fit and the engine size and type. DTLCC techniques, technical
and managerial skills are essential to design, develop and manufacture the aircraft
system and subsequently equally high skills are needed to maintain, operate and support
the aircraft in service.

11. To illustrate the importance of the conceptual phase three aspects with respect to
the engine choice and interactionwith the aircraft LCC will be considered. Firstly the
effect of a single or twin engine installation, secondly the effect of de-rating the
engine performance standard as a means to reduce engine support costs, and the probable
effect upon engine and aircraft LCC and thirdly the attractive one of designing the
aircraft around a suitable existing engine,

SINGLE v TWIN ENGINED AIRCRAFT
12. The decision for a single or twin engine installation is invariably made at the

conceptual phase of a project. Such a decision is of significance for the various phases
of the ICC.

13. Studies indicate that the aircraft weight and total thrust requirements are
relatively unchanged for a single or twin installation of the same technology engine.
Thus any difference in engine ILCC for the single or twin engine installation is the
dominant effect on the aircraft LCC. Compared with the engine LCC for the twin engine
1 installation indicated in Figure 4, the engine ICC for a single engine of the same .
4 total thrust is indicated in Figure 6. A comparison of the distribution of LCC between ;
3 the various phases of the programme for the twin and single engine installations is

interesting. Development for the larger single engine is more than for the smaller twin ;
engine. This is offset by the lower production and support costs for the fewer larger '
1 single engines. The LCC for the single engine installation in Figure 6 is expressed in
4 terms of the ICC of the twin engine in Figure 4. Development of the single engine is
higher by about 20%, but the production and support are about 25% lower; the investment {
costs are virtually unchanged. Overall the LCC of the single engine is about 8% less !
than for the twin. Any difference in peacetime loss rates for single and twin engined
aircraft have to be included in a comparison for total aircraft LCC.

e

DE-RATED ENGINES

14. The reliability of engines in operation could be improved and support

costs reduced, if engines were de-rated to operate below the design thrust, operating
temperature and engine speed. To restore the aircraft performance with the de-rated
engines of lower engine thrust to weight ratio, a bigger and heavier engine is needed
which drives up the aircraft size and weight, which in consequence needs a still bigger
engine. The 'snowball' effect of the lower thrust to weight ratio limits this technique
severely. Briefly an engine de-rated 5% would require an aircraft and engine increased
in weight and thrust about 10% while an engine de-rated 10% would require an aircraft
and engine increased about 25%. Beyond an engine de-rating of 10% it is unlikely that
the aircraft performance could be wholly restored.

15. It is convenient to express the de-rated engine cost in terms of the datum engine
ICC. De-rating improves the reliability but increases the unit and development costs.
The combined effect on the engine ICC is indicated in Figure 7.

The support costs might be up to 20% less depending on the extent of the de-rating. The
unit production and development costs would be some 5 to 10% more than for the datum

engine depending on the extent of the de-rating. For a 5% de-rating the ICC might be

about 3% less than for the datum engine, although the investment would be somewhat

increased, For a 10% de-rating no reduction of ILCC is predicted.
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16. The effect of de-rating the engine upon the aircraft ICC must be considered. The
de-rated engines have been sized on the assumption that the aircraft size would be
jincreased to restore the aircraft performance. Thus for a 5% de-rated engine the reduced
engine ICC would be just about offset by the higher ICC of the heavier airframe, so that
there would be no reduction of the aircraft LCC, although the alrcraft investment would

be slightly higher. For an engine de-rated by 10% there is no reduction of engine ILCC to
offsget theﬁhigher LCC of thé heavier airframe, so that the aircraft LCC would be increased
by about 5%.

EXISTING ENGINE

17. The use of an existing engine could save up to 90% of the engine development costs
(flight development engines would still need to be supplied and supported) and use of a
mature engine would reduce the support costs. The engine life cycle cost might therefore
be reduced by up to about 40%, and the aircraft life cycle costs by about 10 to 15% if
the existing engine characteristics had no adverse effects upon the aircraft design.
Generally the use of an existing engine for a new aircraft would cause some compromise

of design which would reduce effectiveness or increase LCC,

ENGINE SERVICE BEHAVIOUR

18. Going from the conceptual phase to the Service operating phase, it is interesting to
consider the behaviour of the engine in service, the importance of engine lifing studies,
and the way in which the results from these studies should eventually reduce engine
support costs., When an engine enters service, it has an authorised life - the length of
time for which it may operate without a major overhaul. This authorised life is increased
as experience of its behaviour is acquired and modifications are introduced. Figure 8
indicates the increase of authorised life with time in Service for three non-modular
enzines. Actual achieved lives may be expressed as the average flight hours between the
return of engines to maintenance unit (depot) or industry for major repair or overhaul,
Figure 9 indicates that average achieved life for the same three engines varies with

the time in service. These average achieved lives appear to be between 40% and30% of
authorised lives, but there are many factors which affect this reduction. For example

a significant number of engines will be returned because of foreign object damage (FOD);
some engines will be repaired and refitted to aircraft with only a proportion of
authorised life remaining; and many engines returned for repair or reconditioning are at
a lower modification state with shorter authorised lives than those current at the repair
date. Yevertheless the figure indicates that achieved lives increase during the early
years of service flying, and there would be significant reductions in support costs if
authorised lives were higher at entry into service and the in-service growth of achieved
life could be accelerated. The concepts of modular engines and on condition monitoring
are changing the relationship but in principle the effect will continue.

19. The continued demand for performance at low engine weight - which has been seen to
be desirable overall - means that engines are generally pushing technology limits. The
problem is aggravated by a shortage of reliable data on the ways in which engines are
used in actual service.

20, Figure 10 indicates somewhat naively how the aircraft height and speed might be
expected to vary during a flight of about 1 hour. The aircraft takes off and climbs

to about 18000 ft and then goes through a series of climbs to 30,000 ft plus and dives,
followed by descent, approach and landing. The speed builds up to 450 knots during the
initial climb, drops during the further climb, goes up to about 600 knots during dives,
lands and taxies to a stop.

21. The record of actual events is much more complex, Figure 11, Although the idealised
altitude profile was a reasoned approximation to the profile flown, the speed varied
very frequently and rapidly during the flight. Figure 12 indicates how the engine is
subjected to temperature and spesd variation during the same sortie. There are at least
twelve rapid changes of over 200°C in turbine gas temperature, while there are continual
small changes in low pressure shaft speeds, and a significant number in excess of 50%.
These are only examples drawn from one mission. Experience is that there are wide
differences between missions. There is also some evidence of a significant increase in
the severity of use of the wing man's engine in the same mission. The study and analysis
of the use of engines in combat missions is aimed at building up statistical
representation of temperature, shaft speed and other variations in flight.

22, This data can then be used as a basis for engine design and qualification
specifications and applied to engine testing in the development phase, both bench and
flight testing, so that the standard of an engine at entry into service may be enhanced,
and the growth of achieved engine life in subsequent service accelerated. It is
important to emphasise that both bench testing and flight testing is envisaged. Currently
most bench engine test and qualification schedules such as SMET and AMT in US and sortie
pattern testing in UK aim to simulate operational conditions. Bench testing in the
absence of flight testing is of limited benefit; indeed experimental flight testing
itself is of limited benefit. Some problems only arise in real 1ife situations. This
is the peactime mission flown by service crewes in service conditions. The underlying
principle here is that development is easentialli a process of identifying, solving,
demonstrating and qualifying the solution to problems.
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23, It may be predicted that either an intensive flight development or bench development
programme backed by an equally intensively flown 'Lead the Fleet' programme might be
expected to accelerate significantly the growth of average achieved engine 1life in
gervice. The benefit in reduced engine support costs might be 5 to 15 ‘imes the cost

of such small special development programmes. Mu~h of benefit could come from a
reduced buy of reserve engines and modules but this would need an act of faith by those
responsible for supply and fleet management and confidence that the predicted potential
benefits would be achieved. The balance would come from reduced engine support.
Although the return on the extra investment would be satisfactory, the effect on the
support costs would be small - about 5% - and the effect on the LCC almost negligible.

i
]
z
j
¢
]

BENEFIT OF INCREASED INVESTMENT

24. What benefit might be expected from increased investment in an enhanced engine
development programme? Let us speculate, and do so on the distribution ol engine LCC
indicated in Figure 4. Suppose an extra 5% is expended in development which improves
reliability and reduces support costs by 20%. To avoid deterioration of aircraft
performance and increased aircraft weight and LCC, the engine weight and performance

is maintained at an extra cost of about 1% in production. Then on the cost distribution
of Figure 4, the change in engine ICC is indicated in Figure 13. 1The overall effect
expressed in terms of the datum LCC is an increase of 2.2% for front end investment -
predominantly development, and a reduction of 7% fer support. The net effect is a small
reduction of engine ICC of 5% of the datum, and the return of the extra

investment is about three-fold.

25. To justify an extra front end investment something like a ten-fold return in reduced
support costs would be the target. Such a high return is needed to allow for the
uncertainity of front end engine development investment, whereas the benefit ol reduced
support costs would be realised over the greater part of the service life, and are

not expressed in DCF terms. This would require the support costs to be reduced from
35% to 15%, in terms of the datum LCC which would be a reduction of 60%.

26. It will be recalled that a comparatively small fleet of aircraft has been used to
discuss engine life cycle costs. It might be argued that a larger fleet would give a
much better return on investment for improved reliability. Consider a flecet twice as
big, then similar increased costs for development and production and reduced costs for
support would be expected to reduce LCC by about 7%. PFor a ten-fold return on the
investment the support costs would have to be reduced by about 40%; which must still be
an optimistic expectation!

CONCLUSION
27. My conclusions will not be unexpected.

Firstly advanced technology engines for high performance combat aircraft are costly, their
evelopment costs are a high proportion of the total aircraft development costs,

Secondly engine support costs are high and are a high proportion of engine LCC after development.
ombat and peacetime training missions impose very severe operating conditions on engines.

Thirdly less advanced or de-rated engines would be expected to have enhanced reliability
and to some extent might have reduced engine support costs, but it is unlikely that the
aircraft support and LCC would be reduced significantly. If the aircraft performance or
. military effectiveness are maintained the aircraft LCC are more likely to be increased
4 rather than reduced, although there would be some improvement in availability.

R

Fourthly it is difficult to envisage large-fold returns for reduction of engine support
cosis by enhanced front end investmen:. programmes.

Pifthly if it is wished seriously to reduce engine operating and support costs, a "lead
the fleet" engine life flight programme needs priority early in service life, so that
engine problems sensitive to service use are identified early in the fl:et build up and
may be rectified.

S 2 A gt s

Sixthly the traditional aims of aeronautical rescearch of improved materials leading to
reaucei weight and enhanced life and aerodynamic research for better lift and lower drag
remain essential if aircraft L2C are not to escalate. Engine usage and 1lifing studies
are equally important; there is no simple panacea for reduced support and LCC.
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SUMMARY

This paper presents progress of the USAF efforts to more effectively influence the
life cycle costs of newly acquired gas turbine power plants. A combination of technical
and business practice initiatives have been undertaken or planned across the entire life
cycle spectrum, i.e., from first entry with the exploratory development program thru the
decision to phase the product out of the active inventory. References are made to
earlier papers dealing with the identification and management of life cycle costs, such
as, the so called "New Developments Concepts' and the "Engine Structural Integrity
Program." This paper addresses the status of those technical and management activities
and presents, for the first time, various business concepts and strategies being studied
by the U S Air Force which complement the earlier initiatives as they impact engine life
cycle costs. The role of the USAF Propulsion System Program Office as the continuing
focal point for these life cycle efforts will be discussed. The ideas presented are not
new as they have been employed successfully at one time or another on an individual
basis in the development and support of military and commercial gas turbine power plants.
What is new, is the systems management view of the life cycle process and what can be
done practically today vs tomorrow to enhance engine life cycle costs in an integrated
fashion.

INTRODUCTION

In their infancy, military gas turbine engines were relatively short-lived creatures
that required much nurturing by the user and support organizations. As a result of
significant metallurgical advances, a near optimum balance between turbine engine per-
formance and life was achieved during the 50's and through mid-60's; hence, a near
optimum life cycle cost (LCC). Dramatic advancement of gas turbine aerothermodynamic
technology coupled with more sophisticated, lighter-weight mechanical design practices
(with lesser metallurgical advances) once more unbalanced the performance-life scales
in the late 60's. As a consequence, the military user and support organizations

3 expressed their dissatisfaction with the high operational and support cost posture in

1 which they found themselves in the early 70's. An Ad Hoc Committee of the Air Force

i Scientific Advisory Board in 1973 and a General Accounting Office Study in 1974
questioned the technical adequacy and management practices of the turbine engine
development process. The Air Force Aeronautical Systems Division (ASD) at Wright-
Patterson Air Force Base, Ohio, concluded in 1973 that the Air Force should revige
both the technical and management approach to the development process; hence, the birth
of the so-called "New Concepts for Engine Development', Reference 1. The '"New Concepts”
objective was to develop a total life cycle management strategy which would drive
engine life cycle costs to the lowest practical limit for each new engine development
or new application of an existing engine. The life cycle development process for
turbine engines is being revised to provide more durable, reliable, and lower life
cycle cost engines to the military services. Greater attention is being given earlier
in the life cycle to the cost trades between performance, durability, producibility,
and operability/supportability; i.e., during the technology, conceptual and validation
phases of the development process. The full-scale development phase has been re-
structured to provide formal demonstrations of useful engine life limits; operational

i and logistic characteristics; and validation of the engine life management process to

, provide economic management rationale for the production hardware acquisition, operational
usage, and logistic support phases.

LIFE CYCLE OVERVIEW

Figure 1 defines the life cycle flow process and the major activities occurring in
the Laboratory Technology, ASD Acquisition and, User/Support Phases of the general life
‘ cycle process. Historically the data generation flow has moved downward and to the
J riiht with ineffectual feedback within and between phases of the life cycle. The engine
life cycle process has in effect operated open loop with attendant results. 1In addition, {
not all essential technologies were addressed in parallel time periods which tended to
cascade significant unknown problems into later life cycle phases for their solution.
1 Figure 2 provides a more detailed understandin% of the life cycle flow process. The
. top three horizontal arrows represent relatively high-risk, laboratory-technology
developments that are funded on a continuing level of effort which is directed towards
engine needs for future weapon systems. The next arrow represents modest-risk, .
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advanced-engine demonstrators which collect the laboratory technology and apply it towards
a specific weapon system need during the System Validation Phase and are funded only as
required by specific system needs. The bottom three arrows represent low-risk, full-scale
engineering developments of specific engines and their follow-on product support programs
which are funded in conjunction with specific weapons. The two middle arrows depict the
ASD and User-Support Phases of life cycle activities for the weapon system and the engine.
During the Conceptual Phase, trade sensitivity studies are performed between engine
performance and engine life cycle cost to achieve best practical balance between develop-
ment costs, hardware/software acquisition costs, and operational/support costs. The cost
drivers are identified and the risk associated with Cost Estimating Relationships (CERs)
for these drivers is assessed. High risk technology inputs at this point tend to create
high risk CERs which, in turn, identify the need for advanced engine demonstrations
during the Validation Phase to drive these risks to a level acceptable for initiation of
Full-Scale Development (FSD). The engine FSD is laid out to address/manage the perfor-
mance, life, and cost risks remaining; to develop a technical data base relative to
engine useful performance, life, and logistic characteristics; and to validate the Life
Cycle Cost Model (LCCM) developed during the Conceptual and Validation Phases. The
technical data base and LCCM are then used to manage the follow-on hardware acquisition
and operational support costs decision process. Figure 3 presents another view of the
life cycle, i.e., the accumulation of engine operating experience and the conditions
under which obtained. We cannot obtain real-world, statistically significant develop-
ment data without building production engines in significant quantity and deploying them
in the operating environment. Thus, the ground developmental activity cannot be expected
to identify all of the potential systemic problems associated with a particular engine
design. Historically our technical data capture during the shaded area of the chart has
been poor; especially for the single-crew, high-performance aircraft which have carried

a minimum of engine diagnostic equipment. This data deficiency in the process has

tended to prevent the earliest identification of new problems and thereby delayed develop-
ment and deployment of required solutions. Another not so obvious point to reflect upon
is the fact the rate of buildup of engine run time on the early operational engines is
quite low and several years will elapse before the high time field engines approach the
developmental hours accumulated on the high time development engines. Thus, deficiencies
in the developmental testing relative to engine longevity characteristics naturally

show up late in operational inventory. For this reason, the USAF has developed and
effactively employed the so-called Lead-the-Force Program to keep a few operational
engines ahead of the general inventory in terms of running hours to blunt the effect of
operational surprises to the extent practical. Figure 4 addresses the life cycle risks
associated with erroneous technical or cost information. The technologists frequently
work with incomplete ''technical capability"” objectives relative to downstream technical
needs. More often than not the '"cost objective" is non-existent. The conceptual
planners, by nature, are optimistic without a sound empirical data base. In so doing
they fail to recognize the built-in shortfall the developers will of necessity pass on

to the producers, users and their logistic supporters. Validation demonstrations which
have been conducted prior to full scale development have often failed to identify the
technology shortfall as they were not organized to address all aspects of tecnnology
uncertainty. By the time the full impact of compounding effects of the direct technical
and cost shortfalls are known, the system is irrevocably locked into a significant
increase in outyear operating and support costs even though the engine is a "good
performer” in most technical aspects. Under these conditions the management of the
initial operational-break-in maturity process becomes even more critical. Without prior
knowledge that an outyear shortfall is impending, the engine system manager may experience
a short period of no problems, followed by a continuing series of minor problems which
temporarily impact the operator but does not turn on the logistic support system in a
timely manner. Phase lags (lead time) between operator need and support capability can
and have caused wildly fluctuating operational support cost which in worst case have

gone unstable and caused a breakdown in the supportability of the engine. A final point
is the need to develop operational/support indicators and attendent analysis capability
which will reliably tell the manager that the economic life of the engine is being
approached and phase out of the engine inventory should be initiated if possible.

Figure 5 presents the classical engine maturity characteristic under optimum cir-
cumstances which provides clear justification for competent engineering support of the
engine throughout its operating life. Each of the three phases have unique problems
associated with technical problem identification and development of practical management
solutions,

Figure 6 presents a simple picture of the closed cycle management loop which has
seldom been used. Throughout the life cycle estimates are made by some manager in the
areas of performance, operability, durability, producibility, maintainability and
resulting costs. As discussed earlier, these estimates may or may not be recognized
for what they are (estimates) and require validation by some appropriate demonstration.
The resulting accomplishment may or may not coincide with the estimate; thus., the need
for positive feedback analysis to evaluate the appropriate management action to correct
any "error'" in planning based on the estimated value. Closed cycle management during
the various development phases is a practical management tool which must be religiously
embraced by the development community. The process has been used successfully to varying
degrees for the production phase, especially during the initial production years.

Studies of its use are on-going relative to the practicality of embracing closed cycle
management for elements of the process during the operational phase.




Another aspect of closing the management loop relates to the entire life cycle
management process. It is addressed in the following equation which applies to both
technical and cost capability and generally has not been recognized for its simplistic
importance in the past:

Useful Engine System Capability =  Demonstrated System Engine Capability
+ System Operator Usage
+ System Maintenance Actions
+ System Product Support Actions

The useful engine system operational capability is not that ''required by specification'
or "designed-to,'" but, that "demonstrated by analysis and confirming development tests."
Implicit in the development demonstrations, however, are system/engine assumptions about
future Usage, Maintenance, and Support actions which must be validated and updated on
a continuing basis by the engine Eife manager throughout the engine's operational life.

The use of this simple equation is called Closed Loop Life Cycle Management in that the
engine manager can close the loop on engine operational and support decisions relative
to demonstrated engine capability, to favorably impact outyear system acquisition and
support costs from that decision point on.

An analysis of the foregoing overview of the life cycle process has led the Air Force
to the following rather simply stated, but yet to be accomplished, life cycle investment
strategy:

(1) Make the necessary front end and back end investments, i.e., pre-FSED and post-
D.

FSE
(2) Avoid all unnecessary investments, either by accident or intent.

(3) Maximize the return on prior investments by placing renewed emphasis on
derivative developments.

(4) Keep the management loop(s) closed to maximum extent possible throughout the
life cycle process.

DEPUTY FOR PROPULSION

The Deputy for Propulsion was established at the Aeronautical Systems Division of
the Air Force Systems Command (AFSC) in September 1976. This was done in recognition of
the continuing management problems that the Air Force was experiencing with no central
engine management authority within any element of the Air Force. The objectives set
before the Deputy clearly addressed the need:

"Establish a single Air Force Program Office with Primary Responsibility for
Engine Acquisition Including Appropriate Deployment Matters in Association
with the Aeronautical System Program Offices, the Air Force Logistics Command
(AFLC) and the Operating Commands."

The organization was to have both AFSC and AFLC elements included for direct and con-
tinuous interaction throughout the engine life cycle. It was to provide a clear focus
for internal Air Force engine business and advocacy, as well as, serve as an effective
interface with industry, sister services and other governmental agencies. It was
directed to improve the effectiveness of limited engine community resources through
matrix management. And finally, it was to provide the vehicle for development and
application of unified, disciplined business and technical management practices.

Figure 7 is an organizational chart of the full-spectrum engine program office that
was desired.

Approximately 100 program managers under the administrative control of the Deputy,
with the support of 250 matrixed functional collocates sit under one roof (Bldg 46
WPAFB, Ohio) to:

(1) Directly manage engine development and acquisition activities for 12 engine
models utilized by Air Force and Navy with combined annual contracts of 2
billion dollars.

(2) Provide interface support to the AFLC and Using Commands as necessary for some
50,000 operational engines which require 1.5 billion dollars annually to
maintain.

The New Engine Project Office is the ALPHA of the organization, i.e., it interfaces
heavily with the DOD Laboratories and DOD/Industry planners and manages the Conceptual
and Validation Activities which lead to new or derivative engine starts.

The In-Service Joint Engine Project Office (JEPO) 1s the OMEGA of the organization,
i.e., it interfaces heavily with the AFLC and Using Command and Industry in managing the
late production phase activities and the program managemeni *ransfer to the AFLC after
production is complete.
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The F100 and F107 JEPOs are heavily involved in managing the development and early
phase of production and deployment for highly complex, politically visible and nationally
critical engines which encompass the entire spectrum of interface activities involving
multi-national and multi-systems applications.

We believe we are rapidly achieving desired maturing as an effective management
instrument for the Air Force and have applied many '"lessons learned" to accelerate the
process.

INITIATIVES FOR IMPROVING THE PROCESS

The procee-ing sections of this paper have addressed generalized initiatives which
apply to all elements of the life cycle or to the overall life cycle. The remaining
elements of this paper will therefore be directed to specific initiatives within individual
life cycle phases to minimize overall life cycle costs.

TECHNOLOGY PHASE:

Greater emphasis should be placed on the examination of performance and operability
characteristics, which classically experience premature field deterioration, with the aim
of developing technclogical solutions with reduced deterioration sensitivity. The current
NASA "Energy Efficient Engine Program" and the Air Force Aero Propulsion 'Bore Entry
Cooled Turbine Disc Program' have taken the initial steps in this direction,

Much has been accomplished but significant investments must be made on a continuing
annual basis to improve our understanding of the inherent durability of the Gas Generator
Technology Engines. This basically falls into two areas of empirical data gathering:

(1) Obtain earlier and broader characterization of materials, especially for fatigue and
fracture toughness and (2) Subject the technology demonstration engines to significant
and realistic numbers of mechanical and thermal fatigue cycles as experienced by opera-
tional engines for the various technology classes, i.e., fighter, bomber, transport, etc
at the performance level '"demonstrated" by the engines. Without such data, engine
conceptual designers will naturally lay down a design which is unrealistically imbalanced
towards performance.

Manufacturing and Software Technology investments must occur in parallel with the
other engine technologies and not be delayed until the FSED or later as has been the
case in many pasr programs.

Hardware-Software Technology cost trades must be examined to direct technological
investment decisions in the future. The engine development community must apply lessons
learned by the avionics development community as engine controls and diagnostic equipments
employ more digital avionics.

CONCEPTUAL PHASE:

Complete LCC Models should be developed for each specific engine as installed in each
specific system application under consideration during the conceptual phase. Without
such models, necessary cost trades and cost sensitivity analysis cannot be performed to
properly influence downstream development investment decisions.

The total engine system must be included in the life cycle trade sensitivity studies
to assure identification of all high risk cost drivers, as well as, when and what kind
of investments need to be made relative to:

(1) Hardware/Software Design

(2) Manufacturing/Refurbishment

(3) Facilities/Test Equipments and Ranges

(4) Personnel Subsystem

(5) Aerospace Support Equipment

We must completely identify the need for, the scope of and the content of Validation
Phase demonstrations consistent with technical/cost risks identified in LCC studies.

VALIDATION PHASE:

A complete complement of all essential engine demonstrations should be conducted in
accordance with risks identified in the Conceptual Phase. These demonstrations should
use flight-weight, full-scale, flight-configured hardware; operationally configured
software; and address all manufacturing technology transfer issues.

The conceptual LCC trades should be validated and the LCC Model updated to reflect
revised cost understanding and future investment planning. The technical capability
requirements and associated costs reflected in the LCC Model should be frozen as the
input baseline towards which the FSED is directed.
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We must completely identify the scope and content of a'l essential FSED program
activities consistent with the level of risk remaining in (71e LCC Model baseline.

FULL SCALE ENGINEERING DEVELOPMENT PHASE:

The FSED program should be conducted consistent with the general guidelines for the
"Four Milestone FSED" discussed as a part of the 'New Development Concepts" and the
"ENGINE STRUCTURAL INTEGRITY PROGRAM" (ENSIP), Reference 2 and 3.

We plan to utilize contractor "Configuration Management' aud '"Field Test" support
to facilitate rapid iteration of the engine system configuration to that which will
meet the technical and cost baseline.

We plan to "incentivize' durability, producibility and maintainability demonstrations
to assure their completion within the FSED test schedule.

Consideration will be given to use of an "Award Fee" for timely and thorough con-
tractor response to unplanned program changes and/or unforeseen setbacks.

We plan to utilize correction of deficiency (COD) clauses for the update of pro-
duction line and production assets delivered prior to FSED completion.

We should freeze the operational capability baseline at technical and cost levels
demonstrated during FSED, validate/update LCC Model to reflect this capability and
manage initial deployment at the demonstrated levels.

We will identify the scope and content of the engineering product support program
for the planned operational life of the engine including the Lead-the-Force Program.

We will identify the critical engine technical and cost characteristics to be tracked
and the requirements for periodic re-validation of the approved operational baseline
characteristics.

We plan to identify peculiar repair, maintenance or overhaul facilities required by
AFLC or Using Command consistent with approved operational baseline and LCC Model.

We will develop maturity-growth predictions for all critical field characteristics
for the engine which can be tracked with existing Air Force Field Maintenance Manage-
ment Information Control System (MMICS) and the proposed Air Force Logistic Center
Comprehensive Engine Management System (CEMS).

PRODUCTION PHASE:

We need to incentivize the unit-cost "learning curve" developed during the FSED.

We plan to buy an initial-service warranty for each delivered engine (install or
spare) analogous to the "commercial-type' warranty.

We must validate and update follow-on spares cost elements of the LCC Model to be
consistent with whole engine delivery costs.

We plan to perform continuous sampling and analysis of trends for each engine
delivered for all critical engine characteristics identified during FSED.

We should incentivize the periodic re-validation of the 'current production engine"
to assure that it has retained the approved operational baseline characteristics.

OPERATIONAL USAGE/SUPPORT PHASE:

We should incentivize on a "package basis' the operational inventory maturity-growth
path predictions developed during FSED.

We plan to maintain an effective Lead-the-Force program throughout the operational
life cycle.

We plan to establish a "K Account" program with the engine Air Logistics Center (ALC)
for the timely collection and technical evaluation of all engine parts scrapped during
engine maintenance at the ALC. Such accounts are invaluable to assist in the general
maturing of the production configuration and the timely development of economic
refurbishment/repair procedures for broken and worn parts which otherwise tend to go
unrecognized until excessive economic hurt is experienced.

We should plan for and conduct continuous engineering product support throughout
the operational life cycle.

We plan to periodically evaluate and demonstrate the operational LCC effectiveness
of utilizing late technology transfusions into the operational engine inventory as is
being done for the USAF/USN T56 Turbo Prop Engine to dramatically reduce fuel burned.

"S- -
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During the "mature'" portion of the operational phase we plan to develop and implement
phase-out indicators which will provide the engine manager clear indication that the
engine is entering the pre-specified non-economic wear-out-phase and should be retired
if possible.

SUMMARY

One could make a case that engine development is a continuous life cycle process in
that ''new problems'" can be expected to surface throughout the life cycle. One can also
make a point that historically the development community has failed to surface problems
which could have been found early in the development phases rather than the operational
phase. One can also make the point that consistent life cycle management policies/
practices (both technical and business) have not been established and enforced. The
eye of the needle that must be threaded over the life cycle has been either ill-defined
or not defined at all. Often the thread is too coarse to stuff through the small eye
or the manager is so myopic that he can't perform the feat when its possible. Clearly
the time has come to correct this gloomy picture. We in the Deputy for Propulsion
believe that success in this regard is achievable, i.e., intra-command and inter-service
management improvements are possible. In the last seven years much serious attention
has been given to the "propulsion problem”" and significant progress has been made with
more to come. We expect the Deputy for Propulsion will continue to provide a central
USAF focus for influencing: (1) the acquisition investment strategy, (2) the life cycle
business practices; and (3) the technical understanding to more effectively acquire,
operate and support current and future gas turbine propulsion systems. We further
believe that such changes can and should occur only in an evolutionary rather than
revolutionary manner.
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PROGRAMMES DE MOTEURS MILITAIRES A OBJECTIFS DE coOuT

par
Claude Fouré
Ancien Directeur de 1'Action sur les Colits & la SNECMA
1, rue Adolphe La Lyre
Courbevoie
92400
France

RESUME

Quelques approches y conduisant : analyse de la valeur, &tudes de fiabi-
1ité et de maintenabilité, codt direct d'exploitation (part moteur) consi-
déré par les compagnies aériennes, gestion des efforts de progrés
technologiques.

~ Moyens de prévision des colts dont i1 est souhaitable de disposer 3
chaque phase d'un programme

- Types d'organisation adaptés 3 de tels programmes

- Actions possibles lorsque les objectifs sont fixés ou révisés postérieu-
rement & la définition initiale, sans ou avec modification de cette
définition. Mesures d'économies entratnées par la hausse du prix des
carburants

- Retour sur le concept de Valeur, taux d'échange.

CHAPITRE 1 - INTRODUCTION
1.1. PROGRAMMES DE MOTEURS MILITAIRES A OBJECTIFS DE COUT

Le titre de cet exposé indique qu'il est relatif aux actions & mener dans le cadre et au profit de
programmes de moteurs lorsque des objectifs de coit sont & définir concuremment aux objectifs techniques
et 3 poursuivre en méme temps que ceux-ci, en y accordant Ta méme importance.

Le colt de développement avant qualification est naturellement introduit dans les objectifs internes
et dans les marchés d'étude. Le colt de production, si c'est un objectif interne, le colt d'acquisition si
c'est un objectif contractuel sont aussi associés aux objectifs techniques et, de plus en plus, les codts
d'utilisation et de maintenance sont considérés dans le cadre d'un colt "au long de la vie".

La délivrance de documents formels sanctionnant la tenue des objectifs techniques est suspendue 3 la
satisfaction d'épreuves au banc, puis en vol.

Accorder, comme 11 est dit plus haut, 1a méme importance & la tenue des objectifs de colt conduit 2
suspendre l1a poursuite d'un programme 3 la démonstration - qui ne peut &tre que prévisionnelle - de la
tenue de ces objectifs de codt.

Qu'1l s'agisse d'une décision interne 3 un constructeur ou & une coopération ou d'une décision
contractuelle, elle ne peut reposer que sur les &léments d'une convention dont la crédibilité a été
reconnue, sinon &tablie, par 1'ensemble des parties.

La complexité s'accroit avec les coldts d'utilisation et de maintenance qui dépendent non seulement
de 1'avion mais aussi des missions & assurer.

On peut prévoir des 1itiges dans 1'é&tablissement et 1'interprétation de ces conventions, mais n'en
a-t-on pas rencontré dans 1'établissement et 1'interprétation des clauses techniques.

I1 ne faut pas cacher que ce type de programme parait & certains trés ambitieux.

Le pas & franchir n'est pas aussi grand qu'il paraft, pour autant que certaines approches, examinées
dans la suite, atent &té faites et exploitées & cet effet.

1.2. LA PRATIQUE DE L'ANALYSE DE LA VALEUR

Elle a familiarisé les constructeurs avec :

(a) 1'identification et la hiérarchisation des besoins exprimés par 1'utilisateur ou par ceux qui
ont mission de les prévoir.

(b) la stricte identification des fonctions & assurer, correctement quantifiées en regard de 1'en-
semble de niveau supérieur (avions potentiels pour le moteur complet).

{c) Ya prévision des codts de production, quelquefois d'utilisation, nécessaire pour le choix de la
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Plus 1'analyse de la valeur se pratique en amont dans la vie d'un moteur, plus elle a de pouvoir
sur la définition et plus i1 est nécessaire de disposer de moyens de prévision capables de synthétiser, en
se basant sur les régles de 1'art et leur évolution, ce qui sera défini en détail nlus tard.

Pour 1'essentiel, les moyens de prévision des colts de production nécessaires & la conduite de
pr?grannns 3 objectif de codt résultent ou sont un développement de ceux nécessaires & 1'analyse de la
valeur.

Des exemples de tels moyens sont donnés dans le chapitre 2.

L'analyse de la valeur par ailleurs contribue 3 1'efficacité de la poursuite des objectifs de coiit,
lors de la conception initiale ou lors des actions correctives.

1.3. LES ETUDES DE PROGRES TECHNIQUE ET TECHNOLOGIQUE

Ces études par lesquelles les constructeurs de moteur préparent leur avenir sont nombreuses, souvent
longues et codteuses.

g

Une distinction est faite ici entre le progrés technique qui vise 1'amélioration des performances
des moteurs par leur conception et le progrés technologique qui porte sur les moyens de rendre ces concep-
tions possibles ou possibles & un codt admissible :

matériaux nouveaux ou nouvelles mises en oeuvre,

réalisation de piéces de forme ou caractéristiques plus élaborées,

réalisation d'assemblages nouveaux,

At e,

détection de défauts sur piéces en cours de fabrication ou d'utilisation. ;

$'i1 a généralement les moyens de détecter ou d'imaginer Ves multiples &tudes susceptibles de contri-
buer au progrés technique ou technologique, aucun constructeur ne peut les mener toutes de front. Des choix
sont indispensables. Une décision favorable au développement d'une étude ne peut &tre prise que si a un
stade d'exploration impliquant des dépenses limitées, i1 est possible & 1a fois d'estimer les améliorations
a attendre et les délais et le colt approximatifs jusqu'a mise en application.

.“—“"i‘ L

Suivant cette voie, des programmes de progrés technique et technologique peuvent &tre mis sur pied
puis menés avec détermination.

Ces programmes comportent néanmoins des incertitudes de réussite et de délai et sauf s'ils sont dans
la phase finale précédant la mise en application, ils ne peuvent &tre directement pris en compte par le
programme d'un moteur a objectifs de coit.

Indirectement toutefois ce peut &tre le cas : '

Une appréciation statistique des chances d'aboutissement des programmes en cours peut donner une in-
dication de 1a contribution & en attendre pour le développement des performances et la décroissance des
colits aprés qualification d'un programme moteur.

Ceci fait apparaftre la dépendance de la rentabilité effective de programmes de moteurs 3 objectifs
de colt de la bonne “gestion” des programmes de progrés technique et technologique.

1.4. LES ETUDES DE FIABILITE ET D'ENDURANCE

spécialisées dans l1a prise en considération de 1a fiabilité. En fait toute la conception d'un moteur

Les constructeurs de moteurs ont mis en place, au sein des organisations de conception, des é&quipes 'i
contribue a sa fiabilité mais la prévision de celle-ci et de son évolution repose principalement sur :

f‘ - les études d'endurance des pidces dans leurs conditions de travail, notamment sous les aspects corrosion, 4
fluage et fatigue oligocyclique,
- les é&tudes de pannes (y compris celles du systéme de régulation) et leurs conséquences.
Ces études contribuent & la hiérarchisation des caractéristiques de définition du moteur et de ses L
constituants. ;
3 |
1 Elles doivent par ailleurs déterminer comment la fiabilité varie suivant le cycle de fonctionnement o
| auquel le moteur est soumis, notamment pour assurer que les cycles d'épreuve au banc, puis en vol, couvrent i
bien 1'ensemble des conditions d'emploi prévues.
Elles contribuent bien sdr & la prévision des colts de maintenance.
Quelques exemples de prévision d'endurance de pidces seront donnés au chapitre 3.
1.5. TRAVAUX DANS LE DOMAINE CIVIL
La prise en considératfon, par les Compagnies Aériennes et de ce fait par les avionneurs, du Colt A
Direct d'Opération (DOC), avec sa part inhérente au moteur, constitue une approche des programmes de mo-

teurs militatres & objectifs de codt "au long de la vie".

De nombreuses études ont &té menées sur la prévision de colts d'opération et plus particulidrement
des coOts de maintenance et de leur dépendance aux missions.




Certaines ont abouti 3 des formules faisant usage d'un facteur de sévérité de la mission déduit
d'un pourcentage pondéré de réduction de 12 poussée (dé&tarage), de la dilution et de la durée du vol type.
Le chapitre 4 rappelle quelques travaux menés dans le cadre de la SNECMA et du GIFAS (Groupement des
Industries Frangaises Aéronautiques et Spatiales).

D'autres investigateurs concluent qu'une prévision valable ne peut 1-eposer que sur un programme de
simulation trés &laboré.

Toutes ces &tudes constituent une base pour considérer le "colt au long de la vie" dans un programme
de moteur militaire. A noter toutefois que la dé&pendance du colt aux missions y revét une complexité par-
ticuliére.

1.6, LES ETUDES RELATIVES A LA MAINTENANCE

Dans le domaine militaire, elles ont d'abord visé 1'amélioration de la sécurité des vols et de la
disponibilité du matériel.

La connaissance, 1'analyse des coiits de maintenance et la recherche de leur amélioration ont surtout
été développées pour assurer la rentabilité des utilisations civiles (voir chapitre 4).

I1 y a cependant beaucoup de points communs entre les efforts pour améliorer la disponibilité du
matériel et ceux pour réduire les colits de maintenance, que ce soit par 1'évolution des méthodes et poli-
tiques de maintenance ou par Ta maintenabilité ou capacité des moteurs a admettre des méthodes de main-
tenance.

11 sera fait mention :

Chapitres 5 et 6 : des conclusions qu'on peut tirer de modéles de simulation de la maintenance d'un
parc de moteurs ayant divers niveaux de modularité&, pour un moteur non modulaire comme 1'ATAR 09 K 50 et
pour un moteur de conception modulaire comme le LARZAC.

Chapitre 7 : des méthodes de surveillance de 1'état et des conditions de leur application sur un
moteur, qui sont une des clés d'évolution de la politique de maintenance vers la réduction de ses coits.

On trouvera également mention au chapitre 8 de ce que 1'expérience acquise sur les problémes d'in-
troduction directe des caractéristiques de maintenabilité dans la conception d'un moteur conduit a
recommander dans une organisation adaptée aux programmes de moteurs & objectifs de codt.

1.7. ACTIONS POSTERIEURES A LA CONCEPTION INITIALE POUR REDUIRE LE "COUT AU LONG DE LA VIE"

11 peut s'agir d'actions menées sur des programmes de moteur n'ayant pas donné lieu initialement &
la formalisation d'objectifs de colt ou pour lesquelles de nouveaux objectifs ont di étre fixés.

Dans le premier cas on peut considérer que 1'expérience acquise est une approche utile des program-
mes 3 objectifs de codt.

Dans les deux cas des actions postérieures peuvent &tre faites sans ou avec modifications signifi-
catives de 1a définition du moteur.

Dans le chapitre 9 seront mentionnés :

- la réduction des dépenses d'essais (réception et contrdle apréds réparation) portant notamment sur la ]
consommation de carburant,

- T'introduction de modifications & bilan "au lTong de la vie" favorable, bien que le prix du moteur et de
certaines de ses piéces soit accru,

- 1'examen des possibilités de substitution d'autres matériaux & des matériaux de prix et d'approvisionne-
ment aléatoires.

CHAPITRE 2 - PREVISION DES COUTS DE PRODUCTION

2.0. Le co0t de production d'un moteur militaire, méme s'il n'est qu'un &lément du coOt "au long de la
vie", en reste 1'&1ément principal, quantitativement, au travers du colt d'acquisition et du colt des 1
piéces de rechanges et psychologiquement car, aprés le développement, le premier engagement financier E
tangible en dépend.

L'utilisateur ou celui qui achdte pour son corpte et bien entendu le constructeur se doivent
d'acquérir les moyens de le prévoir, ceci dés que s'esquisse une fiche programme, puis aux différents f
stades de la définition.

2.1, STADE DU PROJET DE FICHE PROGRAMME

Le projet de fiche programme moteur doit exprimer les objectifs techniques et de coQt que 1'on vise
d'assocfer.

11 convient donc de disposer des moyens de prévision du codt (a) faisant intervenir les seuls para-
métres considéreés 3 ce stade (méthode paramétrique) (b) dont 1'usage est admis par les parties en pré-
sence.
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Une voie possible pour 1'acheteur potentiel est de confier 1'&laboration de telles méthodes para-
métriques 3 un organisme tiers qui les dégage statiquement des données du passé et propose des projections
de 1'&volution constatée.

Chacun connaft et utilise ou adapte les formules de la Rand Corporation.
Bien entendu le constructeur ne peut se contenter d'avoir une indication de ce que devrait &tre le

codt, compte tenu des objectifs techniques formulés & ce stade, i1 lui faut prévoir ce que pourrait étre
ce co0t & la lumidre des &tudes de faisabilité qu'il a pu mener.

il St W N S0 Sl M N WG i 00 RN il 1w v

2.2. STADE CHOIX DU CYCLE ET DIMENSIONNEMENT DE LA VEINE

2.2.1. Estimation des masses

Parmi les méthodes utilisables & ce stade un développement particulier est a accorder & celles qui
prennent la masse comme intermédiaire.

Aprés qu'une hypothése ait été faite sur la poussée et le cycle du moteur (taux de dilution, rap-
port de pression, température devant turbine), on peut pour un état dispcnible de la technique déduire la
"géométrie de la veine" notamment les diamétres internes et externes 3 1'entrée et & la sortie de chaque
constituant, le nombre d'étages, la corde de leurs aubages.

IT a été montré que la masse des divers constituants pouvait é&tre estimée & partir de cette défini-
tion géométrique initiale de 1a veine.

On utilise un paramétre de corrélation homogéne a un volume (produit du carré d'un diamétre moyen
par une longueur caractéristique) et en coordonnées bilogarithmiques on obtient des droites du type
= A (V) exp a. (voir deux exempies figure 2.1).

Sauf stipulation contraire, la longueur est la somme des cordes & mi-hauteur des aubes fixes et
mobiles et le diamétre est la moyenne arithmétique des diamétres a mi-hauteur de veine, 3 1'entrée et &
Ta sortie.

NOTA : La masse de certains constituants tels le relais d'accessoires, les équipements et canalisations
externes doit étre estimée par d'autres méthodes. La possibilité de déduire les masses de celles
de tout ou partie des constituants intéressés par la veine est & examiner.

La masse totale du moteur correspondant 3 une hypothése sur le cycle est estimée et peut &tre
comparée 3 celles données par d'autres hypothéses et a 1'objectif de masse qui a pu &tre défini par
ailleurs et introduit dans des formules paramétriques.

2.2.2. Indicateurs de colt massique

Le codt par unité de masse d'un moteur est un indicateur souvent considéré et 1'on peut étudier con
évolution en fonction de divers paramétres d'avancement technologiques "externes" ou "internes" tels que
la poussée massique ou le contenu de matériaux coiiteux.

Au stade choix de la veine, on procéde aux premi2res prévisions sur la nature et la proportion des
matériaux utilisés dans chaque constituant. Ceci permet de définir un facteur du type Maurer pour chaque
constituant et son colt de production. La somme &tendue au moteur peut alors 8tre comparée au colit objec-
tif.

L'intérét est qu'au passage on a une définition, qui peut &tre comparée a d'autres avant d'&tre
E retenue, de Ta masse et du colt de chaque constituant, dont la compatibilité avec les objectifs au niveau
2 moteur est vraisemblable.

En poursuivant 1'analyse on peut considérer le colt massique relatif des constituants, c'est-a-dire
leur colt massique rapporté & celui du moteur complet.

; L'avantage de cet indicateur est qu'il est sans dimension et autorise des comparaisons dans le
temps et ... dans 1'espace.

La figure 2.2 donne 3 titre d'exemple, pour un moteur militaire avec réchauffe, 1'évolution du colt
massique relatif de divers constituants en fonction de la masse du constituant.

On constate des différences entre les colts massiques relatifs des constituants et dans leur varia-
tion.

2.3. STADE PREMIER DIMENSIONNEMENT DES PIECES

Au bureau d'études avant-projet, lors du "preliminary design" le projeteur est amené & faire des
choix rapides entre diverses solutions et 3 les justifier au niveau des colts sans faire constamment un
appel direct aux spécialistes de 1a production. Un des principaux cas est 1'estimation des pidces brutes

| notamment des piéces de forge classique de différents matériaux. P

{
2.3.1. Pidces brutes de forge classique

On admet que le projeteur est capable d'estimer 1a forme, le volume vb et 1a masse mb de la pidce
brute préusinée, dont pourrait &tre tirée la pidce finie de 1a solution & examiner avec un certain matériau.
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11 apparaft que le codt Ci d'une piéce de forge classique préusinée dans un matériau i pour
Teque) une expérience est acquise, est linéaire, pour les morphologies les plus courantes, en fonction
de la masse mb que 1'alliage soit martensitique, austénitique ou de titane.

Ces abaques peuvent &tre utilisés directement mais lorsqu'on cherche 3 substituer a un matériau
connu un matériau moins connu, parce qu'il est moins cher, d'approvisionnement moins aléatoire dans le
futur ou de caractéristiques mieux adaptées, il est utile de restituer de tels abaques.

Une étude a été menée en décomposant le colt Ci en ses composants, CMi de matiére premiére
(billette), CFi de main-d‘oceuvre de forge, CUi de préusinage.

Elle fait apparaftre que pour :
- CMi, les écarts de prix massique en fonction du diamétre des billettes peuvent étre négligeés,

- CFi, la connaissance de 1'intervalle relatif de température de forgeage (A 8/68) i et de la diffusivite
thermique (A\/pcp)i étaient suffisante. (figure 2.3)

- CUi, la connaissance du coefficient d'usinabilité suffisait (figure 2.4).

Sur ces bases les abaques de prévision du coiit de la piéce brute de forge classique pour ces maté-
riaux mal connus peuvent étre tracés et utilisés,

CHAPITRE 3 - TRAVAUX SUR L'ENDURANCE DES TURBOREACTEURS

I1 est tout & fait classique d'associer un bureau de calcul de résistance des matériaux au bureau de
dessin pour le dimensionnement des piéces d'un moteur. Autrefois les méthodes de calculs étaient sommaires
et conduisaient & 1'application de coefficients de sécurité (en fait c'étaient des coefficients d'igno-
rance résultant de 1'expérience plus ou moins fragmentaire de 1'homme de 1'art). L'augmentation des per-
formances, en particulier de Ta poussée massique, n'a pu se faire qu'avec des méthodes de calcul de plus
en plus sophistiquées, dont certaines (par éléments finis) n'ont &té applicables que gréce aux ordinateurs
de grande capacité, avec le complément trés utile, pour saisir les distributions spatiales, d'investiga-
tions telles que la photoélasticimétrie.

En partant des caractéristiques de fatigue et de fluage des matériaux, des contraintes d'origine
mécanique et thermique, i1 est possible de produire par exempie :

- le potentiel en heure d'une aube mobile de turbine dans Te domaine de vol (figure 3.1)

- 1'endommagement relatif en fonction du détarage et du temps de mission d'une partie chaude (figure 3.2).
Sur la figure 3.3 sont donnés les facteurs multiplicateurs de la durée de vie d'une aube mobile et

du distributeur de turbine, de 1'arbre de compresseur et de 1'aube fan d'un méme moteur en fonction du

détarage.

La pente apparait d'autant plus grande que la fatigue prime sur le fiuage (piéces froides) et qu'on
passe des réfractaires au titane (aube fan).

De tels &léments permettent d'estimer les temps de fonctionnement autorisés par la définition et de
chercher une optimisation sur le colit "au Tong de 1a vie" entre ces temps et le colt des piéces correspon-
dantes.

CHAPITRE 4 - TRAVAUX SUR LE COUT D'OPERATION DIRECT (DIRECT OPERATION COST, DOC)

C'est sur les effets, sur 1'économie de 1'avion &quipé, de caractéristiques du moteur telles que la
masse, la poussée, le prix, la consommation spécifique SFC et les colits de maintenance que portent ces
travaux. Ces effets peuvent &tre trés différents en fonction de 1'adaptation initiale avion/moteur.

Lors de 1'étude des mérites potentiels d'un moteur projeté, i1 faut donc faire des hypothéses sur
les avions qu’il est destiné & équiper et leurs missions, compte tenu des délais de développement com-
parés d'un moteur et d'un avion, c'est 1'objet d'une supputation.

Dans le cadre du programme CFM 56 par exemple la SNECMA s'est particuliérement intéressée au cas
d'un bi-moteur court/moyen courrier.

Une représentation "en tapis" permet de schématiser en deux figures les effets sur le DOC de la
consommation spécifique, de 1a masse et du prix du moteur (rapportés & sa poussée) et des colts de
maintenance (figures 4.1 et 4.2).

Pour estimer les colts de maintenance en fonction de la mission, notamment du pourcentage de réduc-
tion de l1a poussée utilisée au décollage, en montée et en croisidre, on calcule d'abord un détarage &qui-
valent. La formule proposée par la SNECMA et le GIFAS est Ta suivante :

%0 = (0,637 - 0,407 logt) Dto (terme décollage)
+ (0,228 + 0,142 logt) Dcl (terme montée)
+ (0,135 + 0,265 logt) Dcr (terme croisiére)

00 t sont les temps passés dans la phase de vol correspondante.
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IT en est déduit un "facteur" de sévérité comprenant :
1 - un terme 1ié & la durée du vol : 43 + 1,6 D
j 100+ %4,
- un terme 1ié aux cycles : 57 - 1,6 D
(T00+7,TD)t

Le codt de maintenance est Tui-méme le produit par S de la somme de deux termes (en dollars
1978/heures de vol) :

Codt des piéces : 1,167 +2,8 (8B -1)
Heures de main-d'oeuvre : 0,037 T + 0,1 B

g ol B est le facteur de dilution (by-pass ratio) du moteur, choisi comme indicatif de complexité. Ces
: formules tiennent compte, en particulier, de 1'expérience acquise avec General Electric sur le CF6/50.

En fait, pour revenir aux moteurs militaires, plus que ces formules, valables au stade d'un avant
projet) ce sont les analyses qui ont permis de les &tablir, qui sont utilisables.

CHAPITRE 5 - ETUDE SUR LA MAINTENANCE DU 09 K 50

5.1. PRINCIPES DE LA SIMULATION ET OBJET DE L'ETUDE SUR 09 K 50 ;

5.1.1. Les modéles établis par 1'Atelier Industriel de 1'Aéronautique de Bordeaux et par la SNECMA font
vivre, par semaine ou décade, un parc de moteurs et un parc de sous-ensembles.

Les moteurs sont mis en service suivant un calendrier. Les événements qui provoquent la mise hors }
z service d'un moteur sont codés : dépose programmée ou accident et incident introduits de maniére aléatoire
) dans le cadre J4'hypothéses.

4 En outre les moteurs ou les sous-ensembles, compte tenu du suivi de leur &ge et de leur potentiel
restant d'une part et de 1'apparition (introduite aléatoirement dans le cadre d'hypothéses) de dommages
lors d'une visite, font 1'objet ou non d'un retour en usine (RU).

L'activité aérienne, Ta périodicité des visites (s'il y a lieu) les temps d'immobilisation (suivant
les opérations) et de transfert, le potentiel restant perdu au 4éme é&chelon (Usine de Réparation) ou au
28me échelon (Atelier de Base) font également 1'objet d’hypothéses, ainsi que le mode de recomplétement.

5.1.2. La réparation du moteur 09 K 50 s'effectue, depuis le début de 1'année 1977 a 1'Atelier Industriel
de 1'Aéronautique de Bordeaux, selon une méthode nouvelle dite : réparation en SERI (Sous Ensembies &
Réparation Individualisée).

B D C E H K 1J

SOUS ENSEMBLES ATAR 9K50 Fig 5.1




Cette méthode doit en fait &tre considérée comme une transition entre la réparation classique ou
"traditionnelle" encore utilisée aujourd'hui pour les moteurs militaires et 1a maintenance modulaire déja
expérimentée dans le domaine civil.

Cette méthode peut s'appliquer & des matériels dont la conceptior de base n'est pas modulaire.
Les principes essentiels retenus pour cette réparation, & savoir :

- utilisation de limites de fonctionnement propres & chaque SERI

- en usine, un SERI ne subit une réparation que s'il est incidenté ou en limite de fonctionnement

- immobilisation en usine propre a chaque SERI et non tributaire du SERI & réparation longue,

tendent implicitement & faire admettre 1'intérét, au moins sur le plan financier, de cette réparation. Une
confirmation par modéle de simulation a été demandée 3 1a SNECMA,

5.2. DEFINITION DU MOTEUR UTILISE DANS LA SIMULATION

Suivant que la réparation est classique au SERI le moteur est composé comme suit : (voir figure 5.1)

Réparation classique SERI

Un ensemble comprenant : 5 SERI :
Eléments circuit carburant/ SERI A
divers

Carter d'admission SERI B
Stator compresseur SERI C
Rotor compresseur SERI D
Carter central SERI E

et de 6 Sous-Ensembles

F - Mélangeur intérieur
G - Mélangeur extérieur
H

Carter de chambre

—
1

Rotor de turbine

Carter de turbine/distributeur 11

K - Distributeur I

Un moteur qui doit subir une Un SERI qui doit subir une inter-
intervention au 4éme &chelon vention au 4éme échelon, nécessite
rentre au 4éme échelon le retour du moteur sur lequel il

est monté au 42me échelon
Un Sous-Ensemble (&quivalent & un module) qui doit subir une intervention au 4&me échelon est
déposé du moteur sur lequel il est monté en 2&me &chelon, un autre S.E est monté en remplacement.

Le moteur reconstitué devient un moteur disponible au 2&me &chelon, le S.E rentre seul au 4&me
échelon,

5.3. COMPARAISON ENTRE LA REPARATION CLASSIQUE, ET LA REPARATION EN SERI.

5.3.1. Nombre de retours en usine de moteurs.

La réparation en SERI apporte un accroissement de retours en usine de moteur de + 17 %.

Ce pourcentage apparaft lorsque 1'ensemble du parc a déja subi une lére réparation en SERI.
5.3.2. Codt Main-d'Oeuvre.

Au 28me é&chelon : Le type de réparation n'a pas d'influence sur le colt.

---------------

Au 42me é&chelon : La réparation en SERI apporte un gain de 30 & 35 %.

La réparation en SERI apporte un gain sur le colt Main-d'Oeuvre glebal de 20 & 25 %.
(Te cot M.0. calculé ici ne prend pas compte :
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- les interventions programmées sur avion,
- 1'entretien du canal et des accessoires).
5.3.3. Besoins en volant.

La réparation en SERI apporte un gain d'environ 14 %.
{1'€tude exclut le canal et les accessoires).

5.3.4. Ces résultats sont basés sur une comparaison entre une réparation classique et une réparation
en SERI "optimale".

Cela signifie que les choix des paramétres retenus sont les “meilleurs” qui ressortent d'études
comparatives faites :

- sur le type de recomplétement, c'est-d-dire sur le critére du choix des SERI au moment d'un assemblage
moteur,

b Uil oo At T A TN T URE e b . e e 5

- sur la valeur du potentiel restant au-dela duquel i1 n'est pas rentable de laisser un SERI en 1'état :
lorsqu'il se trouve au 4eme échelon (Potentiel perdu ALF4), 4

- sur la valeur du potentiel restant du moteur au-deld duquel i1 est rentable de rentrer le moteur au 4éme
échelon lors d'une intervention au 2éme échelon (Potentiel perdu ALF2).

w

.4. ETUDE SUR LE CHOIX DU RECOMPLETEMENT

5.4.0. Deux recomplétements ont été étudiés :

- A) FIFO : le choix se fait sur 1'ancienneté du SERI dans 1'état volant disponible au 4éme échelon (First
In First Out).

- B) OPTIMISE : le choix se fait sur une optimisation des potentiels restants sur chaque SERI aprés in-
terventions. 3

5.4.1. Nombre de retours en usine de moteurs. f
Le recomplétement "FIFQ" apporte en moyenne une augmentation de 15 % du nombre de Retours en Usine.
5.4.2. Colit Main-d'Qeuvre.

Le codt Main-d'Oeuvre n'est pas influencé par le choix du recomplétement.

Le colt sensiblement inférieur au 2&me échelon avec le choix "FIFO" est compensé par le coiit sensi- i
blement supérieur au 4éme échelon. Co

5.4.3. Besoins en volants.
Le recomplétement "optimisé" apporte un gain d'environ 4 %.

5.4.4. 11 a été conclu qu'un recomplétement établi a partir d'un optimisation sur Tes potentiels restant des
SERI était un élément favorable.

5.5. ETUDE SUR LES POTENTIELS PERDUS

Lorsqu'un moteur subit une intervention & 1'atelier de la base aérienne (2eme échelon), quel est le :
potentiel restant au moteur au-dessous duquel il est rentable de le retourner en Usine de Réparation [
(4eme échelon) ? De méme le moteur étant démonté au 4éme &chelon, quel est le potentiel restant aux Sous-
Ensembles & Réparation Individualisée au dessous duguel il n'est pas rentable de les remonter en les lais- %
sant en 1'état ? |

Pour le déterminer, les modules permettent de faire le bilan des retours en usine, de la main- i
d'oeuvre en 2&me et 42me échelons, des besoins en volant, pour diverses hypothéses de potentiel perdu ALF
(quelquefois appelés queues de potentiel) et de faire apparaitre les valeurs optimales.

Hypotheses faites {(Voir tableau de la page 13)
au 2éme échelon 30, 50, 100, 200 heures
au 42&me échelon 200, 300, 360, 400 heures

i X il st

Les valeurs optimales retenues pour le potentiel perdu sont 50 heures au 2éme échelon et 360 heures
au 4éme échelon,

5.6. CONCLUSION

La simulation a montré que la réparation par Sous-Ensemble & Réparation Individualisée apporte des
gains significatifs sur 1a maintenance du 09 K 50.
Le choix des recomplétements doit étre optimisé sur les potentiels restant des SERI. L'optimum pour
les potentiels perdus se situe & 50 heures au 22me échelon et & 360 heures au 42me échelon.
L'expérience a confirmé les résultats de cette simulation et a montré en outre un gain en consom-
' mation de rechanges trds important.
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CHAPITRE 6 - ETUDES SUR LA MAINTENANCE DU LARZAC
6.0. 1I1 a été demandé par les Services Officiels d'effectuer une série d'études & 1'aide du programme de
simulation SNECMA, qui permette de choisir, pour le parc LARZAC, la méthode de maintenance la mieux

adaptée a ce moteur; c'est-d-dire celle qui donnera & la fois les coilits minima d'entretien au 2ame et au
4eme échelons, les codts minima d'acquisition, la meilleure disponibilité du matériel.

Les études effectuées ont consisté :
- & comparer différentes méthodes :

. de maintenance au 2éme échelon,
. de réparation au 4éme échelon.

- & mesurer 1a sensibilité de certains paramétres.

6.1. MODULARITE TOTALE (Voir figure 6.1.)

Le moteur LARZAC é&tant de conception modulaire, la premidre &tude entreprise est une simulation d'un
parc de moteur en exploitation selon le concept de la modularité totale au 2&me &chelon dés la mise en
service, & 1'exception du prélévement de quelques &chantillons de moteurs complets rentrant au 42me &che-
Ton, et de quelques cas ol le moteur complet nécessite une remise en é&tat.

ta flotte est composée de 150 avions; i1 peut s'agir en réalité de plusieurs bases ayant des inter-
actions totales entre elles du point de vue logistique.

La modularité implique :
- des modules disponibles au 2&me é&chelon : ou modules de volant,
- un choix dans le prélévement du module de remplacement parmi ces volants.

Les conséquences sur les colts d'entretien, les colts d'acquisition, 1a disponibilité du matériel, de
3 choix de recomplatement ont &té comparés :

(1) le module de remplacement est choisi au hasard; c'est "qualitativement" la solution la plus
simple,

(2) le module de remplacement est choisi en fonction de son ancienneté dans 1'é&tat volant : le plus
ancien,

(3) le module de remplacement est choisi en fonction de son potentiel restant vis-d-vis des potentiels
restants des autres modules sur moteur.

J Ces deux derniers choix nécessitent une gestion du matériel complexe surtout dans le cas ol le
matériel est en exploitation sur plusieurs bases.

Le résultat de 1'étude est, compte tenu des hypothéses retenues sur le potentiel restitué en usine,
qu'un recomplétement qui ne serait pas au "hasard” apporte peu d'intérét.

Cependant, puisqu'un recomplétement optimisé sur le potentiel restant lors d'un échange modulaire
apporte peu, i1 est envisagé d'étudier 1'hypothdse d'un désassemblage complet du moteur au 22me échelon,
afin d'étendre les possibilités du choix sur les modules. Cette hypothdse paratt d'autant plus réaliste
que les temps de démontage du LARZAC sont faibles.

«.
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Finalement, cette maintenance permet, par rapport aux échanges de modules, une optimisation plus
effective qui a pour conséquence une meilleure disponibilité du matériel, des interventions moins nom-
breuses au niveau du moteur. Mais chaque intervention colite plus cher. La résultante sur les codts main-
d'oeuvre totaux est un abaissement du coiit de 7 % environ. Le colt d'acquisition est fortement majoré :
de + 15 %.

6.2. REPARATION TYPE SERI

Les études précédentes reposent sur une modularité totale au 2&me écheion.

La recherche suivante consiste & chiffrer 1'opportunité d'une réduction de la modularité au 2&me
échelon, et de la rerorter au 48me échelon : il s'agit d'étudier 1'intérét d'une réparation du type a
Sous-Ensembles & Réparation Individualisée.

I1 a été retenu 6 S.E.R.I.
et 3 Modules (ou 3 sous-ensembles),

le recomplétement au 4éme échelon se faisant & partir d'une optimisation sur les potentiels restants.

Les résultats montrent, comparativement 3 1a maintenance modulaire au 2&me échelon, un colt d'acqui-
sition beaucoup plus élevé : + 16 % de besoins en volant avec cependant une disponibilité supérieure du !
matériel, des déposes moteurs pour interventions sur les S.E.R.I. ou les modules moins nombreuses et
mieux réparties dans le temps.

3 % Le codt total main-d'oeuvre est sensiblement le méme.
En conséquence, la méthode de maintenance S.E.R.I. n'a pas é&té retenue.

La conclusion tirée des &tudes sur l1a maintenance est :

La maintenance & retenir pour le LARZAC est la maintenance modulaire avec &change des modules au
Z2éme echelon et recompl&tement des moteurs au hasard.

On &tudie ensuite 1'influence que peuvent avoir certains paramétres sur cette maintenance.

A savoir :
- la taille de la flotte,
- la valeur du potentiel perdu au 2éme échelon,

- le temps de transit et de réparation.
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6.3. INFLUENCE DE LA TAILLE DE LA FLOTTE :

L'hypothdse retenue jusqu'alors de 150 avions sur une base est une simplification.

En réalité, i1 y aura 2 bases avec 60 avions chacune, et 30 avions "détachés”.

S$'il n'y a pas d'interaction entre les deux bases, si 1'éloignement améne & des transits excessifs
par exemple, les besoins en volant pourraient se trouver majorés, d'ou la demande de comparer les besoins
en volant pour :

- un parc de 150 avions,
- un parc de 60 avions.

La 2éme exploitation conduit & un supplément des besoins de + 8 % environ.

I1 s'agit donc d'un paramétre important sur le coit d'acquisition.

6.4. INFLUENCE DE LA QUEUE DE POTENTIEL "PERDU" : ALF2

L'hypothése retenue pour les études précédentes est :

ALF2
sauf ALF2

100 h sur tous les modules,
260 h sur le carter de sortie.

Nous avons repris 1'étude avec :

ALF2 = 200 h sur tous les modules,
sauf ALF2 = 260 h sur le carter de sortie.

Les résultats montrent qu'un ALF2 plus élevé conduit 3 plus de modules révisés pour limite de fonc-
tionnement, & moins de déposes moteurs, & un meilleur étalement de ces déposes dans le temps.

Les besoins en volant ne sont pas modifiés., Le colt d'entretien total est 1égérement plus é&levé =
+ 3%

Un A LF individualisé par module est & rechercher pour le LARZAC.

6.5. INFLUENCE DES TEMPS DE TRANSIT ET DES TEMPS D'ACCESSIBILITE ET DE REPARATION :

e nd i g

L ‘hypothése retenue pour les études précédentes comme temps de transit est de : 2 mois aller +
retour.

Nous avons repris 1'étude avec :

- durée du transit aller + retour : 1 mois %
5 mois !

Les résultats montrent que 1'influence du temps de transit est trés importante sur le coiit d'acqui-
sition. Cette influence cependant est pondérée par Ta valeur ralative des temps de rd&paration par
rapport au transit.

Une dernidre &tude est faite avec des temps d'accessibilité aux modules majorés de + 6j et des temps
de réparation des modules majorés de + 18j.

L'influence de ces majorations sur les besoins en volant est de méme importance que des majorations
identiques des temps de transit.
CHAPITRE 7 - PROCEDES ET METHODES DE SURVEILLANCE

Pour tout constructeur, disposer des meilleurs procédés de surveillance applicables sur moteur,
autorisant 1a politique de maintenance 1a plus efficace et la moins coliteuse est 1'objet d'efforts cons-
tants.

Ce qui suit résume un travail de synth@se établi fin 1978 des travaux faits par la SNECMA portant
sur :

- la surveillance du circuit d'huile :
. analyse spectrométrique
. analyse des particules

- 1'analyse vibratoire

- la gammagraphie

- 1'endoscopie et ses variantes

- la surveillance des circuits &lectriques et électroniques.

- PR U - -




7.1. ANALYSE SPECTROMETRIQUE DES HUILES

.1.1. Deux solutions sont applicables.

Spectrophotométrie d absorption atomi?gg ol 1'échantillon mis er solution sous forme d'un fin brouillard
est Tntrodult dans une FTamme, TaqueTle est sur le parcours d'un rayonnement dont on mesure 1'absorption
pour la longueur d'onde caractéristique de 1'é1ément A déceler.

Spectrométrie d'émission od un arc électrique est &tabli entre une électrode fixe et une &lectrode tour-
nante balgnant dans T"&chantillon d'huile. Les atomes contenus dans 1'huile sont excités et émettent des
raies spectrales, séparées par un réseau, dont les longueurs d'onde sont caractéristiques de la nature
des &l&ments et 1'intensité en rapport avec les concentrations.

Les avantages et les inconvénients des deux méthodes sont :

. Seuil de détection trés bas (entre 1/10 et 1/100 de ppm).

. Excellente reproductibilité.

. Il nécessite 1a dilution des échantillons d'huile (dans le méthylisobutil-cétone par exemple).
. Pour un échantillon, i1 faut effectuer autant de mesures que d'éléments recherchés.

. Capacité d'analyses d'environ 40/jours.

. Seuil de détection moyen (entre 0,3 et 0.5 ppm).
. Reproductibilité moyenne
. Ne nécessite pas la dilution des échantillons

. Tous les &léments recherchés sont analysés simultanément

. Ne nécessite pas un personnel trés qualifié
. Capacité d'analyses de 100 & 150/jours.

La SNECMA et de nombreux utilisateurs dont 1'Armée de 1'Air Francaise et la Marine ont choisi la
spectrométrie d'émission plus facile de mise en oceuvre. La spectrophotométrie a un temps d'analyse beau-
coup plus long, mais, plus précise, elle a cependant &té choisie par certains clients.

On obtient une concentration qu'il faut relier 4 la vitesse d'usure.

7.1.2. Interprétation des mesures de concentration.

En fait 1a vitesse d'usure recherchée n'est qu'un des facteurs dont dépend l1a concentration. I} y
a eu outre le volume d'huile dans le circuit, 1a consommation d‘huile, le temps de fonctionnement et la
fréquence des compléments de plein.

La vitesse d'usure est donnée par :

T n-1 T n+ 1
Cl(1+ gv— —_—)-C (1- §V~ ——)
m= ° n 9 n en mg/h
n Tlog 1

T
; Vor

ou Co et C1 sont les concentrations mesurées en début et fin de période en mg/Titre.

q la consommation d'huile en 1/h

T le temps de fonctionnement moteur en heures

Vo 1le volume d'huile aprés plein en litres
n le nombre de pleins dans la période
Dans 1'application de cette méthode, les seuils d'intervention sont fixés en vitesse de pollution.

Le suivi de ce paramétre constitue donc un moyen de surveillance précis du circuit, i1 traduit notamment
1'urgence d'intervention. En contre-partie, elle exige une procédure de sufvi sévére.

Une collaboration entre 1a SNECMA et 1'Armée de 1'Afr Frangaise a permis de vérifier expérimenta-
Tement sur les moteurs ATAR, 1a validité de la méthode. Elle est actuellement largement utilisée sur les
matériels militaires et civils et est introduite dans les Manuels de Maintenance.
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7.1.3. Possibilités d'amélioration des diagnostics.

Malgré la présence de plusieurs symptomes (ou en 1'absence d'autres symptdmes), i1 peut dtre diffi-
cile de localiser 1'avarie. Certains moyens permettraient d'améliorer la situation :

- Répartition judicieuse des matiéres en fonction des différents modules & distinguer ou utilisation de
revétement spécifique 3 un module : ainsi, 1a nature de la pollution suffit & en trouver 1'origine.

Implantation de systéme efficace de captation des particules sur les retours d'huile de chague module :
il suffit ainsi de remonter en amont pour localiser la source.

Utilisation des traceurs :

Une étude menée sur ATAR 101 avait consisté en 1'utilisation de divers revétements au niveau des portées
de roulement sur chaque ensemble afin de distinguer sans ambiguité 1'origine d'une usure. L'argentage,
le cuivrage, le chromage et le cobaltage ont &t& parmi les revétements essayés.

7.2. ANALYSE DES PARTICULES

7.2.1. Recueil des particules.

Le but de cette analyse est d'examiner les particules de grandes dimensions (supérieures & ~ 50
microns), et qui sont souvent les symptdmes d'avaries tels que écaillage des roulements ou arrachements
de métal par rotation des bagues des roulements.

A 1'origine, les filtres avaient été placés dans les circuits d'huile pour protéger les gicleurs
et garantir une certaine pureté de 1'huile de lubrification mais, trés vite, on s'est apercu de 1'intérét
évident qu'il y avait a surveiller les limailles au point que 1'on a ajouté des filtres spéciaux et des
barreaux magnétiques, dans les retours d'huile, pour détecter la présence des limailles.

Un dispositif spécial baptisé "piége & particules" a &té développé a la SNECMA.

I1 est a visite rapide (verrouillage baTonnette) et comporte un barreau magnétique pour capter les
limailles magnétiques et un filtre fin (< 50 microns) pour capter les limailles non magnétiques. I1 est
d self obturation pour éviter les écoulements d'huile lors des inspections. Son efficacité est voisine de
100 % et i1 permet un examen trés rapide et efficace.

7.2.2. Examen des particules.

Les particules non magnétiques sont identifiées généralement par attaque chimique & 1'aide de
réactifs spécifiques a chaque base d'alliage.

Ensuite, les particules magnétiques (qui sont les plus fréquentes et surtout les plus importantes
pour le diagnostic) sont enrobées dans une résine. L'ensemble est poli, puis attaqué chimiquement pour
mettre en évidence la structure des alliages composant les particules.

Un examen au microscope métallographique permet donc de trouver 3 quels types d'alliage on a

affaire. On distingue essentiellement : acier ordinaire, acier 3 roulement, acier cémenté, acier inox.

Pour obtenir la nuance exacte de 1'alliage, une analyse complémentaire peut &tre effectuée par
spectrographie, dans une ce’lule spéciale.

La limaille est fix&e dans un support conducteur en graphite fritté et exposée & un bombardement
d'ions d'un gaz ionisé. La particule ainsi bombardée génére une lumidre comprenant les longueurs d'onde
des métaux présents dans la limaille. Cette lumidre est envoyée dans un spectrométre donnant les propor-
tions des différents métaux et, par conséquent, 1'alliage. On peut, en particulier, distinguer deux allia-
ges de 1a méme famille. Les 1imailles analysées 3 1'aide de cette cellule ne sont pas détruites, ce qui
permet de procéder & des contre-expertises. Cette cellule peut s'adapter & tout spectrométre, en particu-
lier, & celui capable d'analyser 1'huile et Tes limailles.

7.2.3. Diagnostic.

En fonction de 1'importance des différents facteurs relevés, la décision de déposer ou non le mo-
teur est 3 prendre. Un guide a &té établi 3 cet effet.

L'ensemble des &léments relatifs 3 1'analyse d'un type de limailles et & 1'avarie correspondante
est regroupé dans une fiche. La collection de ces fiches constitue le guide de recherche des pannes
"1imailles”. Un tel guide permet, 3 1'aide de moyens trés limités (binoculaire) de faire des analyses
grossidres sur place et d'avoir une idée de 1'{ntervention nécessaire sur le moteur, sans attendre le ré-
sultat de 1'analyse du laboratoire. Ce point est particuliérement important lorsque les inspections des
filtres sont faites 1a nuit, alors que les laboratoires fonctionnent le jour; ceci peut permettre de déci-
der de remplacer un moteur dans 1a nuit plutdt que de courir le risque d'une avarie en exploftation.

7.3. ANALYSE VIBRATOIRE

L'analyse vibratoire est opérationnelle et mise en application sur 1'ensemble du parc ATAR 09C et
sur le parc ATAR 09 K 50 afin de recueillir les &léments statistiques indispensables.

- Enregistrement vibratoire.

Le signal vibratoire global peut &tre enregistré sur bande magnétique & 1'aide d'une chaine repré-
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' L'enregistrement s'effectue sur moteur avionné ou au banc de point fixe.

L'analyse vibratoire permet de retrouver, & partir du signal enregistré sur bande magnétique, chaque
composante correspondant & un organe déterminé. Plusieurs types de processus analytiques de dépouillement
peuvent &tre utilisés, par point, automatiques, par filtre de poursuite.

4 7.3.1. Dépouillement par filtre de poursuite.

La SNECMA a &tudié et réalisé un filtre de poursuite & 12 voies. Cet appareil permet de réaliser un
tracking du signal vibratoire global. En 1'associant 3 une série de tables tragantes, on obtient le tracé
de 1'évolution des intensités vibratoires de 12 ordres pré-sélectionnés en fonction du régime. En repas-
sant plusieurs fois la bande magnétique, on peut ainsi obtenir les tracés sur tous ordres pré-déterminés
de 1 & 99. Cette méthode peut constituer un complément au dépouillement automatique car elle permet en
particulier, de rechercher les ordres correspondant & des intensités vibratoires trés faibles.

-4l

Les grandeurs considérées pour ces analyses sont les suivantes :

la vitesse efficace pour la surveillance des &léments pour lesquels la fréquence de vibration est
moyenne,

- 1'accélération pour la surveillance d'organes pour lesquels la fréquence de vibration est élevée et
mettent en jeu de faibles énergies cinétiques.

7.3.2. Diagnostic.

Deux études paralléles ont &té menées.

Le suivi du signal "hors tout" (basses fréquences).

I1 permet Ta surveillance du balourd de 1'ensemble mobile compresseur-turbine qui constitue 1'ori-
gine essentielle des vibrations perceptibles par les pilotes.

Cette méthode peut &tre appliquée sans enregistrement & partir d'un indicateur de vibrations. Ce
dispositif a été mis au point pour ATAR 09C et équipe les cabines de point fixe ATAR 09 K 50.

- Le suivi en large bande par analyse vibratoire.

L'étude a &té menée de fagon statistique. Grice 3 Ta collaboration de 1'Armée de 1'Air et au déve-
loppement des performances des capteurs & cristal piézo-électriques, les enregistrements vibratoires ont
été réalisés sur un grand nombre de réacteurs. Des tableaus ont alors pu &tre constitués pour chaque ordre
(Fig. 7.2.), ce qui a permis d'en déduire des moyennes. A partir des valeurs situées nettement en dehors
des moyennes, des corrélations entre les niveaux ou 1'aspect des spectres vibratoires et les constatations
au démontage des moteurs ont pu étre entreprises progressivement, La vérification de ces corrélations a
été axée sur les recherches suivantes.

- présence d'avarie lorsqu'un symptdme vibratoire anormal était décelé,
- absence d'avarie en 1'absence de symptdmes.

Au fur et a mesure de 1'avancement de 1'étude et de 1'acquisition des é&léments de corrélation,
un guide de signature de panne a été élaboré.

L'analyse vibratoire, qui permet de détecter 1'apparition d'anomalies sans démontages, est suscep-
tible, d'une part, de renforcer la sécuritd, d'autre part, d'alléger 1a maintenance.

Son application, limitée précédemment & 1a chaine cinématique, avait permis de retirer du service
certains renvois de commande; aujourd'hui appliquée au moteur complet, elle évite 1'emploi de moteurs
douteux.

Dans 1'optique de la maintenance, 1'application systématique de ce contrdle permet, d'ores et
E déja, d~ supprimer certaines opérations de maintenance programmées.

7.4. GAMMAGRAPHIE
7.4.1. Principes.
11 consiste donc & placer la pidce & examiner entre la source de rayonnements et le film.

Les sources utilisées en gammagraphie sont des isotopes artificiels. Suivant les pays, les iso-
topes disponibles peuvent 8tre différents. En France on utilise essentiellement 1'Iridium 192.

11 faut noter que le rayonnement issu de l1a source &met sur un angle de 360° qui permet donc
d'effectuer un contrdle panoramique en un seul tir.

Ceci est particulidrement intéressant sur des carters de moteur, qui sont des piéces de révolution
et on peut donc, en un seul tir, contrbler toute une virole circulaire. Le rayonnement qui ne rencontre
pas de film est donc inutilisé.

7.4.2. Utilisation.

L'outillage nécessaire en gammagraphie est relativement simple. (voir figure 7.3.)
o o StamiRia = Rick ~ s
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(a) outillage spécifique au moteur : i1 se limite & un outillage de centrage de 1a canne porte
source.

(b) outillage standard :

- canne : la source pénétre dans sa position de contrdle par une canne creuse fermée 3 une
extrémité - son diamétre est de 12 3 14 mm,

- conteneur de source avec source : le conteneur sert au stockage et au transport de 1a source.
I1 est généralement en Uranium appauvri, matériau trés dense et qui apporte donc une excel-
lente protection pendant les phases de son utilisation,

- télécommande : lorsque la source transite du conteneur vers 1'intérieur du moteur (dans un
conduit flexible entre le conteneur et la canne) il faut éviter d'approcher de la source qui

; émet alors le maximum de radiations puisqu'il n'y a aucune absorption autour d'elle. L‘opé-
rateur utilise donc une télécommande qui lui permet de provogquer ce transfert avec un recul :
suffisant (environ 15 métres). )

A 1a SNECMA, tous les moteurs nouveaux en étude sont 1'objet de campagnes de tir systématiques
pour déterminer toutes les possibilités de contr8le en gammagraphie et pour améliorer 1'adaptation du
moteur avant que le dessin de la Série ne soit figé.

7.5. ENDOSCOPIE

7.5.1. Domaine d'application.

E: Les applications de 1'endoscopie découlent du mode de contrdle visuel qu'elle réalise et qui fait
percevoir les défauts suivants : f

- impact d0 au passage d'un corps é&tranger,

déformation,

criques,

traces de frottement ou d'usure,

déplacement,

colorations, pouvant traduire une surchauffe.
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Or, sur un turboréacteur, il est particuliérement intéressant de visualiser les éléments qui sont,

soit exposés & des dégradations de type aléatoire (aubages de compresseur), soit soumis a des ensembles

mécaniques et thermiques sévéres de contraintes (parties chaudes). Le domaine d'application préférentiel

de 1'endoscopie sera donc la veine d'air, c'est-a-dire :

- aubages mobiles du ou des compresseur (s) (figure 7.4. a)

- chambre de combustion (figure 7.4. b)

- aubages mobiles de turbine.

Ainsi, sur tous les nouveaux turboréacteurs, on trouve des passages endoscopiques donnant accés &
ces parties du moteur par introduction radiale d'un endoscope au-travers des carters.

Par ailleurs, on a développé des applications spéciales de 1'endoscopie telles que :

- endoscopie & réticule, pour le contrdle quantitatif d‘usure de cannelures internes dans des arbres ou
des pignons (figure 7.4, c),

- endoscopie de ressuage, pour réaliser le ‘contrdle des criques non visibles a 1'oeil nu dans des condi-
tions d'accés limitées & celles de 1'endoscopie classique,

- vidéo-scopie, qui consiste & remplacer 1'oeil humain par une chafne de télévision en circuit fermeé.
7.5.2. Conditions d'adaptation du matériel endoscopique et du moteur.
I1 faut que le matériel endoscopique soit adapté & Ta machine et vice versa. Il faut que les ori-

fices d'accés tiennent compte des performances du matériel. L'expérience a montré que la réalisation d'une
adaptation optimale passe impérativement par la satisfaction des conditions suivantes :

chaudes et périphériquement pour Tés parties qu'on ne peut faire défiler devant 1‘endoscope.
Une bonne répartition est celle qui permet d'avoir uniquement recours d des endoscopes rigides.

a) une_bonne répartition des orifices d'accés, le long de 1a veine d'air et au niveau des parties
&

(b) un_dimensionnement_approprié des _orifices. Pour cela i1 faut d'abord bien connaitre 1a nature

est la profondeur de champ. Pour guider les bureaux d'études de conception, des recommandations
générales sur 1'endoscopie ont &té incluses dans le Manuel du Dessinateur.

(c . Le motoriste ne doit pas se contenter d'offrir des
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oritices endoscopiques 3 Son cTient. 1T doit lui préciser la nature du suivi en maintenance et
Tui recommander le matériel le mieux approprié. Le constructeur est conduit 3 proposer des
"kits" endoscopiques dans lesquels 1'utilisateur trouve le matériel nécessaire et suffisant
pour le contrdle de son moteur.
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7.5.3. Vidéo-scopie, magnétoscopie, photo-endoscopie.

L'endoscopie pour le contrdle des aubages mobiles de compresseur a permis de diminuer les colts
d'entretien du moteur puisque le gain de main-d'oeuvre par rapport a un démontage et d un contrdle visuel
est supérieur & 50 heures dans le cas de 1'ATAR 09 K 50,

Mais en contrepartie ce contrfle s'est avéré fastidieux et fatigant pour les opérateurs. En effet,
1'examen des quatre roues mobiles de 1'ATAR 09 K 50, par couronnes successives, représente prés d'un millier
d'images.

Une chaine de télévision en circuit fermé remplace 1'oeil de 1'opérateur en renvoyant 1'image sur
un récepteur de télévision.

Les images fournies par la chaine de vidéo-scopie peuvent étre aisément enregistrées sur magnétos-
cope pour garder en mémoire un contréle.

Inversement, on peut enregistrer préalablement des défauts types sur bande vidéo et les comparer
aux images du contr8le direct. La chaine de vidéo-scopie a été prévue a cet effet avec deux voies d'entrée
vidéo sur le moniteur pour un examen successif des images données par Ta caméra et par le magnétoscope.

Tout comme on peut monter une caméra de télévision sur 1'occulaire de 1'endoscope, on peut
également y adapter un appareil photo.

La photographie & travers 1'endoscope facilite le suivi de certains défauts qui affectent une piéce
interne du moteur accessible & 1'endoscope, lorsque 1'on veut suivre 1'évolution de ces défauts avec le
vieillissement de la machine.

7.5.4. Endoscopie U.V.

L'idée est de créer un dispositif capable, dans les conditions d'accés qui sont celles de 1'endos-
copie, de réaliser les deux fonctions suivantes :

- une fonction de nettoyage et d'injection de produit de ressuage sur une zone douteuse,
- une fonction de visualisation du ressuage, pour statuer sur 1'existence ou 1'absence des criques.

7.6. APTITUDE A LA MAINTENANCE AVEC SURVEILLANCE.

Cette aptitude @ la maintenance avec surveillance a été un des objectifs de définition du moteur
M53. La figure 7.5. résume ses caractéristiques, cependant que la figure 7.6. montre Te découpage modu-
laire du méme moteur.
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CHAPITRE 8 - TYPES D'ORGANISATION ADAPTES A DE TELS PROGRAMMES
8.1. OBJET

C'est principalement de 1'organisation chez le constructeur de moteurs qu'il est question. Quelques
commentaires sont faits sur les rapports avec les Services Officiels et les Coopérants éventuels.

Le probléme est & considérer dés la recherche et le choix de ce que devrait et pourrait &tre le
moteur pour lequel un programme est envisagé, qu'il s'agisse d'un moteur entiérement nouveau ou d'un
nouveau développement d'un moteur existant. En général sont concernées chez le constructeur la plupart
des fonctions technico-commerciale, financiére, technique, production, logistique/maintenance et qualité
et i1 est nécessaire que les rfles soient définis & toutes les phases.

8.2. STRUT™IRES ET PROCEDURES

L'usage s'est établi chez les constructeurs de mettre une structure de coordination, pour chaque
programme, pour la synthése des informations et la préparation sinon la prise des décisions. I1 peut y
avoir divers degrés dans 1'intégration & cette structure de moyens propres. Cela peut aller jusqu'd
1'"i10t" du type de celui cré&é par la SNIAS pour 1'hélicoptére Ecureuil ol toutes les disciplines sont
rassemblées dans un lieu et sous une autorité communs, bien que conservant un lien fonctionnel avec les
unités dont elles sont détachées.

Dans cet 116t la circulation des informations, la prise des décisions relatives au programme se
font de maniére classique et aisée et pour autant qu’on ait regroupé des hommes de talent la réussite
est spectaculaire.

IN n'est pas toujours possible ni souhaitable d'aller jusque 13, au moins pour un programme
majeur de moteur militaire.

La masse de moyens qu'il faut utiliser aux plans techniques, préparation de 1a production et de
1a waintenance par exemple doit dépasser un seuil critique au moment de leur utilisation.

Les problémes de coordination ne sont pas seulement au niveau du programme moteur mafs aussi au
niveau de la répartition de ces moyens entre les programmes.

Un équilibre efficace entre continuité et répartition des actions et des pouvoirs est 3 trouver
dans des procédures définissant : qui fait quoi, quand et comment, les décisions aux différents degrés
et les instances d'arbitrage éventuel.




La prise en considération d'objectifs (colts compris) au long de la vie du moteur ne peut que ren-
forcer 1a nécessité d'efforts de mise au point d'une organisation adaptée.

8.3, COMPOSITION TYPE D'UNE FICHE PROGRAMME MOTEUR.

Avant de décrire un exemple d'organisation sur le déroulement d'un programme de dévelappement il
convient de rappeler une composition type de fiche programme :

- Indication de 1a mission et du domaine de vol i

- Jeu d'objectifs avec latitudes d'adaptation possibles :

. Poussée au décollage, en montée, en croisiére,

. Consommation spécifique en montée et en croisiére,
. Masse, ﬂ
¥ . Colt et délai de développement jusqu'd homologation, 1
i . Codt de production pour une hypothése de série et de cadence,
2 . Consommation de rechanges valorisée,

s . Caractéristiques de modularité et maintenabilité.
H

bbbt

- Eléments de pondération entre les objectifs ci-dessus et exigences contractuelles prévues ou exprimées.

8.4. TRAVAUX PREPARATOIRES AU DEROULEMENT D'UN PROGRAMME.

8.4.1. Au sein de la fonction technico-commerciale.

- Une exploitation permanente des informations recueillies auprés des avionneurs, et des Etats-majors sur ]
leurs besoins futurs, leurs préoccupations, leurs objectifs de coit est menée. i
3 - Une exploitation permanente est également faite des colits d'exploitation ou d'utilisation des divers

moteurs et de leur évolution, notamment ceux concernant la maintenance et les rechanges (taux de consom-
mation et valeurs pour les différentes piéces) sachant qu'il s'agit d'un élément important du choix des
utilisateurs & qui on proposera le nouveau matériel.

- Des méthodes sont &laborées pour estimer 1'impact des variations des différentes caractéristiques tech-
niques et économiques d'un moteur sur les avions existants ou probables en fonction de leur "mission”.

- I1 est tenu compte de 1'évolution connue et prévisible des colts de production des moteurs.

De ces données de base, est dégagée une esquisse de fiche programme. ‘
8.4.2. Au sein de 1a fonction technique.

Une exploitation permanente est faite :

- des différents cycles envisageables, de ce qui en résulte sur les performances et caractéristiques d'un
moteur et de ce qu'ils requiérent av niveau des composants,

- des possibilités et délais d'aboutissements des travaux sur 1'amélioration des composants et sur les
procédés de fabrication,

- des études statistiques de caractéristiques des moteurs et de leurs composants (en fonction de paramétres
accessibles au stade de 1'avant-projet) des coits et délais de développement, ainsi que des colts de :
production, :

- des mises en mémoire et programmes de calcul informatiques permettant d'utiliser et combiner les diverses i
données acquises. |

De ces données de base, i1 est dégagé des avant-projets sommaires permettant de concrétiser certains
développements exploratoires et de jalonner les possibilités de réponse aux fiches programmes. i

8.4.3. Au sein de 1a fonction maintenance/logistique. !
Une exploitation permanente est faite, en 1iaison avec la fonction Qualité :

- des informations recueillies sur le comportement en exploitation et en maintenance des moteurs, en fonc-
tion des caractéristiques de ceux-ci et de leurs conditions d'utilisation,

- des possibilités et délais d'aboutissement des travaux sur 1a maintenabilité, la réparabilite, la sur- 3
veillance de 1'apparition des défauts. .
g
f; De ces données sont dégagées :

1'évolution de 1a politique de maintenance,

L]

les méthodes de prévision des codts de maintenance,

1]

les caractéristiques exigibles & l1a conception des moteurs.
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8.4.4. Au sein de la fonction prévision des colts.

Dans cet exemple le Responsable de la prévision des colts anime 1'exploitation permanente des in-
formations relatives aux colts de production et & leur dépendance des principales caractéristiques des
moteurs et de leurs constituants.

8.5. MISE AU POINT DE LA FICHE PROGRAMME INITIALE ET PRESENTATION D'UN AVANT-PROJET ADAPTE.

A ce stade, ne doit figurer dans cette fiche programme que ce qui est strictement nécessaire avec,
si possible, un ordre de priorité dans les objectifs ou mieux, les poids relatifs & leur accorder.

Au regu d'une esquisse de fiche programme, la Fonction Technique examine la possibilité d'y répon-
dre par un avant-projet adapté et, si besoin est, propose & 1a Fonction Technico Commerciale les retou-
ches qui permettraient une meilleure réponse, au vu des éléments dont elle dispose.

Dés ce stade i1 est, si nécessaire, distingué sur chaque poste de la fiche programme moteur ce qui
est objectif & viser de ce qui est exigence & satisfaire impérativement (en général ce & quoi on s'enga-
gera auprés des tiers).

Dés qu'un accord est atteint entre les deux parties, la Fonction Technique prépare et présente
1‘avant-projet adapté.

La création du programme correspondant est alors proposée & 1'accerd de l1a Direction Générale.

8.6. CONCEPTION INITIALE POUR DEMONSTRATION

8.6.1. Sur les bases précédemment définies, le Responsable de Programme désigné (ci-aprés R.P.) demande au
Responsable Technique désigné (ci-aprés R.T.) de proposer un programme de développement avec identifica-
tion des tdches. Des estimations des délais et de la répartition des dépenses entre ces téches sont faites.

11 demande, par ailleurs, au Responsable de la Prévision des Colts (R.C.) de définir une premiére
répartition de 1'objectif de colGts de production entre les "constituants" du moteur, conforme au découpage
prévu de la définition par dessins.

I1 demande également au Responsable de 1a Maintenance (ci-aprés R.M.) d'exprimer pour chacun des
constituants les caractéristiques de maintenance voulues.

8.6.2. Le R.T. avec la participation des spécialistes de diverses fonctions veille & ce que 1'élaboration
de dessins soit faite en visant les objectifs retenus; le R.C. fait procéder au chiffrage des coits et
indiquer les écarts par rapport aux exigences et aux objectifs.

8.6.3. Au vu de ces écarts le R.T. définit 1e programme complémentaire et le calendrier des actions sur
chaque "constituant” qui permettra d'atteindre les exigences et les objectifs et le soumet & 1'accord du
R.P.

Si, aprés avoir recueilli 1'avis du R.C., le R.P. ne peut donner son accord & la poursuite des
travaux, il demandera de nouvelles instructions de la Direction Générale et des Services Officiels s'ils
sont concernés.

8.6.4. Si le R.P. a donné son accord, sur 1a base de 1a fiche programme initiale ou modifiée par D.G., le
R.T. fait poursuivre les dessins de dé&tail, la réalisation des piéces, le montage et les essais du moteur
de démonstration et de ses composants, s'il y a lieu, i1 engage les actions du programme complémentaire,
enfin i1 présente une synthése des résultats.

8.6.5. La Fonction Technico Commerciale recueilie 1'avis des clients connus ou potentiels sur le projet
et procéde éventuellement & un ajustement des objectifs.

I1 est demandé au R.T. de présenter au R.P., pour accord, une mise 3 jour du programme de dévelop-
pement en vue de 1'homologation.

8.7. DEFINITION POUR HOMOLOGATION ET PRODUCTION EN SERIE

Lorsque jeux d'objectifs et programme pour homologation ont &té retenus selon des spécifications
détaillées, le R.T, lance 1'établissement des dessins pour lequel i1 est procédé comme en 6.2.

Toutefois, & ce stade, le chiffrage peut faire partie intégrante du circuit d'approbation et donner
Tieu & une signature du responsable de la production.

Cette signature exprime, outre la faisabilité, la conformité aux exigences de colt et s'il n'en est
pas ainsi, la dérogation doit &tre obtenue au niveau du R.P. si besoin est, de 1a Direction Générale
aprés présentation d'un programme d'&tudes et validations complémentaires et d'introduction des modifica-
tions correspondantes en’début de série, tenant compte des mises en place d'outillage.

8.8. RESUME DES ATTRIBUTIONS SUIVANT CETTE PROCEDURE

I1 appartient donc & la Fonction Programme, sur la base des informations exploitées, d'é&laborer,
faire approuver, & 1'origine comme lors des évolutions qui apparattraient nécessaires, faire respecter un
Jeu cohérent d'objectifs et d'exigences.
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11 appartient & la Fonction Technique :

- par son Responsable des Avant-Projets de proposer, sur la base des connaissances exploitées, un avant-
projet propre & satisfaire les objectifs et exigences,

- par son Responsable Technique pour le programme de développer, pour un coQt et dans un d&lai donnés,
jusqu'a homologation, un moteur conforme non seulement aux objectifs techniques mais aussi & ceux de
colt prévisionnel, notamment de codt de production et de maintenance.

11 appartient 3 la Fonction Maintenance Logistique de :
- élaborer et diffuser les outils et méthodes de prévision des colts de maintenance,

- s'assurer de 1'applicabilité au moteur des méthodes de surveillance de maintenance et de réparation
préalablement définies.

11 appartient au Responsable de la Prévision des Cofts de :
- s'assurer de la constitution et de 1'utilisation correctes d'outils et méthodes de prévision des coits,
- d'assurer 1'aboutissement des actions permettant de disposer de technologies compétitives,
- contribuer & la définition de 1'objectif de collt de production et de fixer sa répartition,
- faire examiner et chiffrer les dessins,
- tenir 3 jour les écarts entre les chiffrages et les codts objectifs par “"composant" et pour le moteur.

I1 appartient 3 la Fonction Production de s'assurer de la participation des spécialistes de la pro-
duction & 1'élaboration de la définition et aux aménagements de celle-ci en vue de réduire le coiit.

8.9. PROGRAMME EN COOPERATION

La nécessité d'une structure et de procédures de coordination pour le programme considéré est encore
plus nette. Logiquement la responsabilité du développement, de la production et de la maintenance devrait
incomber au méme partenaire pour un constituant donné. La répartition des objectifs de cofit entre les
tiches et les partenaires et leur ajustement peuvent poser des problémes dé&licats.

8.10. RAPPORTS AVEC LES SERVICES OFFICIELS

Que ce soit pour 1'élaboration et la négociation d'une fiche programme contractuelle ou pour le sui-
vi et les prises de décisions aux étapes clés du programme, il est souhaitable qu'une organisation de
coordination de chaque programme existe &galement au sein des Services Officiels.

Le dialogue avec Tes constructeurs est facilité si certains éléments ou principes de base de la pré-
vision des colts sont établis de concert, sous 1'égide des Services Officiels.

CHAPITRE 9 - ACTIONS POSTERIEURES A LA CONCEPTION INITIALE

9.0. De telles actions peuvent &tre engagées avec des objectifs nouvellement dé&finis soit 3 la suite de
1'apparition de valeurs &levées sur un poste de dépenses, soit & 1a suite d'une modification des condi-
tions extérieures : hausse des prix ou risques de pénurie de carburants ou matiéres premiéres. I1 est tenu
compte des résultats obtenus dans les prévisions ultérieures.

9.1. DEPENSES D'ESSAI DES MOTEURS :

Elles s'imputent au coOt d'acquisition pour les essais de réception et au colt de réparation (donc
de maintenance) pour les essais de contrdle en sortie de 4&me &chelon.

Elles dépendent d'un cahier des charges dont la modification est traitée comme une modivication de
la définition.

Elles comprennent une part temps d'occupation des bancs d'essais, une part de main-d'oeuvre qui est
en premiére analyse proportionnelle & 1a premiére, et une part consommation de carburant.

Une action sur ces dépenses est menée périodiquement.

La derniére en date sur les essais de réception d'un des moteurs ATAR a permis encore une réduction
de 25 % sur les deux postes par une action sur le cahier des charges.

Généralement les essais de contrdle en fin de réparation suivent une &volution paralléle.

9.2, INTRODUCTION DE MODIFICATIONS A BILAN "AU LONG DE LA VIE" FAVORABLE

La procédure d'approbation des modifications des moteurs par les Services Officiels francais retient
depuis longtemps comme &lément de décision la présentation d'un bilan "au long de la vie" favorable,
notamment quand 11 y a accroissement du colt d'acquisition.
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C'est ainsi que les seules décisions prises en 1975 et 1976 sur les moteurs ATAR (pi&ces communes)
représentaient un gain "au long de 1a vie" représentant la valeur de plus de 30 moteurs, bien que 1'ac-
croissement du codt d'acquisition correspondant soit d'environ 1 %.

9.3. ETUDES D'ECONOMIES SUR MATERIAUX :

11 est apparu au cours des années récentes que 1'approvisionnement de certains matériaux pouvait
devenir aléatoire et que, bien entendu, leur colt augmentait d'une fagon difficilement prévisible.

Ceci pouvait peser, notamment & travers les dépenses de piéces de rechange, sur Te coGt "au long de
Ta vie".

Il a, de ce fait, été déclenché des études de réduction de la consommation de matériaux tels que le
Cobalt, tant par le choix d'alliages & teneur en Cobalt moindre ou nulle, que par la réduction de la
"mise au mille" sur les piéces pour lesquelles la substitution n'était pas possible ou lointaine.

Dans le premier cas surtout ceci exige une reprise de la conception longue et colteuse :

- choix et caractérisation du nouveau matériau,
- 8tudes des piéces,
- essais partiels,
- piéces et essais de validation,
- complément d'outillage.
Suivant le moteur considéré, le colit de 1'introduction en série peut &tre compris entre 1 et 3 fois

le colt d'acquisition d'un moteur, le délai étant en moyenne, en 1'absence de prise de risque, un peu in-
férieur & quatre ans.

-CHAPITRE 10 - RETOUR SUR LE CONCEPT DE VALEUR

10.1. CONCEPT DE VALEUR

Comment se situent "Design To Cost", "Design To Life Cycle Cost", "Direct Operating Cost" par rap-
port au concept de Valeur ? Pour permettre de tels rapprochements i1 est utile de préciser le sens retenu
ici pour la Valeur dans 1'expression Analyse de la Valeur.

I1 est admis que la Valeur croisse lorsqu'augmente 1’'adéquation au besoin réel ou la satisfaction

des fonctions & assurer et lorsque s'amenuise 1'appel aux ressources que 1'on souhaite ménage-.
q

Le cas le plus simple est celui d'un besoin élémentaire ou d'une fonction unique dont la satis-
faction peut &tre repérée dans une échelle unique, d'une part et d'une ressource unique ol la dépense
est mesurable d'autre part. On appelle Valeur le rapport satisfaction/dépense et on peut en faire une
représentation graphigue (figure 10.1). Au point A figure une solution A dont la Valeur est la pente de
la droite OA. La Valeur d'une solution B est supérieure a celle de Ta solution A si B est au-dessus de
la droite OA. La valeur des solutions Bl’ Bz’ B3 est dite supérieure & celle de la solution A, bien que
la satisfaction soit moindre pour 82 et la dépense plus grande pour B3'

En fait, i1 y a rarement unicité de fonction et de ressource. Si le dénominateur peut aisément
étre traité comme une somme de dépenses dans une unité appropriée, le numérateur doit &tre la synthése
de plusieurs critéres dont 1a composition dépend de 1'utilisation, voire méme de 1‘'utilisateur qui peut
attribuer des coefficients & chacune des notes données pour les différents critéres. Vectoriellement i1l
situe son axe de jugement par rapport aux axes sur lesquels chacun des critéres est repéré.

I1 est rarement fait usage de telles considérations dans la pratique mais elles constituent néan-
moins un guide d'analyse.

10.2. UTILISATION COMMERCIALE :

Pour un avion commercial de mission déterminée on peut assimiler sa Valeur & Y'inverse du DOC
rapporté au produit (km x passager). On peut alors &tablir des taux d'é&changes entre caractéristiques en
recherchant ,pour chacune d'elles, 1'é&cart ayant le méme effet sur la Valeur.

Quand 11 s'agit d'un moteur monté® sur un avion, la composition des critéres devient délicate mais
1'attribution de coefficients est équivalente & 1a hiérarchisation des objectifs techniques d'une
fiche programme. On peut avoir recours aux taux d'échanges, c'est-a-dire aux &carts sur chaque caracté-
ristique du moteur qui donnent le méme effet sur le DOC de 1'avion.

Lorsqu’il y a variation de la mission, on peut considérer un facteur de sévérité conventionnel dans
le chiffrage du numérateur de la valeur.

10.3. UTILISATION MILITAIRE :

Sauf le cas des transports militaires, qui peuvent s'assimiler aux utilisations civiles, le cas des
moteurs pour avions de combat est trés complexe, car des critéres comme l1a pilotabilité dans le domaine
de vol sont difficiles & chiffrer,
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La encore le probléme n'est pas de simple curiosité inteliectuelle car ne conviendrait-il pas, pour k
mieux situer la capacité d'un moteur & satisfaire les besoins, d'attribuer des coefficients aux différen-
tes régions (notamment frontiéres) du domaine de vol ?

10.4. FORMULES PARAMETRIQUES :

Les formules de la Rand par exemple donnent des valeurs du colit d'acquisition en fonction des carac-
téristiques "externes" du moteur, elles peuvent &tre considérées comme donnant une mesure conventionnelle
du numérateur de la valeur ou de 1'ordonnée du graphique.

10.5. PROGRES TECHNOLOGIQUE ET VALEUR :

11 y a deux fagons de considérer leurs rapports.

On peut, comme dans certaines des formules de la Rand é&voquées plus haut, situer les caractéris- ]
tiques "externes" du moteur par le retard ou 1'avance par rapport 3 une évolution historique.

On peut aussi pour un constructeur donné représenter la limite technologique accessible & un moment

donné par une branche de courbe marquant qu'a son voisinage toute augmentation des “performances" ne peut q
E se faire qu'a un colt éleve. E
CHAPITRE 11 - CONCLUSIONS
\ I1 apparaft que la pratique du DTLCC ou conception pour un cofit "au long de la vie", sur un pro-
gramme moteur, est facilitée par : 4

- la connaissance et 1'analyse des différents postes de ce colt,

- la disposition de moyens de prévision des codts utilisables lors des choix et décisions, c'est-d-dire
partant de données accessibles et dont la crédibilité est suffisante au moment de ces choix et décisions,

- une organisation par procédures et/ou structures adaptées tant pour le programme moteur que pour les
actions préparatoires telles que progrés techniques et technologigues,

- 1'expérimentation sur des cas plus accessibles ol 1'on poursuit de nouveaux objectifs postérieurement
& la conception initiale.

Pour la préparction de cet exposé, 1'auteur a trouvé une aide précieuse auprds de la Direction
Technique des Constriictions Aéronautiques et auprds de 1a Société Nationale d'Etude et de Construction
de Moteurs d'Aviation.
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SUMMARY

Engines currently under development and some that are row entering mﬂitary service have been deSigned undet
the disetpline of Design t6 minlmum Life Cycle Cost (LCC) ‘A ‘major contributor to the achfevement of lower LCC
has been the adoption of the On Condition Maintenﬁnce con¢ept (OCM) OEM’ provides the potential for reduded 1CC
by fully utilizing potential parts itfe and reducing maintenance frequency. “Traditional coneepts of elgme x‘naintenance,
which l4vé been based on fixed frequency 1nspections/overhauls, have Fequired comparatively unsophlstibated fore-
casting to provide adequate iogistics ‘support. With the advent of OCM on the other hand, log!stics requirements are"
heavily inﬂuenced by wearout characteristics dnd usage severity Y such cases more sophistlcated ‘forecasting
methods are required which teallstically represent the dynamics of the logistlcs systein finhereht in such'a mainten-'
ance philosophy. If efficfent logistics management is to be aftaified, such forecasting tools should also provide the
capability to perform trade-off studies on the cost effectiveness of alternative maintenance or logistics systems.
The use of modelling methods which are proving practical in forecasting and trade-off analyses and therefore in estab-
lishing an optimum logistics and support environment is explored. Methods discussed include the consideration of
wearout characteristics where components exhibit an age-reIated replacement rate, ‘and ilso replacement of com-
ponents which may have a specified maximum life in terms of operating cycles or mission severity. The use of
engine history recorders and parts tracking systems and their impact on achieving optimum LCC is also discussed.

INTRODUCTION

Efficient management of the Operation and Support (O&S) phase of an engine life oycle 1s important if the mini- -
mum life cycle cost is to be attained, Since the introduction of design to life eycle cost as a major design discipline
much has been done to reduce O&S costs both in the form of: (a) engine design eg. improved maintainability, reli-
ability, durability, etc., () the engine development; eg. increased severity and reslism, simulated mission
endurance testing (SMET), better definition of usage cycles and -{c) Maintenance Concepts; eg On Condition Main-
tenance (OCM), Engine Health Monitoring System, Engine Diagnostic Systems. While the greatest impact on the
0&S phase costs will be effected on engines that were designed and developed for maintenance and support under
the OCM Concept, it has been demonstrated that this concept can also be applied to older engines. This lecture
will address specifically the use of logistice management tools in supporting engines under an OCM concept. Gen-
eral Electric experience in this area ortginated in the support of the commerctal section of our bustness but has
been actively applied to our military products. The newer military engine lines, f.e. the F404, F101 and T700
have been designed under the design-to-LCC philosophy since their conceptual phase and will/are being maintained
on an OCM basis. The TF34-100 engine whose design was initiated in 1967 preceded the requirements of DOD
directive 5000.28. However, extensive durability testing (SMET and AMT testing) augmented by a modest compon~

3 ent improvement program has continued and the engine has proven to be readily adaptable to the OCM concept.

A Whereas the minimum potential O&S costs of an engine entering service are established by its inherent design
characteristics, it is possible that additional design modifications will be necessary to bring this potential to the
desired level, It is the job of the logistics manager to ensure that this minimum potential level is achieved, and

. where subsequent modifications are required to improve this potential, that the necessary changes are made in the
most advantageous manner,

Managing the logistics support of an engine requires extensive, detailed and long range planning in several
k- areas e.g. manpower, facilities, parts, training and test equipment, Furthermore, this planning must have the
capability of dealing with dynamic conditions such as changes in fleet size, utfitzation, deployment concept and
resource availability, the major tool needed for such planning is a forecasting system. A viable forecasting sys-
tem that can consider variability in engine characteristics, operation requirements and logistics resources will
provide the logistics manager with the opportunity to optimize his O&S costs while meeting operational require-
ments, At General Electric, we have worked on such modele for several years now and have developed consider-
ahle expertence both tn their design and use. The complexity of these models has varied considerably, as has the
cost of running them and analyzing the resultant output, particularly, the model structure and degree of dtserimin-
ation has reflected the availability and credibility of the data base. The data base needed to support such models
can be divided into three broad categories, t.e, those pertaining to (a) the logistics system, (b) the design char-
acteristics of the engine and (c) the deployment and operational use of the engtne.

Category (a) concerns such logistics system parameters as repair times, replenishment, lead times, turn-
around ttmes and repalr levels. In the case of turnaround and pipe-line times, arbitrary standards which are in-
sensitive to the type equipment or geographical location are sometimes specified by the operator. As the sensi-~
tivity of many O&S costs to such parameters 18 very high, data from actual experience should be used in prefereace
to these arbitrary standards. Data, such as repair times, are generally available from military data systems.

R
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Where no data exists such documents as the Logistics Support Analyses (LSA) will provide rational estimates,
Category (b) relates to engine characteristics, such as engine reliability, durability and maintainability, expressed
in such terms as mean time between fallure (MTBF), wearout characteristics (expressed in terms of the Weibull
distribution), maximum operating life (in terms of cycles, mission hours or time at temperature) and times to
repair (in terms of maintenance man hours). Category (c) concerns the number of bases, geographical location,
utilization and mission severity.

Where operational experience exists, much of this data may be derived from existing military data systems.
However, it is GE's experience that the validity of such data can be enhanced by the use of Field Service Represen-
tatives' reports. Historically the available data has always been based on engine flight hours and record keeping
below the engine level has been erratic. A significant improvement in such datu relative to OCM concepts has
been the adoption of Engine Time Temperature (ETTR) recorders and of Parts Tracking Systems. Such a system
is being developed by the USAF under CEMS, the Comprehensive Engine Management System, Currently two
engines are subject to such systems, F100 and the TF34-100. The systems for these two engines are similar,
that for the F100 being operated and managed by OC-ALC and that {or the TF34-100 by General Electric at AEG
Lynn. Both will eventually be incorporated into the single AF managed CEMS system with the Central Data Base
located at Oklahoma City ALC and Engine Management responsibility located at San Antonio ALC., Under the
CEMS System, engine exposure in terms of low cycle fatigue, thermal cycles and time at temperature is being
measured and recorded for each engine. In this discussion the engine history recorders will be referred to as an
Engine Time Temperature Recorder (ETTR), and will relate specifically to the methods used on the TF34-100
engine. For other General Electric engines similar systems are incorporated into the F404, T700-700 and T700-
401 and is also proposed for the F101/DFE, What follows is a description of a forecasting system that GE feels
will be instrumental in developing the full potential of an OCM system and realize the low operation and support
costs inherent in the design of the TF34-100, While tailored to this specific engine the concepts and methodology
involved will be applicable to any OCM engine maintained under an OCM concept.

The total system may be considered as comprising two parts:

(a) A Parts Life Tracking System (PLTS) comprising a Parts Tracking System (PTS) and an ETTR System
and (b) A Logistics Forecasting Model (LFM). The Logistics Forecasting Model i8 comprised of a series of
sub models, the Shop Visit Rate Simulation Model, LCF Optimization Model and Parts Demand/Status Model.

Before describing the elements of the above system, it is pertinent to discuss what is understood by OCM.
This is often construed as a means of eliminating the need to replace parts on a Maximum Operating Time (MOT)
basis. Where OCM techniques such as borescoping, radiography, oil analysis and vibration analysis can detect
incipient failure modes, or where the secondary effects of a specific failure mode do not cause an economie,
safety or operational capability burden, the MOT concept can be eliminated. However, particularly in the case of
turbo-machinery components, failure modes associated with such characteristics as low cycle fatigue (LCF)
thermal fatigue and stress rupture are not always detectable by OCM methods and the secondary effects of such
failures are quite often unacceptable. For these components, it is necessary to establish and observe a life limi-
tation, generally expressed in terms of LCF cycles, equivalent full thermal cycles (EFTC), time at or above a
sertain operating temperature or time at or above a specific power setting. In the rase of the engine upon which
this paper is based, the latter is synonymous with time at maximum power and is designated TA. . To fully
utilize the potential of such parts and to prevent their use beyond the specified age limits, it is necessary to
keep track of each part's operating exposure and location. This is a significant task in an engine fleet that may
number in the thousands and operate for 20 years or more.

PARTS LIFE TRACKING SYSTEM (PLTS)

The concept of accounting for the location and age of various parts within an engine is readily understood.
The identification of all designated parts must be accomplished during initial engine build-up and a file or record
created, In addition to data on parts assembled into production engines, data must be collected, filed and main-
tained on all spare parts introduced into the system. For this purpose a Central Data Base (CDB) consisting of
two sections must be established. The first is a parts master file which encompasses all designated parts entered
into the system either as spares or as part of an engine. The second is the engine master file section which con-
tains a record of the engine data and the data for all the designated parts in that engine. Both sections of the
Central Data Base are updated each time the status of a part or engine changes. This is achieved by recording the
dafly status of each engine and the removal/replacement of any designated part. Most commercial operators have
done so with a reasonable degree of success for many years, the military has a similar system requiring manual
reporting and record keeping; however, its success has been limited ~ with good reason, The mtlitary labor force
is less experienced and somewhat transient, parts tracking has not until now provided any obvious relief or 'm-
proved efficiency at the operator level, thus providing little incentive for meticulous parts record keeping. With
the advent of OCM enyines into the Air Force inventory, the need for an improved and more comprehensive data
collection system was recognized. For several years, the Air Force Logistics Command (AFLC) has been work-~
ing on a Comprehensive Engine Management System (CEMS) which would establish such a data system to encompass
the maintenance information, inventory accountability and technical information required by engine managers within
AFLC and major commands. As part of Increment 1 of the CEMS project, General Electric was selected to develop
the central data base and {nstitute such a system for the TF34~100. Figure 1 is a schematic of the information
flow associated with the PLTS, :
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The PLTS requires data originating from two sources (a) the mechanic responsible for changing parts and
(b) the periodic reading and recording of the ETTR box display. Figure 2 is an illustration of the ETTR displa; .
The data required of the mechanic is the engine Serial Number, part Serial Number, location of part, date and the
information displayed on the face of the ETTR recorder.
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Figure 1. Parts Life Tracking System Data Flow
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ENGINE TIME TEMPERATURE RECORDER SYSTEM

Gt Bt i

The input to the Engine Time Temperature Recorder is taken from the signal to the aircraft cockpit Inter-
g /Turbine Temperature Indicator. The source of this signal is the inter~turbine thermocouple harness. The
3 output of the ETTR is displayed on the face of the unit and is a count of events and times as follows:

Engine Time Temperature Recorder Display

Engine Operating Time (EOT)
Events 550° (C) (E550)
Events 790° (C) (E790)
Events 810° (C) (E810)
,;! 840° (C) Flag
927° (C) Flag
927° (C) Flag
Flag Reset
Hours above 790° (C) Indicator
Hours above 810° (C) Indicator
HSF Units

P N AR

The definitions of those used by GE as logistics forecasting parameters and a description of their use is in-
cluded in the section on ETTR Data Definition and Analysis on Page 8. With this information, the system can
track the location of all identified parts, their total operating time in terms of cycles or time at temperature, and
time remaining to their respective life limits.

PART IDENTIFICATION AND DATA INPUT LOCATIONS

The T¥34-100 engine has 79 parts which are tracked in the PLTS. In the early phases of the program, 120
parts were tracked; but experience showed that this number was not necessary and it was subsequently reduced.
The partial list of these parts shown in Table 1 is extracted from the TF34~100 Maintenance Manual T.O, 2J-
TF34-6. These part life limits are under continuous revision; the table reflects a combination of analytical and
actual engine test experience. As time progresses, we expect the limits to increase as verification test data re-
place generally conservative analytical life assessments, In establishing the list of parts to be tracked, it is
better to err on the side of too many parts rather than on too few in the initial phases. Whereas the elimination of
parts from the system is simple, considerable effort can be involved in backfilling data into the system at a later
date should the need arise to add additional components.

Criteria used to identify parts to be tracked should include such characteristics as:

e Parts having known life limitations (MOT's that fall within the life expectancy of the engine)
eg. Compressor Disks
Turbine Blades
e Parts known to be subject to wear-out characteristics eg. Turbine Nozzles
Augmentor Liners
i Augmentor Nozzle Components
® Major assemblies/modules incorporating any of the above items.
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TABLE 1
PARTS LIST-LIFE LIMITS

Engine
Operating Total K
Name Part Number Hours Cycles Factor
Bearing, Ball, No, 1 5023T48P01 6000
5023T48P02 6C00
Bearing, Ball, No, 2 5024T40P01 6000
: Shaft, Fan Front 6017T63P04 25950 0.540
. Disk, Fan 6020T62G03 1050% 3100% 0,407
: 6020T62G04 35000 0.407
5920T88G01 1500% 35000 0,407
Blade, Fan 3901T93G01 38000 0,463
6018T30P02 38000 0.463
Spool, Stage 3-8 Compressor 6020T63P01 9755 0.389
6036 T75P01 100000 0,500
Disk, Stage 9 Compressor 6016T43P03 31000 0,310
Spool, Stage 10-14 Compressor 6020T65P01 15000 0,341
6037T83P02 18500 0.356
Shaft, HPT Rotor 6017T00P03 18000 0,018
Plate, Stage 1 Forward Cooling 4027T15P02 99999 1,000
Disk, Stage 1 HPT 6031T89P01 9600 0, 009
Blade Set, Stage 1 HPT 6016 T20G05 6800 1.000
6016 T20G07 6800 1.00

*Disk limit requires depot inspection of disk at these time intervals before it can continue in service.

ENGINE MASTER FILE

] The core of the PLTS is the engine master file. This file contains the permanent engine data and all data

s associated with parts subject to tracking, Build-up of this flle is initiated with the release of hardware to the

' engine assembly area. The system used during engine manufacture, designed by General Electric, is known

as the Selected Item Configuration Record - SICR. As parts are accumulated prior to assembly, all pertinent

: data are input to a central computerized data bank by the Production Engine Quality Control Section. As re-
E leased to the shop for assembly, a list of all parts assigned to a specific engine exists and is on file in the Central
Data Bank. As the engine is assembled, parts data are once more input to the system. All actions involving the
changing of parts up to final shipping inspection are covered by this system,

As each entry is made, it is reviewed for completeness, the audit routines immediately reveal any duplica- ]
tions, erroneous part numbers, or improper serfal numbers. Once the engine has been accepted ¢nd is ready to !
ship, the complete engine file is then transferred on a direct computer-to-computer exchange from the SICR
4 System to the PLTS System, thus creating the engine master file in the Central Data Base in Lynn. The data 3
contained in the SICR System are retained for record purposes.

SPARE PARTS DATA

3 Designated spare parts that are manufactured or procured from vendors and included in the inventory at GE

- Lynn are also entered into the SICR Svstem and are transferred to the PLTS System when shipped to the Air Force. ;

{ In the case of designated spare parts that have been bullt into a higher level assembly, the higher level asaembly 3
data are also recorded. Once entered into the PLTS System, a part identification is retained, even if it is sub~ E
sequently condemned or removed from the Air Force inventory. E

: : Aps the PLTS System audits each data entry, it will identify any part that ts recorded as being installed slse-
" ) where, that has been condemned or removed from the inventory, or whose life usage is not consistent with the
Col e 7 recordsd entry.




6-6

INITALIZATION OF BASE LEVEL ENGINE FILE

Engine and parts data are not transmitted from the CDB until an engine is accepted by an operating base or
the spare part 1s installed on an engine. When an engine is accepted into a base inventory, either as an installed
englne on a delivered aircraft or as a spare engine being prepared for installation, the data In the engine master
file are transmitted to initlalize the file at the owning base.

Figure 3 is an illustration of the data fiow between the CDB, the Base Communication Center and the Engine
Documentation. A similar information flow occurs when a part is drawn from base supply for installation into an

engine.

1 BASE SHOPS AND FLIGHT LINE
1 TEST CELL ORGANIZATION
AFTo's 349 & 25 AFTo 25
i
% \ /
ENGINE DOCUMENTATION
§ & MMICS
: INPUTS INTO MMICS SYSTEM
! BASE ADP

BASE CENTRAL DATA BANK

(COMPUTER) 1

i t 3
i 1
: BASE COMMUNICATION CARD DECK
§ CENTER CREATED

AUTODIN NETWORK

CENTRAL DATA BASE

GENERAL ELECTRIC
AEG LYNN

Figure 3. Data Flow Within the TF34-100 PLTS

DATA TRANSACTIONS AT OPERATING LOCATIONS

Initial Installation

Apart from recording any changes in engine parts incurred during manufacturing test or acceptance flight, i
the aircraft manufacturer provides the necessary input data needed to identify the ETTR recorders installed on |
each aircraft and their initial readings. E

Depot Data Transactions

The depot facflity is the main location at which parts are removed, reworked, returned to service or to spares
stock, or condemned, Furthermore, there is extensive interchange of parts between engines and major assem-
blies. This is where the auditing routines butlt into the PLTS System are most effective., As well as maintaining
records on all parts incorporated into engines at delivery, the PLTS maintains records on all designated spare {
3 parts subject to tracking,

R S PR S

When an engine or assembly is shipped from a base for repair/rework, a hard copy of the engine master file,
generated by the Base Engine Documentation Section, accompanies the engine/assembly. This provides the basis
for planned replacement of any life-1imited parts. As the engine is repaired, part change data are transmitted
to the CDB, audited and the master file in the CDB updated. Similar action is taken for assemblies or components *
returned from the field for repair.

If the hard copy Information is lost or damaged or if teardown reveals any discrepancies in the data, a copy
of the engine master flle stored in the CDB may be transmitted at the request of the repair faoility.

The same process is followed with major assemblies or designated components; however, the agsembly ¢
data are not transmitted to the base and entered into the MMICS System unti] the assembly is withdrawn from base )
supply for installation in an engine,




Once the repair cycle is completed and all part changes and TCTO compliances recorded and tranzmitted to
CDB, the engine/part may be prepared for shipment. All documentation normally transferred with an engine,
eg. AFTO 95, is included in the shipment. The CDB records will list the location of the engine as Alameda
NARF until notified by message that the shipment has been received at its destination. At this time, the engine

file at the recetving base iz initlalized by the transmittal of the master file and uploaded into the base level
MMICS System.

Base Level

At the basc level, the Air Force has integrated the necessary data collection into the Maintenance Manage-
ment Information Control System (MMICS) by means of Automated Components Tracking System (ACTS). The
engine data file is initialized at the Base level by transmitting a copy of the engine master file from the CDB to
the Base Computer whenever an engine is accepted into the base inventory. Similarly, parts and engine assembly
data are also transmitted upon notification of the receipt of parts into base inventory., Figure 3 also represents
the data flow for initialization of engine file and parts change data, Maintenance action data and ETTR recordings
are input to the system by means of two record cards: the AFTO 25, Engine Time Accumulated Record, by which
ETTR records are maintained, and AFTO 349, Maintenance Collection Record, which is used to record part re-
movals and installations.

Readings of each ETTR are taken after the last flight of the day. The ETTR is airframe mounted in one of
the avionics bays and is readily accessible, providing line of sight reading capability. ETTR boxes stay with the
airframe and a record of their installation history is maintained in the PLTS System. No manual computation
to adjust for the ETTR reading at engine removal or installation is required as the PLTS logic considers such
factors, The ETTR box itself is tracked in the PLTS, and all ETTR remove and replace actions are recorded
as for an engine or part.

The AFTO 349 and AFTO 25 forms are processed by the Engine Documentation Section which reviews them
and prepares the data for input to the base MMIC System and data processing. At this point, the base level engine
file is updated, and a set of cards is prepared for input to the AUTODIN network for transmission to the Central
Data Base, On receipt of the data at the CDB, the information is audited for errors or anomalies, If none
are revealed, the system updates the Engine Master File and the Spare Parts Master File. If anomalies are
detected, the received data are placed in a suspense file until the anomalies are resolved. This is facilitated by
the two-way transmittal of data over the AUTODIN network, but in most cases the real problem solving is accomp-
lished verbally over the telephone. Rapid response by those responsible for maintaining the Central Data Base
has been instrumental in maintaining a low error rate and in establishing an excellent working relationship with
the base or repair facility personnel, Once ancmalies are resolved, the information in the suspense file is cor-
rected and the update of the master file accomplished.

The PLTS relies on accurate and consistent reporting at the base level. Without the wholehearted endorse-
ment and cooperation at this level, the system will not operate efficiently. Air Force personnel (mechanir 3,
engine records, data processing and communications) are to be commended for the excellent coverage th -y arc
providing on this program. The TF34-100 system has experienced an extremely high level of accuracy wnd
timeliness, none of which could have been achieved without total teamwork.

PLTS DATA AUDIT AND EDIT

Input errors are an ever-present problem that must be dealt with on any large-scale computerized data
system. The TF34-100 PLTS has many error/edit routines designed into the computer system both at the base
level and the Central Data Base,

The CDB computer edit routines are designed to check the majority of all incoming data transmittals for dup-
lications, unknowns or other anomalies, Where an error, such as a duplicate serial number is detected, the
entry of the relevant data transmission set is suspended and an error message is issued. CDB personnel review
all error messages for the required action. If the subject data are from an operating base, a message is trans-
mitted requesting corrective action, The data set under question is meanwhile held until corrected information
is supplied. The same procedure is used for data originating from other sources, such as a repair facility.

In addition to the daily edit/error routines and procedures, the accuracy of the PLTS is checked periodically
by a ""Reconciliation" routine. This is a "one for one' comparative review of the base level data files and the
CDB files. Reconciliation is accomplished at a prescribed time after a base level system becomes operational
(approximately 6 months) and periodically thereafter.

In reconciliations, every data element transaction over the review period is compared between the two files
as well as the current status. This is done on a direct computer-to-computer basis. To date, three such rec-
onciliations have been accomplished with an accuracy level in each case in excess of 98%.
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THE NEED FOR COMPLETE ENGINE FLEET AND SPARES STOCK COVERAGE

In areas where the same engine model or models having identical parts are operated, it is important that all
the engines and designated spares be subjected to the tracking system prior to shipping. The TF34 engine is a case
in point. There are two models, the TF34-100 used by the USAF in the A10 aircraft, and the TF34-400 used by the
USN in the S3A aircraft. There is 100% commonality of the parts subject to the parts tracking system on these
engines, and there is one repair site for both engines, As the TF34-400/S3A does not presently have an ETTR
system and is not included in the PLTS, it ts important that common parts th=t have been used on the TF34-400 are
not introduced into TF34-100 engines. The LTS has this capability and has already revealed some instances prior
to engine shipment from the depot. In addition to the case of c>mmon parts in different models/applications, there
is the use of common parts in different models/applications, and the use of a single engine model by different users.
The TF34-100/A10 will be operated by the Air National Guard and possible other operators, as well as the regular
Air Force units, so the same level of disciyline in record-keeping will be required from these operators. As
currently operated by contract, we have in this system the facility to track all designated parts throughout the US
Air Force System whether they be incorporated into installed or spare engines, as new or used serviceable spare
parts, or as condemned parts. Also readily available is a parts status in terms of estimated life consumed or life
remaining on all installed and shelf-stock parts.

ETVR DATA DEFINITICN AND ANALYSIS

The engine operating characteristics measured in the PLTS System and recorded on the ETTR are relatively
simple when compared to thos.. Z.veloped to support an Engine Health Monitoring Program or designed to record
mission profiles and relative severity. Such prcgrams have measured and analyzed a wide range of engine para-
meters with multiple sensors and sophisticated data recording and processing equipment. In the case of the Engine
Health Monitoring Programs, the aim has been to provide diagnostic and health trending capability as a means of
determining when maintenance is necessary. Such a system would be complementary to an ETTR or have the ETTR
function incorporated. Those programs involved in recording mission profiles and relation severity have been
utilized in many cases for setting the necessary requirements for such things as accelerated mission tests, simu-
lated mission endurance testing and specification requirements.

Though basically a simple system relying on oaly one engine input signal, the TF34-100 ETTR System on a
fleet-wide basis has given us the opportunity to evaluate the variability of engine operating conditions. This eval-
uation has shown that, apart from engine-to-engine variations, there are measurable differences between the dif-
ferent operating bases. The resultant understanding of these measures is invaluable in realistically simulating
fleet operation for the purposes of logistic forecasting and for the formulation of "'nc build" or "opportunistic
maintenance" plans.

The parameters recorded by the ETTR System were listed previously, The following defines each of these
parameters and describes the observed characteristics as related to the TF34-100/A10 fleet and their role in
logistics forecasting, The input to the ETTR system {s derived from the aircraft turbine temperature indicating
system and requires no additional engine mounted sensors or transducers.

Operating Parameter Analysis

The ETTR parameters used in logistics analysis are:

Events at 550°C E550
Events at 7908C E790
Events at 810 C E810
Time at or above 790°C T790
Time at or above 810°C T810
Engine Operating Hours EOT

In addition, the times and frequencies are expressed as ratios compared to engine operating time identified
by the suffix R. eg. E550R, which means the ratio of events 550 per hour of operation; T81CR, which means
the ratin of time above 810°C. Table 2 is an {llustration of one of the output formats based on ETTR data, showing
the events times and ratios for individual engines at a specific base. This data is one of the basic input files used
in the forecasting model,

While all of these measures are a function of engine operating flight time, the relationship to component MOT
will vary between types of failure mode, location of component within the engine and the severity of the mission(s)
flown by a specific engine. In the case of the TF34-100 engine the life of components subject to LCF limitations
is calculated as the basis of events at E550 and E790, The component LCF life in cycles (LCy) is defined as
LC; = E550 + Kj E790, where K| is defined for each component. Of the 79 parts tracked by the system, 28 are
subject to LCF limitations and have separately defined values of Ko
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TABLE 2
PARAMETER RATIO SUMMARY
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ENGINE OPERATING TIME (EOT)

The ETTR starts accumulating time whenever engine Inter-Turbine Temperature (ITT) exceeds 550°C and
stops when the ITT falls below 250°C, The time thus recorded is defined as Engine Operating Time. A typical
distribution of EOT/month is shown in Figure 4.
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Figure 4. Monthly EOT
TF34~100 Monthly Utllisation Histogram
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EVENTS 550°C (E550)

This parameter 18 used for forecasting as a constituent of the LCF measure, The counter is triggered as the
ITT passes through 550°C. The ratio E650/EOT is designated E550R and is the {nverse of the EOT/mission.
Figure 5 is a histogram of E550R for the total A10 engine fleet with ages above 300 hours. This ratio is used in
computing the LCF life expended for those components having an MOT expressed in LCF terms. The varisbility
of this ratio is larger amongst low time engines but tends to stabilize with a comparatively low variability as
EOT increases,

= g

LI AR TS A

e

Above
1.4500
1.4000

1.3000
Events 50
550 1.2000
Ratio 1.1500
1.1000 .
1.0500 p
1.0000
0.9500
0.9000
0.8500 i | 1
0.8000 1
0.7500 1
0.7000
0.6500 -

05500
0.5000
0.4500

Below

Frequency

Figure 5. Histogram Events 550 Ratio

Figure 6 a crossplot of E550R vs EOT for each engine in the A10 fleet flluatrates this effect. In modelling
logistics requirements, the mean value of E550R is used in computing LCF usage.
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EVENTS 790°C (E790)

. X

. Both E790 and E780R show the largest variability of the measures. An E790 is recorded each time ITT passes
above 790°C and is a measws:2 of throttle transients within the normal engine operating range. The measure is
used in conjunction with E580 to establish LCF usage as described previously. Though of wider varisbility than
the E550 measure, the variability does narrow with age. Figures 7 and 8 are a histogram of ET90R and a crossplot
of E780R vs EOT respectively. The distribution shows much more variability than ES50R. The mean value
of the distribution of E790R is used in the logistics forecasting model.
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TIME AT 810°C (T810)

At operating temperatures above an Inter-Turbine Temperature (ITT) of 810°C hot parts life usage becomes
significant. For this reason, the ETTR is set to record all time spent with the ITT at or above 810°C. The
TF34-100 control system is timed to provide 100% fan speed at or below 825°C. On engines which have a high
performance margin, it is not unusual for 100% fan speed to be achieved below 810°C. Such engines may accum-~
3 ulate several hundred hours before operating at or above 810°C. The variability in the T810R results in a corres-
3 pondingly large range in EOT at which the allowable MOT at or above 810°C s reached. The data obtained from 4
‘ the ETTR therefore provide us with the tool to measure and incorporate this variability into our logistics forecast- :
ing model. Figure 9 is 2 histogram of T810R and {llustrates the large variability experienced,
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Figure 9, Histogram T810R

In Figure 10, where T810R is plotted against EOT for the TF34-100 engine fleet, the MOT line AB, equivalent
to 180 hours at T810°C is superimposed as is the MOT line CB, equivalent to the cyclic life limitation. The distri-
bution of the EOT at which engines reach the MOT boundary 1ine CB is converted into an input to the logistics
model. In determining the time at which engines will reach either of these limits, analysis on the change of T810
versus EOT is also accomplished using data from the ETTR. The rate of increase of T810R with EOT is repre-~
sented by the line DB. The slope of this line was established by analyzing conseouttve ETTR readings for & sample
of engines. The use of these data permits the forecasting of engine removals due to T810 limitations with a high
degree of confidence. It should be noted that if no fleet wide ETTR System were available, a max operating time
based on EFH would have to be adopted, probably in the order of 600 EOT, however, the use of ETTR has resulted
in an average MOT of 1000 EOT and a subsequent decrease in engine visits to the shop and parts usage cost.
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LOGISTICS FORECASTING MODELS

The overall logistics forecasting model is based on a model that simulates the operation of a fleet of engines
and generates a Shop Visit Rate (SVR) forecast, and which differentiates between the expected causes for the
shop visit. In the current use of the model ten different SVR causes are designated, however, the model does
have the capacity for additional designations should they be required, Output from this model is used to generste a
parts demand forecast. This is accomplished using a model that relates the SVR cause to a replacement parts list
and compares expected demand to known parts assests and order position. The parts list per event is based on
recorded usage for typical events and MOT limitations. The parts list derived covers what are considered to be
logistically significant {tems, that is to say high cost, long lead time those having expected age dependent wearout
characteristios, plus any others that can be identified as relating to the cause of the shop visit or the age of a part
at such a shop visit, currently this list comprises approximately 200 items.

For the purposes of forecasting the requirements of the rest of the engine parts list, reliance is placed on
utilizing demand history data available in the military logistics data system such as the United States Air Force
Recoverable Consumption Rem Requirements System (DO41) and Economic Order Quantity (EOQ) Requirement
Computation (DOG2 System), Historic demand data from these two systoms is smoothed and trended and future
demand forecast based on expeoted fleet utflization. This in conjunction with the output from the Parts Require-
ments Model provides the basis for a complete engine parts list forecast. Another model used in support of the
SVR model to optimize the ground rules for changing out parts that are approaching their MOT when exposed due
to other corrective maintenance, such ground rules are often termed "Opportunistic" or "No Bulld" maintensnce
plans.

Visit Rate Modsl

The Shop Visit Rate model oonsists of simulation of a fleet of engines operating under specified condition for
a prescribed period of time, ‘l‘hehgudthomdnlhldallbmbbnnnmplmwhﬂmulybmr
causes of maintenance, thus the excessive computational costs frequently associated with stmulstion models are
avoided, Using the simple simulation spproach, it is quickly and easily possible to measure the effects of changee
in reltability, maintenance policy or provisioning policy, and attain the objective of minimising shop visit rate and
logistics cost. The simulation logic has been transiated into a Fortran computer program and may be rua etther in
Batch or Timesharing mode. The following is a generalized desoription of how the simulation program is con-

struoted and how our model has been developed to matoh the OCM concept currently being used to maintaia the
TF3-100 engine.

Our basic philosophy has been to stmulate only those events for which we have credibie data snd & good wnder-
standing of the faflure characteristios.

mmmummmum.mumdmmmu
nlﬂlmh s By S0 C Jhanes
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The A Phase is the first portion of the program and consists of program initialization, setting counters to
= zero, reading input, setting up flight schedules, and generating the time to first maintenance event on each ini-
: tially installed engine,

The B Phase is the time-dependent portion of the program, where the random and wearout events are simu-
lated and acheduled maintenance on individual components and engines is generated based on simulated operating
time. As each maintenance event is completed, the program sets up the time for the next maintenance event on
the item, either using computer generated random numbers for setting up unscheduled maintenance events or by
adding a fixed increment of time in the case of scheduled events. The program has an option to print details of
individual events as they are generated by the random process which is useful during initial runs to ensure the
program is functioning as the user intends. Time is advanced by incrementing to the time of next maintenance on
any engine of the fleet.

The C Phase is the program output portion, where the resuits generated in the B Phase are printed in sum-~
mary form (Table 3), giving monthly maintenance events by type. A summary is also given of the status of each
engine in the program at the end of each simulated month, indicating whether it is installed, in maintenance or a
Ready For Issue (RFI) spare. The simulhtion program is applicable to most engine programs involving three
maintenance levels. Our development work was performed using TF34 engine as an example of a typical applica-
tion. In other applications, the user's needs will necessitate some tatloring of the program to meet the require-
ments of his proposed maintenance concept,

TYPICAL SIMULATION

The program simulates the operation of the engine portion of an aircraft fleet and the required maintenance
activities and spares necessary to support this operation for a number of years. In the following description, the
alrcraft {s a two-engined type, each engine baving equal probability of random faflure, or other maintenance
events resulting from wearout or life limitations,

The engines are schedulei for certain maintenance events and inspecttons during their operating life, namely
borescope inspection and performance checks with associated fallout based on wearout, and replacement of life
expired parts. Unscheduled engine removal and replacement of line replaceable units (LRU) are considered
random events. The maintenance actions simulated result in removal of the engine from the operating air-
craft and processing through a simulated maintenance shop. The turnaround/repair time itself {s a varfable
related to the type of maintenance event. When this time has expired, the engines are returned to the supply
of RFI spares for future use. Engines are selected for use as spares on the basts of the earliest engine to
emerge from maintenance.

In the event that no spare engine is available, the logic places the aircraft out~of-action until the first avatl-
ahle spare arrtves, and accumulates the downtime which results. In this mode the model can be used to estimate
the impact of aircraft availability of changes in any of the model variables.

Unscheduled Maintenance Events
The engine random maintenance event function is assumed to follow an exponential distribution,
Engine unscheduled maintenance time 1{s generated according to the following function:
Maintenance Event Time = -(MTBUME* In (X) )

Where

- y— -

X is a random number between 0 and 1
MTBUME is the mean time between unacheduled maintenance events on the engine.
The function generates removals randomly and at a constant rate as a function of the accumulated flight hours,

Provision can be made for reliability growth, based on growth projections for the particular engine model being
simulated. This growth provision can be modified, or removed according to the needs of the user.

- e

Age Related Parts Replacement

One problem in forecasting for the On Condition Maintenance concept is the consideration of parts that exhibit
8 higher probabiltty of failure or need of replacement as they age. Fortunately this condition can be readily
modelled using the Weoibull distribution.

-(T/0)B

- v

Pr~1-¢
Where Py is the cumulstion probability of fallure at time ¢,
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t 1is the engine time
9 18 the Weibull scale parameter characteristic 1ife
B s the Weibull shape parameter (slope)

Age related parts replacements may occur as a result of scheduled inspections (e.g. borescope), exposure
at some other corrective maintenance action or due to failure or performance degradation that initiates the need
for corrective maintenance.

In the simulation, fallout at scheduled inspections is based on the conditional probability of the part or
engine performance having degraded below acceptable limits since last inspection. This probability is compared
to a computer generated random number X (between 0 and 1), and the engine is considered to have fafled if thé
value of X 1s less than this probability.

For events expected to occur at other than scheduled inspections, the time at which the event is expected to
occur is established using the same distribution and a random number generator.

REPLACEMENT OF LIFE LIMITED PARTS

Life limited part replacements are assumed by the program to follow a distribution defined by analysis of the
ETTR data (In most cases normal or log normal). Replacement age of a part on a specific engine i{s randomly
selected from within this distribution, the limits being assumed to be *3 standard deviations from the mean.

The part age may be expressed n terms of hours or cycles in which case conversion is made to hours using a
ratio of cycles to hours established by prior measurement. The simulation replaces the time-expired part with
a zero~time part, when the number of hours accumulated reaches the established limit,

Derivation of Maintenance Events on Typical Engine

Figure 11 shows the flow of a typical engine through the system. It represents an engine which at the start of
simulation has already accumulated 796 hours with 336 hours since the nozzle stator was replaced (block (1) )« The
program computes the time to next maintenance for the four types of maintenance event (block (2) ) and by subtrac-
tion how many more hours remain to the time these events are due (Block (8) ). The clock chooses the least of the
times in Block (3) and reduces all event times by that amount (Block (4) ). In this case the Borescope Inspection
and Performance Check are due together; the latter is done first, The faflure probability is calculated using the
Weibull Characteristics (Block (5) ), and a random number between 0 and 1 generated by the computer. If the num-
ber {8 < .25 (Block (6)) the engine fatled the test (Block (7)); the time remaining on the buckets is checked (Block
8)); this time is compared to the '"No~Build" or Opportunistic Maintenance Time (Block (9)); if greater than the "No
Build", performance is corrected by a shroud replacement (Block (10)); if leas than the '"No Build", the buckets are
changed (Blocks (11) and (12)). Returning to Block (6) - if the number is > .26, the engine passed the performance
check (Block (13), When this happens the borescope inspection of the hot section is made (Block 14) using Weibull
characteristics. In similar fashion to the performance fatlure, failure of the hot section occurs if the computer
generated random number is less than the Weibull faflure probability (Blocks 16 through 18), Success results in
Blocks 19 and 20,

Typically input requirements from the Shop Visit rate model are:
By Base:
Alrcraft utilization/month
Engine/Aircraft age and usage data at start of forecasting period (reference Table 2)
Engine configuration
Deltvery schedule for new afrcraft and engine

Distribution parameter for engine operating ratios (LCF, TAMP)
Preventative maintenance inspection interval (borescope, etc.)

Mean time between maintenance actions

Turnaround times by type event.

Table 3 ts a typical tabular output from the model while Figure 12 is a graphical representation showing total
SVR broken down by the most significant causes,
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Figure 11, Typical Engine Flow Through Stmulation Model

The SVR model is run separately for each operating base to accommodate the different utilization rates and
maintenance concepts that may exist, Data from each base is then compiled by the program to provide a composite
fleet SVR forecast and input to the parts requirement model.

Figure 12 is a typical shop visit rate forecast for the TF34-100 fleet. Four basic causes for shop visits are
identified in this plot, Further detailed breakout is available in tabular form as required, The four basic causes
shown in Figure 12 are:

TR

g,

; 1. Removals resulting from an MOT limitation in terms of time at maximum power (TAMP),
3 2, Removals because the engine failed to meet performance criteria.

g 3. Removals at a scheduled borescope inspection due eo wearout characteristics of the first stage
turbine nozzle.

I
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OPPORTUNISTIC MAINTENANCE MODEL

Parts subject to cyclic or operating time limits can be major drivers of shop visit rates (SVR) and mainten-
ance cost. In most engines the specified cyclic lives will be different for each component, however it is not
practical to run all these components to their maximum operating times (MOT's) because unacceptably high shop
visit rates would occur if the engine was pulled into the shop to replace a part only when it finally reached its
MOT limit. Current practice has been to establish an "Opportunistic Maintenance' plan in which components are
replaced at the same shop visit, if a specified amount of their life has already been consumed. The trade-off
in loss of useful part life is more than offset by reduced labor costs and lower shop visit rates, if the opportunis-
tic maintenance plan is properly established. For a more detailed dissertation on this subject and a description
of a model developed for use on the F100 engine, the reader is referred to the work of J. L. Madden of the Direc-
torate of Management Sctences, Headquarters Air Force Logistics Command, USAF. (references 2 and 3). As
part of the logistics forecasting effort, a model has been established incorporating the logic required to set up an
opportunistic maintenance plan. The objective of the program is to establish the life remaining interval necessary
to minimize shop visit rate and/or overall maintenance cost. The program takes the form of a limited simulation
and retains in memory the accumulated time or cycles on a specified number of life limited items on a large fleet
of operational engines, Only those parts having specified lives less than the expected duration of the operational
life of the engine life cycle are considered. On the engines studied, the number of parts with lives smaller than
the expected program life is quite manageable, so this has not been a massive computation problem. Exposure in
terms of the 1imited parameters is accumulated on each of the parts until a life limit is reached, at which time
the engine is removed to the shop. When this occurs, the part is replaced and the life remaining on all the other
parts is examined. They are replaced if their life is less than are assumed opportunistic maintenance interval.
Labor time will include total disassembly time for the "primary'' part replacement, including time to remove from
the aircraft and any check-out running after replacement. For the "secondary" parts the labor time will be the
additional time necessary to replace the other items, once the engine is disassembled to the primary item.

Costs and shop visits are accumulated on a monthly basis over the total duration of the program. The optimum
opportunistic maintenance plans for both cost and SVR are established by runnixg further iterations.

Figure 13 is a graphical presentation of a typical optimization study. In this case five MOT items are con-
sidered. One item is limited in terms of time at temperature and the other four have different maximum lives
specified in terms of LCF cycles. The program was iterated for various opportunistic maintenance intervals and
the resultant 15 year maintenance costs and shop visit rate associated with these parts estimated. It will be ob-
served that for OM intervals between 500 and 1000 hours there is very little change in maintenance cost, however,
the shop visit rate is reduced by over 50%. Beyond 1000 hours there is a rapid increase in cost for a very small

‘improvement in SVR., Mean values of the 5 component MOT's in terms of engine hours were 1125, 2560, 3100,

3000 and 2600 respectively,
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Figure 13, Opportunistic Maintenance Interval Optimization Study
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PARTS REQUIREMENT MODEL

This model takes the output from the SVR model and matches it to a parts list per event file to compute total
parts requirements by interval over the forecast period. In addition, the program computes pipeline and safety
stock level requirements to meet the expected demand for selected components. The program has the option to
take input on asset positions and lead times for each part and provide an expected reorder and zero stock points.
Further routines are currently being added to this program to convert the expected demand quantities into a for-
mat which can interface directly with customer logistics management systems such as the USAF DO62 and DO41
or the USN CSSR system.

USE OF THE FORECASTING SYSTEM

The SVR Forecasting model can be used as the basis for several logistics planning requirements. In its basic
form which provides a listing of monthly shop visits by cause, it can be used as a basis for establishing the require-
ments for:

Workshop capacity

Facilities

Tooling and Test Equipment
Manpower

Overall Maintenance Support Costs

Typical of the output used to assess the requirements for such resources as workshop capacity and manpower
is the graphical presentation shown in Figure 14 and 15. These figures show respectively the expected shop visit
rate and the shop loading in total and for certain specific causes by month, As can be observed, some of the causes
are cyclic in neture being the result in this case of a wearout characteristics in one component and an MOT limita~
tion in another. The SVR category No. 3 is the result of a wearout characteristic, in this case the first stage tur-
bine nozzle that results in an engine’s removal at a preventative maintenance inspection, This is a component
that has been subject to a Component Improvement Program and on removal is replaced with an improved design.
Thus shop visits due to this component do not start becoming significant again for another four years. The model
recognizes the concept in this case of replacing the initial desigh whenever the engine is removed for other causes
such as category No. 1. This category is caused by the first stage turbine buckets which have a life limitation in
terms of time at maximum power (TAMP), as described in the discussion on the ETTR system. The resultant
distribution in engine operating hours at which this TAMP limit occurs coupled with the engine age distribution
smoothes the peak shop loading but the cyclic effect can still be seen as the SVR for this category peaks in the sec-
ond year, at the end of the fourth, and again at the end of the sixth year.

Legend
1. MOT (TAMP)
2. Pertormance Deterioration (Weibull)
3. Hot Section Wearout (Weibull)
3.50 - 4. Random Causes

Shop Visit
Rates
{Per 1000 R&S)

Months

Figure 14. Shop Visit Rate Forecast for Base B.
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The component responsible for the TAMP removals (Category 1) was included in a study into the cost effective-
ness of the ETTR system. If no ETTR were available the component life would of necessity be established i{n
terms of engine flight hours. As can be seen from Figure 8 that life in terms of time at temperature would cover
a very wide range of EFH. If the life were to be established analytically, it would be done in terms of conservative
assumptions relative to mission, severity, or if having the resource to instrument a sample fleet, a similar dis-
tribution to that shown in Figure 9 would be measured, On this basis, we estimated that the MOT would be estab-
lished at approximately 60% of the mean life achieved using the ETTR system, The impact {8 shown in Figure 16,
This represents the total shop visits caused by MOT limits on the subject component over five years at one base,
The number of total visits is more than doubled and the cost {mpact is in the order of $20 million,

800

i T T
Without ETTR System

//

600
Cumulative
Shop Visits /
400 /
frmasomms
—
L~ |
1

24 36
Months

Figure 16, Impact of ETTR System on Total Shop Visits
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Figure 17. Shop Visit Rate Effect of ETTR System

The significance is not only ir the cost but also in the impact on SVR, the reduced MOT and its definition in
terms of engine flight hours results in far higher peaks in the SVR during the first four years of the forecast period
although the impact on SVR is modified somewhat by the effect of the Opportunistic Maintenance Plan. This is
illustrated in Figure 17 where the SVR is plotted for the two cases.,

1. With an ETTR system, and MOT specified in terms of time at maximum power, Opportunistic
Maintenance Plan 150 hours at intermediate maintenance, 300 hours at depot,

2. No ETTR system, MOT specified in terms of engine flight hours. Opportunistic Maintenance
Plan 150 hours at Intermediate, 300 hours at depot.

The first six months of the forecast period reflects the current status, the fleet is currently experiencing
the first cycle of MOT removals due to TAMP, two factors act to smooth the periodic surge, one {s the engine age
distribution due to the fleet build-up period while the second is due to the definition of the MOT {n terms of TAMP,
This results in quite a wide range of EOT's at which TAMP occurs. In the case {llustrated the TAMP MOT
cyclic peak is virtually eliminated after the second cycle which occurs at about month 40 of the forecast.

On the other hand, when the MOT is in terms of EOT the cycles are more pronounced (a) because there is
no smoothing due to the effect of TAMP ratio and (b) because the cyclic frequency Is less than 60% of that in
case 1, three cycles are identifiable approximately 20 months apart. At the average assumed utilization of 30
hours/month this cyclic frequency coincides with the 600 hour MOT.

The SVR model has also been used to study the cost effectiveness of proposed changes in engine design,
maintenance plan and the extenstion of maximum operating times. Typical of the latter was a study relative to
increasing the MOT of the component described in the last example, Preliminary field operation and factory
endurance hours had indicated that an increase in allowable time at max power was possible, however such an
increase would be dependent on the continuatton of the test and development program. Figure 18 {llustrates the
impact on SVR where line (1) represents the baseline case and line (3) extended TAMP. It will be noted that
there is very little impact. The reason for this may be explained by referring back to Figure 11, which describes
the modelling simulation. Block (7) identifies a performance check when the probability of failing the check {s
described by the Weibull relationship. Correction of performance degradation results in the changeout of the
TAMP limited parts if within the opportunistic maintenance plan limits, In the case studied a 180 hour TAMP 1im-
itation precludes many of the removals that might otherwise result from performance deterioration. On the other-
hand if the TAMP limit {s extended to 200 hours the performance deterioration will predominate using removals
prior to reaching 200 TAMP hours and thus negating the benefits of a reduced SVR that could have resulted from
the increased TAMP limit. Line (2) represents the impact on SVR if the effects of performance degra-
dation are eliminated.
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Figure 19, Stage 2 Forward Cooling Plate Life Optimization

The opportunistic maintenance model may also be used for purposes other than establishing opportunistic
maintenance policies, In several cases it has been used to evaluate the cost effectiveness of proposed ECP pro-
grams to increase component LCF lives. In the study illustrated {n Figure 19 continued endurance testing had
shown that a part in the HP turbine rotor had a mean MOT in terms of engine operating hours of 1700 hours. This
was low relattve to associated components, Various design changes were possible each of which oould provide
some degree of increased life. The model was used to determine the life needed to provide the maximum decrease
in SVR, In many cases the MOT of component within 2 module or major assembly will vary considerably resulting,
even with the optimum opportunistic maintenance plan in considerable waste of available part life, Selecting a
desirable goal for the improved life capability can be assisted by the use of this model. In the case illustrated,
the opportunistic maintenance model was used to forecast the total shop visits that would be generated over a five
year period for various vajues of the component MOT. The results are shown in Figure 19 where cumulative shop
visits requiring replacement of the subject part are shown plotted against year and average part life in terms of
operating hours. In this case, it can be seen that there is no reduction in savings related to the shop visit rai:
for a component MOT greater than 2100 hours. Above the component age of 2100 hours the MOT's of other parts
: will become the primary driver of the shop visit rate. However the lives of other parts begin to drive the need for

shop visits and the mmawdmmnqwao Maintenance Plan.
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FORECASTING TOOLS DIRECTLY AVAILABLE FOR THE PLTS/ETTR SYSTEM

Certain forecasting aids to logistics management are available directly from the PLTS/ETTR Systems.
« Typlcal of these are the Engine Status Report and 20% Life Remaining Report,

-

Engine Status Reports

Whenever an engine is inducted for major repair decisions must be made as fo whether to charge out MOT
parts which still have life remaining as described in the section in opportunistic maintenance. It is necessary
therefore that the repair facility has an accurate listing of the total exposure to operating house, low cycle fatigue
cycles, time at temperature or whatever other parameters by which a component's MOT is specified generated
automatically by the PLTS whenever a third engine is inducted into a repair facility.

Life Remaining Report

Typical of reports generated on a periodic basis as part of the PLTS Program is the "Twenty Perocent Life
Remaining Report". This lists by item designation, the information necessary to locate all parts, in the fleet or i
in storage, having less than 20% . their designated MOT remaining.

Table 4 is part of such a listing., In this case the example identifies two parts in engine Serial Number
205183 that are within 20% of their MOT. The report identifies the aircraft in which the engine is installed and the
base at which it is located. In the case of both components, the part and serial number of the Next Righer Assembly
(NHA) is noted, The first item referenced to is the Fan Disc, the MOT limit is in terms of LCF cycles as desig-
nated by the Time Limit Code C. The limit of 3100 cycles and the current life used is 2927 cycles leaving 5.58%
of life remaining. The second item is the first stage high pressure turbine bucket ~ in this case there are three E
MOT limits, code C, the LCF limit of 8000 cycles, code V, which is hours at or above 790°C and code E which is
at or above 810°C which equates to time spent at maximum power, The limiting exposure here is in terms of
time at 810°C, 172 of the limit of 180 hours has been consumed and 4.44% of the life remains.

Table 5 is from the same report but identifies a part being held as a spare, In this case it is a set of turbine
buckets that are part of a spare rotor assembly identified by the NHA part number,

The life used is computed from the ETTR data which is also issued in report form as shown in Table 2.

In this table the engine referred to in Table 4 is identified. The data in terms of E550 and E790 18 used in

conjunction with the K factors as shown in Table 1 to compute the cycles used. T790 and T810 are used directly
from the ETTR files,

This and other reports are generated periodically for various operations. The Central Data Base is generally ;
responsible for supplying reports to the using commands, Logistics Command and operating bases while base
documentation/MMICS operations provide reports for base maintenance management planning and forecasting.
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THE APPLICATION OF DESIGN TO COST AT ROLLS-ROYCE
by

R.J.Symon and K.).Dangerfield
Rolls-Royce Limited, Aero Division, Bristol.

INTRODUCTION

The Rolls-Royce Aero Division is composed of factories situated on a variety
of sites and includes three mair groups, each of which has full sales, design
manufacture and product support capability. While all sites accept the basic
philosophy of Design to Cost, the practical application has evolved in accordance
with local experience and the working methods of the individual areas and this
paper specifically deals with the Bristol Group whose workforce is approximately
18,000 strong and whose main factories are at Bristol and Coventry. The paper is
significantly the work of two authors having overall responsibility for the cost
cortrol function, one within the Engineering Department and the other within the
manufacturing areas. The views expressed are those of the authors and should not
be interpreted as necessarily representing offical Company policy.

The fact that Design to Cost has only lately become a worthy subject for
papers and seminars is a sympton of the inheritance of most nations who were
early in the development of industrialised society. In those early days the
desirability of what the inventors and engineers had to offer in the way of
solutions to age old problems was such that designing and making were pursued
as subjects separate from their cost consequences on the basis that if desir-
ability and availability were catered for, customers who would pay the costs
could always be found. It was the classic seller's market which inevitably re-
sults when widely desirable commodities are available from few sources. It was
in these early days that most manufacturing companies evolved the normal struc-
ture in which Engineering, Manufacturing, Commerce and Finance are each made as
autonomous as possible, usually having their own directors responsible only to
the head man. This is no doubt the best structure to address a market place
where the customer is concerned only to get what he wants when he wants it but
it can respond only with difficulty when he also has a maximum price beyond which
he genuinely cannot go.

Between 1939 and 1945 the British aero engine industry multiplied its
capacity by 75 times and no doubt a similar situation applied in other countries.
At the end of this period the turbine engine looked likely to completely displace
piston engines for nearly all civil and military applications and thus it was
inevitable that the 'cost plus' environment was continued by the placing of
Government contracts, often of a research nature, with the dual purpose of
developing gas turbine technology and cushioning the industry during a period
when it had to find a new peace-time role and the capacity to match it. Wwhile
thirty years have passed since the start of this period aircraft projects have
a life span nearly as long as this and so the full realisation of the cost
consequences of the inherited working methods has only become widely apparent
in the last decade. This is particularly true of the operating costs of modern
engines which are now such as to convince anyone that a radical approach to life
cycle costs is essential, particularly for military equipment where there has been
a tendency to pursue all technological developments in terms of ever more sophis-
ticated performance.

During this same period the less industrialised countries have significantly
reduced our relative wealth by learning to make for themselves many of the
manufactured goods for which they were previously dependent on our industries,
while we have been unable to keep ahead because of the increasingly effective
restrictions of reducing resource availability and other environmental pressures.
Thus the full realisation that cost is as important to our customers as technical
performance or delivery is Juite recent and rapid response is particularly diffi-
cult because most industrial companies are structured to respond to technical,
delivery, commercial or accounting problems but not to cost which is a consequence
of the way in which all four interact with each other. The introduction of a
radically new discipline is, furthermore, paced by the timescale of projects them-
selves and by the difficulties of achieving a major cultural change in large
multi-disciplined organisations.

This paper describes the work done in the Bristol Group of Rolls-Royce Aero
Division during the last five years and shows how our Product Cost Control system
(of which Design to Cost is a part) grew from the disappointing Value Engineering
experience of the 1960's and the encouraging results of the appro&ch which
subsequently evolved. The major financial benefits which it is now showing
are quoted.

The important aspects of the background which influenced the Rolls-Royce
approach are described and conclusions drawn regarding the origins of unnecessary
cost. and the problems to be overcome in avoiding them. The detailed objectives in
setting up the Design to Cost procedure are stated and the reasons explained.




A new type of department has been created to face the prigctnw‘ o' je . that
true control of costs requires new interactive links between tb. g t
disciplines at all levels. The paper describes the way in wk 8 _roup fits
into the existing organisation to ensure that effective cost becomes part
of the established routine.

Comments are made on the nature of cost and its fundamental difference from
the other parameters which the Designer has traditionally managed.

The Seminar specifically addresses itself to Designing to Cost and Life
Cycle Cost. It is certain that the cost of ownership of most high technology
equipment greatly exceeds the already too high aquisition costs but this must
not be allowed to mislead the designer into believing that these are separate
subjects. The gathering of basic data, from the field, the overhaul base, from
within our own factories and the processing necessary to make it digestible to
a designer are worthy of a paper in their own right and no doubt others will deal
with these aspects. In the meantime it is worth noting the extent to which life
cycle costs are driven by component costs (Fig.l1). Provided that the designer
can be given a quantified understanding of the cost effects of the differential
spares consumption rates of the major components he can handle the major aspects
of LCC without difficulty. The Rolls-Royce system is structured this way.

Conclusions likely to apply to any commercial manufacturing company are
suggested and comments made regarding the future responsibility of engineers in
determining the financial success of the companies for which they work. Comple-
mentary roles for management and financial accountants to support the new
responsibilities of the engineers are also indicated, as is the much greater
involvement of everyone in the true nature of their company's business. It is
believed that all these things, however daunting or strange they may initially
appear to our over-specialised workforce, will in the end turn out to be wholly
good for the Company, its individual members in all the disciplines and, perhaps
most importantly, for the customer.

The Rolls-Royce experience in evolving and applying a formal Design to Cost
discipline is described in chronological order of the main events which have
occurred during the last five years with brief reference to the period before
that.

\'/ E RI

The first significant aspect of cost control for the purposes of this paper
concerns the emergence of Value Engineering as a meaningful activity. Although
it originated in the 1950's, like most new subjects, it was at least a decade
before its pioneers had developed and evolved the basic principles and
procedures and had published them together with factual information on the
results of their application. The potential of the Value Engineering approach
as a means of identifying ways of reducing the cost of components then soon
became apparent to the specialists involved, although unfortunately little thought
was given by the senior management of most companies to its proper application.
In most cases Value Engineering was wrongly presumed to be a quick and ready-made
solution to all cost problems and was consequently not given a fair chance.
Certainly this was true at Rolls-Royce. The Company Training College provided
Value Engineering courses at which the basic attitudes and thought processes of
disciplined Value Analysis were taught and practical case studies used to demon-
strate the potential cost benefits. Over the years these courses were attended
by the majority of designers, detailers and production engineers. A Value
Engineering Department was also established within the Design Office staffed by
engineers transferred from the Manufacturing areas. Copies of all newly issued
design schemes were routed to this department who examined them from the manu-
facturing viewpoint and sent their recommendations back to the Design Office.
Initially results were encouraging in terms of the sums of money being reported
as savings. After a while, however, it was realised that only a very small
proportion of the recommendations were ever implemented and eventually the depart-
ment was disbanded for this reason.

At this time the total manufacturing activity of the Bristol Group consisted
of the combined resources of what had been two separate companies and consequently
it was not always evident at the design stage where production manufacture for a
given component would finally be placed. Another very significant aspect of this
period was that the manufacturing engineers who formed the Value Engineers Depart-
ment, having spent their lives a long way downstream of the Design Office, con-
sidered that they were making the earliest possible impact by obtaining copies of
the design schemes at their time of issue. To the designer, however, scheme issue
was the end of the line. not the bginning. Thus, the value engineers were giving
advice too late as far as the designers were concerned. Furthermore, the advice
necessarily lacked an absolutely vital ingredient. It did not and could not carry
any real commitment in the sense that the eventual manufacturing methods and costs
would later be determined by the production engineers who worked in the production
shops, who had executive control over the plant and processes and who also had
quality and programme requirements to meet.
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The Value Engineering Department failed. It was not, however, a failure of
Value Engineering as a discipline nor was it a failure of the value engineers
involved. It was a management failure. Good people were given an important task
to do but were set up organisationally in a way which could not have succeeded.
Advice was being given too late by the wrong people. Fig.2

what had not been recognised by management was the futility, particularly in
the 'cost plus' climate which then prevailed, of installing a group to whom cost
was the only consideration alongside an organisation which was structured only to
recognise and respond to levels of technical and timescale priority and expecting
the group to make a significant impact on costs. We know this experience to have
been common in many companies and at Rolls-Royce it has coloured all our subse-
quent thinking about cost control and the importance of carefully planned
implementation.

1 ST Of

In the early 1970's a major rationalisation of the Production Manufacturing
Department was initiated. Product Centres were established, each with sole
responsibility for the supply of specific types of component. For example:
Product Centre 3 is responsible for the shafts for all engine types: Product
Centre 4 is responsible for all compressor blades; and so on. Each centre is
self-supporting in terms of planning, estimating., purchasing, sub-contracting
and quality. The advantages of an organisation of this type include specialisa-
tion, improved capital plant planning and, significantly for the subject of this
paper, positive identification during the design phase of the Manager, and the
team, who will have supply responsibility for each component during production
phase of the programme.

A new attack on cost, designed specifically to avoid the mistakes of the
Value Engineering experience was then launched. Liaison engineers with similar
backgrounds to the value engineers were located in the Design Office (while
remaining on the Production payroll) charged with ensuring that designers were
given manufacturing advice while they are designing, not after, and that the
advice came from the man who was going to plan and make in production.

Great emphasis was placed on the role of the liaison engineers as link men
who were specifically not there to advise designers but to arrange timely and
direct contact with the production engineers from the appropriate Product Centres.
What the Design Liaison Group offered to designers was a service which could
provide advice at the right time and with commitment, Commitment could only
come from the production engineer of the Product Centre with sole responsibility
for production manufacture.

The effort was first directed at the RB401, a small two spool fan engine
which had just been launched into the main Design Office. The market situation
for this engine was clearly understood to be very dependent on low cost, so that
the Design Team was receptive to cost advice, especially since the advice was
now coming from the production engineers who would have responsibility for manu-
facture. The new liaison activity succeeded in linking designers and production
engineers without significant interruption or delay to either. During this period
the objective was to minimise labour and material content, although no specific
cost target was being aimed for. At appropriate intervals the cost of the engine
was estimated, and by the time the design was ready to instruct manufacture of the
first bench engines, its cost was some 35% lower in terms of $/1b thrust than a
similar engine previously designed by substantially the same design team. There
war no significant impact on the design time cycle and no compromise at all to
the technical standards of the enaine. The price paid in terms of additional
manpower was insignificant. (Fig. 3)

After the failure of the Value Engineering activity this first result of the
Design Liaison approach seemed very satisfactory. However, at this point the
Technical Director suggested that a lower cost might be obtained and specified
on arbitrary cost target which required a further 15% reduction. This was the
first time a specific cost target had been set for Designers and it stimulated
the team to such good effect that the target was reached within a few weeka. This
clearly demonstrated the need for specific cost targets. They tell people when
to stop.

(A paper dealing more specifically with the engine in question 'Low Cost
Design Techniques and their Application to the Design of the Rolls-Royce RB401'
was given at the Seminar on ‘Engine Design and Life Cycle Cost' at the Naval
Air Development Centre, Warminster, Pennsylvania, 17th to 19th May, 1978.)

In parallel with the above activity the liaison engineers became very in-
volved in campaigns to reduce the cost of several engines already in production.
Cost reduction in this sense means eliminating unnecessary cost from the compo-
nents of an established design and so is quite specifically not a gquestion of
design to cost. The experience is nevertheleas quoted here because the detailed
examination of some 2,000 detail drawings by teams of designers, detail draughts-
men and production engineers gave a very thorough understanding of the origins
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4.1

4

of unnecessary cost. It was discovered that only 20X of unnecessary cost could
be avoided by Production Engineering changes alone, 30X required some change to
the detail drawings and 50% to the design schemes. Fig.4. This strongly sup-
ported the belief that the real impact on cost must be made during the design
phase. It is an example of Pareto's observation. When 10X of the project time-
scale has elapsed, 90X of the cost level has already been determined. Fig.S5.

Another important fact which became clear during the cost reduction exercise
is the paramount need for Design, Detail, Development and Production Engineers to
work as a team, in parallel and not as is often customary in series, if the most
cost effective designs and manufacturing methods are to emerge.

This Design Liaison experience gave a clear pﬁcture of the potential and
generated a resolve by top management tc ensure that costs were managed as
effectively as thrust, weight or S.F.C. and as far as possible by the same
sort of means. However, it was recognised that since the cost of the product
was outside the direct control of Commercial, Engineering, Manufacturing or
Accounting Departments alone, a carefully concerted approach by all four disciplines
would be essential. The implications of this requirement deserve a lot of thought
since all other working practices are likely to be based on this fundamental
division to four which in most companies occurs at director level. Specifically
the requirements of effective cost management are likely to cut across or be in
opposition to many of the established procedures, attitudes and responsibilities
within each of the four areas.

After several months of discussisu between the directorial areas and with
other companies, it was decided that a department would be formed with the task
of advising designers on cost in a manner analogous to the role of the Stress
Office on stress or the Weights Department on weight. The new department would,
however, be composed of members seconded from the four directorial areas cemaining
on their original payrolls and responsible, as were the design liaison engineers,
for 'linking out' with their line areas in order to ensure the essential element
of commitment. The department would be headed by an ex-designer.

The decision to form such a department was the start of the Product Cost
Control discipline at Bristol.

PRODUCT COST CONTROL
ectiv

The objective in introducing Product Cost Control was to manage cost as far
as possible in the same way as the Engine Development Programme or Manufacturing
Production Programme. This objective was defined as 'Professional Management of
Costs as a Line Routine.'

- "Professional”in the sense that all the data and the decisions that are put into
the discipline come from the areas and the individuals who will be responsible
for carrying out that particular part of the operation 'on the day'

(While this may appear to be stating the obvious it must be remembered that
costs cut across many established disciplines and advice without commitment

is as abundant as it is useless. Everyone likes giving advice to others but

no one can commit anything which will be outside his direct control on the day.
Thus, a Designer may need advice from a Purchaser on material, a Planning
Engineer on the manufacturing process, tools and plant, a Shop Supervisor on
shop performance, an Inspector on inspection techniques and equipment, a product
support specialist on maintainability. a commercial specialist on life cycle
effects and warranties and an Accountant on cost based decision making.)

- "Management' in the sense that at each stage of the work flow, from design
through detail drawing, development, planning, making, sales and product
support, monitoring data must be reported which will indieate at the earliest
possible moment variance from the component target cost and the areas where
action may be needed.

- "Costs"in the simple sense as far as possible unconfounded by sub-divisions to
direct, indirect, standard or any of the many esoteric cost categories
used in financial accounting.

- "As a line routine," meaning that the cost control discipline is built into
office paperwork in such a way that a group of management auditors could
establish the detailed workings of the control by an examination of the
paperwork and its route from theDesign Office to Despatch. Cost Control like
Programme Control should be independent of personalities and fashions.

Clearly Product Cost Control is not only Design to Cost but Make to the Design
Cost. (Fig.6).
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3.2 Design Cost Control Group

4.3

As previously mentioned the principal organisational feature of the Cost Control
system is the group whose task it is 'to advise designers on cost like the Weights
Department does on weight.' This is the Design Cost Control Group (D.C.C.G.).
Accepting that cost cannot be controlled other than by the joint action of
Commercial, Engineering and Manufacturing interests, this department is staffed
by people seconded from Commercial and Manufacturing and headed up by a senior
designer. Interestingly this group is the only one in the Company whose interests
are not limited to one of thefour major disciplines.

The Departmental Head was given the same status in the Engineering Department
as the Chief Designer of any project, responsible, as they are, directly to the
Director of Design. His entire staff, apart from office administration, belong
either to Commercial or Manufacturing. Secondment means that while the day to day
work is controlled by the man to whom they are seconded they remain on the payroll
of the areas which second them and must be used in a manner satisfactory to the
seconders. As far as we know this structure is unique. (Fig.7).

The psychology of this group is such that the major disciplines are constrained

to try and agree amongst themselves at working level and this is undoubtedly a
major factor in eliminating unnecessary cost. It must be stressed that the re-
sponsibility of the Manufacturing and Commercial members of the D.C.C.G. is to
link out with the line areas within Manufacturing, Business Planning and Accounts
to involve those people who have executive control of the many functions which

can affect and are affected by cost. The D.C.C.G. is a small group, currently
seven people.

Procedure

Figure 8 shows how the Product Cost Control procedure impacts on the normal
work sequence in a manner which achieves the objectives of 4.1. The diagram
reads from left to right and represents the succession of departments through
which the work flows.

~ The Marketing specialists determine th2 type, size, programme and price of a
potential new engine and if this looks attractive pass this data to Business
Planning. (NOTE: Price in this context is that judged to give some sort of
optimum balance between margin over cost and maximum market penetration for
the aircraft).

- Business Planning Department take this data and add their contribution on
launch costs, spares, warrantee costs return on capital, cost of inventory
etc., and deduce the maximum factory cost per engine compatible with good
business. If this does not look attractive it is referred back to Marketing
for discussion and resolution. If it does look attractive the maximum accept-
able factory cost is passed to the Design Cost Control Group as their target.

The D.C.C.G. assesses the new engine by:-

- Predicting the probable design features, particularly those which will have
a major impact on cost, of the eventual production standard engine.

- Estimating the progress of manufacturing technology. both towards the avail-
ability to Production of new types of process and toward achieving the higher
material utilisation and higher metal removal rates that may be available by
the time the full production rate is established.

- An examination of similar components and processes in existence to identify
areas where cost reduction might be achieved within the project's timescale.

This assessment is done separately for each of the sixty or seventy major
components which together constitute some 90% of the total cost. The remaining
10X consists of the usual large number of minor components and a single figure
for this group is set such that it represents only a small reduction over current
actual costs for similar components, say 10X less. The targets are expressed in
standard hours of labour content and material price. Exceptionally, targets may
be set in a more arbitrary manner, for example no component is given a target of
over 200 standard hours simply because this would almost certainly imply a long
lead time which has many disadvantages apart from high cost.

If the total exceeds the target cost it is referred back to Business Planning
for resolution, who in turn may also involve Marketing. If the costs are below
the Business Planning target cost then the D.C.C.G. assessment figures become the
targets and are issued to the Design Team and (via the Manufacturing members of
the D.C.C.G.) to the Production Engineering managers in the appropriate Production
Product Centres.
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At this stage the designers have specific cost targets for particular parts
before they start to draw in the same way that they have stress and weight targets.
They also know through the D.C.C.G. who are the Production Engineers and Purchasing
specialists with whom they should deal and these people also have the same cost
targets in front of them.

The essentially iterative process of design then takes place with the
designer drawing and redrawing in consultation with stress, weight, production
engineers and other specialists in order to reach the best balance of conflicting
interests. The Commercial and Production members of the D.C.C.G. provide a
liaison service between the designer and any specialists outside the Engineering
Department in order to obtain advice with commitment.

When the design cycle is complete the Designer and Production Engineer know
whether they have achieved their targets or not and if not, why not. If the cost
target has been achieved the D.C.C.G. requires the signature of the appropriate
production engineer on a new piece of control paperwork., the P.E.P.1 (Fig.9) as
his statement of, and commitment to., the cost level. Since the production costs
are of necessity to be realised several years after the initial design phase, the
Production Engineers are encouraged to anticipate future manufacturing and
engineering developments provided they state on the P.E.P.1 form any specific
actions which must be carried out before the production commitment can be met.

If the target has not been, and cannot be, achieved, the reasons as agreed
by the Designer and the appropriate Production Engineer are registered on the
P.E.P.1. The D.C.C.G. may give a raised target if it has some margin, otherwise
they in turn report back to Business Planning that the total factory cost cannot
be achieved. Business Planning may then accept the higher total factory cost or
refer to Marketing for resolution.

Eventually the costs associated with the scheme are resolved and the P.E.P.1
is signed by the appropriate Production Engineer. This signature is only given
against a target achieveable by Production, the targets being raised above the
original figure by D.C.C.G. if necessary. In this way the variance is registered
against tne D.C.C.G. so that marnufacturing is not monitored against an unachievable
target. If the project still looks attractive the rext phase is launched. This
igvolves the preparation of detail drawings and a set of management Cost Action
Plans.

The Cost Action Plans (C.A.P.) are a major factor in the cost management
of the project. They are in general sheets of a standard format, one for each
major component (Fig.10) compiled and co-ordinated by the D.C.C.G. from data
gathered from whichever area is involved in taking action necessary to secure
a component cost target. They are published as a set to Senior Management who
use them as the principal tool for controlling the project costs.

Each Cost Action Plan normally carried as its basic data:-
- The actions that must be taken if the target is to be achieved.
- The cost effect of each action.
- The timescales for completion of each action.
- The area and individual responsible for each action.

The C.A.P.'s are monitored constantly by the D.C.C.G. and are updated and
re-issued as required. It is important to note that actions may be required in
any or all of the major disciplines, also that although the cost effect of in-
dividual actions may be small, the total may be significant. Small cost increments
must be treated like small weight increments.

At Rolls-Royce the detail component drawings which are sent to Manufacturing
are produced in the Engineering Department Detail Office which is separate from
the main design area. It is a Design Office responsibility to ensure that the
data issued with the scheme drawings includes such manufacturing data in their
possession as may guide the detail draughtsmen towards preserving the target costs.
This always includes the appropriate P.E.P.1. The D.C.C.G. production engineer
assigned to the project ensures that close contact is maintained between the
detail draughtsmen and the appropriate Production Product Centre as detailing
proceeds. Difficulties in maintaining the target levels during this process are
dealt with by the team approach already described with the D.C.C.G. co-ordinating
the activity.

The formal issue of detail drawings to Production constitutes the limit of
the Engineering Department's activity and prime responsibility for maintaining the
cost levels thereafter must rest with the Manufacturing areas. This formal trans-
fer of responsibility from Engineering to Manufacturing is recorded by a second
signing of the P.E.P.1 by the same Production Engineer who signed at the scheme
stage. This may be done when the detail drawings are issued or, if judged prudent,
when the complete manufacturing process has been established. 1In any case the
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costs are 'at risk' until the P.E.P.1 carries the two signatures, which means
that production processes must be determined as soon as possible even though
production manufacture may not be scheduled for two years or more. All such
‘at risk' situations are shown in the Cost Action Plans.

Curing the designing and detailing cycles production engineers build up data
folders against each part and it is these which form the basic planning outline
against which the final sets of production operation sheets are produced.
Synthetic time data against the individual operations form the final time
estimate generated by Manufacturing prior to actual manufacture and it is these
which normally support the production engineer's second signature.

Although the emphasis is initially on direct labour and material costs all
the fundamental cost parameters which are under the control of Manufacturing such
as batch size, setting time, scrap rate, shop performance, and lead time
are considered at the appropriate time. The possibility of any such factor being
untypical is thus identified as early as possible and necessary action detailed
in the Cost Action Plans.

DEVELOPMENT PROGRAMME

Where separate development manufacturing facilities exist the availability
of production processes at the start of the development programme gives the
opportunity for minimising duplication of effort and tooling. Those components
expected to be relatively design-stable are ordered directly on Production from
the start with the rest being transferred from Development item by item as their
design also stabilises. The decision to classify a component as design-stable
and place supply responsibility on Production is a Project Management decision
made conjointly by Engineering and Manufacturing.

Those design schemes and detail drawings which need to be changed in the
light of development running experience are subject to the same cost control
disciplines as are used during the initial design phase. Any re-design can be
treated as an opportunity for reducing cost.

PRODUCTION MANUFACTURE

For the purposes of business planning our production costs are conventionally
taken to be those of the 250th unit with learner allowances based on our own
previous experience. The actual times and material prices have traditionally
been monitored against this 250th standard but the increased pressures to achieve
the D.C.C.G. cost targets make it necessary to incorporate the learner effect in
the shop performance monitors in such a way as to indicate progress: down the
planned learner curve and thus help to secure maximum involvement of the workforce
and their immediate supervision in achieving this vital aspect of cost control.

As with all the various upstream stages, failure to achieve the cost targets
on the shop floor must lead to corrective action in whatever area or areas can
best find a solution whether this requires changes to method, material, the
engineering drawings or all three. Some changes to our shop performance monitor
are now planned in order to ensure that the performance factors indicate where
corrective action is required rather than simply the variance.

Throughout the complete flow of work from drawing board to the shop floor
the D.C.C.G. co-ordinates and reports the Project's production cost situation.
The co-ordinated set of component Cost Action Plans drawn together by this small
department which shares Engineering, Manufacturing and Commercial interests forms
the basic management tool for controlling costs throughout the life of a project.
It enables Senior Management to exert control at the most effective stage, the
front end, by bringing help to those actions which are faltering and being in a
position to take advantage of those which are succeeding. By their involvement
Senior Management can manage, and, be seen to manage costs.

The above procedure meets the objectives of Professional Management of Costs
as a Line Routine. The data and decisions come only from those who have authority,
management is achieved by the open publication of the cost data and action plans
and the line routine aspect is assured by the utilisation of the two new pieces
of paperwork (P.E.P.'s and C.A.P,'s).

Because the Value Engineering failure had been caused by insufficient con-
sideration of its detafiled integration with established routines a great deal of
trouble was taken to think through the details of Product Cost Control and to set
down and publish the policies and procedures. Over forty presentations were
given to managers in all areas of the Company and also to representatives of
appropriate Trades Unions. This seems to have been well wortr while both in terms
of communication and involvement and in ensuring that everyone'sinterests had
been considered.
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RESULTS

The complete time cycle from go-ahead to established production manufacture
may take five or six years and we have not yet completed such a cycle strictly
to the discipline described. Results to date, however, are very encouraging
bearing in mind that the opportunity for avoiding costs are a maximum in the
early part of a project (Fig.4).

The RB432

The first opportunity to apply the Product Cost Control discipline formally
occurred on a new engine project developed from the RB401. The RB432 is a 19,000
lb. thrust., two spool fan engine and was scaled up from the RB401 as far as
possible in order to read across the low cost features. The judgement to launch
it into the main Design Office was based on a Project Office general arrangement
drawing, a formal specification of design requirements and a corresponding cost
estimate generated in the Commercial Department. After much discussion with
designers, production engineers and material buyers the D.C.C.G. generaied a
set of target costs for the seventy major items in the manner already described.
These target costs related to the Marketing Department optimum price in a way
which made the project commercially attractive and were based on what the D.C.C.G.
judged to be achievable within the project timescale in terms of engine defini-
tion and manufacturing methods development. They represented a reduction of 30%
below both the Commercial Department estimate and a prediction based on engine
parameters and historic costs of other engines. No extraordinarily difficult
targets were set with the exception of the intermediate casing wherc¢ the project
estimate suggested a work content of over 600 standard hours. For the reasons
already explained this was arbitrarily set at 200 standard hours.

Two major briefing sessions were held by the Production Director supported
by senior members of the Engineering and Commercial Departments at which all the
senior members of the Product Centres were given the market background, main
design features, details of the target costs, how they had been set and the way
in which they related to the market price with a sensible profit margin.
Following the briefing sessions the D.C.C.G. was set the task of obtaining
the agreement of the Product Centres and Designers that the routes identified
by the D.C.C.G. necessary to meet the target costs, were compatibie with the
RB432 technical requirements and Production Programme timescales.

Many changes were subsequently made to the design as a result of this
joint activity, co-ordinated by the D.C.C.G., towards the specified cost targets.
A new general arrangement (G.A.) was produced after a further four months and
P.E.P.'s were issued by the D.C.C.G. to all Product Centres in order to get
their formal estimate of the costs of their parts. These P.E.P.'s were returned
signed by the Production Engineering Managers with the material price and labour
hour estimates which resulted from their outline processes. Where special Q
plant, tooling or material form were necessary to meet the targets, this was F
stated. The sum of these component costs was within the total target for the
engine.

Among the design changes which took place during this first fcrmal attempt
to design to a specified cost were a reduction in the number of blades, a re-
duction in the use of expensive alloys such as titnaium and waspaloy and much
closer relationship between the shapes of components and their manufacturing
processes. The intermediate casing labour content was reduced from 600 standard
hours to 270 standard hours by the actions resulting from the imposition of the
arbitrary 200 standard hours maximum. Still not on target but a very encouraging
step.

These changes were introduced as part of the normal process of design with-
out delaying programme timescale or reducing the technical standard of the
engine and with no unacceptable demand on production engineers' time. The
fact that target negotiations with the Product Centres were completed within
eight weeks was, in itself, an indication of the success of the carefully
planned@ introduction of Product Cost Control into the line management of the
site. Hitherto production engineers and product centre managers would not have
been involved with a project until it reached production release. At this stage
the opportunity to influence the programme and recover disadvantageous situations
generated during the development phase are minimal, although all too often in
the past production have borne the brunt of blame for production cost problems.
On the RB432 well over 100 production managers and engineers had been involved
in up~front planning of the business involved in making the decisions against
which they will subsequently be monitored. This development has great signifi-
cance for the future status of engineering in production.
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Achievement of the specified cost target and the resultant project profit-
ability were largely responsible for the signing of the formal project launch
which followed soon after. The impact on cost of the disciplined approach to
targets by the joint action of Designers and Production Engineers had been
crucial. Had the Product Cost Control discipline not been used a formal launch

would have been unlikely.

Other Applications

For Rolls-Royce Design to Cost is now part of the routine. Product Cost
Control i1s now operating on a new mark of military engine. Targets are issued
and negotiated and the combined design/production engineering activity is in

progress.

Accessories and Control Systems

These essential parts, which are almost always purchased from very
specialised sub-contractors, can account for 10% -~ 15% of the factory cost
of a civil engine and up to 25% in the case of a reheated military engine.
These percentages are so significant that any cost reduction programme, or
new engine being subject to cost control must include this group of components.
In the case of existing engines where contractual relationship already exists
between the sub-contractor and the Company, two difficult problems immediately
become apparent. Firstly, a desire by both sides to share the cost reduction
cake before it has been baked, may positively prevent engineers from both sides
coming together. Secondly, the sub-contractor may, understandably, feel that
the only result of cost reduction is to reduce his price and factory workload.
This introspective and inhibiting commercial response was eventually overcome
by extending the open management concept., already being adopted internally,
to our major sub-contractors. Their senior managers and managers are shown
the part their component prices play in our business plans and marketing
assessments, particularly the sensitivity of the business to cost changes.

Accessory cost make-up and the opportunity for cost reduction have a number
of differences when compared with the basic engine and to date we have found
that the potential for cost reduction is lower. Reasons for this include the
fact that controls are largely a collection of different parts whilst much of
an engine cost is concentrated in multiples such as blades. There is seldom
the opportunity to eliminate or reduce the amount of expensive material used,
frequently a major area of cost reduction on engines. Conversely production
acceptance testing can constitute a significant part of a control system's
price. The importance of specification and test schedule are obvious particu-
larly in ensuring the requirements are real, and not simply transferred from a
previous specification without consideration.

The major U.K. suppliers have been very responsive to this activity and
joint teams have been set up with Rolls-Royce on military and civil projects
with significant results already achieved. Specific targets 0% below existing
prices were recently set for the Fuel Control Systems of a military reheated
engine. This resulted in formal proposals identifying realistic routes to
achieve reductions of between 35 and 50%.

The cost targets are like those for the main engine components, generated
by the Design Cost Control Group, in this case working with experts from the
Control Systems Performance Department and the appropriate purchasing specialists.
In general the total accessory package target cost is taken firstly as a per-
centage of the main engine target cost and the resulting total broken down to

the major items plus the rest.

The specification for each accessory is then set down in terms of the
essential functions that it has to perform, rather than in terms which tell
the supplier how he must achieve them. The target price is added to the technical
specification and the Purchasing Department is then responsible for making con-
tact with potential suppliers. 1In principle it is a question of negotiating a
specification with the Purchasing Department in place of a scheme or detail
drawing with the production engineers. The P.E.P.1 document is used in order
to record thecommitment of the Purchasing Department to buy a given accessory

for a given price.

It is worth reminding oneself that aero engines are themselves aircraft
accessories. What works for us can also work for our accessory suppliers.

The Present Situation

We have moved a long way from the days of the Value Engineering Department,
through a phase of joint but informal co-operation of designers and production
engineers to one where specific cost targets derived from market requirements
have been formally accepted and achieved by a joint Production and Design
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Engineering activity as an extension to the established working routine. 1In so
doing we have realised very substantial cost benefits with virtually no effect
on the timescale or on the technical specification and the Cost Action Plans
promise to solve the problems of ensuring that these forecast cost levels are
realised in the shops. Many problems, mostly of understanding and communication
have been solved during this process but as with most human situations the
solution to one problem always reveals others and this is certainly true of the
cost situation.

However, since problems for the workforce are opportunities for Management
today's problems represent tommorrow's improvements.

There are three major areas which offer special opportunities for future
improvements, which we have classified as:-

-~ Total Engineering
- Functional Estimating
- Engineer's Cost Data.

Total Engineering

As with most engineering companies our engineering activity is split into
two functions. Those who engineer what is to be made and those who engineer the
way it is to be made. The two groups are responsible to the Technical and the
Manufacturing Directors respectively. We have convinced ourselves, however,
that if cost is to be minimised it must be made a design requirement so that
it can be traded with the other factors like weight and stress in the early
days of the project. Thus, the definition of each part and the method by which
it is made, must be engineerd conjointly. We have coined the phrase 'Total
Engineering' to represent the ideal we should aim at in terms of blending the
two branches. The size of this task is indicated by the fact that one grcup
of engineers has always operated upstream of the development programme, when
there is maximum scope for innovation and change and the other has been confined
almost exclusively downstream of the development programme, when there is little
of either. Their backgrounds and attitudes are consequently very different and
their marriage must, therefore, be arranged with care.

Estimating

It is a characteristic of the aero engine business that we become almost
totally committed financially long before there is any hard evidence of how
much things will eventually cost. The success of our business, therefore,
cannot be better than the quality of our financial estimates.

Traditionally our cost estimating. especially in the early days of a project,
has been heavily dependent on past experience and a small number of people in
the commercial area have become expert at predicting future costs in this way.
However, having made radical changes to the cost behaviour of the two engineering
departments we have had to change our attitude to estimating.

In the last two years we have arrived at eighteen different categories of
estimate each useful for its own purpose. There are six step changes in the
7guality of the engine definition each one occurring at a different point in
the flow of work down the line from marketing to production:-

- No drawings
- Project G.A.

Design Schemes

Detail Drawings
Manufacturing Operation Sheets
Actual Manufacturing Times

For any given definition there is also the extent to which an estimate
should anticipate future changes either to definition or manufacturing methods
or performance. We use three classifications to cover:-

- Current definition

- Agreed changes planned but not yet incorporated
- Other changes being considered for incorporation.
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We now see the estimating function as a very much broader activity in
which the engineering and manufacturing areas predict the expected evolution
of the engine definition and its manufacturing processes, with the Business
Planning Department supplying the commercial and financial input. Estimates
formed in this way result in a much wider understanding and business awareness
amongst those people who will eventually incur the costs and they carry a degree
of commitment that is not otherwise possible. These estimates aire more
professional.

Cost Data

When designing and making to a specific cost level alternative designs
and processes have to be generated and the most effective chosen. Thus, design
to cost requires engineers to make cost based decisions as a normal part of
their routine. As all accountants know, the cost data required for decision
making is different from that required for financial accounting and pricing
and whereas all companies will have the latter, few if any have the former.
The financial accountant is concerned with cost recovery whereas the designer
and production engineer are concerned with minimising cost generation. The
two tasks are very different and both are essential.

Cost based decisions are properly made using marginal or incremental costs,
that is those costs whichwould be generated or avoided as a direct result of the
decision. Thus, no fixed cost should be included in the data to be used for
making a decision since by virtue of the fact that they are fixed they cannot
effect or be affected by the decision. Nearly all cost data readily available
in most manufacturing companies however contain fixed or overhead elements and
thus can lead to wrong decisions on the drawing board and in the development
programme. A few examples may illustrate this very important matter:-

- If one Product Centre is obliged to install expensive capital plant for a
particular project and if this is included in an average fixed cost for that
Product Centre the designer may well conclude that he should avoid designs
which would be made there because the cost rate appears higher than other
Product Centres. Thus he may avoid designing sheet metal fabrications in
favour of castings, say. The apparent savings are illusory, however, since
the expensive plant is still there and still has to be paid for. Ideally
it should be given more work not less.

- Designers are often concerned to achieve a particular shape without being
especially concerned how that shape is achieved. For example, it may be
of no technical consequence whether a component's shape is forged or machined
from solid. If, however, the Company does not have its own forging facility
the designer i1 specifying a forging has made a decision to buy rather than
make the desired shape. Once again management accountants are well aware of
the difficulties of making correct make or buy decisions. All management
accounting text books deal with the subject of make or buy decision-making
and some deal with nothing else. Many companies' available accounting data
favours buying, but this is not to say that it is in fact cheaper to buy but
rather that the associated direct costs are less. Whether the associated
increase in overhead costs outweighs this or not is what constitutes the
basic difficulty of the make or buy decision.

- In attempting to designh to a cost target of, say, fifty star lard hours plus
£800 material a solution may be found which gives seventy standard hours
plus £400 material. 1In deciding the cost of the extra twenty standard hours
work in-house it is important not to multiply the time by the average hourly
rate as again this will contain fixed elements. It is similar to the make
or buy decision, incremental costs must be used.

- Alternatively in the above example a solution may be found which gives fifty
standard hours plus £1,000 material but a shorter manufacturing lead time.
Thus, the financial value of shorter lead time has to be balanced against the
extra cost of the material. This certainly needs advice from the management
accountant.

Our experience of the last few years has enabled us to see clearly the
interaction between the financial accounting conventions and the design features
of our engines and as more and more people become personally involved in the
use of cost data in their daily tasks its unsuitability for their purpose becomes
more apparent. It is vital that this situation does not lead the engineers to
conclude that the financial accountants are wrong. They are not wrong. their
purpose and therefore their cost data are different from his. For most
engineers the problem is that there are no cost data which have been generated
for his purpose, and he must first learn something of management accounting and
then work with management accountants to get what he needs.
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6.8

The Future

The experience of Design to Cost has shown itself to be not only practical
and financially rewarding but to be the source of many subsidiary benefits, all
of which stem from the increased involvement in and understanding of costs by
engineers, of engineering by accountants and by everyone in the real nature and
purpose of our businesc. We see the changing attitudes to the estimating
function and the eventual recognition of the cost data needed by engineers for
their decision-making and its relationship with financial accounting data as
leading to a much wider and responsible role for engineers as the principal
managers of the generation of cost. After all, when the engineers have decided
what is to be made and how, 90X of the financial affairs of the Company are
determined. It is the engineers, therefore, who must accept the major respon-
sibility for the financial performance of commercial manufacturing companies.

If they can define and make the goods which the customer requires, while ensuring
that the minimum coats are generated in the process, the established financial
accounting of cost recovery and pricing will ensure that we supply what the
customer wants when he wants it at a price he can afford and be seen to be doing
s0.

That will be more rewarding and satisfying for everyone.

|
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This shows the L.C.C. designer his first priority
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Value Engineering In The 1960%

Design |— > Manufacture
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Value Engineers in the 1960's were placed outside the
line activity. Work was thus able to proceed without them,

and d4id.
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This shows the impact of the "Design Liaison" activity
inserted in the middle of a designing cycle
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REF. Fig. &
Sources Of Unnecessary Cost 1
Design Schemes 50%
i
Detail Drawings_________ 30%
Production Engineering____. 20%
\_ J

Analysis of over 2,000 detail drawings by Cost Reduction
Teams for new and well established projects has shown that
the removal of avoidable costs requires action in Design,
Detail and Production Engineering areas roughly in the above
ratios. This strongly supports the argument that cost control
must start when the Design starts.
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By the time 10X of the project timescale has elapsed
90% of the costs are irrevocably committed.
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D.T.C. In The Organisation

PRODUCT COST CONTROL -~ PCC

( Design and make to cost )

PCC = DTC +« MTC

- _J

The Rolls-Royce Bristol Product Cost Control procedure
controls cost both during the design phase and during
subsequent production manufacture.

Product Cost Control consists of Design to Cost plus
Make to the design Cost.
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The Design Cost Control Group
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NOTE- With the exception of the admin. man the entire tecm is £
seconded from the appropriate Production and Commercial 1
g, \_ Departments. ) 3
.4§ } Simplified organisation of the Design Cost Control Group.
&y This is the only department in the Company whose task is not
éi i limited to one of the Directorial disciplines. 4
2
z3 i
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i Group
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. Programme against
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This slide shows the line sequence of work flow from
Marketing to Sales and the position of Design Cost Control

Group in the line.
The management data available at each stage and the
feedback loops which operate when this data is unsatisfactory

are indicated.
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EVALUATING AND SELECTING
THE PREFERRED AIR-BREATHING WEAPON SYSTER

by
FRANK A. WATTS

Ranager, Systeas Cost Analysis
Requirements and Strategy Planning
Boeing Aerospace Company, Seattle Washington, 98124, U.S.A.

ABSTRACT

Aerospace contractors are continuously attempting to detect new military requirements
emanating from changing international threats. In clarifying the requirements and defin-
ing a weapon system, contractors are Led down mu'tiple paths, depending upon whether they
are influenced more by the military technology ay,encies, the operating commands, the head-
quarters general staff, or the civilian secretaries.

In arriving at the preferred military system, contractors have established a reputa-
tion that is generally accepted by military organizations. Too often, however, these wea-
pon systems fail to pass the budgetary approval process because of inadequate cost
analysis. This paper discusses life-cycle costs of three strategic forces, each having
equal effectiveness, with the objective of isolating the preferred air-breathing compo~-
nent. Terms are defined, cost elements are reviewed, and an example is described in which
various strategic forces containing advanced aircraft are compared and the preferred
choice is dependent upon whether least cost is measured by short-term, Long-term, or
inmediate budgetary considerations.

INTRODUCTION

Other papers in this lecture series have described how the analysis of aircraft tur-
bine engines and their costs can aid military program managers in making better policy
decisions concerning the management and control of existing weapon systems. In addition,
these cost analyses have significantly improved the ability to forecast acquisition and
operating costs of new and advanced weapon systems powered by turbine engines. This
improvement in cost estimating can be seen in absolute budgetary terms and also in the
technology-versus-cost trade studies during the initial planning and approvat stage.

This paper discusses cost analysis from a more global point of view by reviewing a
typical analysis that examines the effect and interaction of an air-breathing weapon
system in an overall force mix. This study determines whether the effectiveness of a force
is increased by the introduction of a new or modified weapon system when compared with
alternative systems. Conventionally, the relative effectiveness of a proposed system is
measured in comparison with current and alternative systems, in each case assuming that the
total force cost is held constant. Conversely, the relative costs are measured when
effectiveness is held constant. In addition to the primary usage, this analysis will also
assist long-range planners by providing a point of reference when considering the develop-
ment of new engines or the improvement of those already in the inventory.

The procedure discussed in the following paragraphs is applicable whenever qualita-
tive or quantitative changes are being considered in a force mix. This particular paper
dwells on a strategic force in which new Land-based missiles and new air-breathing systems
are being reviewed as possible candidates for improving effectiveness. Simultaneously,
existing systems are considered for major modification, while other systems are assumed to
have outlived their usefulness and have been phased out. Although typical study results
are shown here this paper emphasizes Life~cycle~-cost analysis leaving any discussion of
the effectiveness analysis to another classified presentation. Examples are shown for the
strategic area, but the same principles are valid for the examination of tactical forces.

A REPRESENTATIVE PROBLEN

figure 1 is an example of the defense budget trend in the United States in constant
1980 dollars and shows in real terms how one element of the budget, that dealing with stra-
tegic forces, has experienced a significant reduction between 1950 and 1980. Depending
upon the method of analysis, a similar curve, or a8 series of similar curves, could be
generated to show the decline in force effectiveness of the U.S, strategic forces in com-
parison with those of the Soviets. Such a series of curves would contain different assump-
tions on a wide range of parameters, including U.S. alert rates, the number of Soviet
reentry vehicles per missile, the accuracy of their reentry vehicles, or the condition of
our command, control, and communication assets sfter a first strike. However, despite
assumptions used in comparing U.S. and Soviet forces, there is a general sgreement that
the currently planned U.S, strategic forces may not support their main objectives. What
are these objectives?

When planning alternative strategic forces in the United States, the traditionally
stated goals have been—

a. To deter nuclear attack on the United States and its allfes

b. If deterence fails, to terminate the conflict on terms as favorable as possible
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The first goal is setf-explanatory.

The second goal is more dynamic one in terms of analysis. It requires, after taking
into account the Losses expected from a Soviet first strike, that the remaining U.S. stra-
tegic forces (however depleted) shall be seen to be structured in such a way that no advan-
tage could be gained by the Soviets continuing the conflict. In achieving the first goal,
relative capability is often measured and expressed in terms of quantity of weapons,
warheads, or potential number of targets destroyed. When analyzing requirements for
achieving the second goal, the units of measure are similar after taking into account
additional issues, particularly survivability during a preemptive strike and endurance
during protracted periods of nuclear hostilities.

Measuring and comparing strategic capabilities, either before or after a suprise
attack, form a complicated exercise that requires detailed analysis and the use of force
exchange models. This aspect of the anatysis will not be discussed in this paper. It has
been generally accepted that the United States has maintained an adequate deterrence for
many years; however, with the Soviet deployment of their latest generation of strategic
missiles in the next decade, there is a belief that the U.S. forces are inadequate to meet
the second goal stated previously. The problem is associated specifically with the sur-
vivability of Land-based ICBM's and bombers under a suprise strike by the Soviets. For
discussion purposes, the aim is to determine from several force modernization options the
preferred force that would correct this specific weakness. In this instance the objective
of the analysis is to achieve nuclear parity by 1990 with the lLeast cost and the least
disruption to the defense budget in terms of annual funding. Parity is defined here in
terms of equivalent weapons available after a nuclear exchange. The manner in which cost
is measured is the primary concern of this paper.

STRUCTURING THE STUDY

What is the current U.S. strategic force that needs to be modernized? Essentially it
has three elements: offensive, defensive, and command and control. This paper discusses
the offensive element only. The offensive strategic triad consists of land-based inter-
continental ballistic missiles (ICBM), sea-launched ballistic missiles (SLBM), and a force
of bombers. As shown in figure 2, it is assumed that the current force, which will be
called the reference force, does not yet include the multiple-aimpoint MX ICBM.

In this particular study, the weakness of the reference force is taken to be its lack
of retainability or "enduring survivability” after a first strike on the United States.
After examining performance characteristics of various systems including target coverage
(payload, range, accuracy) survivability, command flexibiliity, system reconstitution, and
weapon penetration, a series of alternative forces was generated. The effectiveness of
these forces was analyzed by a set of U.S.S.R./U.S. force exchange calculations in which
the Soviets, when striking first, employed tactics designed to meet their objective of
maximizing their postexchange net advantage. The United States, on the other hand,
employed tactics to deny Soviet attainment of those objectives. The study was structured
so that after a nuclear exchange both parties retained equal strength in terms of equiva-
lent weapons. An assumption inherent in this study was that the new U.S. strategic
systems should achieve this operational capability by 1990.

BUDGET CATEGORIES

When proposing the introduction of a new weapon system into the strategic forces, it
is not enough to express costs in simple terms such as development cost, flyaway cost, or
annual operational cost. A new system is much more likely to be considered if its costs
are presented in terms similar to those used by the budget planners within the Department
of Defense.

The DOD budget is portrayed in several ways. One is shown in table 1, a format in
which the Army, Navy, and Air Force have their individual budgets shown separately and in
total. Budget authority values shown in table 1 are those amounts the DOD submits to
Congress each year for approval and represent the funds each service may obligate for spe-
cific activities over the coming years. Table 2 shows the budget authority displayed in
terms of major expense categories such as RDTEE, procurement, and military construction
regardless of which service is involved. For the purpose of planning a8 new program it is
normal to portray its cost in terms of program element, as shown in table 3. For example,
those military services involved in strategic programs have their direct RDTRE,
production, operations, and military construction costs combined in one budget code; that
is, the Afr Force's bombers and ICBM's and the Navy's sea-launched ballistic missiles are
contained in one budgetary planning classification, program 1, strategic forces. Program
2, general-purpose forces, contains those combat forces associated with conventional land,
sea, and air warfare primarily of a tactical nsture. Program 3, intelligence and communi-
cations, includes resources related primarily to centrally directed DOD communications and
intelligence. Program &, airlift and sealift, consists of those transport organizations
supplied basically by the Air Force and Navy. Program 5, guard and reserve forces, is self
explanatory. Program 6, research and development, contains all RDTEE sctivities not
related to systems approved for deployment. Program 7, central supply and maintenance,
covers among other things the central depot maintenance activities not organic to another
program element above. Program 8, training, medical, and other general personnel activi-
ties, and Program 9, administrative and associated activities, contain training, medical,
and headquarters costs as their titles imply.
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When planning to modernize the strategic forces, it is normal to consider costs in
program 1 terms. However, it is often necessary to depart from the rigid budget system to
ensure inclusion of all relevant costs. For example, by definition, a program that is
funded for development but not approved for production would have its development cost in
program 6 by each fiscal year. Once approved for production, the remaining developaent
funds yet to be requested would be transferred to program 1 by convention. Similarly, a
program once deployed would have its direct operating costs in Program 1, but certain of
its indirect operating costs by definition would be in programs 7 and 8. Thus, to ensure
that a contractor is not proposing new programs with undeclared costs, it is necessary when
discussing program 1, strategic forces, to make the additional correction of taking the
related direct and indirect costs expected to be found in programs 6, 7, and 8 and
including them in program 1.

figure 3 shows how costs are related to time, recognizing that strategic offensive
costs contain a mix of Air Force and Navy services, a2 mix of direct and indirect costs, and
a mix of programs 1, 6, 7, and 8, and that all costs are exgressed in terms of budget
authority and not outlays. The ordinate is in billiions (107) of 1980 dollars; the abscissa
is in fiscal years from 1980 to 2000. Each system has its RDT&E, acquisition, and opera-
tional costs shown versus time. The first example represents a typical program in which
all costs need to be funded during the time period of the study. The second example shous
the B~52 fleet in which modifications are under way to install cruise missiles and
associated avionics. 1In this instance operational costs of the B-~52 are the dominant
issue. If the KC-135 tankers are included, the cost of operating the B-52 fleet becomes
significant. The third example shows 2 new cruise missile carrier in which prototypes have
been ftown and tested and hence, within the study period, a smaller RDTRE funding is
portrayed. The fourth case shows a new bomber. The fifth example is the Minuteman inter-
continental ballistic missile which, in relation to air-breathing systems, has relatively
low operational costs. Modifications planned for the Minuteman over the study period are
small. The sixth example shows the new MX intercontinental ballistic missile.

fFrom figure 3 it can be seen that the interplay of RDTEE, acquisition, and operational
costs between all systems has to be taken into account for a contractor to propose an
advanced system for the strategic force with the requirements that (1) it contributes to
the aim of obtaining parity by 1990 and (2) it is the least costly and the least disruptive
to the budget in combination with existing forces. 1In addition, when proposing a new air-
plane, the time to develop and deploy the system to its full operational capability (in
this study 1990) has a strong influence on whether available or advanced engine technology
will be incorporated into its design.

SYSTER COST ESTIRATE

Introducing a new system into the force requires an estimate of its cost. The MX ICBM
is a typical example. Such a system, having been in the conceptual and preliminary design
stage for the last 10 years, has had many different missile air-vehicle designs, different
types of basing proposed (pools, trenches, vertical silos, horizontal shelters, etc.), and
different modes of operation concerning security or verification from Soviet overflights.
The cost-estimating equations developed during the lLast 10 years have also undergone sig-
nificant changes in style, format, and confidence. 1In the case of the MX, 8 well-defined
estimate might take the form shown in table 4 for a force of 400 missiles with further
expansion as shown in table 5 for ROT&E and acquisition and in table 6 for operations.
Table 7 shows a cost summary for a force of 160 bombers. <Costs would be transposed into
fiscal year funding (authority) as shown in table 8 for the MX, for example, taking into
account the necessary time lags.

The term "time Lags”" in this context refers to the years between a firm proposal being
made and the subsequent fully operational capability of that force. For a fleet of 10
nuclear submarines this period can be 20 years. For 200 Land-based I1ICBM's, the overall
time Lag can be 12 years, and for 200 airplanes it can be 11 years. The time will be longer
if a proposed system requires additional feasibility studies or exploratory development or
if a new system is still only in the mind of a contractor but not vet accepted by the
appropriate military service. In an emergency, of course, certain programs can be
accelerated, but emergencies are rare. No matter how much a contrac 'r believes his pro-
posal should receive special privileges, it is realistic to allow for normal time lags.

Where does all this time go? As an example, a new, dual-purpose bomber might require
a minimum of 1 year for DOD to formulate its requirements, another year to obtain design
studies from several contractors, 1 year for Congress to authorize funds, 4 years to
develop and test, 2 years to deliver and train a squandron before an initial operational
capability (I0C) is achieved, and 2 more years to deliver another 200 airplanes.
Naturally, further time would be required if major modifications were required in the air
vehicle's design, or if budget constraints were imposed.

FORCE COST ESTIMATES

Approximately fifty individual forces were costed initially to eliminate the more
expensive options. Table 9 displays the force options finally considered in this study.
The reference force (i.e., & notional force thought to be inadequate) {is to be modified as
shown in alternstive A, 8, or C. Alternative A has as its objective the Least change to
the existing reference force. 1t phases down the Minuteman 111 and adds a force of 300 mx
1CMB's and a fleet of 216 STOL cruise missile carriers. To maintain survivability, an




additional 5,730 multiple-aimpoint dispersal fields are required for this force. Alterna-
tives B and ¢ make no attempt to continue with systems approaching obsolescence. Alterna-
tive B phases down all existing ICMB's and bombers while adding a force of 400 MX's and, at
the same time, introduces 160 new dual-purpose bombers requiring 4,233 dispersal bases.

The dual mission referred to here is first as a standoff cruise missile carrier and second
as a penetrator. Alternative C also phases down existing ICBM's and bombers. In exchange,
it adds a force of 370 MX's and 190 STOL cruise missile carriers having 4,910 multiple~
aimpoint dispersal bases. In all cases, the SLBM's remain a constant force.

After detailed costing of each of the candidate systems is completed and with the
knowledge that all three of the alternative force options produce parity with the Soviets
by 1990, the costs of the alternatives are compared. The elements of RDT&E, investment,
and operations are time phased to allow for the time lags described previousty. Costs are
expressed in fiscal year 1980 dollars as congressional budget authority by year. The
typical output of such an analysis is shown in figure 4.

for the sake of brevity, only alternative B is shown. Each weapon system is listed in
the first column showing its RDTE&E, investment, and operational cost. The headings at the
top of figure & show each fiscal year and a 20-year total. The values in the matrix are in
millions of FY 1980 dotlars. The table shows existing ICBM's and bombers being slowly
phased out by 1990. At the same time the new systems, the MX and the dual-purpose bomber,
are phased into the force according to their individual schedules and funding patterns.
The summations for each year at the bottom of the table show the annual funding reguests
that require approval by Congress for offensive strategic forces. The cumulative total,
the cost shown in the bottom right-hand corner of the table is the total life-cycle cost of
this particular option over 20 years. Table 10 summarizes the cumulative totals of the
reference force and each of the three alternatives. Given that all three alternatives
achieve parity by 1990, then the preferred choice is alternative ¢, which has the lowest
overaltl cost. However, not everyone considers comparisons of cost in this simplified way
and hence the value of time needs to be introduced.

THE PROBLEM OF TIME

In table 10, alternatives B and C show a cost savings over alternative A. By
examining the distribution of the costs, one can detect that substantial part of the
savings of alternatives B and ¢ is in reductions in operational costs between 1990 and
2000. This is portrayed in table 11. No analysis that extends so far into the future can
be certain that such operational cost savings will indeed be accrued; hence it is the con-
vention when discussing the effect of time to use some mechanism to discount those future
costs that contribute to the belief that one system costs less than another. Discounting
techniques used in the commercial world to optimize cash flows are well established. Al-
though it is agreed that the Department of Defense does not have the same cash-flows or
revenues as a commercial industry, the problems and uncertainties of time inherent in both
activities are similar., Hence, an attempt is often made to modify a cost analysis of mili-
tary systems by discounting atl future cash streams on the premise that no public invest-
ment should be undertaken without explicitly considering the alternative use of the funds
that it absorbs or displaces. When cash flows are discounted, inflation within the dis~
count rate is included only if the cash flows themselves are inflated. Here, by
definition, all costs are in 1980 dollars so a discount rate can be applied directly.
However, it is theoretically inapplicable to use normal discounting procedures here since,
to be correct, cash flows should be expressed in "outlays," not obligational authorities,
as defined earlier. To simplify the calculations in this example, a nominal 10X value has
been selected to illustrate the point. Table 12 shows the effect discounting has on the
comparison. Previously, alternative C was the preferred choice in undiscounted terms, as
shown in table 10. With discounting, alternative ¢ is still the preferred choice but by a
considerably narrower margin.

e

Although it is true that discounting provides a procedure for measuring the time value
of money, it does not provide a practical solution to the immediate problem of selecting
the preferred alternative of obtaining parity by 1990.

NEAR-TERM BUDGET CONSIDERATIONS 3

While isolating the preferred force option from a small List of three alternatives,
some statement should be made on the effect these options have on the budget in the
immediate future. One option might be to select the system that achieves parity by 1990 E
but costs the Least through 1985. Table 13 shows the costs between 1980 and 1985,
indicating that the preferred choice is alternative B -- the new b mber and MX option =-- ]
not alternative C. Although not arrived at by discounting, per se, in effect by consider-
ing this shortened time period the decision could be said to have been based upon a discount
rate of 0X over the first 5 years and an infinite discount rate over the remaining 15
years., However, a more likely outcome would be one in which the Department of Defense
recognized that force modernization is essential, necessitating a growth in the strategic
budget. There are many ways to describe real growth but for the purpose of this paper,
since all three alternatives achieve parity by 1990, it might be that the preferred choice
is that which can be contained within a 10X budget growth between 1980 and 1983 and with a
tixed no-growth budget after 1983,
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Figure 5 shows that none of the alternatives can achieve the goal of remaining within
a fixed budget constraint of 10X over the next few years. Given that this constraint is
real, then one could change one's judgement value and approve the option that achieved
parity first. In this case, alternative B achieves parity by 1993 while alternative C
slides into 1994.

In summary, the decision can be taken from the options shown in table 14, The least
cost over 20 years is alternative C, either undiscounted or discounted. It calls for the
introduction of 370 MX missiles and 190 STOL cruise missile carriers. The cruise missile
carrier 'would have an initial operating capability of 1984 and a full operational
capability of 1989. This implies either an off-the-shelf engine with minor scaling or the
immediate start of a new engine having 1980 technology. If minimizing the cost through
1985 is the setection criterion, alternative B is preferred. This is a force that would
eventually include 400 MX's and 160 new bombers. 1If the initial operational capability is
to be 1985 and 1987 for the MX and bomber, respecfively, then once again 1980 engine tech-
nology is required. However, if a fixed funding constraint of 10X growth to 1983 is placed
on the strategic budget and parity by 1993 is acceptable, then alternative B, the new-
bomber option, is once again preferred. With the additional 3-year grace, it might be
possible for the new bomber to contain later technology, particularly in the engine. 1In
addition, one would have the time to trade alternative engine cycles and designs against
the cost of dispersal bases where the cost advantage of substituting STOL versus quantity
and length of runways could be considered.

BUDGET AUTHORITY

BILLIONS OF
FY 1980
DOLLARS

LIty v bbbl
50 52 54 56 58 60 62 64 66 68 70 72 74 76 78 80

FISCAL YEAR
Figure 1. Strategic Forces Budget Trend
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Figure 2. Exleting Strategic Offomsive Force



bl i e Y o el e

el TN 5 Tl L ... 5504 it o 'i»s&' s A T R S s P L

[ FY 1978 | FY 1979 | FY 1980
Army 28.9 31.6 34.0
Navy 39.6 415 440
Air Force 33.1 35.4 39.0
Defense agencies/OSD 42 4.6 5.3
Defense-wide 10.6 12.6 13.2

Total 116.5 125.7 135.5

Table 1. Department of Defense Financial Summary by Component—Budget Authority—

Current Dollars {Billions)

FY FY FY
1978 1979 1980
Military personnel 27.2 28.7 30.3
Retired pay 9.2 10.3 115
Operation and maintenance 349 38.1 409
Procurement 30.3 315 354
RDT&E 115 12.8 13.6
Military construction 19 2.6 2.2
Family housing 14 1.7 1.6
Revolving and management funds 0.2 0.1 -
Total 116.5 125.7 | 1355

Table 2. Department of Defense Financisl Summary by Appropristion—8udget Authority—
Current Dollars (Billions)
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h Program FY 1978 | FY 1979 | FY 1980
; 1 | Strategic forces 9.1 8.6 10.8
i 2 General-purpose forces 425 47.6 50.0
" 3 Intelligence and communications| 7.9 8.1 9.1
3 4 Airlift and sealift 1.6 1.8 1.9
5 Guard and reserve forces 6.9 70 7.1
€ Research and development 10.1 1.1 1.8
7 Central supply and maintenance | 11.9 129 13.8
8 Training, medical, other general
personnel activities 239 258 27.9
9 Administrative and associated
activities 2.2 23 26
10 Support of other nations 0.3 04 0.6
Total 116.5 125.7 135.5

Table 3. Department of Defense Financial Summary by Program—Budget Authority—

OF p
Fy1980 | /| J&OH esus
DOLLARS 5

Current Dollars (8illions)

7
15////
|
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Figure 3. Typical Funding Profiles
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1
~ Millions of FY 80 Dollars J
: ® RDT&E !
® Missile 4,820 |
® Basing 2,180 |
7,000 |
@ Investment '
e Missile 8,904
® Missile spares 1,780 ‘
¢ Countermeasures 744
® Vehicles 3,138 j
e C3 825 B
¢ Ground equipment 1,511
® Physical security 1,120 i
¢ Miscellaneous support equipment 333 |
e Training 327 i
e Data, ECP, general support 1,094 ‘
e Government costs 1,032 ‘
e ALCC 74 i
e Shelter 10,388
o Other facilities 727
e Roads and railways 5,100 1
37,097 |
@ Annual operations and support
o Recurring investment 501
e Pay and allowances 254
¢ BOS/medical 15
e Personnel support 10
e *“Pipeline” support 23
803
Table 4. MX Cost Summary—400 Missiles—RDT&E, Investment, and Operations
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o RDT&E Millions of FY 80 dollars
e Missile 4,536
¢ Basing 2,052
® Nonrecurring missile 284
¢ Nonrecurring basing 128
7,000
® Investment
® Missile 8,904
o Missile spares 1,780
e Comprehensive countermeasures 744
3 e Vehicles:

« Transporter emplacer-launcher 2,408
k' « Transporter launcher shield 596
* Mobile launch command and control 53
* Cover-remover vehicle 80
* Cover-remover support vehicle 1
¢ Command, control, and communications 825
* Ground power 718
® Physical security 1,120
e Mechanical equipment 793
¢ Maintenance support equipment 150
* Depot support equipment 109
¢ Transportation and handling equipment 74
® Training 327

o Aging surveillance assets, date, engineering
change orders, and general support 1,094
® Other Government costs 1,032

o Air-launch command and control facilities
4 and land 74
t ¢ Shelter 9,738
: : o Shelter door 650
e Other facilities 727
. ¢ Roads and railways 5,100
i 37,097

b Table 5, MX RDT&E and Investment—400 Missiles
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]
i
Millions of FY 80 Dollars
® Recutring investment and miscellaneous
logistics 501 )
* SE, common (REPL) and spares 8 1
® Maintenance, base (material only) 31 é
® Maintenance, depot (labor and material) 108
® Modification, class IV and spares 27
® Replenishment spares 52 b
® Operations missile test and analysis 266 ]
® Vehicular equipment 9 b
@ Pay and allowances 254 3
¢ Military, PPE and BOS/RPM 242
e Civilian, PPE and BOS/RPM 12 _
® BOS/RPM, nonpay support of primary mission 5 :
¢ PPE man-years 4
¢ BOS/RPM man-years 1 7
® Medical (MFP VIII) support of mission 10
o Officers, PPE and BOS/RPM 3
o Airmen, PPE and BOS/RPM 7
® Personnel support 10 : q
¢ PCS—officers 3 ‘
o PCS—airmen 7 ; :
® “Pipeline” support 23
j o Acquisition—officers (nonaircrew) 4
] ¢ Acquisition—airmen [
3 ¢ Training—officers (nonrated) 1 1
4 o Training—airmen (maintenance) 13 {
Total annual cost estimate 803

2 Table 6. MX Annual Operations and Support Costs—400 Missiles
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Millions of FY 80 dollars

® RDT&E
® Airframe $ 1582
® Engines 950
® Avionics 139
® Flight test 454
$ 3,125
@ |nvestment
® Unit equipment (UE)
¢ Airframe $ 8,332
* Engine 868
* Avionics 1,596
e Command support 1,079
® Advanced attrition bay 1,080
¢ Initial spares 972
® Support equipment 324
¢ Training equipment 216
® Technical publications and data 107
$14 574
@ Annual operations and support
® Recurring investment $ 208
© Pay and allowance 121
o BOS/medical 7
® Personnel support 4
: ¢ “Pipeline’’ support 7
$ 355

Table 7. Dual-Purposs Bomber Cost Summary—160 UE—RDT& £, Investrent, and Operations

B e e 3

i
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Table 9. Strategic-Force Structure Alternatives—Alternatives A, B, and C Achieve Panity by 1990

8081828384858687888990([‘99Tou|
MX-MPS
R&D 700 | 840 |1,050|1,260 1,540|1,050 350| 210| 7,000
Investment 527 |2,821|2,957|4 895 5,679L6,911 6,442|3,094|2,275| 750 37,097
Operations
and support 20| 100| 301} 502| 602| 703| 803 03| 803 | 10,261
Total 700 |1,367|3,871 4,217I6,455|6,829 7,562(7,154/3,696|2,978 1.553) f 03| 803 |54,358
Table 8. MX Budget Authority in Millions of 1980 Dollars—400 Missiles
Reference
force Alternative A] Alternative B | Alternative C

Poseidon 448 448 448 448

Trident 312 312 312 312

Titan 54 54

Minuteman [| 450 450

Minuteman IlI 391

MX-MPS C 300) Ca00) 370

B8-52 D/H (penetrator) 173 173

B-52G (standoff) 169 44

ALCM (B-52G) 3,000 520

FB-111 66 66

AMST-CMC (216D

ALCM (AMST-CMC) 4,865 4,455

Dual-purpose bomber

ALCM (standoff) 2912

Penetrator psyloads 36

Dispersal fields 5,730 4,233 4910
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Alternative

Reference
force B8 C

SLBM 57 57 57 57
ICBM 12 54 60 57

Aircraft 79 57 52

66
135

Total 190 174 166

Table 10. Life-Cycle Cost of Strategic Options—1981 Through 2000—Billions of 1980 Dollars

Alternative

A B

SLBM 18 18
ICBM 10 10
Aircraft 26 6

Total 54 34

Table 11. Operstionsl Costs of Strategic Options— 1990 to 2000—Billion of 1980 Dollers
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Reference Alternative
force A B C
SLBM 31 31 31 31 h
Aircraft 3~1 41 | 3| 33
Total 68 102 98 96

Table 12. Life-Cycle Cost of Strategic Options— 1990 to 2000
Billions of 1980 Discounted Dollars

v Reference Alternative
[ Force A B c
SLBM 28 28 | 28 | 28
ICBM 4 28 | 28 | 28
Aircraft 23 35 28 34
i
%
: Total 58 91 | 84 | 90
!

Table 13. Life-Cycie Cost of Strategic Options— 1980 to 1985—Billions of 1980 Dollsrs
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ALTERNATIVE

"%k B
c
15
BILLIONS "
OF FY 1980 = \—-——10% GROWTH 1980-1983

DOLLARS 3 THEN FIXED

1980 1985 1990
FISCAL YEAR

Figure 5. Annual Budget Authorities Versus Budget Constraint

E o Alternatives
Criterion Procedure A B C
Undiscounted
dollars 190 | 174
Least cost :
(billionsof | Discounted | 405 | gg

dollars

1980 to 1985 | 91 90

dollars

. 10% budget
Parlty date growth to 1983 1994 1994

Table 14. Summary




T a4 4o i bt 45 - e T T

AGARD Lecture Series No. -107

Methodology for Design-to-Cost of Aero Engines

This Bibliography with Abstracts has been prepared to support
AGARD Lecture Series no. 107 by the Scientific and Technical Information
Branch of the U.S. National Aeronautics and Space Administration,

Washington, D.C., in consultation with the Lecture Series Director,
Mr. Robert W. Ackerman.

The bibliography consists of 91 citations.




W it

- ot IR

e gt a DL A NN el U S

*{503) 31502 BuU}}eJadn 128J4|P PUR UO|ICWNSUOD

18N uo s3bueyd ubisap 40 103349 AUl ajeuausab oy

uaney ydenidde dy: S| APNiS Siul O U0 INGIJIUOD uofew
v 'pPatjiiuend aue sjudwaacudu! aunpadsoud |euojleuddo
pue uBiSapP RPL1U3}0d SNOLJURA 40 12dedw! ayy ‘ljedddie
©dAl 1u0dSuR Y/ ewoq ddu04 Jiy O) Payldde se saunseduw
UOLIRAL3SUOD |8N; 40 SSBUIALID93349 3yl aulwualap

OY PO1INPUOD APNiIS uedA om] B wodj uawel S| udded siy)
‘Zpz-zez 'd ‘6L61 CT2Ul ‘sSDLINEUOJlSy

Pu2 S013rRJ0G3Y 30 IINILISUL UBDLUBWY " HJUOA

Moy (10-61 ZOESY-6LV) 'sJddded [BO{uyddLl JO uO1333110)
*6L61 *8-9 1snbny * 0103 '43PINOY "SwdISAg adedg
3uniNJ Jo4 D0UBUBIUOH SOjuULYIIW IubL (4 Diudydsowly

‘ug (ed "eiyd|ape|iud "AIISJ3Alun {8x34Q)/2
t(-ssey ‘uoifulw M "dJ0) yoJUeadSaY SOjweuAq) /g vvd
Py 'ISITVD/D ity NVWASNG/E Y T IYMYEVOOV/Y

UO | JRAUDISUOD (3N} Jjedddie JOj Suoile) 4 IPow
uBiSap pue Saunpadoud |Buojleuado 3o siSAleue Uy 1LIN

8rELYPVEL 00/90/6L 91EL-6L Y¥3IdVd VVIvV

‘sedue

ajeid 3g,s Ud(2AINDD pue ‘pP3ads di) uoloJy ‘Oj3eud
AJIpLIOS JOI0G ‘Bulpeo| ASIP YO SJydjaweded Duisn
§2U,;8Ud UM} %DUu SNSUIA UiM] 3ALIBALISD jO sisAleue
S8yl 03 ud~1b St Syseudwl TPIIPNIS Sy J421dod |3y

MoU © 40§ jue(d vavod e se auibud mau A1339(dwod e uo
autdBuI buils: ) ue LULSONyYD UL Jj03peul 3yl ‘paulwexa
¢y uQLllsinbne pue JudLAO|3A3N UBISAS u31dOD | (3Y M3u
01 3178ds9u yliM UOI1Da|as walsAS uy Buiyew uoysydap
J0j [N0}3 e Se siSAjeue 1527 A(DAD 831 JO IsSn ayy
‘09 yvlvy "6L64 '0&-81 aunp ‘-aan ‘sebaj

S0 'YIGl "&DURLIHLC) Uorsindouud JULON " INSY pue ‘3IVS
‘wyiv { "ssey, "uuhl "dnouH sSauisng 3U|BU3 ljeuddiy

' 0D 2:433313 (eudusn)/y vVVd T "D "HINIVM/ 7

M3(A 150D IDAD 31| VvV - SwdISAs

42140241 154 M3U w0y S3aUAUE DUt 1S 1Xd SNSUIA M3N [1LlN

L68LYVEL 00/80/6L L1BL-6L ¥3dvd VVIV

*{NON) 31uUdW- JO-BuNSPRAW

ayy BulALuP Sauniedy se PassSNOSiD 3ue Ajt(i1ge|iad

pue ‘3s0D ‘A1l taeabeiuued "AJ1 [ 1QRALAJNS UOt12u}duad
A1 1GQ2AJAUNS YOUNRIAJg "BZIS I|DIUIA 2ONPSJ YD 1uMm
*ARauns uoQued Se ydNs ‘s|any A3t1suap-ydiy yiim buoje
S3[1SSIW 9S1NUD PaIdURAPR JOj PBLIRISUOT S| Saubua
{LRWS 1UAAIND JIAO DJ4SL PaAocJUdul Ylis 3uLbul padueape
uy "wIISAS doueP|IoAR/DuU N0 04-UIBUJa} BAL1D344D

u? 40 POBU Byl pue 3{21UdA Buipeo| -Buim-ydiy

e uj siinsau Iybi s _apnitije-mol S y1 "J4a3IN|D
p.Nnybwoeq pue ‘Buliysew ULVIBUUIY ‘ABuerd UOZIVO0Y
POSPOJI3P 9yl ;O IVRIUBAPE YR UED S| 1SSIW 85 Nud

@ Quoym ‘JUBy (4 9pNILIte@-mo| AQ PaAduUBYUd s UO|3D331ap
M07 "PISSNIOSID uw SO 1SSIwW 8S|NUD Joj - abueu

6uUO| PuR UO31D913P MO| - SIUdWeEJ INDOJ BuIdliduo)

‘d L ‘6461 ‘ZZ-0Z ‘ONY ‘‘A'N ‘NuOA mON ‘Buijeey
ABO|OUYD3 | Pue SWIISAS 14PJUDJIY ‘SI|INBUOUISY pue
S$2131NRUOUAY 3O 3INTILISUT uedjJauy ("2°q ‘uojbuiysen
©3ysn -ep ‘uolBuyiuy ‘Aduaby €123(oud yduevasSeYy
pasueapy dsuajaQ ‘s'N)/v vvd ‘W Y CIVI0JIN/Y

Sa| |uSjW as|nUd padueApe

Joj uUbysap pue Sjuawadinbau ayy) uo aay3dddsuad ¢y 11iNn

90205v6L  00/pC/6L ‘sJaunjoejnuew aujbue ayl pue
"Sajuedwos 314BJuDJ1R 34l ‘Saul|uie a3yl Joj abuajieud
Jofew e @q O3 Sanuj3juod §15S0D OUII3dW 1) papn 10D
Sl 1l "lUdWUJBA0YH SN Yl uoy padojaaap A|snuiadud
aubua aouewuojuad UbBy @ O B.u02 Y3 SaziliIn ‘6-0C
pue ‘g-7@ "L0L-9 8yl se ydns ljeJodie Apoq moJuJue@uU
BuiJaauibBua-au JOj 3a|qelins ‘duibud 9SWID 8yl a|duexad
ue Sy °$3S0D UOilisinboe PadNPaJ pue ‘Bl1RJ JiSIA

doys pasnpad e uy Builinsad ubisap ayy 40 AyjJniew
pided se yons 1Uawdo|dA3P yINS 30 sabejueaApe 3y}

03 UBALIH S} UOIIUallY ‘S3uIbud aAlIRALJID Bui 2 iseycwd
ag 01 umoys sy AJiIsnpul ayy "SSuibud mdu SNyl pue
jjBdoute Mau uOj puewap ualeaub O} pea| ||im UO|lP|AR
le1duawwod u) dseadou} paidafoud 3yl eyl pajou S} 31
cLi-pb "d '6L61 ‘wdy ‘pE " {OA ‘uildting

ovol (O1LQ “tleuu DU *°*ALQ 2uibul | B}D403UW0)

‘10D 9jJ3103(3 (B'J3UID) /Y vVd “3 ‘M "WYHSHOM/V
§31S0D ddUeUIIU W PUR VDL IS INDOR

3wl diey 111m SO861 Ul JOj SBUIDBUD 3AIBALIBEG (TLLIN

L0ZOSVY6L  00/v0/64 ‘0661 voy

ue40qunl 04184 ssedAq ubiy e uo4 sSubisap s ,Aep0] 0}
aAtie|ad pauJng (3Nj Uy uO{IoNPAJ %0Z @ Buipiaoud 40O
|e13jualod ayl Sey LUO}IeunBlu0d UEOQUN) padueApe Y}
1841 papn(ouod sy 11 ‘%§ AQ uojjdwnsuod |anj EYY-¥1. T
UeD SIUBUI JU3JLND O UO{1eD}4 IPON "UOIIRUO|JBIGD
aduewdJojJad Buisned SuOIDR O dDAL] ISUSS

§s2| aq o} aujibua ayy SuiubBisap Aq pue ‘824D

jueid uemod aul u|l Judwdaouduw: °asn {euo| }edado ylim
UO|}RUO | JBIBP BduURWUO;udd Buibua O Junowe 3y} NP
jeu}l Saunpasoud ddueudluivrw PIAOJUdW| *aouewuojvad
juaucdwod U} JUAWIAOUCW| 'PAJIA0D due Uo | Jdunsuod oeny
aAoudw| 01 SAem ynog4 "pPassNdsp 8ue saubua uejoquny
pasueApe Ulim sBujAes 3Ny (@1l1udlod ayl ‘uollippe

U] ‘s3UBUD 1UBLUND JO SUCISISA UCLIINPOUd MaU 40y

S@ | (3m S pamMaiAau dde sauibua uaudnl 40 uo | JdwNsSUo
1@nj ayl dInpay O} 8pew aq ved eyl S JuUdWaACITw]
‘g€2-81 d '6L61 'J4dv "pE " (OA ‘"upldting

ovol (*UUO) ‘'PJO}IUBH 1Se] '°A1Q SIINPOud (®IJWWOH
*duo) saiboiouuddl PI3jiuni/v ‘vvd ‘M "M "SN3S/V
AJUu® Dt 4@ JOUDIY ‘dduRuwJuojaed

paAbudwy uo 3431UBD SIUAWDO|IAID ouiBua I@JduiY 114N



B-3

HS 1P BY) JOJ SAIJIIudD| pue SALIIXI|AWOD UO|SS|IW

Ulim |e3p 0) Sanbiluysal uollewwns alewep [(eD|SSe[D
SAO|Qwd POYIawW u0{3DIPaud 44| dUJ "UOIIBIO| BupIjwi|
Yl Je %IPJD [|ews AudA B dOlaAdp (| m puesnoyl

BUOD U} WSIP BUO 3wl1d3)| PIIRINI(LD AY) 0 puUd By) e
JIRY) OS P3YS | |GRISd dJe SOA( YSIP JuUdJUun) 'pa3d(dap
BJ4W SOAL| |NBSN | e)0) U3aY)Y Bu03BQ 8D LAJIS WOUY SHSIP
1SOW JO JU3waJI1aJ By} U} P} |NSaI sey SIdoueru3 |0}
Buyanidejnulw pue *SO13S1ualdedeyd bBujjeuaddo

ABUS T804 140004d |RiJBYEW Ul SUOLIBLJEA |BDdA)

Uitm DI 1dNOY A1y 1Qead Uo siseydwd Si1yUj BuniIdnuls
Butleiod dyl) Ut 33ued d|Qge|[dd JSOW ayl 3Q o) paubisap
9.4e SYSIP UOSEAJ Siy) Jyo4 ‘duibua ayy o3 abeuwep
BAISUBIXI UL S1INS3d Afluanbailj pue umopinys aujbua
S9.1nbau A|1qQRLJUBAYY ‘dDUaJUJINDI0 Bdeu B Si 1t ybnoylye
TAUIBAUd surquny seb e Ut USSP B 40 aunidnud ayj
‘ydIedsay payuodans-4yysn 'd 9 wYIV ‘6L61 '0Z-81

BUNP A3y “sUEIA S ‘ulg) ‘90Ul UAIUO0) UOLS|NAOUd
IUloP IWSY pue *3vg ‘yylv ("2|4 'Uoeag w|ed I1SIM
*dnoun JjeddJdly Aaulitym pue 3ieud ‘-duod saibojouydsa]
pPajtunl /g9 ‘vvg "3 "D ‘HL3IVdS/8 U3 "D '3DIIN/Y
SHYSIP 3uibud auiquny seb JO 1S0D 324D 93| dY)
BUIOINPOJ O} yoeoudde uy - udsap jueud {0} sbeweqg :7LiiN

00/90/6L  pIEL-EL ¥3IdVd VVIV
‘paluasaud aur 14BuD010u | |ews
103 PUBWIP Ul SPpudd) yimoub padedwod aue sauibua
u0lS|d pue BuiGuNl {{BwS ;0 SIUBWAJINDAJ [any D13 )d3ds
a3yl "Ajtf{iQeuieju)jew pue Aljligetiau duibua paseadduy
pue "Aji1]19e3ddd0e |PlUBWUOJLAUD PIAOJCWL ‘adouewJ0jJad
Ipnitite POACICW) ‘uo13ICWNSUOD 3anj PadSnpPauy

SE YOdNS sUC11eyaPISUND ubisap Jaylo 01 ajeuipuoqgns

2q pinoys (3N snid waISAS 3N 3yl jo Jybiam

Byl SI2NP3J Iy SSIAuUN) 1yH1am dutbBus *sudjdodiay
Lteus Joy SautbBua auilquny padueape BuiLdotiaaap Ul eyl
pa1sabbns s 31 -suibua uolsid pabueyd0quny ayy saop
Se ({9 Se sud1dOol |3y (|(ews O SluawdJdinNbau ayy 123u
jou op sautbua auiquny |(ews s,4Aepo} eyl panbue Sy 3]
‘d ¢ wvlvw

*6L61 "0Z-81 dunp "-aAaN ‘seboa SB1 "YIGL '82ududjuo0)
uois(ndoud julor "IWSY pue ‘3Iys 'vvliv (“311el "A312
JdaA|N) "Suai1dol} | dH Saybny)/v tvvd "3 "3 "NIHOI/VY
SU0; Judju| poob

Yim paAed S| ({84 O} pLeOU Byl JO "PIBU ud1dody |9y
{|Pws 3yl s30pP ayibuad auilguny | PwWs jJeyM :JLLiNn

ZEOSEVEL

LIBEEVEL 00/90/6L GETI-6L Y¥3dvd wvliv

cpajudsaId Sy SuUIBua uUeROqUNT ABIN Y UL SIudwaaouduwy
ub1sS3P 031 sigAjRruUe pPo1Jad ydeqAed 30 uoliledy dde

Ayl “vo!Ir(nHaudopn O3 anp sS1s0D |Blided A[uo SJu3pPtsSuUOd
Uoiym 'poyjaw 1505 Bujjruado 1D9J1Ip | BUOLJUIAUOD BY)
S30p U”YS S3SO0D [RI|ded JO JUBWS3ISSe 3jeundie auow

e sapiAoud poylaw poiuad swoeqhAed ayl °pPaIqIJossp S
Jajdweued diseq 8yl se (sbBulaes yses |enuue xe)-8J0358q
03] JuaWlsSs8AU| $0 O131BU) poluad ydeghied a3y} sesn

Y2 1um poulaw SSA(eue 31343u3aq/1502 audua 14eudyiR Uy
d ¢ wvly

‘6L61 ‘0Z-81 dunp ' °AaN 'SebBapa seY ‘yligl "8adusuayuo)
uotLs|ndodd Utop 'IWSY pPue ‘3Jys ‘wVIV { "uuo)
'PuOgluBH 1S3 ‘dnoun 1jeuddiy Aduliym pue 11f44
‘*duo) saibojouyday paiiun)/v :vvd ‘3 "Q 'g893M/v
poylow

31138u2q/1502 Buiudauibud uy - pojdad woeghey :11iNn

€BYOYVEL  00/90/6L  vETL-6L ¥3dvd VVIY

‘pajuyoday OSie BJe JUBWYS}QUNJdJ JOSSIUCdWOD

aunssaud ybBiy JO4 |eAudiul 3jejudoudde ayl Bu | wJIlIBP
01 Apn3s uwoiiBZiwiydo ue JO SINSdu BY) pur Aud3A0Dd4
uo13dwnsuod [anj JubUd Uo JuUBWYSIQUNI3d U0 | }IO0S

PLOD 30 129332 3yy "S{IAI| SSO| Pa}ILpPadd Ayl 40
Ajipiiea duy3l yst1|Qeis? O3 Blep 3S3) au|bud |BD(JOIS 1Y
01 paJedwod S| uoi}dadsu| l1ded wouy PaUIWJILIep
SWSUBYDaW || JOj SSO| 3durwuojuadd JO0SSIJAWOD
aunssaud-yby pajewIsa pauiquod ayl -abewep 40

adAl yoea 03 paje|au S| abBESN $SNSJUIA SSO| ddOUPWJIOjJUed
ByY 30 dlewil1sSd UV "SO1ISIJdIIIRURYD UIUBU] (PSS

Jie Jd31N0 pue LNOIUOD | 10jJte ‘yirbuo; epe|q ‘'SSauydbnou
{1ojuie ut sabueyd BuPN (DU PISSNISIP pue pajudsaud
Sy *sjJded 9D1AJIS O UOY 1D3dSUy WOoJj P3Iudwndop
‘abesn 321A43S DBuisSB2udU| SNSJAA sSjued yjedsed
JosSaudwod dJunssadd-ybiuy g6Lr Yyl SO UOLIRUO|UIIBP
|esjueyddw Y| °"SIIPN1sS Jossaadwod aunssaud ybiy

a6lP 40 S31InsSaJd a3y} S31udsadd yaded ayl " IUSWUS|IGLN}dJ
INOYI M asn awtl ybiy ydnNs 0 SuOiIed | | duy

paudng 19N} aYy3) UO UO|IU3IIL PISNDO4 dAaey (ony

340 Ajddns Huiseaudap pue 1507 Buiseaddui ayl "sIjwi
jeuoijeaado autbuas HUIPadDXd JNOUI 1M LOIRZLL 1IN Buoy
Ul S3|INSdu JOSSAJCdWOD 84NsSsSaud-ubiy Q6Lr dUl 30 ey
uoLleUOLUB1IAP MO| pue A} 1| 1Qey |ad (edjueydaw ybjy ayy
‘d g WYYIV "6461 '0Z-81 dunp '"AaN ‘SebIA Sel 'uisi
'92UBUIHUCD UDIS{NdOUd IULON CIWSY pue ‘3Ivs YVIV
‘UUO) 'PUOIJBH 1SEI 'dNOJY jedddiy AdUl iym Pue J3ieud
1d¥02 ("uuo) 'puojilded 35e3 ‘dNoug 13eudJiy A3U UM
pue 3jjeud °-duo) saibotouyrad) pdItuUN)/I ‘vvd R

"4 CVIONVANS/D  ld 9 "3311vS/9 1 CH TP NOSAYVHITH/Y
3D1A43S U}

uolBup | Jdlap JOSSaJdwod Iunssaud ybiy 30 sasneny 111N

8ZeSyYv6L  00/00/6L  9S91-6L WVIV

‘8311 j0ud Auoldafeul uoissiw

,1e21dAy, 0} pasoddo se ejep Auolidafeud uo,ss|uw
len3oe U0 paseq a4 s30(d asayl 'adA} jjeuadute yowa
JOj paleuausd aue suajdweued ubisap 9yl 4O UO|IDUNY
e se sbuiaes J0Qg PuUB (3N jO S3O|d AJ{AL}ISUdS




B

om| 931 walsAs (@103 IUY UC SUOISIDBP uLBSIP BUBua
30 31oedwi ayl 17a8|j4ad A{ajenbape i1sny $34B0|opoy}adw
(2217) 1500 824D @3l 'sauiBusa auyquny 3O Judwdo|dAdp
pasueape Bulunp SUO|SLO3IP JIL1}3Q AMEW O) JIPUO ul

‘d 0L 'BLE)

‘DE-LZ "AON ‘" jiLe) ‘obd3aiqg ues 'Buil3an ededsoddy
‘sy@aubul aAjjowoiny jo A1a(20S (0Lu0 ‘opajol '3v)
dUApd(31)/8 ‘vvd ‘3 Q- '3SLTIM/Y Py P t13dV/Y
JUdaWdo | 3A3R PadueApe auiLBua Bujunp

SPOUIdW 1S0D @242 331 -03-ubisap BuiAiddy :14in

€06SZVEL 00/11/8¢L LEOIBL Y¥3dVd 3VS

‘paziseyduwa st ABO|opoylaw 31SO) 3124 a1 e Buysn
uB:Sap AUIBUS Bujoudn(iuy JoO;j (Biludlod ayy "saipnis
epe4]l ub1sip auiBua [BPUBA3S JO UOISSNOSIP (Ruauab e Aq
pamol 03 St A1t iqgeded wedboud 4331NCWOD JO UOLSSNOSLIP
¥ "juitodpuels 3S0) 3(2A) 3411 B wWOJy S3IPNIs Ipedy
ub:sap 19npucd 03 pPasn saibo|opoylaw O Judwdo|IAap
pue yoeoJsdde (ediuyr93) syl Sa8qivIisap uaded sSiul

‘d 6 ‘AL6L "0E€-LT

“AON ' "jile)y "ob3a(Q ueg 'Bujlalan 90edsS0J4dy ‘sudaubug
aajlowoiny j0 A33(208§ ('pul ‘sj|odeueipur ' -AlQ
VoStV 19s2t1Q 1104180 ' "du0) SJOION |BuUauan) /) :vvd
‘H "D TN3SY¥3034/0 A "4 '374v3a/8 T3 "D CAY¥ND/Y
sanbjuysay} 380)

9129A) @317 Buisn uoiIdnNpad 3sod duibud duiquny LN

v06SZV6L 00/14/8L  ZEOLGL Y¥3dvd 3VS

e o]

wWIISAS uodedm pPaIdNPAJ Uy 3340 sAed a3 dUIBUI | N JOy
syued Jofew Buiubsap (9) pue '3(2AD 33| auibua 8yl
pue 231t lued (en3oe 3yl U0 SPUAdIP Ydium ajqgejJdea e
st 1502 Butunioejnuew pue JybBiom auibud usamlag apedl
3yl (g} 'sBuitaes )7 @1qeudptisuod apAO0Jd ualjo siued
PAIIWLL-D311 Ul Saseaudul Jybiam lews (p) :ybnoyy
Aj1edsuab ueyy Jaieadd uey SI sunod Iybils dubus

Q1 sJnoy Buyjevadn auibua B30} 0 OLlIBY Byl (g) 201
pue “1ySi13m " 3S0D "334| 31.Bd DUIA[OAUL Satpnls apeuy}
wouji 1tiaudg Aj(ng 03 J43apuao Ul pajepdn Ayienuyiuod
pue ubi1saP auibua 3yl uy Ajdead DAL LWUBIdP A[(33eBUNdDE
aq 1snu O1242 A1np auibBud pue 31DAD 331] wWIIsSAS uodeam
oyl (Z) 'sived aui1BuUd PaJLWL]-J1] JO SSIUIAN|IIDIISD
1S02 3y} dZiwyxew 03 A}iuniuoddo 3|Qeljoud jsow

pue 1S4t} 3yl Siuasadd aseyd ubisoap Auveuiwl jaud 3yy
(1) 1241 S(B3Aau Syshieue 9y} "paziAjeue due )D1 wdlSAs
uodeam Gi-4 Ay uo 3|43 Ainp pue 33| ubisop aubua
001 -Md-0014 24l 3G S31D23333 (D)D) ISOD BIDAD 34| ayy
"d ¢ '8Le! "0E-LT ‘AON ‘311D ‘0BdLO ues 'Buiiady
@IUCSNidy 'SJ90uIBUT BALIOWOINY 3O A1 008 f'eid
‘yorOg Wied 1SaM ANOJUYH 1 RJ4DJLY A3UIiym pue l1ledd
Trdun) sai1do|ouyday pajiun) /v tyvd ‘M "NON¥3A/V
ubs9P du1bua Aceuiwyiadd Uy 1S 312Ad 8347 111N

50662ZV6L oo/11/8L €£018. ¥3dvd 3VS

‘uUmoys OS2 8ue eu(bBus

pue aue(dJie 3yl OULZISdY I0U JO S1D29449 Al ' (a3pow 4o
8dA) syl 40 A3 1318SUaA By} d1RUISN{ || O UMOYS SJw
SIIPNIS J40-9PBU) JUBUBSSIP BIUY] "Sdudlaweued ud|sS8p
auibua pue uo|ssitt uj sabueys ;0 3 |Nsad e se Bujziseu
au1buad pue BweJSUIE S| (IPOW IUI JO AuNlesy Jueluoduwy
uy " JuawbBas yoed uoj SUOLITIJISIP UOISSIW JjeJIDL B pue
*19A@| jued a3yl 1e suo}ldiJosap auibuad jdadde ued jeyy
pPauyjap St (8pow y "SAIPNIS 4j0-3pedl BuiIwdaojuad Uy
13POW 31S0D-8124AD-33| 1jBuUdJiR UR jJO SUO]IIS dBweJyJ i@
pue auibua ay} udamlaqg SuUO|} 1DBUUOD @A}1DVJBIU|

3N ddueuoduw; sy} moys o) si uaded sjy} jo Isodund 8yy
‘d 0L '8L614

‘OE-LZ "AON ‘"ji1|®) '0oba1g ues ‘Ouilasy adedsoudy
‘saaduibul aAilowolny jo A31320S (‘eqg ‘'ybunqsilid
*1gu0d |RUDIIBUJDIUT | (BMMOOY TZIJY “X[U3DUd

‘ReUOZ1JY 30 Auedwo) BulJdnide;nuew YouedsSaYIV)/I vvd
"3 P CAQISSYI/D D Q@ C4INd/8  PCH "Q TAIW0d/v
|9pow 3S02-3(2AD-8;4{ dwedsjuie/aujbua

BA13I0LUDIU] UR Yl |M S3IPNIS jj0-3pedl LN

zo68Ev6L  00/90/6L  TSLL-6L ¥3dvd WVIV

‘sauea auyiqun} aJsnssaud-ybiy abels-isJdiy

Jweudd pue ‘susul| JduINGg P3LBYIBUIUIS UOISUBAS P
3P X0 PaduRAPE ‘SHS|IP BUIQJN] dIH Yibuduis-uybiy o3
pa11dde se ABOo|opoyldw Sy} ;O S duwexd dJe papnN|dou}
0S|y 's3{6010Uyda]} PaduUEAPE alepipued ayy ;0 buiwueu
2 Us({qQqels? 0} 3443U3g D1WOUODd 3YI Yl 'm paJsedwod

S1 SisA{eue ySjJ pue 3jew!3IS3 ISO0D UdBWdO|3A3P ¢
‘suoiLiedyidde autBua 1jRID4LR JunIN) uoj S L]iun)uoddo
$S9d0ud pue (BiudjRw 3lepipued 831Ly O} PITO|IAID

S| ABO|OpouUlIdw 1133U3G/1S02 vy -“HBuipuny juswdoiaradp
DlEIS-{ N} JOJ PIIII(IS 34 PINOUS %SiJ ISEI| Y}

pue S150D juawdn{andp 1SEd| Iyl JO4 §j0Aed uciiedyidde
1896ue| 8y3y HBUL U330 S3LBOI0UYDIBY (et ddjew Blepipued
‘yYdJeasad paJosuods-ySyN ‘d 8 YYIv ‘661 "OZ-8L aunp
‘ADN ‘S269A Sel ‘LulIgl ‘92uaJdluo) uosindodg Jutop
"IWSY pur '3VS YVIV ‘UuN) puojlded 1se3 'dnoudo
ljeuduly Asuliym pue 1124dd 430D ( "UUO) "PudIdeH
i1sel 'dnoun Jjzeuduly A3uliym pue jledd ' "duo)d
sa|Bojouydayl paliun)/v :vvd VOO CWWVAISNOWVY/V
1Uawdo (A3 B|eIS-| Ny

Jo4 sai1Bojouyday s(eiJdlew 4O UOI129(8S UL 4LN

9L68EV6L 00/90/6L 681 L-6L H3dvd VVIV
uo _umeQO 9488 AuNsSUI

O] paAocway 3Qq ISNw SHSIP YDIum le a4t | © uoilie(ndod




T T 5 iy R s i T i e el b =T

e T e e ——

B-5

0085tv6L  00/2i/8L  €1-19/VYM-8L Y3dvd INSY

*A21(0od juswabeuew @3} 3ubua pue ‘sdulapind

puz Adi1od 31$2) uoi1iedijtuan 1ydily pue punoub

*AT LR OND '@durdg | 0) Ibrwep apnidul Passnosip sdido)
‘wedBoud Julzwdo|aadd Buibua 101-4 9YY U} pai|dde sem
dISNI " 3U0lruado 32tAL3S BuLunNp Swd|qoJdd Ad | | 1qedunp
1eJNIVNIIS O 3DUa4uNDD0 3y HBuLdNPpad A||e}juelisgns
ubnouyy S1500 31343 33| BulodNpad pue 'Ssauipedd

2D 1AUIS BUISRIYIUL 'AJDjES |BJNIDNJULS autbua

BuU: INSU3 30 (€0D Byl Ylim oubud duiquny sebd jo
judwabeuvu dy: | pue "uUDIIoNPNUU ' IUAWAO.BA9D ‘SisA|eue
ubisap (euN3IONULS &y} O} ydrvoudde pauy (didSLP

pue pP3ziuebuo ue se pau}iap ' (dISNI) wedboud Ay ubajuy
teuniangis aubHud 3g1g.nNl 9yl Saqtddsap Jaded 8y}

'd ZL  "8L6}

*GL-0l 29 " 411©) '0d2Sidueuy ueg ‘Buiiasy |enuuy
JOJUIM *$Suadauibul |PSIUBYD3N 30 A1d1D00S§ uedLJduy

{O1UQ "84V UOSudlled-1uybilum 'PUPLWO]) SWd1SAS

‘4vsSnr/g tyvd ‘G "M "IIM0D/8 T4 CD CANV4SIL/V
MD1AUBAO

uy - sauiBua euiguny seb u| A11JBaIU} (BUNIDONULS
pPaAOLdw 07 yoeoudde 4ISNI 94Ul uo Ssadbougd :71in

veg0Zvel 00/s0/84 ‘Pauoy jusu

4R pasn sy $S3304d Yl YdLYm JOY SADt e aseq

1 1®%Dtu D1} }23dS DwOS "UOIEZL)| 1IN |BludlRw O} POIEe|dd
! duu SbHuiAeS 150D ucl{ew sy} jeyy Butjedipuy ‘pajuasadd
{ w8 S3deys uni11dNr0ud {RJIAIS JOJ S}t 43uag }SOO
ButMouUS 39und1y ‘sdJnledadwa) Buijeauur jO UO(3103(dS
Jadoud AQ Pa|0sIuod Sy 3zZLls uieub pue yduy Q0LQ° - JO
4+ JO ADURIN|O) |EDJI3wWEeIP B O} pspuedxad aue sbBuju ayy
Ul ue 30 207 JiullilM paulejuilu 3g uUed unoluod ayl
eyl "afduexo Juoj se S$9111|iqeded pue SOI1stJuadjoedeyd
|eJards Builou "$S3d0ud Styl Sa8qLudsSap dvaded ayy
rsoutBua Buiquny sed uoy sbHulg uoisioaud Buiunidsesnuew
JO) DALIRUUIY B DALV ISOD pur MAU B S} (9161

*03Q Ut pP3jusied) ssa3d0ud But | |0u Buld UOLIS1D3ud BY]
‘d g1 -Jadey

"8.61 'p-T Aew 11D 'wlayeuy TPUEZ 'UOL11aiux3 pue
wnysodu s (eunley "HBuLudsuihUu] SS8d0dd pue |RIJUdIEK

40 Judu3duespy 3yl Joy A13(20§ (OLYD '1leuuduL)
"0 D1JdIdD|] |eududn) /g  (SSRR 'UUAT 0D D1uldd|]
te4auag) /vy vvd "L N UNINOASNOH/E M CNISNVH/V

sau | bud auiquny
sedh JOj SuUSuUCCWED P3| (04 Buldu JO 3dnidejnuen :11in

8.L85CV6L oo/viv/8L Z6608L Y¥3dvd 3vs
"SIULRUISUOD pue

_rda

Rl D fanaat o o 2o Tt (0

$310¢110d jU8JUND BY} PUR DUD|JOdAXD BU(BUS AuBy|( W
U328y jo 3UB|| 9yl Ul auiBud 3 jeJdduie ABojouydel-ybiy
ayl Joj $Sad0ud JUAWdO |8A3D Ay} SaIssauppe

Jaded Syl "SIuleJISUOD Buipuny pue Buiwiy 40
SIUudwauinbady O3 8A}SUOdsad @q pue Saidjjod Judwedundoud
IUBJJIND 3Y) YIiMm JUIISISUOD aqQ O3 PpaJNIONJULS

9Q 3SNnW SS350ud JuUdWUO AP 3Jy] ‘Oseyd UO|IeD|j|uBA
3yl BuULUNp PILFLIUaP| SwalqQoud O UOLIN(0SaJ Ayl Puw
*SO13SIdaIdBIEYD 4O UOIIED | 1JUdA BY] ‘uoiiBunbjuUOD
8yl 40 uojledjuqgey pue ubisap ayy ‘AbBoouydal
aleudoudde ayj} 40 uO}Da|dS Ay} ‘Sludwadinbay

JO UOL1|U}43P 3yl 4O SISISUOD SSId0Ud Juawdo|aAs8p
wa31sAs-uo}s|ndoid ay] ‘Jabeuew walsAs-uots|ndoud

3y} pue uauue(d udISAS.uodeam 3yl uoy a6ud|eyd
1eaub 2 apiAoud %S |J werboud pue 31502 dzZiIwiujw pue
3dURPWUOHudd BZiwixew O} SIU3WaJinbau JusJJNDUOD Y|
‘d pL 'BL64 '0OE-LZ "AON ‘"ji(eD ‘0OBajQg ues °‘Ouijlaay
atedsoJdy ‘sudauibul aAjIowoliny jJO A3j900§ {("UOIN
‘11043180 ' CALQ UOSit{Y 19S31Q Yioulaq ‘" duo) SJOION
teJauan)/g :vvd "1 "M “JYIAINIOW/8 W 'S °“NOSANH/Y
saubuad JjeJddie

ABPO|OoUYD3dl UB1IY 340 uo1IBUAUSB Ix3dU By} JOy SSIdoud
uotieatjiienb pue juawdojanap ayy dBujuueld :1Ln

6.85ZV6L 00/11/8L $6608L ¥3dvd 3IVS

‘wa|qoud A} 1] 1Qednp | |BJAAO Bu} 30

1%adse ajeueddas B SS3JPPE 0 PaPUdIul S| ydtym 30 yoea
s1s3) A1} 1Qeunp 3O S3dA) 1U3UB 4P FBUYY SA2 (1IN
yoeoudde 3yj) - 3diAu2S OJui S2uibud mau 30 uo}IDdNPOLIUY
9yl uodn paAdiyde uUaaq 3ABY SIUdWIJNDaY |BJNIDONUIS
jeyl aJunsse o} papuajut st Buiisal siyy "wedboud
judwdo|aaap autbBua 3yl Inoybnouyl BujIsay A}l tiqednp
uo SiIseydwd saose|d yoeoudde 3yl “AAeN ayl AQ padoiaAap
u2aq sey sauitbua auquny JjeUdJLR 3O uoiLlED L enb

pue juawdo|aA3p 3yl o0} yoeoudde paaoudu| uy

‘d 11 '8L61 "0E-LZ "AON " "jite)

‘obaiqg ueg ‘bOujjlsasN avedsouay 'Ssudauibul aatjowolny

310 A}a120% (*3'Q 'uolbuilysem °puewWWo) SwWIISAS Uy
leABN ‘S N)/8 (°P°N ‘uOIudJd| ‘ud1Ud) }1$3] uolsS|Ndoud
Jivy teaeN "S'N)/v vvd QW 'QvIw/e 3 W C113a/v
AaeN By3 Joj sauiBua aujqunl seb jo uojledtsiiend pue
IUAWdO |3ABP JYY U} SIUIBJIISUOD pUR SIudwWaJinNbay :11in

(4314 ¥4 00/11/8L 0£018L ¥3dvd 3IVS

‘S8131A1300

judwdo | dAap padueare 3uibud 8uqQuny u| S)oedw|

291 WA31SAS 1jeudJie HU|1D03|43d JOJ SPOYIdW IdZI1PuepuRlS
0] U3WEIJAPUN 3qQ 140433 JuawuudAOB/uois|ndoud/Buedjuie
Iuiof B 1Y) PaPUBWWOIAJ St II ")) wdisAs ljeduduie
12301 Ulim sasA|eue D31 3u1bu3l Buiqunl O 8unjeu
paltuBajul Byl d1LUISUOWIP BSAY] "ULBJIY paIuIsSaIud eue
ABO|CPOUIaIW 1S0JISdVY S,3VD auApaia)l jo suojied: dde




B A b L 0

.

-

e

MWWﬁwmxﬂ«mﬂuwm*‘

JOPMOd 3yl pu@ °*Ss8d0ud |ReWuaylos| uojlezjuoled

Yy ‘'SHUSIP Auiquny 8BeIs-1SuL 4 L1-Q8LN JO; Swuojeud
40 BuSSaud 213123808} Joy 12au P Builou passnosip Si
SouBud 13f Auel)|lw pue }B)2Ju3WWOD O UO|3IdNpoud ay)
"SS '€S 1S '9b-py ‘A 'BL6I "0OZ "AON ‘601 "1OA
*ABo|ouYd3| 8ded§ PUR 4IIM UO| I@|AY ‘P OCOVILIAVH/Y
$9nb uyda)

SA|ILAOUU} JIPALI0OU SBULABS 3ISOD 3O S3sSiwodd 114N

TOYPSIV6L  00/00/8L ‘Bu)3say

U0 IRJISUOLISD PUR JUBWUOJ AU UO|SSIW {BUO|IRUAJD

a2yl Ul 1M Buoje pPaqJdsap S| 1IUJOH 3y} Joj ue(d 353}
pateuBaluvl ayl °‘saulduad ayl pue ‘ueped ayy ‘Buiydiims
Jamod punoub gnH a4yl ‘39S uollebiaeu |ejjudul

ayl '19s juswsbeuew S$94015 Yl ‘'SUOLS|d9p weuboud

pue uBisap 13uUJOH O3 u3AH uwojlualile Y3 |m weudoud

a8yl 40 Sa8111A1102 A iiqeuieluiew pue Ay 1Qry (3

Y3} JO dSwos Ssazjuewwns Jaded S|y "AJOJuUBAUL

AABN 3y} OJUL PIDNPOLIU] 9Q 0) Jjeuddie UO}Jeuausd
IXAU YY) SIUASIUCIU uwIAIUB1§ OWLJUIS ,IBUJOH, gL-v/4 BylL
‘91p-Zip "d '8L61 °OU[ ‘SJdaubujl

SOIUCUIDNB{T PUE (ED1JU]1I3(|3F 30 91NTiISUl 'YJOA MaN
(8E-90 1GEGIL-6LY) "sBuipdadouy "8LE. '61-L) Auenuep
‘t31le) 'c313buy so1 ‘wnisodwAg§ Ay ijigeuieluien

pue Ayjitiqe} |8y |enuuy U] ("ON "synoq

"1§ - duo) se1fnog (1auucga) /I (370 ‘uoibujysem

‘PUBLING) SWIISAS Jiy (BABN “S'N)/VY ‘vvd 1
‘W "3320W/D 'd P "0dN1T34VI/8 W D CT1I13IHOLIW/VY
3509

1R101 MO| pue SsSaujpeay - abua(leyd 8L-v/4 dul :1Lin

8ZZ91¥6L  00/00/8L ‘diusuJaumo 40 350D
wnwiujw pue "A3toy |dwis Bulz)seydwd S3IpPNIs jjo8peuy
wod) Pantord sey Ajjwey auibBua 101 ayy jo ubsap

Oyl I I1YM ‘aDUPWUOJIC |BUOLJUIINS JO JOAR U} paseyq
SIINNYS }303peul uoyijednbt jU0d S1UaSaIdady auBua

331y 22Ul ‘(auibul uojeuisuowdg ABoO|OUYDa] PasueRAPY)
3QLV PuR 3uiBUD 1j4eysoqunl 10} S17 3Ul Suotiedndy juod
auibud JoU3Is1p OM) uoy sni1els wedSoud pue
‘*$3A131293( Q0 3Jjuewd0j3uad ‘eiJdal 4D ubsap ‘punoubydeq
IUDUDO AP 2U) SM3 AU u3ded S(yL 'BZ1S MOj{jdte
Puodas Jad punod Q-G a8yl O3 passaJppe A|(ed44d58ds
sweuboud ABOIOUYyDd) juauodwod ybnouyl ub)sap

aubus aui1quny ([ews ul BuUIWOIA] ODAY AQ SQ96L-PLuw
Dyl IOV S Ipew uIIAQ IAPY SludwodsueApe Juedryiubig

'd 21 "8L61 I3|NYHSUISIeM-JOBI 1 [ ISIUIIH CAuewWuDY) 1SaM
*Bunganddng (10-v0 LZT9L-6LV) "SDULpaaddouyd '8L6L ‘6 '8
Aew ‘Auewddn 3sam ‘Bungavndang "YIZL "WNJo4 Jud1dod IaH
leungleudajul tuj ( 'uuo) ‘puojieuls ‘' -a1Q Buiwod4q
024y *dJO) ODJAY) /Y :VvYd ‘M ''d "d 'OSNI3Id/Y
SwadisAs udidodtay

AININ; J0; Sjue|duamod du1Qun) PajsueApy 111N

9cTaLVEL 00/00/8¢L
‘poU | IN0 Buw Saduespe ub|Sep auilbue ud3dod| |8y

U334 pue PIJUISJIE aue sOU| ey BdURWIO4JBD
jue[(dJyamod auiquny O SUO|I U} 39Q ‘SJdIdOI| oY
au1budi)|NW 4O UO}1IDI|IS BUYY U} SJODR, Pue

'819J |BAOWAJ BU DU PBINPAYILUN JO $I13S|JdIdRIRYD
1e21dA} ‘sub|sap aujbua-om3] pue -3uo 40

§329440 8yl :IybHyam jue|dudmod (e} Ul JO uUO3IduUNny e
SR U0} IdwNSUuoD |any Oy 44123ds :uo|l1eJdddO 40 S| JAD pue
Iubiam usami1aq sdiysuole(dJd 0] udALD S| UOLIRUID|SUOD
Je|ndilued ‘SdJ010e3 3snNd pue ubssp 40 uaqunu

e O 82UaNL U} 34l O) S9DUBUDJBJ4 YIim "SudIdOD} Y
Adel il iw auniny J0j slue|duamod j0 judwdo|dAap 3yl

U} $33j09ped]} douRWJIOJU3A/IyD 1am S3SSNOSIP Juaded ayy
‘uewddn ul ‘d pg "GL61 "BINYDOSUIS JEeM-JsDI L | JSOUBH
*Auewddg 3sam ‘bHBunqaxndang (10-v0

LTTIL-6LV) "sbuipaddoud ‘RL6L ‘6 '8 Aew AuewJtd

31SaM ‘Hungaxdang ‘yYiZt ‘wnNJO4 Juajdod| |aH (euoilieuddlu]
‘Ut (AuRWUan 1SaM YD LUunNyw ‘HAWD UayIUINp
uoLun-uauUIQuNg PUN -uUdJOIOoNW) /v :vvd ‘H 'QIYM3INIOND/V
sjuejduamod 4a3doD} 8y dunIny 40O

ubSap pul UOIIULI3P B3Y) JOJ B U] 1uD Jueldodw] 114N

0L18lv6L  00/00/8L Lv-BL SHY
PALLLING St JLNPAUDS 1S3)1 ¥ “PISSNOSIP

S| S3409peUl pul $ISOD Bu|bHUD pue ‘A1 ] IQRJUSU|NA
Jilsi1eq *Ali{jQeuieiuied pue A}i{1Ge} 184 O} pueBau
Ul m SasAjeue ;0 200D3S dY] ‘UMOYS ddJe SJ0]|1adwod

om} 3y} AQ pasodoud S3AaduU0D udSap 2)1Seq dul -"Jubiam
AubP 38U Bua wnwixew se q| 0ZZ (9) pue 'vojededas
aid13ded 33tuy |BuBIIUL (G) ‘AuiiuaIuad au bud

HItM D(Jluaduod aALup jU0u; (p) ‘suibue jjeys a8aJy
(€) 'suo|}1puod Bulleuddo 4 G6 ‘314 000p 1€ dy ljeus
009 40 wnwiuw (Z) 'dy-Jdy/qQQGs 0 ueyl <ai1eadlh ou dy
1;BUS 08b 12 uO131dw,SUOD 3Ny 2¢4103ds () :Buymo| 0y
UL IPNIOUL IJEIS 3Y} 1€ P3YS||GeIsd SIIstueaydeceyd
ubs3p pue 3duewJIosdad auIbBud A3y - JUBWIOJULAUD Awuy
8u) Ul asn w0y paubisap Adobajed dy-0o8 3yl ut sauibud
ljeysoquny JO 3d2uewuoyJadd jo [3A3| dqeadiyde ayl
auwualap 03 aue wedbHoud (30iVY) SuUiBUI JojeuyISuowag
ABO|OUYyDd] PIDJUBAPY @Y} JO SOA11D3(Q0 peouq 3Y|l

‘d g1 "826l ‘A13i0D03 J491dOD (| 8H uUeRD | uBWY

*'2°Q 'uolbutusEM (10-SC 9Z181-6LV) "SBUIPasIDUd
*8L61L ‘LL-GI Aey " °3°Q ‘uolbBujysem ‘uipvg ‘wnuod
{eudti1eN {enuuy "A13120¢ udIdoD} |3 uedjJduy Ul

("eA 'si11SN3 1404 "Ay0jeuoqe] ABO|OuUYDI3| pat|ady ‘Auuy
‘S'n)/g :vvd "D Y 'NosS¥NOYNI/E v 9 '1101113/V
ou1BUd uoIRUISUOWIP

ADOOUYSO] PIJURALR Jamcdasuoy 1ieds 008 iiLn

Dk




8yl "Voildwnguod ABuaud j0 SwJuadl Ul pajuasaud S|
s8pedap om} 3sed ayl Bujunp UO|1IN|0Ad PuR Juawdo|dArdp
auibus auiqun)y sed }jeudJiB JJUOASUBU] O MA}ADY Y

'd

€1 °'8.61 '£1-6 'wdy ‘pugiBul 'UOPUOT 'MOYS $3IONPOUd
pue AaduaJdajuo) Aulqun) sen ‘sJuaduibul edjueyday

340 A13120§ ued|uduy (014D “j1euuidutd **0) 21u3ddL3
1@u3u99) /8 ‘¥Vd Y "W ‘NIWGIZ/8 ' ‘W ‘HIHOMSWIH/V
T 3udD1339 AbBudua duow s3ULBUI uRIOQUNI BudeW 111N

B-7

1Z80IVEL 00/v0/8L 10T-19-8,L ¥3dvd 3INSY

‘paads 1ybi14

pUB "SS3UDA 13103330 UOISSIU '3S0D U} SIUBWIAOUdW)
JUED S IUEIS LItM S3|12Ud1D1432 IALS|ndoud uaydiy
SAIjYOP ued ' 31daduol ury -doud 3yl Yilim ‘doudoquny

Oyl Iyl PIUPNIDUOD S 31 °"8dueidadde d1lqQnd pue 'S$3S0D
8duruIluiew ‘uo|jenudlje abejasny pue 3s ou uey-doud
*ADUd1924 3343 uej-doud aue PISSNIOSIP OS|y "PIQLJISap

dJe wdlSAsS uoisindoud uer}-uai|adoud pue auibua

auiqun) pPIjuespe ue JO jejjuajod ajewllin pue sniels
ay) "~SuoiInafoud doudoqQun) padueApe pue Judwdo|aAdP
ABo|louydaey uo Siseydwa (eidads Ulim ‘doudoquny

Oyl 30 1UWAOLIA3P |BDLU0ISILY BY) SMI,Agy duaded By

‘d bt "BL6L 'EL-6

‘gdy ‘pueBul ‘UOPUOT *MOYUS SIINPOJd PUR 3JU3UBHU0)
auiQun] SeH 'Suddudul (edjueydan O A13100§ uUed|Juduy
("UUO) ‘PUOIdeY 1SOM " "ALQ PJUBPURIS U0} | jweH

! **duo) s3I bojouyday Paliun)/a ‘(-PuUl ‘sjtodeuepul
**AIQ UOSI| iy {35310 1t0u33aQ '°duo) suoloy
1eqau’n) /v tvvd D O'NISOU/8 3 "D HOOY|IOH/YV
Uoy jeluodsuedl

Jie paads ybiy uojy doudoqun) 3y} JO UOIINIOAI :1L1LN

ZZBOLV6L 00/v0/8L TOZ-19-8L HIdVd 3IWSVY

‘s|sAleue 3S0d

pue Bujunide;nuew @ pPue ‘uO(1D3|3S $S8D00Jd uojlesjuqey
pue (ejJdjew O s3dadse ‘sauniesy ubisap |edjueydauw
*udisap auquny 'ubisap uoisnquwod *ubisSap uoSSaJdwod
O3 Uaa1b s} UOIUdIIY °S3SSId0Jd Sujunideynuew

1S02 Mo} Bujisn pajeduqe; 94 PNOD U 1ym sudsap

Jd0Oy 430 papRJU] 3udM S3|IOUB D144 JudUCHWO) ‘auBud
uRjOquNn} B Uy 9SN uoj I|qed| (dde Os|w St auibuad

Syl 40 ud}3uod uojeuduad seb ay| ‘SUOISS W dyuocsqans
0} @1qedt |dde au 16ud 3alfoquny 34| I4O0US @ 0 uBsap
Adeuiwy [22d ayl O3 PI| sa|pnN3s ayl "wdlsAs uoysindoud
1S07-m0| @ yons ub)sap O) BALI9[QO @yl yim

POIONPUOD sem uoijedb|isaaul uy °"SUO)IEBD | |dde yons 40

v A3 11G1Sedy Ayl uCj JOIDEB |B|DNUD B UO|II3UU0d SiY)
Ul S3w023q SwdISAs UO S| ndoud 3SOD MO| O Judwdo|aArap
oyyL "1502 walsAs (B30} 3yl ;0 uO|3IUod JuedljIubis @
JO3 SJUNOZJE. 3ISOD wdISAS UOIS|NAOUd (S, AdY¥) SI3|D14aaA
Pa30|:d A|910Wdy PpUg ‘SIUOJUD ‘'SB| 1SS W O asn Yy

C e e Ep. [ L T

BuiAa|OAU| SUO|3ED} | dde UOISS (W PaUUBWUN BJNINS ISOW
JUOj RIJBY 4D Auruwidd @Yl JO BUO §| 31600 WBISAS MO

‘d 6 'BL6L 'E€1-6 ‘ydy ‘pue(Bul ‘UOPUOT ‘MOUS $IINPOJd
pue 8duaJudju0) duiguny sec ‘sSudauibul |edjueydon

40 A101205 ued|udwy (0140 ‘g4v uOSudlIBg-IUD|JM
*AJojeuoqel uOLS|NdOJy OudY ‘JYSN)/g ((OIUD ‘OpPaLoy
*3V) auAP@1aL)/V vvd "3 ‘NYNVHONG/8 :°4 "H ‘3na/v
Joledausb sSeb auiqunl B 03 ABO|OUYIIY

Bulunioesnuew 3SOD MO| JO UOIE@D}(dde BYL 111N

6PPLIVEL OE/01/8L  Buiptem

?i3dau; puw ‘Sujujof pue BujujyoRw uase| °‘sbuiy
Pa{|oJ edeys-31au ‘BUIP|OM WRIG-UOJIDI|@ PBZ|JOINAWOD
- Y 1OJ3IuUOD (RO VauNuU 1%3J(p Buipn(dul °"PBsSsSNIS|P

aJe paipnls HBuag sweuboud ABO(|OUYDDY -PIJURADPE

JAUI0 'S6 dudY ueyl JaAUBiy 4 00Z SAuNjedadwd]

le aljeuado 03 paubisap S| puek paseq-|8Mdiu sy ‘G6
Budy 8M|] 'Ydium padoansp Buiag S| SHS|P SUIquN) JOj
‘SLid4y ‘AO(ledadns |Blau-Japm .d padueApe Uy °ssadoud
BuUBu0s 3 p-104-SN|d-dIH 3y} pul ss3adoud (dIH)
Bujssaud 511e380S| 12U 3yl dJe $asso| Bujulyoew adNPeJ
jeyl sanbiuyoay Abuni[elaw Japmod °"PIAeS S| Jyb|om
3ndu} 3yl 40 '%G. S Ud2nw Se Sauw}dwos ‘uo| joRdy
JUBD L IUBIS B yoiym AQ SIanbjuydsy uoiiediuqey siued
auibud 3Jjeuduie 30 IOuabudwa Byl <aSSNISIP Jaded 8y}
‘gp-ZH "d °gL61 ‘QE "3I20 ‘601 °lOA

*ABojouyde) aocedg puR »IIM UO|IeB}AY ‘H "3 ‘WNOTON/Y
abuswa spoyjaw au|Bbud adRYS-13U-JBON :11iN

0ESZTIVEL  00/00/8L "@ 493 iud

1502 pue Bujul0uBus PaUIQUWOD O S| Seq 3yl UO Sw3ISAsS
|0JIUOD yONS 4O suoilIen(BA® A3 |enb aAa13dafqo joO
A31111Q1550d 3yl O} U3A1ID OSSR S} UO|LIUIl}Y "PIASSNISIP
due S1uUaWAJINbad yons BuULAS (IS Yl im paje|dosse
$21091SQ0 U W YL 'SUO|ILD|J109dS 1UBWAOIABP JO MILA
40 lUjlod 8y3 wodj sSaUIBud auiqun) Seb JOj SIudwad|nbau
wWa3lsAS [OJIUOD O M3 AdJ j3|uq © sludsaud daded 8yy
‘yd29s) ul

"€E€1-6Z1 "d 'GL61 ‘€ ‘OU 'NIZA [epoawudz ‘@ ‘VHIN/V
saujbue auiquny

Sef }1J4BJUOUIe JUO) SIUBWAJ [NDIU WIISAS (0JIUO) :11LN

662ZviveL  0Z/11/8L *Bujjedu) vy wnNNdeA

pue ‘Buipiem uoi31onpui ‘Ouipiamoue euwse|d ‘Bujpuoq
21393u; ‘Buiwdoy uoiloeau ADJaua-ybiy "Sussul 8piuliuv
UoJOQ 24QND pue Jawdadd YilM Bujujyoew pawvds-ybiy :j0
epew OS|® S| uO|juaw 3J3lJg °"Ali{|iqedded) 4Oy Ssjued jO
BuiMIew udsSE| ayl pue ‘auiydeu Buip|am Jase| Ppejewolne
ug PUBR ‘SWeIq UoJld3|d AQ Bul||ldp I|0Y PIJRwWOINE
*$BUIR0D UO|] 1SOCaDP uodea |ediSAYd pIjewolIne

0} uaaib s{ UO|JUalIY "SS3ID0Ud UOISNUIXDd ABun|ejew

e




B o - i

oy Ko i e o

e xty st i oot AR A

JOYIJNS YIiM UOLISSIW Bwes a8yl JOj 1udiem jjeuduie Ui
U0} 19NP3Y Ul $11NSdJa IYBIdm 213 1dads pue uoIdunsuod
19N3 213103ds U} uo}iIoNPay "ABOLIOUYID) Bweujdie

4461 1UBISUOD INQ saduiBua LBGL Pue LL61 Buisn padamod
ue;o0qun) pue doudoqun) - PaIUD|SAP UM JjRUDU IR 3O
s2i8d Oom] ‘Suedh Q) IXIU ayl Joaan duibud jo ssSe(d syl
JO3 Padodxd aq pINII uoIduNsuod tany 24 4,09ds asinNud
U} UOIIDNP3Y "BI Gl B JeU} PIMOYS SIUI pPIZISayuAs
@J4dm soLtBUl UOIZrpoud 286 JUBIBRALNDI ‘sludwaAOuUdw
ABoouyoal 4 suoyloafoud Buisn “1SnJdyl qQ{ 0009

031 dn sSuej;0qQun} p.'e dys 006Z O3 dn sdoudoquny * - d° |
*3jeuddie JIINUWLOD pul A INDIIXI JO3 pPasn adA} ayy

40 sau1Bua auiqQuny seb , | |eus, O} PaULIu0d S| ApMiS
ayl "ABojouuda} aubua Uy sadueape Aq pPOlJdad uedl QL ©
JIAO Jpew IQ ued jeyl) AdUIIDI43d (3N Ul SIUdWIAOJUCW]
12)3Ud10d 3y} BulwII 3P O} PdPUaIU} SIapnis ubsap

puR aoueweoj3Jdd auidud 3wos 30 PIIUISAJT Iue S) | NSIY
‘0Z-8 01 (-8 ‘d "8L61}

‘@INY|ISU] ddedS pue $I13INLUOUIY uBipeue) ‘emell
(G0-C1 10ELVE-BLY) "SHUIP33D0ud 'LL61 'p '€ 48Qoi1dQ
‘epeur) ‘emeli0 ‘3jeJdd}y Juodsued) BuiAauasuo) Abuduj
U0 wniSOUWAG ueipeue) :uj {epcue) ' |inanbuoy * 'PI]
‘epeue) 0 Jjeuduty AUl iuym pue jiedd)/d vvd n
‘8 CNVWIIHIIVE/D TTI W CSIHYON/8 1TV CH CAIANVH/Y
uo |1 INQLUIVOD

WIISAS UO S |NDOUD 3yl - AWOUOID |aN4 ljedddiy 1IN

v8L6pV8L  00/80/8L  L9P1-8L ¥3Idvd WVIV

*ubISap 3ZISIN0 IZis-wnujujw e

40 asn Ased 1w ayl Buljenieaa pue ‘Su0iSsiw Auvejiw
ar1IRuUaY e O3 ubdisap juodsueu)l 30 A3 | 1Qedy |dde

2ul Burlenieaa ‘A1 | BUOWWOD (@12JdWW0d uo

ADO|OUYDDY ;0 IDBdw! By Builuiwuadlsp ‘ubisap jjeuduiR
0) Pale|dd Se Al {PUOUWOD {B|DUBWWOI 3O AJ LR (CA 3Y)
Bujijen|eAs popn DUl SaAiIdalgo LL-SAVI aul " Puewwo)
Ity Aued | 1N 8yl AQ pasodoud SE 3dadu0d XX-)

9yl 30 Al \vqQiseas ayy bBuyssasse 30 3Isodund ssaudxa
ALY UM pi1eBii1Saau; Osie sem Al |RUOWWOD (B} DudWWOD
30 A1y 1aerA aul sjuodsueul 2138160 4O S$3109440

921S 94l AuLAPN]S puemO] PIJUILJIO SBM [T %Sel-SAv]
‘11 wse) ‘Apnyg ubisag 33RJDJLIY BAlleAOUULI Apnis
SNOIAGYdD B 30 UOISUAIXd Ue St £/-SAV] "Sluodsueud}
Avelt|tw Uy A jeuowsod (B|1D43WWIoD JO3 S3dadsoud 8yl
10 UoLlBUlWRX3 Up YIIM PaUJdILOD Sem ydiym (22-5Qv1)
Apnig udi1Sag 3I3BUDUIY IAIRAOUU] BYI Yl im UO|1IDBUUOD
ul PIJINPUOD HIOM ;0 Pajudsaud S| Uo3dIudsap v

‘d 12 "8L6)1 ‘€T-1T DNy "3ije) 'saiabuy

§07 '92Ududju0) ABO|OUYDI ] PpuB SWIISAG J4eUDULY
*§213NRUOLISY PUR SO }3NRUOJIY 34O 3INTIIsU]l ued|dauy

("ySeM ‘a1lleag ' °'0) asedsouady Buidogi/y :yvd ‘9
*O CYINLAVISSD TP C¥ CyM43HEYW/E UV 3 “y3gdve/v
sjuodsueul

AJ®3} 1w U]l A3} {BUOWWOD [@)JJaWWOD JOj $323dSOud :111N

91801V6L 00/p0/8L  T61-19-8L ¥3IdVd INSY

cJuadJed

0Z 40 UO{ICWNSUOD (8NN3 U| U0 I3IdNPSy # BuipiAacud

JO (BjIUdI0d Byl sSey ydiym uoiieJdnd|juod urjoquny
padsueApe ue 03 uaAib S| UOLIUIIIRW PUR P} J1IUBP| Sue
JuUdduad g se uysnw se Aq sauibuad JuUduund 30 U0 ITWNSUOD
{any 8ayy BuiAoudw| O SUB3K "JIIR| JO S3|IIYDBD W

8yl ut paubisap sduBua ueyoquny padueape Aq

pasn ag plnom juaduad Of Inoqe AjuQ "ABo|ouyc3dl ubisap
Bui131SIxa U0 paseq sauibua mau uo ‘'Aepol} 8dUI IS |Xe

u} sauBua Ag pPauung aqQ || im (BIO] Ayl jJO Juadued

06 Aj@jewtxoudae Q00 4©€3A 3yl O} 0861 POIJad awy}
a8yl Bupung ‘0661 A|dijowixoudde AQ 33aij aul Bujualue
JJels suRjOQun] pPadueApR ayl eyl Bulwnsse Aunjudd
S|1Yl 30 Pud 3yl pJyemo] jued|;Iub|S awodaq pinom

suepA 1yBH1a O X |5 IXBU Y Uy pajedidjjue sSaduRApe
ABo|ouyda) wody pado(dAap saubud uej;oquny PIdURADE
mau AQ pasn 1anj oyl leyl smMoys 3333 (BI2J3uW0D
pluyom 2au3 a8yl Aq abesn [anj j1af j0 uoiidefoud y

‘d g4 '8L3L ‘EL-6

‘Jdy ‘pueibul 'uopuo ‘MOUS SIINPOJY PUR BDUIJIJUO)
duIquny sen 'sSJdaubBul |eDIUBUIIN ;O A13 D05 uURI | JIWY
("UUO) 'PJOjIueH ISeI ‘A0 SI1I2NPOJd | B | DuIuwo)
*rduo) saibolouyddy PIIIUN) /v vvd "M "SN3IS/V

Uo | JAUNSLOD

1any mo( J40j sau|bua uejioquny PadURAPY 111N

81801v6L 00/v0/8.L 861-19-8L ¥3IdVd 3INSY

‘sauibud URIOqQUN]Y JUBJUUND O diIYySuo|lIe|8J

U} umoys aue S,(G361 1€l ayl uy (euoileuldo aq

ued eyl ‘jueid uamod 3A1129448-1S02 'JUSIDI 449 IUOW
Syl 30 SO 3SI1JdIDeURYD Byl -weuboud aubul JuUd|D4443
ABuaul J 18y} 4Oj VYSYN AQ PausS|{qelsa $(eob ayl yim
pasedwo?d auibBus uejoqunl padueape ue jo A3} |jqeded

8y) uoy apew aue suoyl1dafoud 'UOISN|DUOD Ul ‘PISSNIS|pP
S} UG 0QUN] PIdUBAPE 9A|129443-1S00 B U} SJOIdEy 3IS8Y)

JOo adue|eq 84| °"PASSNISIP OSIE dJe SUO|IRJISPISUOD
{BIUDWUOJ (AUT " S$21uOU0d3 pue AJu21213349 40 Seade 3y}
Ui §3340-3ped) BuImMOys PaIuaSIUd Iue BIEP D|Jidweded

‘pPajeN|BAd puUR P31 IIUBP] IJe ST 11SiddlIdeUeYD
|BILAWUOUL AU paroddw! yltm pue sIiwouodd Buijeuado
paaouduwt ylim AdUd 191448 ABuaua u| judwanouduy
1B3uelsqQns JdylJnj Joy S3411(1QISS0d Byl "PamI ALY
aJde uo11dwnsuod [3nj PIL|eISU} UO SBIDUIID1440
JUSUOTWOD pue ‘0j1eu SsedAq ‘aunieuddwd) Bujdiy
*ojled 3uNssadd I (24D 4O S129439 pue uO|IdRJIIJUY




SUO | IRUSP ISUOD DWOUD0DS SNOLUBA U@ AJaA (8P
JOSS3JOWOD pue $9sed usemiaq uabueydxd 1goy 9 qiIsSsod
Y @ (g) PUR *S33URLRE|D AUIQUN] SO |OJIUOD BALIOR (p)
*ADUB D1 339 UOSSIJIAWOD Pasoudu; (£) ‘aunjesaduwal Aujud
IQUN) PAISLPIUIUL (Z) °*SIpe|q duiqQunl JOj S|RIdIIRW
MIU JO IUBWAO!IDBABP YY) (1) BUIPN|DU) 8N} BAJISUOD
03 JIPJO U| SIUBUOCWOD aubuP | RUIAIS JO UOIeD | S |Pow
U} 4O apew dJB SUOISIABONG - sSAUIBUD jRudUE

3O S$2131S1Ja3deueyd Uos|ndoud pue ‘I jueruUAPOJdR
‘lewydyl Ay} RiA §3SS0| ABudua 01 udALD §) uojjually
*YOuUdJj Ul "Ob-CE 'd ‘LL6) '99 "Ou ‘anbjineuoJlsy, |
1a onbjjneuoday,1 (°"LL61 'E 'T aunp ‘aduedy

‘StURd "YIEL 'aNnbjIneuoudy (PUO|IRUJUIIUL Saubuo))
(®JuRuy "sSyuvd "UWIINS)/V vvd "0 "3SIINA3A/V
Ijeuduie JuodsuRJ] DlUOSQNS B U, S$Iulauodwod
UOLIRIIRISU| SUIBUD SNOLJRA ;O JUBWAAOJC| @Yl 144N

LO0p2ZVBL  00/20/8L  SOE-8L ¥3dvd wVviv

‘ajqelieaw Ajjuasaud

#SOU) PUOAIQ | |9M ADJUd (D449 JjeUdUiR UIRIQO PNOD puR
A1;11QR1 124 auibud ugmy uaj 4o xoq uead pauiquod e Aq
Jay1abol Pat} puw J3||adoud 3|Buls @ Buiajup sauybua
doudoqun) OM] asn ydiym suojjeund|juo)d "sSauitbud uoysd
pauamod Jaubiy uveul Al{igeLiad JO 2auBap uyoubiy ©
pur uamodisSyoy Jad Iudiam Jaiybi| e YI0q pajeJyisuowap
arey SIHUIBLd doudoquny ‘aw 3} JO spoludd udbuo| Jyoj
SIPNILILY uaubiy e BuihAij 31i1ym peoiAed adow Auued
puw 4a331SP) 09 O3 330uduye Jiwudd {|m Padolarap Buiaq
SJUdWAAOUCdW| |R|JalPW pyuR DjWeUAPOUdR Ul {im UO} 12d8UuU0d
U} SJ3119d0ud ydNsS 0 JUBWAO|dud 3Y) "OlIRu JIMOUISUOY
Jad 1snuyy 1Saybiu ayy sdo|asap A(mo|S auouw Bujuuny
Sud||8doud Jdbue| 3O uwoleZi| 1IN dY) JBY)} PUNOS Sem

31 "31jeaduie 9dA) uOjjR AR [PUBUSD JO SSAUDIAL1DB4 49
31502 Oy} aseaydut 03 'pasn aq ued Ydiym saydeoudde

2yl Suyuaduos PIIINPUOD ud3Qq SARY Suc)iedisanau]

‘dp 'Blel ‘'6-L ‘G4 ' D3°Q ‘uojbuiysem

‘Yipl ‘Aeldsig (eojuyoal pue Bujiadn |enuuy
*$9431NUOJUISY pue SO|3INRLOJIY 4O 3INIIISUT ued}uduy
("ei%0 "Aueylag ' ‘A UOiIBIAY (Buaudn ' ‘duo)
{eUO1lBUIBIU]L [ (IMYI0Y) /Y :YVd POCD CANSNIAIAS/V
AJUd191439 Yjeudui® Butaouduwi O3 saydeouddy :1Lin

coLbTV8L 8L/T0/8L ‘uojIRiAR

| ®:2J3WW0D JOj SAJRULD e BAL1DBJIIE UR aAOud pNoys

‘SauUbUd M3U A1313|dwWOd Yyl IM padedwod S ‘g0Z-Q8LN Y}
30 (°sAl 00G°'81) 3ISNUYY 4aubiy pue ‘SISOD uo}i}jsinboe

pue ‘'adueudiuvlew ‘Juswdo|3A3P JOMO| By} ‘uie

8y 340 1IN0 sauibua ssed.Aq uoi1euvaualb ISJty Ayl dd5u0y

A1 1BNIUBIAD SUO11IRJIAP ISUO)Y Awounve [any Ppue suojle|nbau
95:0U UBUM "60Z-08UN OUI YiIim Bujiljy-oulau

JOj3 A31{1QRIINS S PUB J4RuDu 2 08-6-20 9Ul 03 uaaib

S| UOIJu3ally ‘Sudldwaued 31300 pulk ISNUY} 40 SwJudl

Ul SOU|BuUS 18] (9 |2J9WWOD UO|IRJISUED meU Y} Im POJPCWOD
PUR ‘PBIUNIBA® S| UR a4 GOT-QBLM ABUIIUN ® J10JUd OUY
"OEy-8Zr 'd ‘8464 ‘81 ‘G4 €Ll "|OA °|BUO|IBULEIU]
ubi 4 (*uu0) ‘DuOjIuey 1583 ‘dNOJD I ;8UDJLY

ASU3 UM PUE 331V4g °"duo) $8;0010UYdeL PeIIUN}/D

‘vvd ‘MOCHI0TWIH/D 18 ISYOW/® W “NOSIIA/Y
U8 318Uy Byl - 60C-QBLF 114N

9088ZvaL 00/€0/8L *Jeunideynuew su|bue

84yl 3O UJBOUODD awiud BUI S| 14RJUDUIP UR UO DI |RISU}
ABojouyde) mau ;0 31502 8yl ey} AW IPUl APN3S SiIY)
4O €31 |NS3u ayl ‘aseyd JUSWAO | 3ASP YOS IV SUO|E{D8P
4O S4BOUBN( JU| A8Y BY] SUIWJISIIP O} PUER ‘'@8|DAD
Juswdo | ®Asp 3y} ;0 saseyd unoy By3 BULUNP SUO|S D8P
pasuan|jui eyl SJ401093 0G A|IjewiXxoudde ezAjeue

puUR 159 ({02 0) S)sAjeue PIJIjwudd S3IVIJIRW UO|IDRJIBIUY
JO @SN a3y} ‘I dwexd 8yl U] 'SUO|IS I8P JUIWUO |PASD
BuIDasse Su0128y Jofew 8Y) 4O JaPJO WURL B8Y)
ysti|qeisa o) viep ayy BujzAjeue pue ‘ejep Buipuoded
‘wd|goud ay) BuULuN}oNJIS JOj {003 A8y By} Se S8d|JI8W
Uol12BU3 UL SASN POUIAW BYY °SSI20ud JUBWAIO |BASD
du16u® 13 (e |DvaWWOod 8y} JO SisA|eue syl O}
uoiled)idde s3{ YBNOUY) POIRUISN| |} puR POdO|anep S|
$35$320ud uoisidap yons BujzAirue 4O POYIdW ¥ “81DAD
juawdo|aAdp Buo| a8yl Pue SsId0ud 8Y) Ul PaA[O0AUY
SUIWRWUO S IDIP 4O J4aQWNU 3y} JO 3SNBIBQ IIND{451P
Al1BNSNUN S| Sludwdo|aAap wWalSAs uolew 0} palIwv|dy
$355300ud OU{MRWUO|S| D3P 33eu0duod 30 sisAjeue ayy

‘voZ-€64 'd
‘8L61 "veW ‘8-DWS " IOA ‘SI{31aUJ3QA) Pu® ‘uel ‘SwdIsAS
uo SuUO)3oRSuUBJl 3331 ‘Oyo ‘-sqey snqunio) 8| (3331ed

:d¥0d (Oty0 ‘sSNQuN 0) ‘S3|JORJIOQET SNAQWN|0)
@il@33eg)/9 :vvd ‘9 ¥ ‘virio/e g P C1IH/Y
$885320ud BU}MRWUO | S| 03P X3 |dwod jo StsA(euy 111N

0656Zv8L  00/00/LL ‘wa3ysAs peubisep sy)

40 SSIUBA 13108448 150D |RWi1do GUIUIRIIR JO UO{JI{UD
Y} pur S| 8A9| Al9jeS 9(QeidaddrR woJdy PaALJIID eue
S31UdwaJ INbau au)l -‘sided Jjedau 3yl JO SIIsjudIoRUeYD
AL 1qeiiad 9yl yBnoJdy) PISSaJUdxd ade SwaIsAsS |OJjuU0d
aubud 1jeJ0die O A11]1QR||8d UO Sjuswadinbau ey)
‘ysez) ul " lozT-€6}

‘g ‘1161 ‘P ‘ou ‘MZA fepoavad? (°9i61 E€E-1 aunp
‘RIYRAO[SOUDIZ) ‘UISI[IA 'NIOIOW UDAAOPNOJY UDANDII8
aose|nNb3IY ewayl eu dIUIJIJUON) ‘W ‘VA0BO0AS/Y

sbeys udjisap Duiunp swd3ISAsS {0JIU0D BUIDUS I RudULEe
JO sjuawaunbau Al|1ge}|dy Yl Builuiwudleq :11iN

60€1EVEL  00/00/8L
‘doudoquni Jabuw| au} Joj ¥XIZ 0} dubua uejoqun)y
JobBuel Ul JuOj X.iiI WOUy *‘mO{j (3N U} UO}IONPBJ




ALPp ‘-eld "opuevluQ ‘uUlgl ‘9doUBJBIUO) U0 S|Ndouyd
‘gudduiBul aAjlowoINy JO A18150S PUR SI}INRUOJISY Pue
$211NVUOJIY 3O dINTJISU] UBD|JIwY (-uysem ‘*3|3i1Pag
*-0) Buidog)/a9 ‘vvd ‘D 'S ‘31AM/8 P "D ‘QHYNI3/Y
wd1SAs uodeam |edy3ide} v jo ubysap

AvRuiwy |aud 8yl U} SUO}IBUAPISUOD B3| auibul :I4Lln

0100%vLL  00/00/LL

‘palewi1s? st weuboud D |19y3odAy @ 3JO uOINGIUlISIP
1509 3ul pue ‘pauilino si weuboud juawdo|arsdp

JUiBud (kD dAY ¥ "PAJBNISUOD Si YStJd pUR UO|IBAOUUY
4O UOL 1B | 12U0Dd3u 3Y[ ‘UdA D eue 1snuyl 40 Q| 000V
feuoiliPpe ue J4oOj pdau w Buihysiies 40 3jqeded aubua
UaA0Jd BULISIX3 UBR JO DA|}BA|UBP B JOj JO dU|Dud

ugy ISNJyl qt 000°0Z Mau e uoj sweubodd |es}IdaylodAy
AQ pasn 29 1ybjWw Ydym SI2uNOS3aY °'PassSNISIpP S|
weuboud Judwdo|aAar duiBuad jjedddie Ul 4O BulIsSOd Ayy
‘d gl “Ligt A3 100§ (edlineuoday {eAoy

‘uODUOT (£8-84 LCOOY-LLY) "LLEL '6 uUduew 'pue|bul
‘uopuo] ‘wnisodwis ayl 40 sHBUIPIIDOUG u0}3ID(paud
1s02 30 SPoylaw :ul (pue|Bul *Aquag ‘' 'PI

*/VL6)V/ @dfou-sioH)/Y :vVvd ‘W ¥ "QIve392414/v

Bu} 302 juawdo|3Aan duibus oday 1IN

9861bVLL  00/L0/LL  916-LL Y¥3dVd VWVIV

*(291) 1502 31242 @34

1j@JdJI® 0O SIUBWA|D Pa3}dISe-wdlsASQNs - uO|S|Ndoud
#2npadJd 031 ,0u.pPLoO|-pPUd-IUOJS, puB UOLIU3Ile A|J4ed yloq
JOj3 Paau Ayl b |udIy si(nsau 9sayl "HsSel uoildayas
asuyd 1dd-ou0d e pue Apn)s juauodwod auibud pako|dap

@ p31;> aue suoiledjidde D110 4O SI3|duwexd am] °‘s|[3pow
991 PIIUALU0-3uibud 40y paau 3y} bujziseydws 'sa|dAd
3411 dUIBUa SNCIuRA SULUNP 3404343 I11Q Joj AuessSadau
§3MLN0sIJU ¥y S9GQIJUIS3P 11 “1jeuddle Aueyjiw 40O
swWa1sAsqQns uo1S | nNdoud 03 P3| dde se (311d) 31S0d 824D
@411 ©1 ubisap ;o 3d32u0d Ayl SISSNISiP uaded syl

‘d 6 VWVIV

CLL61 "€1-1L Atnp ‘repd ‘opueluQ ‘UIEL '3IJUBUB3IU0)
uoi1S[ndougd ‘Suddubul BAl0w0INy 40 A3a 20§

pu® S$211NBUNYISY Pue SII3NRUOJIY 3O 3INTiIsu]l Uedjuduy
(0140 "0P>101 "3v) dUAP3|dL) /v ‘YVd O "M "¥INOVM/V
§31S02 324D

@)1 1484d0uie 3oEdWi SUOIS|O3P UB|SIP suitbul :14Ln

6861bVLL 00/L0/LL  €56-LL ¥3dVd VVIV

‘PALPNYS dJe SIuILOdWOoD 30 331 |

ay3 uo Sabueyd | RIUBWUOLLAUI PUe UDISS W O Jdeduwy

a4l puR "UO|JIUL3AP BSesn JCy SUOIIR I NWIS A DAD

AInp autbud ayl 'ubisapP PI1IDI IS Y] JO SSIUIALIIDISD
BUIWJIIP 0} ‘Al1RUI4 "PIUISSI| G O) PIBU Junleuddwa]
12113 auilQuN] BujAI1pow Ul PAIUIIUNODUI SUO|IRIURA 3SOD

8bupru-BUO| ‘JOABMOY :SOIBW|ISI SIVJINDOIOW A[IUS(D1 NS
PLelA 31502 uoi3IdNPoud euibus Buissesse JOj

S8NDLUYDe] B QU 1BAR Ul "UB|SOP 9A|109;)8-1800 I180W
#yY) Aujwudlap 01 pasn s weuboud JaINAWOI PUODSS @ PUE
‘pPazA|eue Os(® 8| ‘S1SOD ddJuRUIIUIBW PUR JUBW]ISAAUY
*JUBWHO | @AGD BUIPN{DOU} 180D 8(2Ad @411 "Jubiem
43094 $50u0 BuiIZiwiUilW OS(@ UM SUO L1824 |D8ds
1S02 PpuUwR §OURWJIOJUBd 128w YD jym (8unIvuecws)

181U} auiqQunl Puew ‘O})BJ 3UNSSIud ({RUSAC ‘SJdBweJEed
1Npayds MO(jule) SaigejseA auLHuad 3J3|ds O3 pako;dus
s} 8nbiuyodsa} pIseq-Jaindwod ® pue * JUdWUO | BASPD

ubisap U| B4uJd1JJD SE PISN adue 3}SOD pue DUBWJIOSJBd
‘ugjeNWUos 303DU0D (B3 Iu) Dutung "SSBUBA1DIS4@

pue ‘1805 31242 84| ‘SjudwadJinbay ddJueWJOyJad UIIMIEQ
Suoy}deuajuL 8yl o} uar B uojludIle YIm "PISSNIS P

S} iR 0dj® J4dlyb4 paduUBApPER JO4 UO|1D313S BweJjJie
pue au}bud 4O weJbBoud |BDJWOUODI pue D|IRWDISAS ¥

‘d 0) Vvvly

‘LLBL ‘EL-tL AInp ‘ceid ‘Opue|J0 ‘YIEL "@8dUaJd3U0)

UO LS |Ndoug 'S223ULBul dAjjowoiny j0 K3ajdos

puR SO} 3INBUOJISY pue $D131NRUOUAY O 8INI|ISU] UeD | udwy
(*OW ‘SINOT "3S °''OJ 1jeddJiy [|8UUOQIW)/D :VVd

“3 ¥ CSNILHYW/D D 4 ‘¥ISYID/8 I f '¥3113IMMISI/Y
uoi}da|es

auBbud J4eJddie JyOj aJunpaddoud ubisap padueApy :11iN

gLLByvLL  00/00/LL *paJap|Suod sadAy diys

{ergu paldaias 8y3 Jvoy diysuojle|aud asueunpua/peo|led
3yl 1otpaud 01 pasn audm BujSiwoud ISOW

8yl PuUe pAJaP|SUOD SuIM SludwabueJdde wWIISAs uois(ndoud
(eudadg *1ubiam 2} i0ads waisAs uo}sndoud (2301 8y}
#j1lwi3sa 01 S)juduodwod wa3SAS uois |ndoud [euo|IUusAuUOD
Buiulewdd dayy JOj SO11Sjudideuryd aumny pa}nadxa

3yl ulim pajeuBajuy Pue Pal41Iuap| duam sauibua Isayy
Joj4 SD131St1J@3oeueyd 1ybiam pue ‘azis -aduewJOjJsed
pa1%adxd ayl 'S,0G664 AlJed 3yl ui sSauibuds 31942 -uado
@A LIBAJUBP-14RuDu e abue| BULZ| 1IN SWAISAS uo s | Ndoud
diys |BABU 4O P3l1dadxa 3Q ued Yium siydian

91 310ads |@2}dA} 3U) 404 3pew uadq sey uoiidefoud y
cyoJdeasay pajdJoddns -AaeN

‘€61-484 d "LL6l ‘°doul ‘A3aid0S Jea|dnN

uedlJawy ‘11 ‘wued dbueuo el (pr-€T L0LBP-LLY)

©| swniopA ‘SHUIPIIOUY "LLIGI T 43QUIIdBS-8T

1snBny *'2°@ 'uolbBulysSem ‘yiZ| °"dduaduajuo)
Bujudauibul UO|ISUBAUO) ABUBUZ A13D0SJBUT Ul

("uuo) ‘puojluely 1SEJ ‘JIIUI) YOouUeISIY saibojouydej
Pajiun)/a :vvd ‘0 "7 "1 "NOL¥OM/8 :°D S ‘Oni/v
suo|i1ed | |dde uojsindoud diys (eaeu JOj Sau|qJuny

Sefl B8A11RA|UBP-134BJDUIE JO UO|IEN(BAD wa3sAs 114N

zTOSiveL  00/00/LL
‘pPassnos |Pp Al431+Q BuR SUO IR} PO YONS Bu puebay




B-1]

Ou ‘'9dUeualulew wnwjuw *A31ajes ‘*Aljfiqelau yodiy
*3ISOD MO| due PIJIP|ISUOD 8q I1SNw 1RYY sjudwaunbau
2{SRQ Yy ‘uoileD|{dde 3| 1SS|IW JO3 WIISAS LO)S|ndoud
2UIqQJdN] 1SS0 MO| a|Qepuadxd Ul JO4 SUdWaJINDaY
Je|ndtlded awos SassNIs P pue S3|3|31udp; uaded Siyy
"08L-6G4 'd ‘9L61 ‘luyejwney

pun -3134NY udNy 3RUDS | |9S3H aYISINAQ ‘Iubo|o)

(LO-S0 9ZZLi-LLy) -sSBUIP33D0Ud "ILEL "TL-L uouey
*AuBuiudn 1S3aM ‘ydjunp ‘pJdg *Saubul Buiyleaug Jdiy
U0 wnisGdwAS (euo ) jeuydIu] (Ul (Otuo ‘op3a|ol ‘3Iv)
PUAPR131)/8 (50 ‘uoibujycem ‘pPuRWWO) SWIISAS J|Y
|®AeN "S°N)/y yvd ‘S 'Q "1O0NVHNHIN/E 13 TNOSIIM/V
Lvolled dde a| ISsiw J23 sauibua auiquny 103 Mo\
21Qepuadxd w0y SJUBWAJLNDIU W3ISAS UOIS|Ndodgd :1LLN

99422vLL 00/00/9¢L (bLSPE-9LY

‘OU UO1SS3JOY ‘EEPZ A ‘9 BNSS| 9IS IoeuISqQe JOJ)
‘Jdollejsued) "08L-ZL1 'd "9L61

'E OU g1 " 1OA ‘S341RIDRUHIY SOBE 1d saunieuaduay
SIINeH Sap I{LRUOLIRUUDIIUL BNAIY (- LL1-29}) *d

"9L61 AR "L 1OA MIUYDBL}JOISHIIM uUNY 134uyIS11dZ)
(AuRwWu’>9 JSoM TUdluny HQWO UBYDUNKW uoiun-uauigung
pun -u2J03j0N)/8 VYVd "H ‘44NH/8  °d "H¥IONIISSI/V
awayss Ayjuoiud

Q@ JOj $|esSodo.d puw Sauy| IPING Qg Pue ¥ - sauibus
duquny sebd U} pasSn g|eivajew O JUBWAO|IAIQ :TLiN

60982ZVLL 00/€0/LL  66-19-LL Y3IdVd INSY

‘swedbHoud

JUBWAO | dA3P wWAISAS uols|ndoud 40 S1dadse J)7 Yyl
sOURYUd O3 PISN 3G ued §(aPOow udINdWod Jeyj uo}sn|duod
Yl sjuoddns ‘pueme aducwuojudd 3Yj3 30 Juoddns

Ut "3 IpNe 4awolsnd @yl -uoiledi|dde 4O Puiy Syl JOy4
894 pueme jug2udd Q01 PIJUIPSI3IdUN Ue Ylim UOLleNn{BtAd
JOLJ4adng g paudvead |apow Ylaw 8yl AqQ pajuoddns

310 pUe 3)1 ;0 ABO|OPOYIaW | |BUIAC 3yl " 3IdRJIUOD

oYl Uy 93y pueme paleds-]LQ 214122dS B paunijedy eyl
IUWUO | A3 JIITUS I [BH 3417 AABIH Awdy "§'nA Y YIm
uoy3Iounluos vl auibud 33eysoqunl (O0LLX dyj JOj S1500
jsoadns pue Buljeuddo 3d3foud 03 (00} (ediduiud ayy

Se pasn sem (9pOw Syl ° 13IPoW JIINAWAI D13ISiuiwdalap

2 O} uotiedj|dde 31294ipP 4O djdwexd ue Ylim pd|iuapy
34 JI1 30 SIudwId HBUALUP Diweuhp By ‘sweJbHOud
eu)ibBud 3j3eidye O} S$3|Atoutyd (D1Q) 1s0) 03 ubisag pue
(221) 1S0) 3(2A) 3347 Hurhjdde yIim sSi{eap udded Siyy
d L LLBY "E-LT

‘Jdey ‘Ted ‘eiydiape|iyd 'Moys S3IONPOJd Pue 8duduyadjuo)
SUIquN) SBH *SuaduBul |ediuryIdy 40 A3a;20S

uedy Jduy {"PUl 'S)jodeuR|pul ' "AIQ UOS| (LY |8sdiQ
110419Q ' "dJo)d SJOI10W |Ruaudn)/y VYVd '3 "D " A¥ENI/V
Uo|31€uap L suod

udsap wa3sAs uois|ndoud e se 31503 8245 a1 1IN

€9962ZVvLL 00/00/9L * X@ {JWOD

Pu® PO IuURW sJe 831502 Bujuuny pue uo}Idnpoud Pue
‘aunNideNUew ' JUSWdO | 8A3D ‘9dUBWJ04Jed SO SIUBWAJ INDBY
BU 1011 JUOD UBIMIBG SUD|IDRUBIUL BYY UDIYm U} RJaISnpuy
WS |J-ybiy ABolouysalr-ubiy @ aq o) paziuboded ede
uojlediuqe; pue JuUdwWdo (AP AUIBUS JjRJ4IuLY “possSItse
Sy 350D UO |8Ad| ABOIOUYDI3]1 3O 123338 dylL "au|bue
31934u02 8y} HUIDD| DS PJEMOY MILA B WIim SaU| (TIDS P
URA3 |34 j0 3bBuey PIM B JAAQ BuinBw uoi1S1O8p

JOJ BIBP 2InNPOJd O3 PIPUIIUL S YO UM PaqiJosep

S| SY4WOD P2a(i1ed pouldw JajnNadwod Mau ¥ " 31800 AO|

JOj uoijeziuebuo UB|ISAD PUR $3|1¢]1qI$S0d UO|IONPBJ
1502 pue Suoi}deJaiul 'SIuduodwod ISOD Jofew JO
SJUBWASd 'UOIIRNY S MO(4 HSED Byl puR Sjuduodwod 31603
JOfew SJUIACD UOISSNISID BY) "auNINy Ay} U PIID8J e

8g Alqgissod jubiw sbujAes }S0D AQIJaym Suesw pue SeIJe
ajed1pul 03 S3Cws1le pul SWJUadl prouq AjJjes uy auibue
13RJDU IR JO UC{IBNIIS 1SOD 88U} SMa|ASJY Jaded B8yy
"L'H-1H "d ‘uoissnasg :°d |z °9.61 ‘Ajaidog§
tedi3jneuouay |eAoM ‘UOPUOY (10-Z4 1S96Z-LLVY) 9.6}

‘0 ‘61 AeW ‘pueibBul 'UOPUOY ‘uo}IuaAu0) Buiuds ayl 40
- sBuipaadouy !sapedan om} IXIU Y} U} ubsSep IjeJddJie
1IALD Ul SS392NS U0 SPIIS Ul (pue(6u3 *Aqueg

‘'P11 '/iL61/ @dAoy-s||OH) /Y :vvd ‘¥ P "H3IJOOH/V
51502 JamO| spuemoi - sauibul 154N

TI19BEVLL 00/L0/LL  §S6-LL ¥3dvd VVIV

‘pansund oq

PINOUS ‘SiyYl MOLLR PINOM LUDIUM Sa}] || iqeded (@ 3A|sue
ey}l ‘auojausul ‘pue sashAieue ubisap Auvuiw)idud

Ul 1UNOY2e OJU| UdNER) 3Q DINOYS SUO(IRJIPISUOD

3411 3UiIBUd jey) 3SIBOBNS SUO|SN|DUOD BA|IW I (END

AWOS 'UBASMON ‘POAIIYOE JOU SEM ‘A| |RUOY) |pRJY)Y

pasn uaaq aALRy JIYl BSOYI UBYL DA ISUIYIJITWOD

euow 8q Jub W 1PYY 1IJOW-30-SIUNB L4 AR} JUEND
BulAj1Iudp) 40 18Ul '9AL1D3[QO uvy ‘SaPRJ] A1jA()isSues
uBi1sSep AuBujw, (3Jd PuR |eN1dadU0D JyOj aiqeidedde

3Q 03 PIJBNISUOD SAINEA BUIIINSIU U IR ‘Bunjevuadud)
19 (U dUIQUN] Wi XRW JRIU 3wi)} uodn paseq sem
sisAteue 8j41| AU BuUd 9yl 93| auLIHUd PUR 1SOD WIISAS
‘3uB1dM j0 Si1Swq 3yl U0 3IS3UAIU -jO0-uo(BaJ ubiSep
wnu}ido ue JuUIwJudIP 03 SubH|S3IP Jujod Se pau |wexd
uam SWAISAS 9S3IY] “SIUAWIJINDIY UOISSIw [ BD43ID9)

4O 185 PO122)19S € JOj SWIISAS UOTLOM 81eP PULY UDALS
A313udpi 0) pazAjeue A||edjujdweued AsHM §9|qeiJRA
|RUO11PuadO uo UOISS W pue Sudjaweued ub|IS3P BwRJuIE
pue auiBuld Papnidul YOIUM SI | QR JIBA Juapuddapu| Xx\§
d Ly gYIV CLLE6L "EL-t4




odea -

W N A _ " -
) SERE—— - e S
-
i
1
3
1
H
h UaWebRURW D |WOUODd 8P IAOLd O} $E8004d JuUSWEBBRUSE
941 BUIDUI Byl 30 UOIIEP| A PUR (6|18 |J8IDRIEYD
. 211860f pue |RuoiIRuddo S iwi| 83| BuIBUd [NjOEN
3 9TTLIVLL 00/00/9L enss| syl 40 SUO|1RJISUOW2P {BWJOS apiacud O3 pue A1{||qeJnp

b Ul PIJUNOUUR duR SWdI| |BNDIAIPU] "PePNiIduy S| s83Ievls
) PIJIUN OY) Ul JUBWAO|BAIP 3uibuad (18fwguds) jefueu
i U0} ISNQWOD D 1UuOSJadNS O MA|A3J4 ¥ °"SauiBbua 3} jsodwod
39fweu u0323f{a ja%ud0u uoj Suaqueyds BuUlIX | w pauval.uoys
Al1eaud 01 pay|dde 31dadsuod J031dd(a-BuilxjwudsdAy

9yl DU ‘Swa|qoud auiquny dunjedadwdl-ubiy °sauibua
jjeuduie d3duewsouad-ybiy Joj AJldwoab d|qejueaAa
*SaUIBUl 1SS puR Swa | qQodd Buiydjevw SPN{dU} §d1d0)
PpeJNIVAIJ "SWIISAS UoI1ddfuy |any pIAoudul pue s|sA|eue
MO JIQUEYD UCiISNQuID J43131d9 B 0) Aem ay)l peap d|ay
pINOYS YOlym SO I1PpN3S |RJudW|Jadx3 pue {BD139403Yy] wouy
P3IAYID IDPI|MOUN MIU S |woud JU3WdO[|IA3IP JOISNQWOD

JO PId) ) ay) Uy PauUdsSaud suaded "sSwdISAs uoisndoud
1B i4 BuiyIwauq uie YO S$3AdOUO0D jue | duamod

PIJUBAPR pPuUe ° JUdWSSISSE pue ubsSaP Juauodwod pue
SULBUI Uy Ssauboud °‘S3Id3dse |run|jeudado pue S2{WOUODD
YitM PAIUL3OUOD §¢ $SJ4aged 30 uO1123| 10D Judsaud ay)
"SZIPS "d p96 "9L61 (9 BunioA "ydNquoe4-yI1ovqg) "d

P96 "9L61 ‘(9 SWNIOA "uUdnQyde4-¥19Q) 2UISINAQ 'auboto)
t@ 33 "¥IAIQ ‘HBunbpdJuaA JOIp wnjdaysulwsapung

*AABN ‘S°'N '204U04 Jiv ‘S'n “Away ‘SN Yl AqQ padosuods
wn ) sodwAs "9 "QI13483LINIM/8  1°X CQ CINIINNIH/V
sBu | paanouy

*QLEL ‘Zi-L YOoJEP “AURWYBYH 1SOM 'UDIUNW ‘pug ‘sauibul
Bulyle3ug Uiy UO WN|SOCWAS (eudtilBUUAIVY 111N

e et 4 i e o YT AR Sl

A B T f et -

LTTLIVLL  00/00/9L  9dvewdyojuad

vo1SINdoud U} Ajjeuad wNujujw B 32 31S0D 3242 3311 MmOy
3J40ddns 0} Pau| INO due YjeddJ e obued pue Juodsued)
{ney-3Juoys pue -BuUOo| aJnNINy JOJ UO|IRUSP|SUOD

uB|Sap YO SUOLISIOHONS  ‘PAUIRD| SUOSSI| UIRIUID BuU 3P
O} 1403439 Ue Ul PIMIIASJY BJR 9D1AUIS U} 3Idedw; 31S0D
BuiINSIY Yl pue Bpew SUO|SIIAP ubiISaP 0 SisA|eue
1N334ed ¥ "SwIISAS uo|is|nNdoud 3yl 0 dIYySJIIUMO

40 3ISOD 0O} 1253dSaJ YIim Jjeuddie juodsueul Apoq apim
puUR MOJJRU YICq uo AJOIS |y JUaD3u SMILAdU udded Siyy
‘9Z-14 "d '9.61 "luyejuney pun -34nq

JONJ 1JBYDS| | ISBY YISINAQ "8ubni0) (LO-S0 9TTLL-LLV)
*SOULPBID0UY "9LGH ‘Ti-L YdJdey ‘AuewddD 3SaM ‘ysjuny
‘PJUg “saubuz BUiYILIUE Jiy UO WN|ISOdWAS |RuOileUUdIU]
tug (‘usew *3|331@35 ‘0D Buraog) /) :vvd

*4d "4 °37704/0 P°M "0 ‘¥YIMN0B/8 T D "M 'NVMS/V

H SWIISAS uols|Ndoud JjRudJ I Ju0dSURUY (1A}D JOy
. SUO} IRUIPISUOD UB ISP UO 12edw| IS0D 2194D 3411 :11in

e Y it o

3 i gl R

8zZTLIVLL 00/00/9L
‘s3seyd 1u0ddns 21318100 pue ‘206PSN |RUO|jRuddO
‘UolIisSinboe auempuRy Uo|3IINPOoUd dY) JO4 B|RUC}IRY

B-12

{RUNIONULIS IZ|ISRLUAWS O} PAUNIINJUISOJY USIQ SOy
aseyd 1udwdo|dA3p I(eIS-1|NJ AUy °SSID0JC JUIWCO | DASD
2yl jo saseyd uoiiepi|ea pue (en3dasuod ‘ABO|ouyde)
8yy Butunp ‘3| ‘A3 jqeiuoddns/AY | ( 1Qesddo

pue *A31}14Q19npoud ‘3duewWIO)Jad uIBMIBQq

S3pRJY 1S0D 3] 0} I(D2AD B4} By} u| Ja|Ied udA Db
BUL3Q S| UOIIUBIIR JDIRBUD °"SIDIAUBS Auml || iw Bay) O3
$B8UBUA 3S0D B(DAD 84| JOMO( PUR ‘B(Qe}(Su ‘B8i{qeRunp
8Jow apiaoud O3 PasIAds Buydq s sauibud auiquny

JOj S§300ud judwabeulw PUR JUIWCO AP I |IAD 831 | OyY
"8E-LT "d

‘9L61 ‘IdyejwnRY pun -34NT JANG Jjeyds| | asaH AYosIneg
*9uBO 0] (L0-G0 9ZZTLI-LLY) "SOUIPead0OUYd "9L61 °‘Ti-L
uouew ‘Auewuan 1SaM "YdLUNK ‘pUE “sSauibul Buiylesug
JIV UO wn|SOCWAS (RuO}leuJdIU] Ul (0140 "a4v
UOSU3}}Bd-JUDIJUM *“A(Q SWBISAG @D} INRUOIAY ‘4JYSN)/D
‘vvd "M "3 CNYOW/D '3 "3 *I138v/8  ©°Q "M "3IImMOd/V
$1S0D 9{2Ad 34| 8Zyw(iydo

euBua auiqunl Seb uoj 3dODUOD JUSWCO [IAIP MBU ¥  14IN

LSTLIVLL  00/00/9L ‘PaARIYOR A N}SS3I0NS

aq ued awkRJjuie ay} pue suibua 8yl yioq jo
§$311SjudloRueyd ub|sap pue 3z1s 8yl Buipusebed sSIipNIE
3303pRJLl 'PAUIJIP B8JE ‘SUOISS W LIBIXIS DuSsSRdWODUe
'S3{0J jjBUDJIR IIuYl "PIILIISUOWID purR PICO|IASD

S| UOL1D3|12S ud1SOp Bweujuile pue duibud uIIYB) s

JOj B4NPadcoud D} 1ewdiSAS ¥ “JdUURW dA11D8438-180D

pue A|8wi}] © Ui PAPIAOUd 3Q uRD SIUBWNCO | IASD

JO3J UO13ID3JIp pue s3BrudAd| ABo|OwWYI3a} O] S° J1yb;suy
pue ‘an|0Ad Aayl se Ajajenbape paujwexd aq ued §8|24Ad
au|bua pasueape 'pPalda|as Ajuadoud aq ued SwaisAsqns
AQavaym paqidosap S| PoUlaw ubisap d|qeiul@Ail|nuw ¢
*£99-629 "9 "9L61 'lJyRjuney PuUN -3140Y

yanj 3;eyss(asag aydsinaq ‘auboio) (L0-S0 9TTLI-LLY)
"SBUIPaID0UG '9L61 ‘ZI-L Uuen AuRwadn ISR ‘ydjuny
‘Puf 'sauibul Buiyjeadg Jiv U0 un|SsodwAS |euoljeudalu]
‘Ul (“OW ‘SinoY 31§ °°0) 1jedduly | 8UUOQON)/I
1(*ysSem ‘®|11€aS ‘-0 8se0sOuay Buid0g)/g (0140 "ady
uoSualled-1ybiul *Auoles0qel uoIS{Ndoud OudY ‘4YSN)/v
‘yvd ‘Y CSN3INVN/D 'Y 'NOLINS/8 1P "WOIN3AINI/Y
SaJNpadsoJdd uot132913S 224D suibud auIqQuny 111N

€9TLIVLL 00/00/9¢ *$82| Joeud

A1l 1Qionpoud/Bu unloejnuew puek 1$3) ‘ub1s8p yO3y
D31vJaU80 3g I1SNW SUOIILRD| 12305 JO 1as MAU @ ‘yons
Sy -"suoj1ed)idde aunup alqesnad Jo/pue Bujhuued-usw
JOj S8UIBUl WOoJ3 IUIUIIP A(ued|d St auibue

40 adA3 Syl A31}111Qeucls pue uojiededaud ydune|-sud




60ZBEVIL  00/L0/9L  $SL-9, Y3dVd VVIvV

* 3809

18N MOPRUSJIAC S180D MIUD BuayM 'SJUd1TODL13Y U0 UIAD
‘U0 IINPIJ 31S0D § 9 O wIISAS uojy S39dbuel Juedijiubys
8y} OSie aue 3N pue ddueuAIULEBY U0 }IINPAY

1S0D § 9 O 2uibuad J4oj siabue) Jued 4 Iubis Ajuo

oyl dJe ((P1y31Cw pue JOQeR|) doueuUdIUIBW pye BNy eyl
$331¥D,puUl @Iep 3y} O SisA|euUYy ‘PIIPNIS SadAy Jjeduduie
11€@ 403 PAPN DUl aue elep Adrwwns pueg ‘Juodsued)y

e pue 'J33dodiay e ‘u3aiubiy e Joj poajudsaud

JJB SUO}INQYUUOD BUIBUd pue D)) WIISAS By "paJvo|dxa
PUP SISPIIDUL BD1ud 8Ny |[BWIOUQE JUIIIY 3O SIDD343
Yl PUD "passrIsp ade sadAy auibua Buyiseuiuod omy
JO; SIUSWI@ 2971 40 SAN|BA BALIR|AJ 3yl 'I)7 duibuas
Mma3u 3o BurlIsNI0.0y PIoudwl JOj BleR dUL{ased IPILAOud
031 pur 331 BuldP3Jd Jnj St iuntdoddo Jolew dy)

QU IWUDIIP 01 duom SAAY02(Qo ApNnis aUl Sjudwdlad (S

® O) 1u400:idns pue Dujledddo uo siseydwd Ylim pIJdapLSuUod
dJe )I7 30 saIseyd uot}isinNbor pue Judwdo|dAadp

®Yl "II1 SwISAS Jjeuduie adA] SNOLJIBA O) UO}ING|IJIUOD
ourtBud pue (331) 150D 3| DAD 941 | WIISAsqQNS aubuad

40 APNIS B wWouy SI|NSAJ 8y} SI3SSNISIp uyaded Syl

'd 11 wviv 961 "6Z-9Z AINp ‘3jlie) "oy oled

GYIZL T 9dUIL9U0) UOIS |NGOUd ‘SudduBul aajowoiny 40
A18)20S PUR SO 31NRUOJISY PUR SO} INBUOUAY ;0 3INY4§ISuUl
uRd | yawy (040 ‘@1epudAl ‘dnoun duibBul 1jeuddly

*t0) 21432313 |e43U3D) /Y :vvd ‘8 "M CYIONINIS/V

3S00 81242 3311 aubul 111N

y8LSYVIL

00/00/9¢L *18foquny 165 uOLleJdUaB 3ISJyj Y}

03} 3A11e[34 3DSA Ul pue " (§Z0G-3IISA) auBua (0J3uod
wWeIJUIS I{ARiuveA @ °|OJjuod B3uibBud D1uUoulD3 |2 (k31D Ip
*31S0D uar0| JyOy ABO|OuYyD3} uoiliediugey ‘bBuipe|q

041R4 123dSe J43aIMO| Ui IdNPAJ {104d1R JosSAudwod uy
g8duDOIT 'S| 103410 dUiqun} uo sBuijeocd 'sAo| e (|0guLe
AULQuN] *Judwdaoudwy ADJUd D1 33 JOSSAUdwod ‘ubysap
ope|q uej UL sjudwadsueape ABO|OuyDIDL * JuswaADJCw |
ADU3i1D1434@ URY *SPUIJ] BSN 3N} 3alpenb aburu

Buo| AbBoiouyda} padueape 'uol jJCWNSUOD |any uejOQuUN]
|@13udlod ‘uo}I0WNSUOD | 3Ny ldodsued) diuosqns

*S31S0D PAIR|3J BUBUI SO LWOUOID BU||JIR ‘SIUdWdL I NDAY
duIBuad 3uniny 031 pled s uoludlly 'pPajuasaud

ave AS0|0uUYD3d} uois{ndoud }jjedduie juodsuedl

Ul SpudJl 2uning 3|G1Ssod U0 SIJUBYD JUO Ajudm)

*LZ-01 01 1-01 "d "9.L61 'AlisudAtun

UO3IddULJd " ‘PN "UOI3DUNJUd (EQ-EC QLLSY-GLVY) "SL6L "L
QL JAJWIAON PN "U0I3DUJUY "BDUBJIJUOY ALY LISUIALUN
UO}8dUug 3yl 0 SHBUIPBIDOUd 'uUOlejuodsuey)

1e2 neuog4ae 40 3uning aul :ul ( "uuo)

‘PUD3IurK 1SeT "dnoud 1jedduiy AdUliym pue jieuyg
*-duo) seibojouydd) paiiun)/v vvd ‘H "M CSN3IS/vV
vo1sndoud 31RuduiR JuodSuRd]l Ul SPUdJ]Y aunINg 1LIN

LyOLYYOL

00/80/9.  °"SUOS|JRAUOD JOJ B{J8)1JD $9 POJIP|SUOD
0Si@ 8JEB 8uNIPUICWOI AUIUS BUIQUN] PpUR ‘03184

aunssaJd | |RJBAO 'BOURJNPUR ‘ISNUY} O{jid8ds °$3180D
aoueudjujew pur sjued doeds "NY Gbp MO|8Q puR ISNUYl Qi
000°'01 noge Bujudai|8p 'Sauibua uvois|ndoud u831dod| |8y
Butpn|ouy ‘sauibud ||ewS (E) INY GEI O} G9 JyO °IsNJy)
Qi 000’0 O} 000°'Sl DULJUBA||IP SauIBUd alRIPAWIIIVY
(Z) 'NM 681 42,0 pue ISNuul G( 000 'OY BuiudaLap

pue ‘jjeud Apoq-apim Bupniduy Jjeddodie abue Buy samod
SauUBud abue| () :S9i1uobaled az|s IsSNJUY IIJYl

U} padnoub aue sautbuad auiquny ayy ‘uojingiod ISNRUXS
pue ‘*asjou ‘Iybjiam 0] UdAIb s UOJudlle PuR ‘SPUdJU)
83jud |9N3j JUBJUND JO MI|A U} ‘UOIud] UD JUBRIUOCWY
ISow ayl se INo pa|Bbus St uOjIdUNSUOD 8Ny 4 1dads
TsudaquINU Yoew 21uosans yobiy e Buisinud 1jeJddJdie

J4Oj ubtisap PaJJuajzadd 3U} Se pPat)isse(d pue Paurduwod
aJe oi1jed ssedAq ybiy j0 SaubBud uejoquny ebeis-a|6uis
"6vE-EvE_'d

‘964 BNy '08 °1OA °(BUJNON (@D INRUOJAY (pue(Bbul
*Aquag *"A1Q oudy ‘P11 "/i1L61/ d2A0y-S(I0¥)/I :vvd

‘H 'D ‘lHOTYM/D '3 'S “¥ITIIN/E  :°W ¥ "ONINNIA,SY
SOUBUd |BUO| JUSAUO)

- 1 *ubysap auquny sedb ouae u|i SPuUIJ} duning JLLN

661Z4YLL  00/50/9. BEIL ¥3IAVd IMVYS

uaA b

aJe fBujuieu) Juswabeuew pue sweuBoud UO SUOilED|(dde
4O Solduex® |@D}112@ug "s130ue] 1500-0)-ubisep Buinovu}
pueR sjudwayinbau 1502-01-ub,;sap BujLj|dads JOj S|00)
Jjuawabeuew 8yl yi1im Suoe ‘pPaIpn|dui Iue swWdISAsqQns
uaamlaqg PU2 UIylim S3PrRU) O SI|duex] “Paq|JOsSsp

aue ssadsoud ubisap ayl Duiunp dduewdojudd pue 380D
aped) 03 Jaautbuad ubisap 2yl Jtwudd 0) padoiardp $|00)
8yl "PassNOS|P S| S|e0B 13S0 8124 3311/31502-01-ubisep
BuiIyS | QRISd JOj uewwnud e padolarap ABO|opoylsw
1502-03-ubisap ¥ "@81dAd ¥j11 S,weuboud @ 30 saseud Iyl
L1l® Ul S3S0D 3123332 ydiym SJO)IDOR; dyl O BuipueIsJapun
ue Jqwuad ([tm Jeyl SPOYlaw CO[3Adp O3 Aulsnpul
30edsoudy aul 40 SuO1D23S ({8 u0j JURIJOCW: A|JWIJIXS
St 3| ‘9u9ydsowle SNO(DSUOD 150D Bui ikAaud auyy Ul

‘d €2 '9L61 ‘9T-pZ Aepy '‘ed ‘ejudiape|iyd

‘UYIGE ‘@2uaJajuo) (enuuy ‘Suaduibul 1yb|BM PALLIY 40
A3ai100g (*A°N ‘ebedy;ag '-"dio) 3oedsoJlay uewwnug)/g
iyvd ‘I "8 °"Z1IMOHIVY/E8 :°H "9 "NITGNYS/VY

ABO | OPOY} 2w 31S03-01-uBiS8Q 111N




iy

- r dblin

S 2o

AR i s - Sa i

IS

LS.

B-14

a ‘WIdYRUY "yl 8duBJ3jU0) uosindouyd ‘sJaaubujl
SAIIOWOINY JO AJPID0S PUR §D}3INRUOJISY PUR §D|1NQUOJIY
40 9INILISUL UEDYOWY  (O|Y0 ‘'84Y UOSJBLLEed-IUBIuM
‘TALQ SwIISAS (@243INRUOJBY '4YSN)/I vvd v

*d “A3INOI/Y '3 0 .mz—;gﬁu\m 'S ‘0 °p °NOSBID/V

- aseyd uo3lepy tBA

oyl BUIUND SUO | IRUIPISUOD 31802 3|DAD 83| subul 111N

ZOPSIV9L  00/00/SL

*SUO| 3 puUod BUIRUadOo (BN DE Uapun PaAwv|ds P pue
PI12%819D sur Sy (nej 1@y} BjueApR Syl sey Juawdinba
1S3} U -3 ING 4O |UOW SNONU| JUO) ‘pPoOs se iIsea| e
S910s AR|3D 9ARY P|NOM PuR WAISAS JURPUNDIJ DIUOUIDD(D
3tQNoP aul ueyl L1800 $S| pue I(Qe}|d4 IsOow 3q
.plNom *sdoo| djlewnaud Sg YINS 'SwWIISAS U0} 3I313p BJdlj
40 SBUAY Jlle) "swajqoud jou 'S)iJAUaQ BBy Bulug ([ IM
I9YY) UDISJO) Si UIWIAOUdW JuedDLi1uBIS @ Budaym pasSn
aqQ A{uo PINOYUS ABO|OUYD8) MAN "UO}IOR MIuDd d)e|paww|
Aue SujaNDaJ INOYY M PBUUNDD0 SBY Buni @3 a|buys

® J334@ 1yBy |} PAINPIYDs S} 3313|dwod O) JjRedue AY)
J1QRUD O3 Sy PAUJISIUOD g} UD|SIP WIISAS Se Jey se wie
ubBSaP SUL 'S{AAI] SSIJIS 9igemO||@ Jamo| A| |eJdaudd
Q1 Buiyuom pue °*sjuiof pue sInoiInd BuidNpas AQ seauw
U0} 18U IUFIUOD SS3JIS SO JBQWNU BY) BZIWlujw ‘IzARue
03 1IND443iP due YO ym Swd|QoJd U0 SN 4 P PLOAR O)
sy19d POl A 11duits O} 3Q PINOM MO {0 ©) SdUl| ULy
‘AJUBINPUD (RINIONJIS PUR S| 3A3| A)djes dAOuUCw| O}
SJUdWIUINDIY YyIm (3 |eurd ssauboud pinoys 1yB|am pue
$1S09 INpau pue A {i1gelidy dA0JdW} O} Judwdo|dAap
pue ubisap 24nN3ONJIg -1jeudJLle JJ40dSuRy] DjuosSqns
UJapoOW JOj S31S0D IJURUIIUIRW WNWLULW PuR A3l 1qel|ay
wnutXew A4 41483140 uB1SAP 3yl UdYM PIUIP | SUOD

0Q ISNW Y ym S123dse yb |1SIP dwWOS saujwexd uaded ayy
‘d OZ "6L61 'A1312006 (@21 1NRUOJAY (RAOYH ‘uopuol
(10-90 109G -9LY) "sBUIPABDdOJUd 'GL61 '9Z Auenuqdy
‘pueBul ‘uopuol ‘31 o3 BuIdRdY due SJ3UD|SdQ

MOH pue SjudwaJynbay ubjicaqg 40 adueeg Bujbuey) ayy
uo wnisodwAs :uj {PueBul * "SIJaH ‘Piajjiend ' pP1
‘U0 IRIAY A3|3ppPIS uaNmMeH)/V yvd "3 ‘¥ 99149/v
$31500 aouURUIIULEW wNWiuiw pue

A1411QR1 134 whupxew 4Oy Judwdo|dadp pue ubsaqg :Lin

TrIoTvoL

00/00/€L ‘9411 9D|AJIS ISLAUOU| pue 'S$31S0D

Vo1 3IONPoJd PaISEeIIdU O NP SISPIJOU| WUd] Ju0Oys J3lje
uny Buoy B3yl uj) SID1ud BsSEIUDIP '$3IS0D UO|3IdNpPoud
PASLIUIUY JPUMIWOS O) PRA| 'Bw}d UO(IdNPodd dseaudap
A112946 pinom ‘vojjanpoud Ssew O Builuu|bag aul

pue 2001S Buiysiuylj Y)Y $2IVUOAUODU} Ydiym ‘|apouw dyj
*$3uIBud 13Rudu1@ 30 UO}aNPoud BY) JOj BWRYIS (ew|ido
uR Ip1A0sd O} PISN S| SSAUBA|1D9J4@ 1SOD 3O BIUIILUD
SALICI30 U0 PBSEQ |9pOwW || IBWIYIBW-0D {WOUODIId uy

P O Ty TP a ol

‘uRiSSNy Ul 0Z-LL °d ‘gL6L ‘INYitBUg

1AUUD|SIRIAY | |MSURZ®N ‘uRZEy (€8-L0 BEIOT-9LV)
‘Bulussuibua o jURUOd L) Judwabeuss U0} IONPoud

pue SOwWOUOId O $128dsy :UY ‘W ¥ AQ21ZYS/Y
SB3UIBUS 1;8udU IR JO WOLIONPOJD SSRW (R IUE By PUe
83u31S ub)SOp |RU}; Y} UIIMISG SUO IR (PWIC0 (114N

1900€VY9L 00/00/8¢L

-Aydeuboioy pue ‘Buizi401ed ‘6uibuoy (BWISYIOS)
‘Buissaud 21301S08| 10y ‘'SAO| (R paujesd.suiy
‘UOLIRD IS IPILOS {PUOIIDOU P "UD(S3P PP IV -J9INAWOD
‘sSojueyddw aunioryy Buipn(dul ‘P8IEDIPUY

ade ABO[OUYDa] auqun] Seb 1jeudu (R uj SSBUBAIIDIS e
3S0D UO 1JBdW| @Ayl sOod B Bu|IRJISUOWED JudwdOo | SASD

40 sSRIur owWOS§ -Judauibu@d ubisID AUl HuUR '8duRJINESY
ubisep ‘judwabeurw Se YINS SdnoJB pur 18{ (e |dads

1 @D IUYDA] BU} U3IBMIBQ SUO|IEeD UNWWOD | BDIUYDIe)

PUR |2D1WOUODd JO MOL 3 pue SAiysUOlR(8JuEIUl POUISeP
8yl BuApNn)S pug SSAUAAL1]DD4)d 1S0D Bu Wil S40IDVY
Buiuiwexd °3S1|2103dS |BOIUYDII] Iyl JOJ SSBUIAL1DDJJe
1S02 0 32uEeI 44 1ubis Ayl SISSNIS|P Jaded ayy

‘pBG-2L8 °d

‘9261 '°OUl 'SO}INRUOJISY PUE $23INPUOJIY O BINY | ISU]
ueRDLuBWY ‘MJOA MAN (6E-EL $000EL-9LV) "SBuipaadodd
‘9L61L *L-G ABW ‘‘ed ‘@ySSNud 40 BULlY ‘YIL| '3DOUIIIFU0)
S(eiJdlew pue ‘sojweulq (RUNIINUISG ‘SaINIONIIS Ul
("uUuC) ‘pPUOIJeH 1ISEI °CAIQ 13RUDJIY AU UM PUR 11Bud
‘- duo) s@ibo(ouyda] Pajjiun)/vy yvd vV ‘M "NINBIIM/Y
Jedubuad (RuNIdNUlS pue 3S{Bun|jeId3W Y]

03 DPosod abuaj(eyd auy - subisap dAL1D3438 180D LN

LYTBEVIL 00/L0/9L 0SL-9L Y¥3dvd VVIY

*diysJuaumo aujbud U0 s | ndoud ;0 S1SOD PIIR|IGY

1jBudu e pue | BUO|IUIALOD B SOSSRIWOIUd YIIYm
SiSA|eue ue 40 aSJNOI BY} 3ILJISNi{) O} P3jen|ens i
weuboud auibuad pue Jjeudui® |[BD133YjodAy ¥ "Bu||aseq
Ayl 03 31o%adsau yIim Idedw) 1445udQ-3S0D JO3 PIIEN|BAS
UaLl 3Je SUOLIRJ31 L UBS3C "Uo1Ii1uL33p JuBwWACdap pue
8oURWUOJJBCd ‘UOISSIW JJBIDUIR WOUS PIALJIP 'ISOD 824D
@)y duiaseq @ BUIYS||QRISI JO S1S|ISUOD enbiuydey
(ea11A1eurR Ay AUl 1dIIsSIpP ubB1S3aIP aubud ydvs o
UOINGIJIUGD 3YT $3uNINUIS YD 1ym ° | 3POwW PIAZ{Ja)Nndwod
@ Sapn|dou) yoseocudde d8Yyy °"SIA}3d2a[go IS0 84>

3311 8AdLyde O} S$a3uibud JVIQINY uoisindoud Buiubisep
diel| j2e) O) pado|a3Adp UIIQ Sey PoyI3w But J3du Bud uy
‘d L yviv '9L61 '6T-9T

ALNp * 311@) 'Oy Oled ‘YiZi ‘9DUBUIIUD) UOIS|INADId
‘SJ3auBul aAajowoliny JO A18150§ puRk St INBUOJISY PuUB
$2}131NeUOUdY 30 31N {ISU] uedjuauy (oiyo 'opaiol '3V
auipaial) /9 :vvd ‘8 "D 'llviHd/e ‘0 "R “dINDVA/V
1502 @242 3411 O) ubsep

auiIbua duqunl Joj Poylew pue |pow - ISod1sdy 114N




B15

IS0D 34y 'PISSIJUPPR 5 wWIISAS uodeIm 3394040 Byl

4O IDAD 3311 3yy INOUBNOUYY 1SOD Pa1v(3au auibBud ayy
'd b UVIY 'GL6L ) "1D0-6Z "303S ‘T3 1RD 'wjdyeuy
TYILE "dOUIJUIJUO0) UOISINdOLd “S.493u | BUI A 0WOINY 30O
A3131208 PUR $D1]1NEUOIISY PUR SO} INBUOJIY 4O 31N ISU]
uedt Jduy (0140 "84y uOoSu2lled-1ubBium *Auojruoqer
uotS|Ndoud ouavy ‘4ysnl)/v vvd 4 ‘Y "VIIINVA/V

MILA AjolPu0oye| Vv - }S02 31242 3311 auibul 11N

LIGPYSL 00/60/5¢L 88Z1-GL ¥3d4vd vVvIv

‘@242 331l 3onpoud

a4y 340 3dseyd 3A23dUOD ayl ul AjJead JduUH(S3P ayl O}
@lge|jeAr SPEW PuUR PIJLIPISUOD 3T ISNW JBYI UO|lewJOjU|
3O Uidap Oul SITRUISN| || @ (Cwexd YL 'u3Idod | 9N

1317 AAedy Awuy ayl Suamod ydium "autbua jeysoquny

2 juNodo5® Ojut huyvey ‘pajuasoud sy 3 |duwexd weuboud y
c3TVSUDIUL I INPOYDS ® PuUe *SD1354433d2J48YD dduRWIOjuad
"S1SL 1 vuUP UG ISStlw B Sapn|dut A (edauab jdadcuod

S1y)l ‘P33u {PuOo|lr43dO palRIS By} JamMsSue O} Jdaduod

e do19A3p Suedl ubiSap 'PayYsS11qeIsd St Judwau|nbay
SWIISAS Ayl IOLOD ‘UMOYUYS S| MO| 4 wdISAS |RUO(IDdUNY
ted,dAy e pue PuapP|sSuod aJe Siuldwadinbad QoA

'd 8 UVIV "GL61 L C120-62 109§ ‘T 4le) ‘wyayeuy
‘Yles "92uduadun) uoi1s | ndoud ‘S4d3uibul 3AJ0WwOINY 40
A3I3170S PUB $Di3NPUOIISY PUZ 5D INBUOJUDY 30 dINY 4 3ISU]
uedyJdouy {"puU) "SiLlodeuepu] " "A1Q UOS LY 9%341Q
311043130 ' °4AJO) S4OIO0N (Budud9)/V :vvd ‘3 "D TAMHNI/Y
aseyd |enijdasuod

34l Uy Buj1Bpow 3S0D B1JAD 3441 Buibulz :1LLN

6L9G6pVSL  00/60/GL 16Z1-SL ¥3dvd WVIV

‘PISSNISIP aue wedBoud JudwaAoudw )

JUBUOAWOD 3yl 10 S3AL11D3[Q0 3yl PuR Pauilwexd Iue 150D
124D a4y O) pdYe(dy se Juoddns gi-4 40 SUO|IsSINY
‘wegboud syl juswaidwy 01 PAsSN S3IuNPIdoud ayj}

nue "WIISASs JuiIHUd Jjeuddie syl 30 JJ0ddns 3la|dwod
4O} uotiRZiIuetiyo ayl} ‘wedbBoud 8yl (0OJUIUOD pue ueid O3
pasn $|001 pue s3unpadroud ‘uejd 31s2a3 4B 3 Ayl ‘'i1s9
4Bt AU 3O dwt) Y3 e SN3Is Judwdo;aadp auibua
oyl 01 u2A16 34 LOILUllIY CunileoL{dde ualydiLy ' O}
uRIJONUL OS5 SiI 1€yl Orjes JyoiIdmM-03-1SNuyl poaoudut
3O SWU3Y Ul adueAp? Tued 4 lubBis B S1U3SdJudau Q0L 4 Buy
‘d g8 VVIV ‘SLEL ‘L "120-62

1038 ' 1P) TwidyeUy Yl "8&DUdJdHUO0Y US| NdOouyd
‘Sud3uibBu] 841 I0WOINY O A3AL1D0S PUR $IH}INRUOIISY

pue S21InNeuoudy 30O IINJLISU] URD | UIWY {O1yo °"8iv
LOSJUAIIPYG - 3ybiuM A1 Q SwAISAS teDLINeUOUaY ' 4VYSN)/D
TR Tydeag wled 1S3 S CAIQ 13edduly A3Uliym

pue 3iedyg ' "dund S3IIBOLOUYII) PIYIUR) /vy tvvd 1
TUW T3 CNQSHHOC/D 13 L TNvdvE/8 1T Cd NITIWI/Y
UV LIDNPOUIJL | EBUO | JRUALO

usnouyl autfup Q0L 30 juaswibeuew $O13540601 111N

LBPLYYGL  00/S0/SL 9SOl Y¥3dvd INVS

‘PBJBPISUOD 9JE {OJIUOD #JuL|Eq PUR jubien

Joj Bujuur|d SO SWI(QOJd ‘PISSNOS P S| ‘'Ss8d04d UD(SeP
3yl Ut Afued U0 JPWIO U IIEUNDOOR JO UOD|IRU WSS P
pidey Joj J08ou0D> wedl BbeyIed wJOm UDBISEP 8yl PuUe
‘pa|teldp S| (9be|asnj pue ‘abeuuddud ‘BUIM ‘wWdIISAS
uois|ndoud) 8dA30104d pi-JA BUl 0 SIUUOCWOD Jolew
8yl 40 yoead u} ydseoddde 3$0D-0)-ub|sSap dYi "uanayl

aue abpuuadwa pue "wdISAS |OJIUOD IUBIL4 ‘Iuswade(d
3u1IBUS BUIPN|DU} "3JRUDJIIR BUT O $D}13S1udIdBURYD
ubsag "pasSsNISIP S| UO}IeUddO O sNiPeJ WU O0p 2 pue
P(ayj pado|arapun "33 000Z © JO INO pue Ui peo|Aed

al 000’z © 30 Ayiliqeded j3jijluie 30 s|eod weuboud
333w 03 3Ijedduie 1015 bi-IA Buiaog 8yl O JudWTO|aAdQ
‘d 8¢ ‘GL6}

‘L-G Al ‘"ysSeM °‘9(31e3S 'UlpE 'IdUAUIeIUO) |enuuy
‘sJdauibu3 JubiaM DALY 4O A1d|D0S ("ysem ‘3j|l1v8g
**0) aocedsoudy buiso8)/v :vvd "9 P CNOLINH/Y
juswdo|@asp adAjolodd p|-IA 4Oy 3SOD-03) -ubySap

pue [0J4)UO0D 3sjue|eq pue IyBiam j0 sbuaieyd 4y 114N

10SLYVSL 00/s0/SL 1408 HIAdVd INVS

‘sweJuboud jJUdWHO|8A3D puP YduRAsaus [Bjjudjod

puR SUB|SAP PUR SBIIAIP 14RUDJ IR MIU 4O JUBWSSISER

8yl Ul 8n|RA jO aue sasA|eul a3djud yosng "sedjvyd (enide
Uitm juawaaube pood A|qeuoSeadd ul aJe $I4131s|u83oeueyd
1jBUDJIR Byl YIim JvaUlabo)l suoilenbas ayy 40 asNn

AQ 1jeuddie JO JAqWNU B JOj PIIR(NI|@D S8d|ud jayJen
"SauBud 31sNJUYI0QuN] pue ‘Jjrysoqun) ‘Buiiedoudided
403 pue ‘SlundsuRd} Dj1uosSuadns ‘sjaodsurd)

Apoq-8pim ‘sjuodsued)l 313f |BUO|IUIAUCD ‘SIuU0dSURJ)

19 (|ews ‘sjuodsuedtl doudnquny ‘jjeJudUIe (2JUND
:sdnoud sueR(dJuie XIS JOj PIIUISSUDd 3uR SUOLIR|DJ ISAIYD
Bu;luasaudau suO|jenbad udmod ‘U3IAI6 oue SUO (IR (B ISOD
au|bud pue dweJjJie 4dylo pure uBiam jiun uad 3180)

‘d Ge  'G61 ‘L-S AeW °ysem

‘813185 ‘UIPE ‘@doUBUSIUO) [enuuy ‘SJIAU|IBUI JULIOm
P3j ||V 40 A}ad)d0g ("4119D) "Pl121d 118 JON "J3JUB)
yoJeasay sawy ‘VYSYN)/V :vvd ‘9 ‘P ‘NOSYIONV/Y

aoud

1j32UDUIR JJOdSURU] SO UO|IBUIWISI3P Ddtuldueded y 41N

6420LVv9L 00/60/SL 68Z1-S. Hidvd VVIv

‘PISSNIS IP 8Ju@ aseyd uo|lIeP| RA

9yl U} SOII1AjIdR 208U UL AUISNPU} - JUBWIUIBAOD
pajeiay °"Pauliino aue sweehoud Judwdo|8asep |Ipow

PpUR UO31D1PaUd 1S0D JWOS PUR 'PASSNOS|IP duR SALAYOE
BU|1S0D 3| 2A2 941 | 9dseud uollepieAa Jue)Jodul
‘pam8iAas S| sweuboud U0} 1S INDOE puR JUIWdO | 9ASP
|8sSudiaQ O IUAwILedsg JO IXIJUOD BYY Ul SPoYIW

1S0D 91240 3341 AUiBUD 14RJIUIE JO SNIVIS IUBVIND BY|
‘d L1 wviIv ‘GL61 L "100-6Z 19SS " "311@)




s

R o i,

S kil s RN P

L iyie.

€

g T e RO i g, PN AN
B16

Udwoudde euo)jedsado uy 'S}INnsSad ayl j8uduailuy
O} sJ2qWaw MaJud ayy 39 A3i11Q® |euoilppe $9unbauy
PuR "M342 uew.oM)} e uJoy ILNJ1431P S| "snonuyu0d
A132ex3 jou s} 1} jeuy Ut @1t sadejueapesip

S11 ‘awil teas uy paionpuod Butaq jo abejueape

W) SeU PUR 3(duis S| w3isAs syyy ‘sbButlpeau B3 -uy
40 Si{Seq ayl uo puepuels B woJy uo43ipuod aubua j0
uQy1® 143D Ay jo suotilejngies yhHnou awew 419814y Mmaud
Syl BUIARY Ul SIS |SUOD yoeoudde (enuew y ‘6Uyuo}|uow
Unilipuco auibug 3af SNONU| JU0d 01 saydeoudde

340 "1503 pue suyl ying jo SWJal Ul ‘Sun)leddpisuod
21wdi023 a3y} 40 awos S3SSNISIP YJIOM Judsaud ayy
"HOUdJdy U "Bl-z) d pu6lL "3935 ‘01 oA ‘ujayng
0104V (8oueuy *Sfueyq "S€3 | JIA neadng Pjuswauwuy, |
9D UO)IeIudwndog ap au3ua)) /Y ‘yvd VOCAIVHIN/ Y

IT "sauybua

180 1jeuduie yo A3y 1Qeuieiulew pue LAitLigegray :114n

zZTLTvSL

W/ v /e ‘paads asinus 0) palscoq s| ajjssiw

84y J43lje juels ol pawweuboud s 1afoquny zopr ayl
“YdUNE L 23@3uNsSqns U0 adejuUNS B 40 aseD ay) u} uolow
19%20u luB(|3doud pi|Os e AQ paads a8sinus o0} paisooq
St 31 SSIU ayj 'SB0 Joew ;0 paads asinud e e jaAaAd)
®as 1e Ai; o) paubisap g4 uoodueH aul ‘spow Buiydoune|
30 3531pJebay " 1usuUUOULAUS autuew B Uy 2311 SBeuoys
Je3A-3714 pue 1505 MO| Joj pasu 9yl Aq psye104p

oudm Spouiaw burunysejnuen pue S{etuadimy U0yl 4puod
1S@d-se 543 uy Ajjeuausb sBuy3ised 3s0d>-mo| sasn jeyy
Aibud d1qgepusdra ue gy 311 ‘150D MO{ 1@ A3i|iqey|au
4Bly Joy paub)sap uaaq sey ‘a{ilssyw diys-|jue

uooduey se(bnog 118uuogdy ayy uo4 2uibud as(nud ayy se
P23313319s "38l0qun3 COv-v-Zopr ANBN/IVD auApBla) ayy
: ‘8BS LS 'gG "d 'pL6L LI "AON ‘10I " OA
"AbOlOULUDDL Bdeds pue waam uotiietay T W T3344VA/V
Saubuad 31503-m0| e Swie BUAPIdL 11N

vZ691YSL  00/01/bvL 1880rL ¥3dvd 3vs

*PUNOUS BUY uo Seaue Idueuadlulew Ut 3O PE3SU| uie ay)
Ul 3jeuddie doadw 03 A essSadau S1 juaudinba a|qey|au
‘2duls 1By} pOPN(JUOD S1 3] ‘Sautlbua auniny pue
ludsaud 40} PassncsiP sue $3.40SS30%@ du,Bud |eudaras
pu® ‘sSwa31SAS joujuod 1anj °"SwailsAs |any ‘dourvAIULRW
40 S1S0D 2iayy 1e Ajjeyoadsa Butyoo| ‘3jeddyre {eaey
Ui suoflef|eisur auibua snoraea $8SSNIJS (p udded sjyj
‘d L1 vl

"E-t 120 iy ge) ‘0batg ues 'Buijoaapw mc_gaoum‘acms
pue Buisaau|bul ooedsouay leuoiley 'sulautbujy
dA30W0INY 40 A3a:d0g (°3°Q ‘"uoilbutysem ‘puewwor
SwWa1SAS 4:y [eAeN “S'n)/v .vvd W'Y CHINLYIVO/y
lipdddle (eapu

Sumin; Jo; suoyie(|eisu, 8uybua 1o %oO| jaiuq y Ldn

STSOPYSL  00/S50/SL  1Z90SL ¥3d4Vd 3IvS

‘luswdbeuew wesboud auiBue

Pue ‘Bujilsas ubisap-;0.400ud uoilonpoud-aud ‘s s/ Rue
Pue uBisap uy A3f(1Qednp udAiB aq Ajtdojud jo

{dA8 Lbzuﬁc B jeul papuawwoday St 3 ‘Suduan)oenuew
8u1Bud 3y} AQ Auessasau s) Alip1qeunp alodAd 331t 1210}
U0 s (seydwa Paseadduy jeul papniduod s Il "passnosyp
10U st 3njea AJejduocw 10 Swual U} 31500 adueuajuen
"83€y 3tsia dous ybiy 01 9Ingluiuod Yarum swaiqoud
3uibud BuIsyys uo S§ Siseydwd Ausew)ug ‘PpdssSNOS P

ue adAoy-s(|oy pue ‘014310313 (eUaUdD ‘Adul tum

Pue jieig AQ paunydejnuew saubua 1je4ddie sseys
18744} "Gy 000 0Ob 234y} 94Ul 30 $1S0D @dueudjuiew ybiy
'd 8 'S5L6L ‘8-9g AeW ‘uUO] ‘Puoiuey

‘Buyiday uolrluodsurul upy ‘S$udaubul 3A | jowo)ny

30 A3laio08 (“uysem ‘a(13ed8 ' -0) Buisog)/s Tuvd ‘W
‘H OTAHAHNW/D ‘M oy "YIONIMDII4/9 ot ) ‘SNIAVHI/Y
ludwdo13A3p pue ubsap Juauodund paaoudu

ybnouy3 uoijanpau 3sod duueusjuiew auibul 110

8Z9SYVSL  00/60/SL  bOZTL-SL H3dVd WVIV

‘SUo| Je]nadxa

Ji3Yl ylim aduaiuadxs jenyde S$,8uUlluie BauD SaIusedwod
Pue ‘asueusjujew j0 ased pue ‘A3t yqeyiau usjedsyp
*Ali{1qeanp ‘uiBuew aduvewuojuad '@} 's3309 Bu,ijesado
auibua a2uiwadlap yoym SJ030B; 3y} sSMa LAy gaded

SiUL 3ybrnoq am 1uBnoyl amM jeym O} 9atle(du pauielqo
8M JBUM 12 MDeQ %00 UED am ‘udyRy Sd)1w Jebuassed

40 SUOL111qQ pue SuR3A [RUIAAS 'MON *$31509 Buyjeuado
3uiBuad uamoy udAal 40 8sjwoud 30 {iny 5,07 Alued

84l Uy paatuue 's3uibua uoiIsINJoud Oy IRy ssedAq-yb |y
40 UOL1eUdUaB mBU € L1(m ‘eud 1i3€dlute papog-apia ayy
‘d 9 vVIV 'GL6) ') "120-Z -1das ‘riiied

‘wiayeuy ‘yliy '@2U3ud4UO] OIS | Ndoud ‘S.489uybuy
dA110u0INY 30 A19120§ pue $J13neuoulisy pue SO} 3neuUCJUIY
40 3INJLISU] uedyuauwy ("#11e) -0dS1doueuy ueg
TOUL 'SIUT Jyy DI IUM/V wyd ‘M TP "INIMGO09/V
1086 am jeym pue 1ybnog

@M jeuym - 31je4d4j@ P IPOG-3p M ¥0; Sjue|duamog 1140

LL9GrVSL 00/60/5¢L i8Z1-GL ¥3dvd vYly

P21311U3PY Bue 3S0D siy3 Buiduangjuy

Siuawa|d uieluad pue ‘pauviwexas S| aseyd ju0dans pueg
Bujileuado syl yym Paje1d0Sse 31S0D 8y| ‘PaJO(dXd Buw
S$1502 Uo(j1sinbae 3u(bua Buy | (0uluod pup 6uilew(ise
403 S3NDIUYDaY Pue " 1S0D 3] DAL 2311 §0 u0)3400 wofew @
4Qq ued 380D udIlistnboy ‘P3L1Iudp L 3ue 3503 adempuey
CutAatup su01des Due ‘adempucey W03 S4 150D pajeldu
3utbua ayy 30 jseg luedjiubis e ‘aseyd ludwdo {aaap
dul Ul "uodvatA Auoleunge| @ wouy pajebiisaauy

S} 91242 331 aulbua oyl jo (12uo3euddo pue
uoilisinboe "luswdo|oAd3p)} 3seud yIed Ylim paje|aosse




E0LTENBL

\e/10/8L Q0Q0-1-¥4-8L-%%-90-060L-1d3y S68SS0V-QV
‘Siepudlew pue ‘A11141QR|1RAR JUBUOCWOD
*S2035841U0DOQNS 4O S3|OJ pue ‘SIBeJUOyS ‘sowy}

pead| ayy uo pale|d sem Siseydwl "S[3POW I|JIWOUODD
3O 3SN 3yl PuUR SPUIJ] (BD}JOISIY YIim pauedwod pPue
opew sSem 3,N1dNJ3S Auisnput pug "AJIALIONPouUd S350
cAyjiveaes 353uns ‘uo1dNDoJd 3uBUI | [ews pue abuey
30 SISA|BuY "GL-096L POLudd Bul} B JUdA0 Suaunydejnuew
Juihus jjeudu.ie §n aofew udAds woujl ejep (euibiuo

40 33si|vur pue Adewuns 2 SapitAOud Juodau Styj

‘PN ‘epsaylag " toul

‘U23IUIBY Tdy¥0d ‘H "W "WIA/8  °M "0 CHINSSTNO/V
AJ3sSnNouy dubBud BauLqINY @yl 30 Apnis :1Lin

B-17

STI10ZN6L 00/€0/8L £-8L-41-1dViv v98Z90V-Av
"pajuasaud 8Je UoLIIPpUod L 0

U P3l1BjNWS 2 J3pun pu@ Suo!) tPuoOd dllels |dA3| eas
12 Y109 BuL 1S3l uoljeajsuow’p duIBUD Ay SO S| NSAJ
ayy "passnosip adJe Buyisiay dn.auny 3uibua pue 5u11say
By JOSSISAWOD ayl Buiunp PaaLnNS Swd(QOud "SI LWOoUODd
GL61 30 Swudyl ul soutbua JO0I 3O SI1Df UL yoed £ggzZs 40
1S02 duibus paldeloud @ 40 JUlWIAIIYDE BY) Ul Pa}|NsSad
weuboud 3yl 30 S1d3D40D uo3}dbdsuy pue ‘Bujpunisejnuew
ubsop Ayt 'PIISAY pue PIjeItdqes SBM ssSe|d ISNJY)
punoa 00z +Ul ut ouibud 13loqunl 3| qepuadxy 3ISO0D MO| V¢
14747 "YIYy ceveT pILleM | Tduo) udueasay

swel |t 1d4d0d 7 'g "¥3IASLIN/G TV D “N3IGNH/V
3uHUI 31QLPUAAXd ISOD MOT TiiN

EBZCINGL

00/01/8L PL-8L-81-1dVIV pESOIVBLY €69v90V-AV
‘suealk

0T JOj 31jRUDUIR QpZ UO pasSeq }{NSAJ p|NOmM BujAes

3S0D SJe | (OP UoI(li1w g b P3IRWLISA Uy " Juaudinba
PAXE3 JIYIO PUB SO JUNI AR 'peOi quoq awes ay)

UIIM uOISSw Jr|I1wisS @ oy JubBiam aunionuls pue peo|
tdny paoNpay e Ing ‘'saubud ayl Ul uOLiIdNpad IybBiam e
AlUO Jou Ul }J{NS3J PINOM UOLINI|IISANS Sl °SIUdUOdWOoD
3411 Jabuo! 0) ped| PpINOA HCLINIIISANS BU) SMOYS
Sj1UauOdwod JNCy dY) JO SISA|BUR [RJNIDNUIS PI| |RIaP

v °"S3lU3dUOdwod 3y3 [|© JOj dSeIUDUL ISO0D 2 mMOYS S} |NSay
Y] “SIUUOdwod AO| {euadns.aseq- 9anOlu ayl JO 3SOD
IUeUUNd 3yl Y3l im pa3uedwod sem Sjuduodwon sIpujwnie
wNiuel i) D33123(13S 8Yl 40 1507 "udUL| IINP Isneyxa

pue 3I5Np Burxiw e Sem uolledt (dde D}3ievls Ayl ‘ape|q
3U1QIN) pue LOSSAaJCWOD e SEM Palld|as uoyledy (dde
JtweuAp 3yl "SIULUOCWOD JjweuAp 01 PIY L] Sem (Vi)
S2340UYM 'S1UDUOCWODT 2431218 01 P3I3YD.J1Sad sem (Ve ]

40 9Sn ayy “(euwed) |vii pue (oM} eydl®) (ygil 3yl ‘e
PINOO| 343N SAQ| @ wNuUjwNnie wniuelil oMl "J|NSad pINOoMm

e R A TR T W g T Y

1eyy jio0Aed pue uoiled|dde j0 edA) Yyl 91eD0(ISeAUY

01 uarelJdapun sem weJdboud Siyy "4 00L! -00014

40 8buedy 8unjeJdadwad)] Iyl Ul uOjIeD|dde woji (ejlusjod
8yl UMOUS SByY WR1ISAS wnNuiwN{e WNiueIi) Byl uy
SPUNOCWOD J4(|BJ2wWJdIUl UC PIseq SAO| R O SSE(D Mau ¥y
( dnouy aubu3l

}jedduyy) 58S ‘OIYD ‘13IBUUIDULD 0D DIJ1Id(3
1eJduad :dyod ‘M 1 ‘*N30Q3¥/8 P “HOVMOIOH/¥Y
sisAjeue jj0-8pedy 1sod/uBisap 1v/iIL :Lin

B8PCILNSL 00/€0/v¢L ¥d-88Z1-8 9€908L -GV

‘3lie) ‘edjuon ejues

*+duo)y ONVY d¥0D S ‘4 'NOSWIL/8 :°¥ P "NOSI1IN/YV
sauibua auiqQuny 14RJUDJ Y

*§3S0D uUOi3iSInNboe 03 ABOo|OuUydd) Bujleiey : 114N

CTLYSLNLL 00/11/S8L 8vSoeQv-ay

GL6L "AON 1Z-6) '"Bd ‘'v3jsSujiwdJem 1@ PDI3Y °"I0J4d

‘Rd ‘JOISUIWUEBM 'JIIUD) IUIWCO|dABQ JIV LBABN d4H0D
'V O'NYWSS3Hd/D P ‘HITMHMIB/8 3 "d NNVWINIIO/V
Jeujwas 1500 3(24A) 331

pue ubisag auibul 1jeuduiv (SO 40 SOUIPaaI0Id 114N

6689LNLL 00/80/S¢

T-10A-001-SL-¥L-1dV4Y T-T0A-L9P1-3VIL BBLOEOV-QV
Adviv ‘oLyo ‘opad|oy

*3v) BuApa|d)] :d¥0D ‘Y 'SANEVYD/8 M "HINDVM/Y
{1S4V) voj3ieubajul SwalsAsqns uo|sindoud 3 jeuddie
- UO|}INP3J 150D C1YSJAUMO SwalsAs auibul 114N

PTLLIVSL

00/00/vL ‘pajuasaud sy auibua 1af 09 I¥L Yduaduy

2Ul 4O UO I JOSIP 4214Q ¥ °‘SUOISSIW 9d3deud 3}abuey
PUB '95UdJBJJIIU| ‘AODIP ‘udjIeUWN (|| ‘IDUPSS | BUUOIDY
‘3O3R BIS JO PUNOJUB JOJ SA|DIY3A pdlolld AjB8iI0wed

30 uvos{ndoud 8yl J4Oj PAPUBIUL "SludwdJinbadg Buy 00}
djeudpow O SaSSad0ud AQ UO043IINPOUd sSsew Jnj I|qelins
pue A311o5)|dw;s ubBisap Isowin 40 3uBud 13f PaAy-IJoys
‘algepuadxad ue JO JUIWCO{IAIP Y JO UOISSNOS(Q
‘yduady ul "pa-Z8 "d 'vl6I

‘Lp ‘oOu ‘anbjineuculsy,| 19 enblineuoday, (32ueuy
*asno|nol ‘anb|weuApowJayljoday ud juawsddo|ansq

3p 12 uO|3WAOUUL,P 21312705 )/V :YVd "YW CAHNVY/Y

A3 11894 Jo weaup ‘3UiBud 13[ oAjsSuadxduy uy 111N

SCITIVSL

00/60/v4 *£11S00 3JOw OS|¥ S} I] "owil (e84 U} JOU
ING vojleNieA® 1DBXd IJOow S)iwdad Syl "$aINdwod Aq
BU1SSa204d PUNOJB uo3 BIEP 30 Buipuodad UL S3S{SUOD




3

eseyd ubisSap A|ued syl Bulunp S| 31 "I21 auibua (elo]l
243 J0 ISOW JuilwdalBP jJuiod eyl O3 dn IPew SUO;S OB
a8yl ‘uoliionpoud 03 Joiud padunduy St 21 (el101 By}

30 uotiuod ||ews e Ajuo ybnoyl |y " (esodsip ‘ai{qed||dde
AJdaym pue 'l1u40a0dns pue uclledado ‘yotiysnpoud
‘uollen|eAs pur 1S31 'judwdo(31@p pue ubisap 40 31502
8yl sIpn|du) sautbus 318l uoy (H21) 31S0D @(2A) 33171 ¥y
(*$21351607 pue SwdISAS jJO joOYdS) :5S3

OLUD 'g4V u0SJdlled-1ybBiLuM C"yD3L 4O ISU] 2040y

Jiy 9¥0) "3 "y 'SHLI44IND/9  CH "9 'NOSQIAVA/VY
S1S00 jJ40dUdns pue uojjedsadn sulbua 13[ ajrwiisa o0}
pugwwo) S241S 15071 82104 Jiy AQ Pasn SINbtuyl31/s(3pou
IS0D JO U0 IPZ1Ja)IdPUBYD pue LUOLIBD L IIUSP | Uy 741N

BPOv INBL

00/Vvi/LL 1808r0v-QV 8-L020-GEB-C6-NEST Q1L -¥v-QYVOY
‘an1ssaudwl sy sanbiruynay

ysns J0y tejlualod/yimoud auninyg auyl cAlitigeydd
aui1bua J00d ;0 S32UINDISUOD SNO|JDS YUY JO IAlIed|puU|
auT Aurlil1W 3yl Uy S3ydeoudde yINS JO UOLIRIUIWYL JAAXD
pPSSeIdUl 3yl PUB SJUL|Jle [B};DJU3BWod Y3

ui Hu1I0Y uow yyleay auitbua j0 yimoud ayjp (g) "3s02
BIDAD I3 duidud Uy A1yt iget |da autbua 30 ajou ayy
UsiiQeisa 0} £apsdu 8de ' 239 ‘sauni ey jded ‘'sjuoqe
TEiRAQATY AULEUD duNnjewddd SO SIOUINDISUOD ISOD BY|
*PASSNISIP U3NQ lou SeY AjLtgeliddun 3uibud Ageliitu
40 120Ul D1wou0dd BY] (p) "3Jn| ey 3O S3POW SNO L JBA
oYl uUdIFMIqQ 1S1xd 1Byl sdiysuotlie|ad ayl pue abesn

61 100405940 yliv auniey jued Joy $S3ISNBI Iy} AV LW}
0} P3IP3AU St elep aun(iey jued Paiv1ag 'IILAJIS
Adejstw u. abesn auibua jenjde uo eiep Buldaaubuas
40 Al1iti1Qe(teae ayl uo 1uaduLiuod st ssauboud

Joylung “Ajued swaigoud asodxa 01 sanbiuysal bujisel
poAoudwi BulAo|dwa pue A}j|tgeul2iuiew paaouduy

403 Buludisap due sdaunidejnuen (€) 18w agq ISNW eyl
31UdwddINbay Ajyt1qgeyad @yl O} 129dsSdu yiim saubua
4NN, 30 UDL}1ISLINDDe pul Uojjedtjtiendb/uoLiedty3uad
*Judwdo 249D 3yl BuILuJdadyuod SPUBPURLIS PUR Sludwlduinbad
Jusbutuls auow 3o ucileb(nwoud 3yl Butluopisuod

I SI1jluoyine Auel | tw pue [iAlD 18U} SWIIs

11 (Z) "Suoiilelsadxd guoledado oy dn Buyay jou aue
Sou1lHUD | B|1DJUDWWOD JAMIU Sy} Je|ND|IJPd Ul 'S3D|AUSS
Adel ity Jo [BiIDu5wwWOD uauUltd Ul AJOIDBR3YS118S J0U S|
Ayviqet (ad autbug ({) :31(nsau volew 3yl pue Buiyaadw
AUl 40 2UO} BYL 3129|433y SUDL IRAUBSQO Bu MO 104 BYy)
LL61 "4dy

t - TJelw (£ ‘anbeit ayy le play Buiiasy T{adueuy)
S1ded 'juswdo|aaag pur 4yOUeaSIY 97edSoJay uoy

anou9 AJOsS . APY “d4¥0D {"Uuo) ‘PJ0jliBH 1S3 'dnoJg
13eduiy faulluM pue 1jeud) /v vvd ‘d "9 "3INWS/v
Ali11qeytay jued

JdMOg uO Buijaan Si1stieirads s$213136udU] pPUR UOLS | NJOJY
(Q)1UIBPp UL U0 1JOJ3Js UOLIeN|BA3 (E€D31UYDd3]L :J1in

666DTNBL 00/04/LL g8EzZSov-ay

‘SWOISAS 9|Qepuoy e apiAoud uRd

puR %uom SBOP juUdwIBBURW I JPUI SUCIIED|PU} dALIISOO
aPiAoud Sa1pni1s 3sed ayl 40 S§1(NSau 8y " ludwaundoJd
237 WM PAULBDUOD dJe leuUl mo( |0y 01 swedsdoud Jaylo
JO3 S13P0OWw Se dAJ3S P |NOYS SI:1pNIs 3ased ayy N 3dyy
lle uo pauued| SuU0SSa| JuelJoCw]  "Pal}II|I35 SI3iPNLS
asen 994yl 9y} due weudoud 591 -IYY S,a2404 JiV Y}
pue ‘wedboud Bi-4 S,AABN ‘weaboud wmey woelg S,Awdy
9yl "LL61 "1d3§ 6Z U0 DIdY YPUWAS ID1 B wouy PIDI(3S
BudMm SISED AUl 9D JIMO| pue SISO0D § pue O PIINPDaJ
SPUBMO] 3INQIJIUCD 1BUY S3JUNJEdy Al i1qruLleluiew

pue ‘ubiSap AQ A3 {1Qe|dJd ‘S3AIRUSAY (R $O11SLRO( 40
1%eduit ayl BUIMOUS | 12318P ULl POSSNIOS P ddue SaNbjuydd)
Juswabeuew JD) O DAL1IBRIUBSIJCIUY S31PNIS BSED I3JUY
"Ayi1Qest |dde Acej | tw JOj POMOLAdJ aue S3D|1oeud
8ouBU3jUIRW puUR |RUOL §2uddO || 2udiudd "J3YJuNng “SHS|J
3|Npayds pue 31S0D SauIwudIaIP pue Abo|ocuysdl Juasaud
3yl Ull%w PISSasSse ag 0] ddruUtwuojuadrd smol e eyl
spoylaw sisA|eue sapiaroud sautbud auiguny Jjedduie
JOj SySAleue D)7 uQ 140d3au gNVY Byl ‘gau(aptnbd
ABoiopoylaw BUL3ISOD S PUe O OIV) 40 MmILAdJd e pue
1udluod saul|apPInb BUl 40 MI|AUIAC UR Ylim udpeay ayl
aPtAoud 01 Paziucwwns aJe [KN1 AQ padedaud sdui|dapind
6u11s09 ‘ABo(opoyraw BulISOD § pue Q uo dPew SSILOOU
Y pue 0UIUO0D 1SOD § pue O palejiul daey eyl
$315110d juswsbeuew ayl) Saujwexd 3d33loud Apnis SiUL
‘@A 'JioAa(8g 404 ' |O0UdS§

juswabeuel SwWI}SAS asuayag 40D ‘H 'V ‘qQyvala/v
sS31pNIS

ased pue ‘Abojopoyiladw ‘lusdwsbeuew 1502 3L 1LLN

Cl10ENBL 0Q/90/8L ‘uo|3daddualuy

(t) pue 'Ajjuoiuadns [eBLud@ (£) :3jvoddns jesiidel (T)
‘udjjeulduad gpnitiie moy (1) :pazA{eue auam SUOISSiwW
BULMO| |04 B3UY PuU2 PIIEB(NI (@D Buam S150D pue Jubiam
13BUdUiVY " (1RISP Ut P3SSNIS|p due s1Dadse OM] 3sayy
‘3jeddJdie @J1IU3 €43 JO ISOD 9yl OS|e pue jjeuduie

Byl 40 1ybBiLam oSyl &3nPu 1 ued autbHua ayy O AdurwWIOuad
9yl "8ui1bBud a3yl 30 A3 x9|dwod 3yl JO Jubi|am

$303MB) 0} Pdle(du ual40 S| IjeuUdJd P ue 4O ISOD dy)
(S0-1T 6600c-8/N 335) d 8 ubjsag

138uduy voilubigd Quvov ul s(@aueug) (aAewedu)-ASSioN
‘UOLIR[AY,P SJNAIOW 3P UO|1IJNUISUO) BpP @
SapNi13,p a(euoilieN 3131205 :dy¥0)D ‘4 0 "H3TTIVAIMI/Y

1S0D s1t pue auibua 319a%nd0u ®
30 £311xa3{dwod 9yl uadm1aqg as i woudwod e 3o Apnis 114N




5 AN

i B

vojlonpoud aunin; 40 sajewilsa BupiAocud §| ISauelu|
Je(nojved jO B3R uy "S3ISO0D UO|IdnNpoud wWIISAs

coaeoz JOj Saleu}3Sd @13 Iul 21eunddR Buido|ardp jnoqe
PAuuduod A1dasp S} (gpQ) asudjaq 30 juswiJedaq eyl
‘X3W "N "84V PURLIJIN " TALQ

luawabeuey 3dBUIUOY BDUOJ JiY (d¥0D YOCW CIUNVA/Y
uol 35 nboe waisAs uodeam u| A|ues

$3S02 3uibuo 13 Bujjew})sa Joji ABojopoylaw v :7LLin

B-19

LBIEENLL

00/80/LL 8L9SPOV-QV S-8610-GEB-T6-NBSI GiZ-dI-QuvoOv
LL6) "udvy

- "Jey £ ‘anben ayl ‘laved s2)1206udul pue uwo|iSs|ndodgd

Q¥YOV 9Ll 3O Buiioalw UIEy BY) B PaludsSIJud T (@oueuy)
Siu2d ‘1Ududo|3aA3Q puUR YIURISIY (ED1INBUOUDY uO}y

dnouJn AJOS | APY d¥0D Aitpiqge) @y jue|d Jamod :11iN

98IEENLL  00/80/LL

‘spuepue}s Ul iule pue uoilIeuddo jo dLeds B8yl
*paziuedJo Sy Sutuie ue Aem ay) ‘uotileuddo aujtuie uo
JUIPUICSP 3JOM $I2UINDASUCD 3IS0J "AD| (od asuruajuilew
puUR JUSWUOUL | AUD yoledado *Sa1dudidy jap ubisap
JUdudyut AQ poduanijuy 8q 03 Punoj sem A1 |1gey1dy
3VIBUd 930 D1u3IDI|3 |euduadn 3Y) JOj pajedbiisaruy

SeM [3A3| A3 [!1QeLdJ4/3S0D D14id8ds ¢y "31onpoud
PatL313Isn{ A BD1WOUOD3 pue A | |B|D2J43WwOd OS(e 1Ng ajes
€ ud330 O} yIPJO Uy Idw 3q IShw SPuBpPpURIg "PIsSsSNISip
St $211Sivajorueyd 9durUIIUlRW PUE |eUO|IRJIdO
BUIJIE |eUOLIBUUBIU} pa|nNpayds AQ padinbau saubua
puR l1jeudJie WwoJ4y A3i|1qetidd ;0 ddubap by 3yy
(L0-vZ 1BIEE-LLN 338) d L AlL{iqet |3y jueyy

Jamod Quvov vl ‘{Spue|J3ylaN) wepJdiswy ‘S3uy|diy
y2I1Q (eAoy WIN :dy0d POCM Y 'S ‘nNv3Lyvwi3a/y
saulbua 1af

Apoq apim BUiILUBdO U 1SO0D SNSJAA Adjligey |3y :1Lin

O6LEENLL

00/80/LL ‘3jeudyie uuapow do(3Asp pue ub)sap

03} Ajtiige uno sey os ‘passadvboud aaey sanbjiuyde)y
{eluawiuadxd pue (eD13A(BUR UJUBPOoW 'S|RlJudiew

3ouUS ‘yYoeoudde ,paudurad| SUOS3I|, B JO SIALIRALUID
Ade juowdo|2A3p pue ubisap eyl paie1s S| 1t
‘PAUIPISUOD OSte auaM BuLwil pu2 3S0d (elitut ‘jybiloam
‘*doueUdIUIBY “AJ | lgedng Al tlgel [ad Pue aduewucjuad
4O SWUd} ul paujwexd sem ubisap dUIHBUI Y jeuddiy

(LO-bC
IBIEE-LLN 3350 d I A3iliQe) (8 jueld Jamod QUVOY
ul {-dnou9 auhulz I3BJDUIY) :SSI OLYD ‘13IBUULOUL)

*r0) D1J3D3(3 |BJBUID (dHOD "8 JJ0N/v
PauJead| SuUOSSat
LBbnouyl 1Uauwdo!aA3dp pue ubisap auibud 1jeuddly 1L1in

160TINBL 00/90/LL ViL-PE-USST-114Y TLIVYOV-QV
‘SUO0 | 1008

puR ‘Se} |Quesse ‘'siJud Su0uUs ;0 831802 UO|IONPoUd

a4l Buizyii1an soIpnIs Bullvwiisd Jojy sjenbapeu Jeedde
82404 Ju}V¥Y 8yY) UIYlIm PaUIRIBJ pUe PBIJD| (109 A|juaseud
ejep 3802 8uibua (g) puw 'asjwoud pioy o) sueadde

Oste au|Bua 819|(dwOD 3y} 4O SISO LOLIINPOJT S| ISe
03 ‘udny uy °pasn pue ,dn 3|inqg, 3q PpINOM uO{}DIS
3uyqun) aunssaud ybiy By} O PlewiISd IS0 B UYOIYM

Ul Yoeoudde BuiJdau(bBUd [B1J4ISNPUL Y] 4O UOLIBD| 4 POW
e (p) '3%02 uoyonpoud auibuo |10} BUiIRW|ISH

JOj 3sjwoud p|oy O} sJeadde Su0|}IIdS JOSSIJCWOD

pue auiquni aJnssaJud ybily jo s3s0d 8y3 Bujsn

si1sAjeue u01Ssaubau (g) :3S0D uo}Idnpoud aduibus ey0)}
UliM sSUOIIR|@uJ0D JUIIS|SUOD I1SaUB Iy ay) pajeJyjsucwep
SUO| 1935 JOSSAJUCWOD pue du|qdny adnssaud ubiy

U3 30 S31S0D ‘SUO0128S auibud huowe (g) 'sdiysuoyle|dy
asoy) BUILUIWJIIIBP JOJ INDIUYDIB) BA(1D3448

ug SapiaAoud S|SA(RUER UO|IR(3Uu0d () :sSBupui
BUIMO| O3 BY} IPNIDU| UYDUedISBJY Sy} JO S1iInsed

du] 'seuibuad asuiquny seb jo §1502 u01INpoud (R8I0}

03 S$1S09 Uo3aNPoud WO} 31938 dUuBud jo dIySUOIRias BY])
a1ebiisaau; 03 paubisap Sem pue unileuo|dxa Bujob-uo
3Byl 30 1ded e Se paAJds ApNnis Syl “uollisinbdoe
wa3sAs 30 saseyd uojiepi|eaA pue (eN3d3dU0d

3yl u¢ sauybuad auiguny sed jo s31s0d uOL)IdNpoud

8y} 231pw3Sa O) Pasn aq Aew ydjuym sanbjuydsay Bujuo(dxa
ALIUauund s Adojeuoqeq uois(ndodd OJay 3dJ4od Jiv Y]}
{°s21151607 pue SwaisAs O |OOUIS

) :88D ‘OlY0 ‘g4v UosSudlled-IUDIUM ‘"yddL O 18U
82404 JiV 1dHOD ‘3 YV Cwyvis/a Ty TP CINIINO/Y
sauibud auiquny

sed 30 S31S02 uo112nPoud (@101 O} SIS0D uo|lonpodJd
uo|129s 30 diysuojlelad 3yl 40 uoiiebiisaaul uy :1tiN

G60TINBL  00/90/LL VLL-10-¥SS1-114V E80VPOV-QV
‘ubi1sep auibBue

BujJnp asn Joj A3t iqed|dde Jjayl 0] S UO|IRUIWUIIISP
? MO||®@ O} PazZjJaldeueyd 8Je AUl °"SWa}| 9(QeRUIA0DB
JOJ S3jew3ISa ISOD-jJoddns |enuue (eI0] Puw

' (neyJaao auibud ‘saueds 9| QRUIA0DIU JO UO | IRUIWJIIIGP
sSluswadJinbad 0 seade a3yl Ul PISN ade sanbiuylal pue
S{9pow 9say] ‘'3SOD juoddns pue uo|3Ieuado auibud 1of
djew; 158 01 puRwwWo) S2131S1H0T 85403 vty Byl AQ pasn
Sanbuys8l pue S|apow 3yl 3O uojleb|1sdAul D lewd)sAs
e PAA|OAU} UDJBISIJ Sty] ‘ubBisap auibud Bujunp

pasn aq PNo2 ysiym Sanbiuuysdy jnoqe abpamoun 340
aduasqe 8y} AQ paJapuiy JaYIuny S| JI1 JO uoLlew|lis)y
*297 40 8seuyd 3juoddns pue uO|leuado ayl Buiunp
PaJundu} $1S0D j0 UOI1DiIPaud Jtwdad 03 duibus mau 8y}
UO UO|JeWwdoju} (euo{leusdo Juai10}3nsul S| 843Yy) ey}




L

R e e S ——

E—— P T i oo R i B

901 LENSL

00/90/6L *MBJD YB3 AU UM Bujiedjunuwod

JO3§ 321A3p Indino/indu) ue Y3 im JaiIndwod (njuamod InqQ
llews e SaPN{DJU} HYOIUM ‘pPalY 4 3Q O} wWAISAS Bu|pdodad
a8y} 03 diysuoile(ad U} paulwexd 3Jde ‘BuULJI0}|uUow
ylteay 2u6ud 03 JueAll8J Se 'uelSidul Ayl 'Jjeuddie
IX3U $,03Vg 4O sauitbBua 1ZEY 3yl O SOI3S|udIdeueyd
QUYL CIUDWOAOUDwL J413Y) 4oy s|esodoud UIim ‘PISSNISIP
342 S3SS320ud dSIYY U} SIIDUI|D 43P AYl 40 Bwos

‘eyep ayl Buidnpau uy pako|dws sasssd0ud (ed|jewaylew
oY) OS|e puk 'IJURWIO0;J48d (en)ide pue Suojledyjdads
ubsap 1udwdinb3d a3yl JO SwWud} Ul paulwexa A||BD}idD
due uvj 0SS paIAILyde S3|NS3J4 3yl ‘S824NOSadJ {duuosdad
pue |ei1dukruy 4BAQ |OJJu0D Judbululs 30 §323j338

ayl BuIPpN|duUL "PaSSNIg P Bde JUSWUOJ L AU | BDJ4dwwod
BA1}1300won © U wdISAs e yons Bujledddo AQ pasoduiy
sUOjilelIWL| Iyl pue ‘pPavedwod aJe S| JOUdQ PIdJUI|Jadxd
pue (edy3aJoayy ayl -sasodund Jaylo Joj I|Qe| |eAe
Al1pedu sJe SjuaswdinNba sicA|eue pue uol}l)sinboe elep
21suqQ 3yl 4y Alax:tt AJuo S} UUNIBJ |e|duUBUL) dAYSod
2 leyl uMoys 31 31 pue ‘1t Butuuny pue Bujludwd|duy
30 1S02 3yl 93 dIYSUO1B[3J Ul PIJIPLSUOD S} wd}SAS
Buitulljuow Yl €34 du1bBud ue wouy UJUNIaJ PajewiIsd

DYL "S1299443 D1wWOUOII DIJBW IS YIIM PIMILAIJ due
sau,bBud pafie) Alouniewaud 4O S3103343 |BUO|IRURCDO BY)

(L0-2¢
£80IE-GLN 338) d ¢  Bujuoliuoy uoilpuo) auibujl
pue s>yisouberq Qyvov ul T (pue(buz) x3sa|pPiW

‘sAenmdiy usty(ug dy¥0d ¥ '3 ‘ILIHM/E itd ‘HIVTVM/Y
AUl 41 L tAL1D & Ui Bujuoljuow yj|eay auibulz :iin

6ZIPINOL  00/T1/GL  B8OGO3IVGLY EI6VEL-Y¥D-VSUN

‘ubjsap

auibua 9240 ajgeueA 2yl Olu} PIIeyoddodu pue
PIIPNIS BJFM SIUIUOTWOD auibuad |B21311d4) "3(ge|ieAe 394
10U PAJ3PISUOD ABO|OUYDD] AURSS8daU dBY} Ajluapy r e
*s3lew 1S9 (euoi1SuawLp pue IYHB19M wJuju0d A3 1gISeay
teo1ueydaw aulwddlap 03 $91pni1s ubissp Aueuwy |dud
auidual 30 s1252(gns ayl uo Audm IJA SsedAg-ajgnog

Y3 pUR ue40Qudn) MO( 4 -POXIw |BUOLIUSAUOD 3y|

‘Pauyjap 2u2m 3IJA ssedAg.a|gnog pue 3IIA 3(DA)-(eng ay)
pue *autbua aul | aseq |BUO|IUIAUOD 31S3Q S|y} O} pappe
BJAM S3uniedy auibus JID4D0 d(qrtL.dea pPayd3|ag ‘due|duiy
duila@seg 1SY 9yl uy 2abueu uo paseq pa}da(as sem au|bus
ue;0quny poluawdne Moty -paxiw 3S8Q By ‘due|duie

1Sy 9yl J: A1i1iqeoed adued JUI| [9IXD UMOYS SPY YD iym
‘324D urjoqun} pajuawbne oyjeu-ssedAgG-moy mMOLj-paxiw
Yy U0 pPHssSeq 'payyIIuldp) dJuam sSauUIbud B(0AD I|qeiuep
{-dnNoun auibul 1jeuddiy) :SSI *OtyQ '1leuudul)

0D 21d123t3 |eddudn 1d¥0d ‘a ¥ ‘NvIv/Y

T aseud ‘'Apnis

ABO1OUYD3] walsAs uo|S|ndoud D1UOSUIANS PAJURADY :LLIN

B-20

PRI WL N 1 e W, T

.4. ‘|13<ll.. ,‘. !, 2!....\.2..;2
P v s o o

SEIBINIL  00/80/SL  10-SL-H1-WOISAVYSR OTLOIOV-AY
*S8JNP320Jd pug A2} |0d 31S0D 03 uDSIP 8,u010RJJUOD

8Yl 40 UO|31diJOSIP © SOPN(DU PUR JJO3 30 SIUY

$O UOLIBN|BAD S, IUdWUJIADD BY) S$IZ Jowuwnsg JJOodad SiuUY
‘UoIS|AOud 833 pueMB UR JBPUN 1JO04ja 31500 O} ubD(sap
dAISUBIXd UR PAWJDUAd JOIDRUIUOD 3yl ‘AuiBud auiquny
seb Jamodasuoy 1j4eys 6L08 © 40 juswdo|sadp Buiung

‘ol "$i1n0Y 1S

‘pPUBWWO) SWAISAS UOLIR|AY Awdy :d¥OD ‘M "D ‘d¥38vd/y
140dau uoiien|eAd 933 pueme poiJad puz 'I1s0D 03 ubisep
weuboud judwdo|anap auibBud JB31doD |3y Y411 AARBH :@T1LLN

LETBTINSL 00/01/SL

T-1d-88-GL-¥1-1dV4VY T-1id-T-GL-1d3Y¥ £80I1COV-QY
‘uojejuswWa|dw} JO paads pue paads *3SOd jO

$asSeqQ ayl uo uojied|dde (edj3dcedd uy abpas ayl poylow
PUODBS Byl BALDB | |am ABw 3|{NPayYdsS pue aduewsojzued

uy sabueyd uoy Bujjunodde 30 swaiqoud [B}]IJUDI0J
cAoeundoe jeo|1a40ayl uajeaud e sey JOwdoj By

ybnoyy a|qiseay aue spoyldw yioq eyl sSIPNiduod JJodau
8yl 'sauiBua ;0 sjued uo (Udeoudde gNvY) S3ISOD suiBbua
BJ41IUD udY11d dlewL1S3 O SINLUYD3] uo|Ssaubau Buisn
AQ (Z) pue ‘uojysey BuiuaduibBul @ JISNPUT BUO ] {pRY)
e ul sjyued ,BujAldp 1SOD, 3Yl 30 S3S0O a8yl dn Buipiing
AQ (1) :311ng 394 jou saujbua jaf jo s3Sod uoyiydnpoud
ay3 Bujlew 1S3 40 SPoYIau Oml SaqlJdsap luodad siyy
(*Buidaauibul pue si|INPUOJIISY ‘SI|lINeuUOJdY

30 tO0uUsS) :SS9 ‘pul ‘@33dAesel " CAuUn aNpJUnd :dY¥0J
THP PP N3/ Y W Cvg3d/8 Mo T divea/Y

Z jlued ‘apow 31502 uojiedubBajuy waysAsqQns uwo|sindoud
1jeuduje |e131Ul 3O APNnys A3 1QiSea) 30 T dstud 111N

LOOSZNLL 10/80/9¢L L99€EQVY -QV

‘Buidew UOISII9P Ul PIsSN 9q Aew YD UM SIjewiIse

31S02 Buido|aadp Jyoj yoeoudde (e211511RIS 1094400 Y}
SI S|PAU3IU| 3DUAIPIIUOD 3O 3SN Yl (p) Pue :uoi31dipaJdd
yoea Joj (9A2| eydie paijidads @ je Buised

|BAJDIU| 3DUIP} JUOD 310JOdUODU| PNOYS S|dpow 380D

4O uojlepi A |edtistiels (g) 'S|lapow uojlewyIsa-3sod
8unini Buido|3A3P UYL PIJIPISUOD aq P(INOYS pue 3SO0D
YitMm paje(audod A|ybiy aue Sa|qejJea pale|dad-s|ejJajew
meJ (Z) '3At103448uy Ajjeuoijeuado aue

s{apow BlLilew|1S9-3500 80404 Jiy Juddund (1) sbu:puiy
BULMO| O3 S4YI 2PN[DU} Yyd2ue3sdAJ Sy} 3O SIINSey

Ayl 'S1502 uoii}dnNpoud 3uibuad alewy}sd 0} Aem u33l1eq

e puily O3 paubisap sSem APNIS Siy] "SISO uoy|jonpoud

031 sa|QeiJeA INdINO Se | |9m se Sa|qejueA Induyg
BuilB{au 43PISUOD s3duabe QOQ 4aylQ °"SI3|qeiueAa jndino
4O UOL1oUNy B se 3<00 3uibud Aj1uepy 82404 JIV auyl AqQ
Pasn s{apow djdJjswesed JuaJun) ‘sauibud af Jyoy SIS0D




B-21

9TTLINGL €2/50/vL 99i6L1 -9

‘pasodoud auw spoylaw pasn A|juasaud
U} JO SuOiIS|AGY P3| |elap s} weubuid JudwaAOLdW
Jusuodwod a8yl 40 Buidueuly puw 6u)319abprg 8Yy| 1583
uop3edi i) end japow ay) ssed o) papadu eyl pucAeq
8dueunpud pue dduewdojudd Ay} jGeded 40 ludwdo{aAdp
Jayluny 84 nbau saubua jjeddue jeyl pajuasadd
S| 9JUBPIA] "SSHUBA|IID9) 4@ 1S0D S)) JO SWUIY u)
pajeniens sy SautBua jjeudouie Bujvinboe pue buido|aarap
Ul Adeytlliw 8Ul AQ PamO||0j A([RUO|}|PeU] POYIaW ayy
"3'0 ‘uoibujysem ‘sajels
P33 un ay3 3o {eudud9 Jai|ouldwo) :@dyod sau|bua

1i@JDuje JO Juawdo|asrdp ayl Bujdbeuew Ul Swe({QOdgd 141N 3

SLEZITNSL  00/ZL/vL  L-QbL/WS/VSD LSEEOOV-QV
*Ajujeluadun (edjisiies

U} Suoyionpau ajeujsuowap 03 sauenbs jsea paz | ieJauay
JUOP pue Aueuipso Buisn paaidap sdiysuojje|au
Bujjew)iss 3soo J|JjdweJsrd jO dpew S} uOS}Jedwod y
T34940u1® ud3yBiy uy SBUIBUD pue "SOHIUCLAR 'SBWeUU R
JOj S1S00 (BD1J01SIYy O3 pPaydde sy anbjuysay

3yl "suotlenna uo1SSaubas PIAIJIP u) Ajuie}uasun
[@213S131@1S S3SLaUDaP UdiuM sanbruysai sadenbs isea
30 UO|ISU3IxX3 ue s| saJenbs 1s@d Paz| |eJuausdy Jujop
(-Buiuaau|bugy

30 |O0oydg) :S85) ‘OIYO g4V UOSuaIl1Bd-JUBLIJM

'TYI81 JO “ISUl 32uDj Jdiy dHOD "M "d "N3ITuRO/vY
Jj2uddie udlubij Jyoj; uollRW}ISe

1503 o031 pal|dde sauenbs 3}sea| pazi|euauad juiop 14N

B8O IENSL

00/90/SL ‘UoyjeJuado JdiIndwod JuOj PIPIBU BIEP pue
Siuvawndisui Jayjo pue '{0Jjuod auiBud ‘suo)Iduny|ew
8u5us Bujpuadwi 40 uo}31dipaud ‘AL {1GQel |8d D21UCUIDBLD
'$31500 43aINdWOD UAA0D Ble] ‘PIUIWEXd Sue JusInNduwod Aq
Buiuoj juow Uotlipuod auitbua jjyedduie pue soilsoube|q
(LO-2C €801E€-SLN 33S) d

81 Buruoljuow uoyy1puod auibul pue sojisoubeQ  QNYOV
ul A.mu_uDGCOqu 30 .unﬂn: :SS2 “dited .>wquCOE
‘looyds aienpeubisod |eAeN :dHOD ‘3 "V ‘SHN4/v

Bu U0l luow U0} 3 PUOY BULBUA pue sotisoubeiq :111n

R s s SRR N



REPORT DOCUMENTATION PAGE
‘ l.Reci;_i-e;thiRﬁefe;‘e;nc:m i Z(;iﬁgi;ma};)rzé Reiferenicéy 3.F liu:thr;rwkei'erence 4.Security Classification |
‘ of Document E
AGARD-LS-107 |  ISBN 92-835-0265-5 UNCLASSIFIED 1
Y ! SO |
5.Originator Advisory Group for Aerospace Research and Development :
North Atlantic Treaty Organization !
7 rue Ancelle, 92200 Neuilly sur Seine, France |

—

1

A R . [ __._li

THE APPLICATION OF DESIGN TO COST AND LIFE CYCLE COST
TO AIRCRAFT ENGINES

" 6. Title

7.Presented at a Lecture Series under the sponsorship of the Propulsion and Energetics Panel
and the Consultant and Exchange Programme of AGARD, on 12—13 May 1980,
Saint Louis, France; 15-16 May 1980, London, UK. .

8. Author(s)/Editor(s) " 9.Date

Various ‘ May 1980

WIOV.'Author‘s/Editor's Address -

Various

"12.Distribution Statement  This document is distributed in accordance with AGARD )
policies and regulations, which are outlined on the
Outside Back Covers of all AGARD publications.

"13.Keywords/Descriptors

|

Aircraft engines
Design criteria
Cost engineering

i

—_— - -

1 14. Abstract

This Lecture Series No.107 is sponsored by the Propulsion and Energetics.Panel of AGARD
and implemented by the Consultant and Exchange Programme.

N

.

4All of the NATO nations are faced with a major concern for the growing cost of defence and
the need to ensure that cost and performance are optimized. The requirements and related
costs of weapon systems have come under close examination. The entire life cycle of a
weapon system and its subsystems must be examined. The cost of design and development
must now include not only the cost of production but also deployment, training, operational
use, and support. The use of new technology and new management techniques are essential
to obtaining the most for the available money.

The purpose of this Lecture Series is to examine the latest methodologies of cost/performance |
comparison and trade-offs for aircraft engines. Information will include data collection, !
analysis, modelling and estimating all development and operations costs. Also addressed will
be contractual provisions and the costs related to incentives for performance and reliability.
The latest applications in both government and industry will be covered, with examples and
experiences from the military and civilian sectors.
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under close examination. The entire life cycle of a weapon system and its subsystems
must be examined. The cost of design and development must now include not only
the cost of production but also deployment, training, operational use, and support.

The use of new technology and new management techniques are essential to obtaining
the most for the available money.

May 1980, London, UK.

ISBN 92-835-0265-5

the cost of production but also deployment, training, operational use, and support.

under close examination. The entire life cycle of a weapon system and its subsystems
must be examined. The cost of design and development must now include not only

The purpose of this Lecture Series is to examine the latest methodologies of cost/per-
formance comparison and trade-offs for aircraft engines. Information will include data
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Also addressed will be contractual provisions and the costs related to incentives for
performance and reliability. The latest applications in both government and industry
will be covered, with examples and experiences from the military and civilian sectors.

The material in this publication was assembled to support a Lecture Series under the
sponsorship of the Propulsion and Energetics Panel and the Consultant and Exchange
Programme of AGARD, presented on: 12-13 May 1980, Saint Louis, France; 15-16
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